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1. Scope

The scope of this document is to define the structure for the Enabler Implementation Conformance Statement (EICS) for OMA XDM Enabler Release across all of the technical specifications included. This document contains the Client ICS.

Details of the Enabler Release package used to generate this document: OMA XDM Enabler
1.1 Device information
	Company
	     

	Product Name & Version
	     

	Date of Submission
	     

	
	

	Contact Name
	     

	Contact Phone
	     

	Contact Email
	     


2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[Shared-XDM-SPEC]
	“Shared XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Shared-V1_0, URL:http://www.openmobilealliance.org/

	[TS-XDM-CORE-SPEC]
	“XDM Specification”, Open Mobile Alliance™, OMA-TS-XDM_Core-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	None
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Abbreviations

	AS
	Application Specific Server

	CP
	Control Plane

	EICS
	Enabler Implementation Conformance Statement

	IMS
	IP multimedia subsystem

	OMA
	Open Mobile Alliance

	PoC
	Push to Talk over cellular.

	SIP
	Session Initiation Protocol

	UE
	User Equipment

	XDM
	XML Document Management

	3GPP
	3rd Generation Partnership Project


4. Introduction

This document outlines the conformance requirement structure for Client devices as defined by Open Mobile Alliance across all specifications included in the Enabler Release. The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table. In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.
5. Product Information

The following table outlines all the architectural components that apply to XDM enabler Client requirements.  Check all the components that apply to your implementation and fill in the appropriate EICS sections that pertain.

	Architectural Component
	Support (YES/NO)
	EICS sections that must be completed

	XDMC implemented by a UE without the ability to communicate with a Shared XDMS
	
	Section 6.1.1 of this EICS

	XDMC implemented by a UE with the ability to communicate with a Shared XDMS
	
	Section 6.1.1 and 6.1.3 of this EICS

	XDMC implemented by an  Enabler Specific Server without the ability to communicate with a Shared XDMS
	
	Section 6.1.2 of this EICS

	XDMC implemented by an  Enabler Specific Server which includes Shared XDM Client capabilities
	
	Section 6.1.2 & 6.1.3 of this EICS


6. Client Enabler Implementation Statement

The notation in the table below is according to [OMAIOP].

Support column shall be marked “YES” for those features that are supported by the device.

6.1 XDM Client Specifications
Chapter numbers in reference column are related to the [TS-XDM-CORE-SPEC] document.

6.1.1 XDM Client implemented by a UE (i.e. User Equipment)
	Item
	Function
	Reference
	Status
	Requirement
	Support

	XDM-XDMC-C-001
	Support rules for constructing HTTP URIs
	6.1.1.1
	M
	XDM-XDMC-C-001
	

	XDM-XDMC-C-002
	Support for XDM Operations
	6.1.1.2
	M
	XDM-XDMC-C-002
	

	XDM-XDMC-C-003
	Initial Subscription using the SUBSCRIBE message
	6.1.2.1
	O
	XDM-XDMC-C-003
	

	XDM-XDMC-C-004
	Processing Received NOTIFY Request
	6.1.2.2
	O
	XDM-XDMC-C-004
	

	XDM-XDMC-C-005
	Support HTTP Digest authentication
	6.4.1
	M
	XDM-XDMC-C-005
	

	XDM-XDMC-C-006
	Support HTTP over TLS using the two supported cipher suites
	6.4.1
	M
	XDM-XDMC-C-006
	

	XDM-XDMC-C-007
	Support other cipher suites defined in RFC2246
	6.4.1
	O
	XDM-XDMC-C-007
	

	XDM-XDMC-C-008
	Support HTTP Compression
	6.1.1.2
	O
	XDM-XDMC-C-008
	


6.1.2 XDM Client implemented by an Enabler specific AS (i.e. Application Server)

Chapter numbers in reference column are related to the [TS-XDM-CORE-SPEC] document.
	Item
	Function
	Reference
	Status
	Requirement
	Support

	XDM-XDMC-C-001
	Support rules for constructing HTTP URIs
	6.1.1.1
	M
	
	

	XDM-XDMC-C-002
	Support for XDM Operations
	6.1.1.2
	M
	
	

	XDM-XDMC-C-003
	Initial Subscription using the SUBSCRIBE message
	6.1.2.1
	O
	XDM-XDMC-C-004
	

	XDM-XDMC-C-004
	Processing Received NOTIFY Request
	6.1.2.2
	O
	XDM-XDMC-C-003
	

	XDM-XDMC-C-008
	Support HTTP Compression
	6.1.1.2
	O
	
	


6.1.3 Shared XDM Application Usages (Client)

Chapter numbers in reference column are related to the [Shared-XDM-SPEC] document.

	Item
	Function
	Reference
	Status
	Requirement

	Shared_XDM-AU-C-001
	URI list structure
	5.1.1 
	M
	

	Shared_XDM-AU-C-002
	Application Unique ID in URI list
	5.1.2 
	M
	

	Shared_XDM-AU-C -003
	XML schema of URI list
	5.1.3 
	M
	

	Shared_XDM-AU-C-004
	URI list conforms to MIME type
	5.1.4. 
	M
	

	Shared_XDM-AU-C-005
	Validation constraints, in addition to the XML schema 
	5.1.5 
	M
	

	Shared_XDM-AU-C-006
	Data semantics of URI list
	5.1.6 
	M
	

	Shared_XDM-AU-C-007
	Naming conventions for URI list
	5.1.7 
	M
	


Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	
	
	


A.2 Draft/Candidate Version V1.0 History

	Document Identifier
	Date
	Sections
	Description

	OMA-EICS-Client-XDM-V1_0-20050306
	06 Mar 2005
	
	First Draft.

	OMA-EICS-XDM-Client-V1_0-20050525
	25 May 2005
	
	Revision during May 23-27 IOP PoC Meetings: 

- updated all tables per the latest Core XDM and Shared XDM specifications,

- add the table in section 5 as a document index. 

- Alphabetized abbreviations and added UE and AS to the list

Note all tables here were imported from the OMA-TS-XDM_Core-V1_0-20050415 version of the Core XDM spec and OMA-TS-XDM_Shared-V1_0-20050415-C of the Shared XDM spec

	OMA-EICS-XDM-Client-V1_0-20050527
	27 May 2005
	
	Corrected some minor clerical issues, removed unused references from References section
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