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1 Reason for Change

Content adaptation test cases are not useable at the test fest. Content adaptation test cases can covered with the following test cases.
2 Impact on Backward Compatibility

This CR does not impact on backward compativility.
3 Impact on Other Specifications

None

4 Intellectual Property Rights Considerations

None

5 Recommendation

Change Test Cases to the ETS 1.2 as proposed in this document.

6  Detailed Change Proposal

Remove test cases MMS-1.2-con-805, MMS-1.2-con-806, MMS-1.2-con-807, MMS-1.2-con-808, MMS-1.2-con-809, MMS-1.2-con-810, MMS-1.2-con-811 and MMS-1.2-con-812. Add following test cases to ETS 1.2:

Image resolution reduction

	Test Case Id
	MMS-1.2-int-813

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that an image with a greater resolution than Client B’s maximum image resolution is correctly sent from Client A to Client B and the received image is less than Client B’s maximum image resolution.

	Specification Reference
	[MMSCONF] Chapter 9.2, [MMSCONF] Chapter 9.4.2 

	SCR Reference
	MMSCONF-AMJ-S-003, MMSCONF-AMN-S-002, MMSCONF-AMN-S-001, MMSCONF-CAG-S-003, MMSCONF-CAG-S-004, MMSCONF-CAG-S-005, MMSCONF-CAG-S-006, 

	Tool
	

	Test Code
	

	Preconditions
	Client A setting:
Creation Mode set to free

MMSC setting:
Content adaptation is enabled and Client B’s UA Profile is added to MMSC

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: Add image file/object JPG1000x500.jpg to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	In Client B the received Image is less than it’s maximum resolution and the received image is reasonably presented.


Size reduction 

	Test Case Id
	MMS-1.2-int-814

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that a larger message than Client B’s max message size is sent from Client A to Client B and that the received message is less than Client B’s max message size. MMSC has done size reduction by dropping something from message.

	Specification Reference
	[MMSCONF] Chapter 9.2

	SCR Reference
	MMSCONF-AMN-S-002, MMSCONF-CAG-S-003, MMSCONF-CAG-S-004, MMSCONF-CAG-S-005, MMSCONF-CAG-S-006, MMSCONF-CAG-S-007

	Tool
	

	Test Code
	

	Preconditions
	Client A setting:
 Creation Mode set to free

MMSC setting:
Content adaptation is enabled and Client B’s UA Profile is added to MMSC

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: Add image, audio, text and video clip to message, so that message size is over Client B’s max message size.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	In Client B the received message size is less than Client B’s max message size and content of message reasonably presented.  The labels in the presentation element, corresponding to the media that have been removed or whose type has changed, have been modified accordingly.


Drop unsupported object type

	Test Case Id
	MMS-1.2-int-815

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that an unsupported file for Client B is correctly sent from Client A to Client B and that the received message does not contain the file.

	Specification Reference
	[MMSCONF] Chapter 9.2

	SCR Reference
	MMSCONF-AMJ-S-001, MMSCONF-CAG-S-003, MMSCONF-CAG-S-004, MMSCONF-CAG-S-005, MMSCONF-CAG-S-006, MMSCONF-CAG-S-007

	Tool
	

	Test Code
	

	Preconditions
	Client A
Creation Mode set to free

MMSC setting:
Content adaptation is enabled and Client B’s UA Profile is added to MMSC

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: Add unsupported object type to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	In Client B the received Message does not contain the unsupported file. The labels in the presentation element, corresponding to the media that have been removed or whose type has changed, have been modified accordingly.


Image basic: Video QCIF to Image reduced 

	Test Case Id
	MMS-1.2-int-816

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that a video file is correctly sent from Client A to Client B in Content Class Image Basic and that the received image is less than or equal to 30k and has a resolution of 160x120 or less.

	Specification Reference
	[MMSCONF] Chapter 9.2

	SCR Reference
	MMSCONF-AMJ-S-003, MMSCONF-CAG-S-003, MMSCONF-CAG-S-004, MMSCONF-CAG-S-005, MMSCONF-CAG-S-006, MMSCONF-CAG-S-007, MMSCONF-CAG-S-008

	Tool
	

	Test Code
	

	Preconditions
	-Client A
 Capability: video basic class conformant
 Setting: Creation Mode set to Restricted

-Client B
 Capability: image basic class conformant
 Setting: Creation Mode set to Restricted

-MMSC setting:
 Content adaptation is enabled and Client B’s UA Profile is added to MMSC

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: Add image file/object sub-qcif_video.3gp to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B received an image that is less than or equal to 30k and has a resolution of 160x120 or less. The labels in the presentation element, corresponding to the media that have been removed or whose type has changed, have been modified accordingly. The updated media format have been modified accordingly in the file themselves and in their reference in the presentation element.


 Video Basic: Size reduction to 100k

	Test Case Id
	MMS-1.2-int-817

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that a video file larger than 100k is correctly sent from Client A in content class Video Rich to Client B in Content Class Video Basic and that the received video file is less than or equal to 100k.

	Specification Reference
	[MMSCONF] Chapter 9.2

	SCR Reference
	MMSCONF-AMN-S-003, MMSCONF-CAG-S-003, MMSCONF-CAG-S-004, MMSCONF-CAG-S-005, MMSCONF-CAG-S-006, MMSCONF-CAG-S-007

	Tool
	

	Test Code
	

	Preconditions
	-Client A
 Capability: Video rich class conformant
 Setting: Creation Mode set to Restricted

-Client B
 Capability: Image rich class conformant
  Setting: Creation Mode set to Restricted

-MMSC setting:
Content adaptation is enabled and Client B’s UA Profile is added to MMSC

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: VideoRich300k.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	In Client B the received video is less than or equal to 100k and reasonably presented. The labels in the presentation element, corresponding to the media that have been removed or whose type has changed, have been modified accordingly.


	Test Case Id
	MMS-1.2-int-801

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that the MMS Relay/Server has mechanisms to enable or disable major content adaptation.

	Specification Reference
	[MMSCONF] Chapter 9.4.2

	SCR Reference
	MMSCONF-CAG-S-003, MMSCONF-CAG-S-004

	Tool
	

	Test Code
	

	Preconditions
	-Client A
   Capability:
      image rich class conformant
   Setting:
      Creation Mode set to Restricted

-Client B
   Capability:
      image basic class conformant
   Setting:
      Creation Mode set to Restricted

-MMSC
   Setting
      Content adaptation enabled

	Test Procedure
	1. In Client A, create a new MM.

2. Header: To-field is set to Client B.

3. Content: Add image file/object JPG_99k.gif to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive MM.

6. Verify the pass criteria below.

7. Disable Content adaptation on the MMSC server

8. In Client A, create a new MM.

9. Header: To-field is set to Client B.

10. Content: Add image file/object JPG_99k.gif to the message.

11. In Client A, send MM to Client B.

12. In Client B, receive MM.

13. Verify the pass criteria below.

	Pass Criteria
	In Client B the first message is content adapted to Image Basic, the second is not content adapted.


1.1.1.1 Availability of original content after major content adaptation

	Test Case Id
	MMS-1.2-int-802

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that the MMS Relay/Server has a mechanism to make available the original content of the MM to the end-user when major content adaptation is or needs to be applied 

	Specification Reference
	[MMSCONF] Chapter 9.4.2

	SCR Reference
	MMSCONF-CAG-S-005, MMSCONF-CAG-S-006

	Tool
	Test Tool Required

	Test Code
	

	Preconditions
	-Client A
   Capability:
      image rich class conformant
   Setting:
      Creation Mode set to Restricted

-Client B
   Capability:
      image basic class conformant
   Setting:
      Shall be in Image Basic
      Creation Mode set to Restricted

-MMSC
   Setting:
      Content adaptation is enabled

	Test Procedure
	1. In Client A, create a new MM.

2. Header: To-field is set to Client B.

3. Content: Add image file/object MIDI file, audio.mid to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive MM.

6. Verify the pass criteria below.

7. Set Client B to be Image Rich

8. In Client A, create a new MM.

9. Header: To-field is set to Client B.

10. Content: Add image file/object MIDI file, audio.mid to the message.

11. In Client A, send MM to Client B.

12. In Client B, receive MM.

13. Verify the pass criteria below.

	Pass Criteria
	In Client B the first message is content adapted to Image Basic and the user is informed that the original message is available on the server, the second time the message is retrieved, by whichever means, it shall not be content adapted.


1.1.1.2 Update labels in the presentation after media type adaptation

	Test Case Id
	MMS-1.2-int-803

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that the MMS Relay/Server updates labels in the presentation element after media type adaptation is applied

	Specification Reference
	[MMSCONF] Chapter 9.4.2

	SCR Reference
	MMSCONF-CAG-S-007,

	Tool
	Test Tool Required

	Test Code
	

	Preconditions
	-Client A
   Capability:
      Video rich conformant
   Setting:
      Creation Mode set to Restricted

-Client B
   Capability:
      image basic class conformant
   Setting:
      Creation Mode set to Restricted

-MMSC
   Setting:
      Content adaptation is enabled

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content:  Add midi1.mid to the message.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and it is reasonable presented. The labels in the presentation element, corresponding to the media that have been removed or whose type has changed, have been modified accordingly.


1.1.1.3 Update file extensions and MIME types after media format

	Test Case Id
	MMS-1.2-int-804

	Test Object
	Client A, Client B and MMSC

	Test Case Description
	The purpose is to verify that the MMS Relay/Server updates the file extensions and MIME types after media format adaptation is applied.

	Specification Reference
	[MMSCONF] Chapter 9.4.2

	SCR Reference
	MMSCONF-CAG-S-008

	Tool
	Test Tool Required

	Test Code
	

	Preconditions
	-Client A
   Capability:
      Video rich conformant
   Setting:
      Creation Mode set to Restricted

-Client B
   Capability:
      image basic class conformant
   Setting:
      Creation Mode set to Restricted

-MMSC
   Setting:
      Content adaptation is enabled

	Test Procedure
	1. In Client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: Add qcif_video.3gp.

4. In Client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and it is reasonable presented. The updated media format have been modified accordingly in the file themselves and in their reference in the presentation element.


