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1 Reason for Contribution

The use of UAProf is mandatory, but there are no test cases for it. The UAProf Enabler has not been tested extensively in other places, why the use of UAProf in MMS should be tested to support the UAProf enabler.

2 Summary of Contribution

Two test cases for IOT testing of UAProf are proposed (when client uses WSP and HTTP respectively)

3 Detailed Proposal

Se proposed test cases in section 6 below.

Changes in R1: Remove WAP GW and refer to Client “B” in pass criteria, Add SCR for “GET” operation.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree test cases and insert them in the MMS 1.3 IOT ETS.

6 Test Cases

7.1.1 MMS-1.2-int-8xx – UAProf header exists when using WSP
	Test Case Id
	MMS-1.2-int-8xx

	Test Object
	Client B and MMSC

	Test Case Description
	The purpose is to verify that Client sends a UAProf header with the GET request when retrieving a message from the MMSC and that the MMSC receives this header.  Client uses WSP and a WAP GW is between the Client B and the MMSC.

	Specification Reference
	[MMSCONF] Chapter 9.5.1, [MMSCTR], Chapter 7, 8.1.3

	SCR Reference
	MMSCONF-CAD-C-002, (Client use UAProf)

MMSCTR-WSP-C-003 (Client use GET),

MMSCTR-SLF-S-004 (Server support UAProf)

	Tool
	Sniffing tool may be needed to verify the existence of the header

	Test Code
	none

	Preconditions
	Client B supports WSP

Client B setting:

Immediate mode retrieval


WSP is used

WAP GW:

A WAP GW is used between the Client and the MMSC

	Test Procedure
	1. From the MMSC send a notification to Client B (this may mean that a message needs to be sent from a client A).

2. Client B will retrieve the message.

3. Verify the pass criteria below.

	Pass Criteria
	The WSP GET request, sent by Client B contains a valid UAProf header. The HTTP GET command received by the MMSC also contains the UAProf header.


7.1.2 MMS-1.2-int-8xx – UAProf header exists when using HTTP
	Test Case Id
	MMS-1.2-int-8xx

	Test Object
	Client B and MMSC

	Test Case Description
	The purpose is to verify that Client sends a UAProf header with the GET request when retrieving a message from the MMSC and that the MMSC receives this header. The Client uses HTTP.

	Specification Reference
	[MMSCONF] Chapter 9.5.1, [MMSCTR], Chapter 7, 8.2.3

	SCR Reference
	MMSCONF-CAD-C-002, (Client use UAProf)

MMSCTR-WSP-C-003 (Client use GET),

MMSCTR-SLF-S-004 (Server support UAProf)

	Tool
	Sniffing tool may be needed to verify the existence of the header

	Test Code
	none

	Preconditions
	Client B supports HTTP

Client B setting:

Immediate mode retrieval


HTTP is used

	Test Procedure
	4. From the MMSC send a notification to Client B (this may mean that a message needs to be sent from a client A).

5. Client B will retrieve the message.

6. Verify the pass criteria below.

	Pass Criteria
	The HTTP GET request, sent by Client B contains a valid UAProf header. The command received by the MMSC also contains the UAProf header.
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