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1. Scope

This document describes in detail available test cases for PoC Enabler 1.0, 

http://www.openmobilealliance.org/ .

The test cases are split in two categories, conformance and interoperability test cases.

The conformance test cases are to verify the adherence to normative requirements described in the technical specifications. 

The interoperability test cases are to verify that implementations of the specifications work.

If either conformance or interoperability tests do not exists at the creation of the test specification this part should be marked not available.

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[ERELD]
	“Enabler Relese Document for <Enabler>”, Open Mobile Alliance™, OMA-ERELD-<EnablerName>-Vx_y, URL:http://www.openmobilealliance.org/

	[OMA-PoC-RD]
	“Push to Talk over Cellular Requirements”, Version 1.1, Open Mobile Alliance™, OMA-RD_PoC-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-PoC-AD]
	“Push to Talk over Cellular Architecture”, Version 1.1, Open Mobile Alliance™, OMA-AD_PoC-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-PoC-CP]
	“Push to Talk over Cellular Control Plane”, Version 1.1, Open Mobile Alliance™, OMA-CP_PoC-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-PoC-UP]
	“Push to Talk over Cellular User Plane”, Version 1.1, Open Mobile Alliance™, OMA-UP_PoC-V1_0, URL:http://www.openmobilealliance.org/

	[OMA-GMxx]
	“Group Management Requirements/Architecture/xxx”, Version 1.1, Open Mobile Alliance™, OMA-PAG-GM-xxx_V1_0, URL:http://www.openmobilealliance.org/

	[OMA-PRxx]
	“Presence Requirements/Architecture/yyy”, Version 1.1, Open Mobile Alliance™, OMA-PAG-PR-xxx_V1_0, URL:http://www.openmobilealliance.org/

	[OMA-DMzz]
	“DeviceManagement/Architecture/zzz”, Version 1.1, Open Mobile Alliance™, OMA-DM-DM-xxx_V1_0, URL:http://www.openmobilealliance.org/

	
	


2.2 Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Open Mobile Alliance™. OMA-Dictionary, URL:http://www.openmobilealliance.org/ 

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’con’
Indicating this test is a conformance test case
number
Leap number for the test case

Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’int’
Indicating this test is a interoperability test case
number
Leap number for the test case

3.2 Definitions

	User1, User2
	The tester/implementor of the IUT

	ReleaseLastParty
	Indicates when a session is released

	AutoRelease
	Indicates if a session is released when the initiator leaves the session

	AccessListsEnabled
	Indicates whether user accept and user reject list handling is activated

	AnswerMode
	Defines the incoming session answering mode

	Barring
	Incoming Session Barring allows the PoC User to block all incoming PoC Session invitations


3.3 Abbreviations

	AD
	Architecture Document

	RD
	Requirements Document

	OMA
	Open Mobile Alliance

	CDR
	Charging Data Record

	PoC
	Push to talk over Cellular

	SIP
	Session Initiation Protocol

	URT
	Universal Resource Identifier

	IUT
	Implementation Under Test

	GLMS
	

	
	


3.4 Testing Policies

This section is intended to describe the testing policies used throughout the document.

For the PoC client testing, the focus is on User1 and User2.  As stated in the Enabler Test Plan, User1, User2, and the PoC server MUST be from different vendors.  User3 and greater are used for session establishment, observation of the session, and other non-focus roles and therefore do not have any vendor limitations.

ReleaseLastParty [False|True]: Indicates when a session is released: 

False: Session is released when the last participant leaves the session
True: Session is released when the last but one participant leaves the session

AutoRelease [False|True]: Indicates if a session is released when the initiator leaves the session:

False: Session is not released due to the fact that the session initiator leaves the session
True: Session is released as soon as the session initiator leaves the session

AccessListsEnabled [False|True]: Indicates whether user accept list and user reject list handling is activated:

False: The user’s access lists are not taken into account for incoming session handling
True: The user’s access lists are taken into account for incoming session handling 

AnswerMode [Manual|Auto]:  Defines the incoming session answering mode:

Manual: Incoming sessions must be manually accepted by the user
Auto: Incoming sessions must be accepted automatically

Incoming PoC Session Barring [False|True]: Setting which allows the PoC User to block all incoming PoC Session invitations:

False: Barring is deactivated (incoming calls will get through)
True: Barring is activated (incoming calls will be declined)

3.5 Testing Assumptions

For all test cases throughout the document following assumptions are valid unless stated otherwise. Therefore these assumptions shall be seen as a part of the preconditions:

General:

For any user there is no active session ongoing unless stated otherwise.

Each user has a valid SIP/IP Core subscription. The GLMS is capable of accessing the user specific data.

Each user is registered in the PoC and the SIP/IP Core system.

Each UE is reachable.

The PoC service executes the following policies:

AutoRelease=True

ReleaseLastParty=False

NOTE: This combination was merely chosen to reduce the amount of description needed in the test cases. It must not be understood as a real set of static configuration parameters. There are situations, where these combinations of policies are contradictory. These policy settings in combination with the changes specified for each test case are consistent, however.

Invited users mentioned in the test cases are classified with one of the following basic settings. The classification is done in the Config: line of the test cases:

For On-demand Sessions:  

User has Incoming Session Barring (Barring) mode disabled (BarringEnabled = False)

Accept/Reject lists are disabled (AccessListsEnabled = False)

Accept/Reject lists do not have any entries

Manual answer:

Manual answer mode is active (AnswerMode = Manual) (Note: If AccessListsEnabled = False, all incoming invitations are handled by the setting of this mode)

Automatic answer:

Auto answer mode is active (AnswerMode = Auto) (Note: If AccessListsEnabled = False, all incoming invitations are handled by the setting of this mode)

For Pre-established Session:

User has Incoming Session Barring (Barring) mode disabled (BarringEnabled = False)

Accept/Reject lists are disabled (AccessListsEnabled = False)

Accept/Reject lists do not have any entries

The PoC server is configured to support Pre-established Session procedures

User has a Pre-established Session capable terminal

User has created successfully a Pre-established session with the PoC Server

4. Introduction

The purpose of this document is to provide test cases for PoC Enabler Release 1.0.

Some features in the PoC enabler may optionally be implemented in mobile devices.  The tests associated with these optional features are marked as [Optional] in the test specification.

5. PoC Conformance Test Cases

<There should be a chapter for conformance tests, under this chapter the test cases may be grouped in best possible way according to e.g. feature or groups of features to make the document easy to read and use>

<If there are no conformance test cases available, please indicate with Not available>

For Enabler <xxx> there exists <?> number of conformance tests. <?> numbers of those are mandatory.

< Chapter 5.1 and 5.2 shows examples on headings for one mandatory (all included spec references are mandatory) and for optional (any of included spec references call for an optional feature). >

5.1 Conformance Test Cases

5.1.1 Client Conformance Test Cases

5.1.1.1 SIP/IP Core Registration

	Test Case Id
	PoC-1.0-int-101

	Test Object
	PoC Client

	Test Case Description
	Verify that User1 is able to register at the SIP/IP Core network

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is de-registered at the SIP/IP Core network

	Test Procedure
	1. 
User1 initiates a registration

	Pass-Criteria
	1. 
User1 is registered with the SIP/IP Core


	Test Case Id
	PoC-1.0-int-102

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that User1 is not able to register at the SIP/IP Core network if the Digest response is incorrect

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is de-registered at the SIP/IP Core network. User1 is configured with an incorrect password

	Test Procedure
	1. 
User1 initiates registration

	Pass-Criteria
	1. 
The SIP/IP Core network rejects the registration attempt


5.1.1.2 SIP/IP Core De-Registration

	Test Case Id
	PoC-1.0-int-103

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that User1 is able to de-register at the SIP/IP Core network.

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is registered at the SIP/IP Core network.

	Test Procedure
	1. 
User1 initiates de-registration

	Pass-Criteria
	1. 
User1 is de-registered from the SIP/IP Core network


5.1.2 Server Conformance Test Cases

5.1.2.1 Ad-Hoc Group

	Test Case Id
	PoC-1.0-con-301

	Test Object
	PoPoC Server

	Test Case Description
	Verify that all server resources are released when the last participant is disconnected from the session

NOTE: This case can be executed only with PoC servers which provide some way to show information about active sessions

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-301 or PoC-1.0-int-302

AutoRelease = False

	Test Procedure
	1. 
User2/3 hang up

2. 
User1 hangs up

3. 
Check that all resources are released on the server

	Pass-Criteria
	1. 
User1 is still in the session

2. 
The session is released

3. 
All resources are cleared


5.2 PoC Conformance Test Cases [Optional]>

<This section lists the steps needed for an optional test case>

	Test Case Id
	<xxx-y.z-con-number, e.g. IMPS-1.2-con-0002>

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	<List the preconditions needed to execute the test case, e.g.

Equipment:

2 clients (A, B) / 1 server

Functioning SAP with the 2 user accounts (A, B) existing on it 

State:

Both clients are logged in

Both client and server support the same type of the delivery mechanism (Push or Notify/Get or both)

Both clients and server support Delivery Report functionality

Client A is capable of displaying a successful delivery report
Continuation of / Can be tested at the same time as:

IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client
Prerequisite for this test:

IMPS-1.1-int-IMSE-001 – Verify that a message sent by one client is delivered to the other client >

	Test Procedure
	<Describe the procedure to execute the test case, e.g.

User sends MMS message with terminal A to terminal B. 

The message should be received in terminal B

Any additional tips and tricks to the test procedure can also be added here >

	Pass-Criteria
	<Describe the criteria for passing the test case, e.g.

MMS is received in terminal B

MMS is readable>


6. PoC Interoperability Test Cases

6.1 PoC-1.0

6.1.1 Non-Session Related Items

6.1.1.1 SIP/IP Core Registration

	Test Case Id
	PoC-1.0-int-101

	Test Object
	PoC Client

	Test Case Description
	Verify that User1 is able to register at the SIP/IP Core network

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is de-registered at the SIP/IP Core network

	Test Procedure
	1. 
User1 initiates a registration

	Pass-Criteria
	1. 
User1 is registered with the SIP/IP Core


	Test Case Id
	PoC-1.0-int-102

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that User1 is not able to register at the SIP/IP Core network if the Digest response is incorrect

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is de-registered at the SIP/IP Core network. User1 is configured with an incorrect password

	Test Procedure
	1. 
User1 initiates registration

	Pass-Criteria
	1. 
The SIP/IP Core network rejects the registration attempt


6.1.1.2 SIP/IP Core De-Registration

	Test Case Id
	PoC-1.0-int-103

	Test Object
	PoC Client, SIP/IP Core

	Test Case Description
	Verify that User1 is able to de-register at the SIP/IP Core network.

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	User1 is registered at the SIP/IP Core network.

	Test Procedure
	1. 
User1 initiates de-registration

	Pass-Criteria
	1. 
User1 is de-registered from the SIP/IP Core network


6.1.1.3 Client / Server Settings

	Test Case Id
	PoC-1.0-int-104

	Test Object
	PoC Client. PoC Server

	Test Case Description
	Verify that the user can select manual answering mode and that the server recognizes that request

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	NOTE: Will be tested conconcurrently with the following test cases:


PoC-1.0-int-201


PoC-1.0-int-301


PoC-1.0-int-401

PoC Server with active accounts for Users as identified by the above list test cases

	Test Procedure
	1. User1 sets or ensures AnswerMode = Manual

2. One of the above test cases is executed

3. User1 accepts the call from User2

	Pass-Criteria
	2. User1 receives new session notification request from User2

3. User1 hears User2 talking


	Test Case Id
	PoC-1.0-int-105

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the manual answer settings survive phone restarts (and de-registrations)

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User1 Set to Manual answer

Continuation of test case PoC-1.0-int-104

	Test Procedure
	1. User1 de-registers and powers off (unplugs) the client

2. User1 powers on (plugs) and registers with the SIP/IP Core

3. User2 initiates a session to User1 and starts talking

4. User1 accepts the invitation from User2

	Pass-Criteria
	2.
User1 registers with SIP/IP Core (test case PoC-1.0-int-101)

3.
User1 receives new session notification request from User2

4.
User1 hears User2 talking


	Test Case Id
	PoC-1.0-int-107

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the user can select Incoming Session Barring (Barring) again without an error

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User1 Set to Manual answer

Test case PoC-1.0-int-106 has previously been run and passed

	Test Procedure
	1. User1 sets Barring to Enabled 

2. User2 initiates a session to User1

	Pass-Criteria
	1.
User1 does not show any error relating to Barring

2.
User2 gets an indication that the session has been rejected


6.1.2 On-Demand 1-1 PoC Session

6.1.2.1 1-1 PoC Session Establishment

	Test Case Id
	PoC-1.0-int-202

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify 1-1 PoC Session functionality, manual-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 manually accepts session invitation

3. 
User1 releases the floor.  In order to verify that communication is possible both ways User2 requests the floor and starts talking

	Pass-Criteria
	1. 
User2 receives new session notification request from User1 

2. 
User2 joins the session and hears User1 talking

3. 
The floor is released by User1 and is in an idle state

3a.
User2 gets the floor and User1 hears User2 talking


6.1.2.2 1-1 PoC Session Termination

	Test Case Id
	PoC-1.0-int-202

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the 1-1 PoC session is disconnected when the initiator terminates the session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-201 or PoC-1.0-int-251

AutoRelease = True

	Test Procedure
	1. 
User1 hangs up

	Pass-Criteria
	1. 
The session is terminated at both User1 and User2 ends


	Test Case Id
	PoC-1.0-int-204

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the last participant is disconnected from the session, ReleaseLastParty = True

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-201 or PoC-1.0-int-251

ReleaseLastParty = True

	Test Procedure
	1. 
User2 hangs up

	Pass-Criteria
	1. 
The session is terminated at both User1 and User2 ends


6.1.2.3 1-1 PoC Session Non-Establishment

	Test Case Id
	PoC-1.0-int-205

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a session initiation attempt can be successfully cancelled

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2

2. 
User1 hangs-up before User2 answers the call

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

2.
User2 gets Cancel Session indication

2a. 
The session is terminated at both ends


	Test Case Id
	PoC-1.0-int-206

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a notification about remote party being not reachable when a session invitation is received

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 ignores the session initiation

3. 
User2 disconnects / turns off the client

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

3. 
After some time User1 gets an indication that User2 is not reachable


	Test Case Id
	PoC-1.0-int-207

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a notification about remote party not existing is received, when being invited to a session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with an active account for User1

User1 has the ability to enter an invitation recipient address manually

	Test Procedure
	1. 
User1 initiates a session to an invalid User

	Pass-Criteria
	1. 
User1 gets an indication that the User does not exist 


	Test Case Id
	PoC-1.0-int-208

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that an indication about the remote party REJECT is received during session establishment, 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 rejects the incoming session

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

2. 
User1 gets an indication that User2 rejected the session


	Test Case Id
	PoC-1.0-int-209

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a notification about remote party not answering when a session invitation is received

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 ignores the session initiation

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

2. 
After some time User1 gets an indication that User2 did not answer

2a. 
OPTIONAL: User2 stops seeing the incoming session request


	Test Case Id
	PoC-1.0-int-210

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify Incoming PoC Session Barring (Barring) and that a notification about the remote party setting is received

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 rejects the session initiation

3. 
User2 sets Barring = True

4. 
User1 initiates a session to User2 and starts talking

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

2. 
User1 gets an indication that User2 rejected invitation

4. 
User1 gets an indication that User2 rejected invitation

4a.
User2 does not show an indication for the second session initiation request


	Test Case Id
	PoC-1.0-int-211

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the user can select Incoming Session Barring (Barring)

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User1 Set to Manual answer

	Test Procedure
	1. User1 sets Barring to Enabled

2. User2 initiates a session to User1 and starts talking

	Pass-Criteria
	1.
User1 is able to set Barring to Enabled

2.
User2 gets an indication that the session has been rejected

2a.
User1 does NOT get any indication of User2’s invitation

NOTE: The new configuration after User1 sets the Barring to Enabled may take several seconds.  It is recommended to run this test case a second time if it initially fails.


	Test Case Id
	PoC-1.0-int-212

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify invitation rejection when initiator on PoC user's reject list and that a notification about the remote party setting is received 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User2 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User2 rejects the session initiation

3. 
User2 adds User1 to the reject list

4. 
User1 initiates a session to User2 and starts talking

	Pass-Criteria
	1. 
User2 gets an indication of the incoming session

2. 
User1 gets an indication that User2 rejected invitation

4. 
User1 gets an indication that User2 rejected invitation

4a.
User2 does not show an indication for the second session initiation request


6.1.3 On-Demand Ad-hoc Group PoC Session

6.1.3.1 Ad-hoc Group PoC Session Establishment

	Test Case Id
	PoC-1.0-int-301

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, manual-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Server has active account for User1/2/3

User2/3 are set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User2/3 accept the invitation

3. 
User1 releases the floor

4. 
User2 request the floor and starts talking

	Pass-Criteria
	1. 
User2/3 get an indication that they are being invited to a session by User1

2. 
User1 gets separate indications when User2/3 accept the invitation 

2a. 
The Group session is successfully established

2b. 
User2/3 hear User1 as they establish a session

3. 
The floor is released by User1 and is in an idle state

4. 
User2 gets the floor and User1/3 hear User2 talking


6.1.3.2 Re-joining Ad-hoc Group PoC session

	Test Case Id
	PoC-1.0-int-311

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Re-joining PoC session in on-demand established session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-302, PoC-1.0-int-351, PoC-1.0-int-352

User2 has a way of recalling a past invitation

	Test Procedure
	1.
User2 hangs-up

2.
User2 recalls the invitation from User1 and accepts

3.
User2 request floor and starts talking

	Pass-Criteria
	2.
User2 joins the group

2a.
User1 gets indication that User2 has accepted the invitation

3.
User2 gets the floor

3a.
User1/3 hear User2 talking


	Test Case Id
	PoC-1.0-int-312

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Re-joining PoC session in on-demand established session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-301, PoC-1.0-int-351, PoC-1.0-int-352

	Test Procedure
	1.
User2 hangs-up

2.
User1 sends invitation to join ad-hoc group

3.
User2 accepts invitation

4.
User2 request floor and starts talking

	Pass-Criteria
	2.
User2 receives invitation

3.
User1 gets indication that User2 has accepted the invitation

4.
User2 gets the floor

4a.
User1/3 hear User2 talking


6.1.3.3 Ad-hoc Group PoC Session Termination

	Test Case Id
	PoC-1.0-int-321

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the session is disconnected when the initiator leaves the session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-302, PoC-1.0-int-351, PoC-1.0-int-352

AutoRelease = True

	Test Procedure
	1. 
User1 hangs up

	Pass-Criteria
	1. 
The session is terminated at all ends


	Test Case Id
	PoC-1.0-int-322

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the last participant is disconnected from the session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-302, PoC-1.0-int-351, PoC-1.0-int-352

ReleaseLastParty= True

	Test Procedure
	1. 
User2/3 hang up

	Pass-Criteria
	1. 
The session is terminated at all ends


	Test Case Id
	PoC-1.0-int-323

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Terminate an ad-hoc group session when a single participant, not the being the session initiator, is left in the session, ReleaseLastParty

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-302, PoC-1.0-int-351, PoC-1.0-int-352

ReleaseLastParty= True

AutoRelease = False

	Test Procedure
	1. 
User1/3 hang up

	Pass-Criteria
	1. 
The session is terminated at all ends


6.1.3.4 Ad-hoc Group PoC Session Non-Establishment

	Test Case Id
	PoC-1.0-int-331

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, manual-answer, non-registered user

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Manual answer

User2 is not registered

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User3 accepts the invitation

	Pass-Criteria
	1. 
User3 receives the invitation 

2. 
User1 gets an indication that User3 accepted the invitation

2a. 
User3 hears User1 talking

2b. 
User1 gets an indication that User2 is not registered


	Test Case Id
	PoC-1.0-int-332

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, session rejected

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User2 rejects the invitation

3. 
User3 accepts the invitation

	Pass-Criteria
	1. 
User2/3 receives the invitation 

2. 
User1 gets an indication that User2 rejected the invitation

3. 
User3 hears User1 talking

3a. 
User1 gets an indication that User3 accepted the invitation


	Test Case Id
	PoC-1.0-int-333

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the initiating party gets notified about invited parties accepting a session invitation and the other out of coverage

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Manual Answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User3 accepts the invitation 

3.
User2 disconnects the client (removes the battery, unplugs the pc,

	Pass-Criteria
	1. 
User2/3 receives the invitation

2.
User1 gets an indication that User3 accepted the invitation

2a. 
User3 hears User1 talking

3. 
User1 gets indication that User2 is not reachable or no longer registered


	Test Case Id
	PoC-1.0-int-334

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Notification when some remote participants accept and others do not exist

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User1 has the ability to enter non-existent User ID’s

User2 Set to Manual answer

User3 account does not exist

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2.
User2 accepts invitation

	Pass-Criteria
	1. 
User2 receives the invitation

2.
User1 gets an indication that User2 accepted the invitation

2a. 
User2 hears User1 talking

2b. 
User1 gets a notification that User3 does not exist


	Test Case Id
	PoC-1.0-int-335

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the initiating party gets a notification when some remote participants accept and others are not reachable

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Manul answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User2 ignores the session

3. 
User3 accepts the session

	Pass-Criteria
	1.
User2/3 receives the invitation

3. 
User1 gets an indication that User3 accepted the invitation

3a. 
User3 hears User1 talking

3b. 
User1 gets indication that User2 is not reachable (after time-out)


	Test Case Id
	PoC-1.0-int-336

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify Incoming PoC Session Barring (Barring) and that a notification about the remote party setting is received

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3
User2/3 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2.
User3 accepts the invitation

3. 
User2 rejects the session initiation

4. 
User2 sets Barring = True

5. 
User1 invites User2 to Ad-hoc group

	Pass-Criteria
	1. 
User2/3 gets an indication of the incoming session

2.
User1 gets an indication that User3 accepted the invitation

2a.
User3 hears User1 talking

3. 
User1 gets an indication that User2 rejected invitation

5. 
User1 gets an indication that User2 rejected invitation

5a.
User2 does not show an indication for the second session initiation request


	Test Case Id
	PoC-1.0-int-337

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify invitation rejection when initiator on PoC user's reject list and that a notification about the remote party setting is received 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Manual answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2.
User3 accepts the invitation

3. 
User2 rejects the session initiation

4. 
User2 adds User1 to the reject list

5. 
User1 invites User2 to Ad-hoc group

	Pass-Criteria
	1. 
User2/3 gets an indication of the incoming session

2.
User1 gets an indication that User3 accepted the invitation

2a.
User3 hears User1 talking

3. 
User1 gets an indication that User2 rejected invitation

5. 
User1 gets an indication that User2 rejected invitation

5a.
User2 does not show an indication for the second session initiation request


6.1.4 On-Demand Pre-Arranged PoC Group

6.1.4.1 Pre-Arranged PoC Group Session Establishment

	Test Case Id
	PoC-1.0-int-401

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify pre-arranged group functionality with a group that several registered members, automatic answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Automatic answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	1. 
User1 initiates a session to Group1 and starts talking

2. 
User1 releases the floor

3. 
User2 request the floor and starts talking

	Pass-Criteria
	1. 
User1 successfully connects to Group1

1a. 
User1 gets notification that both User2/3 accepted session

1b. 
User2/3 get an indication of the incoming session and automatically accept the session

1c. 
User2/3 hear User1 talking

2. 
The floor is released by User1 and is in an idle state

3. 
User2 gets the floor and User1/3 hear User2 talking


	Test Case Id
	PoC-1.0-int-402

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify pre-arranged group functionality with a group that several registered members, manual-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Manual answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	1. 
User1 initiates a session to Group1 and starts talking

2. 
User2/3 accept invitation to session 

3. 
User1 releases the floor

4. 
User2 request the floor and starts talking

	Pass-Criteria
	1. 
User1 successfully connects to Group1

1a. 
User2/3 get an indication of the incoming session from User1

2. 
User1 gets notification that both User2/3 accepted session separately

2a. 
User2/3 hear User1 talking

3. 
The floor is released by User1 and is in an idle state

4. 
User2 gets the floor and User1/3 hear User2 talking


	Test Case Id
	PoC-1.0-int-403

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify pre-arranged group functionality with a group that several registered members, mixed

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2 set to Manual-answer

User3 set to Auto-answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	1. 
User1 initiates a session to Group1 and starts talking

2. 
User1 releases the floor

3. 
User2 accept invitation to session 

4. 
User1 request the floor and starts talking

	Pass-Criteria
	1. 
User1 successfully connects to Group1

1a. 
User2 get an indication of the incoming session from User1

1b.
User1 gets notification that User3 accepted session

1c.
User3 hears User1 talking 

2.
The floor is released by User1 and is in an idle state

3.
User1 gets notification that User2 accepted session

4.
User1 gets the floor and User2/3 hear User1 talking


6.1.4.2 Re-joining PoC session in on-demand established session 

	Test Case Id
	PoC-1.0-int-014

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.4.3 Pre-Arranged PoC Group Session Termination

	Test Case Id
	PoC-1.0-int-404

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the last participant is disconnected from the Pre-Arranged group session when second-to last participant hangs up

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-401 or PoC-1.0-int-402

ReleaseLastParty= True

	Test Procedure
	1.
User2/3 hang up

	Pass-Criteria
	2.
The session is terminated at all ends


	Test Case Id
	PoC-1.0-int-405

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the termination of a Pre-arranged group session when a single participant, not being the session initiator, is left in the session, ReleaseLastParty = True

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-401 or PoC-1.0-int-402

ReleaseLastParty= True

AutoRelease = False

	Test Procedure
	1.
User1/3 hang up

	Pass-Criteria
	1.
The session is terminated at all ends


	Test Case Id
	PoC-1.0-int-406

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that as the last participant is disconnected from the session, the server removes the active session

NOTE: This case can be executed only with PoC servers which provide some way to show information about active sessions

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-401 or PoC-1.0-int-402

AutoRelease = False

	Test Procedure
	1.
User2/3 hang up

2.
User1 hangs up

3.
Check that all resources are released on the server

	Pass-Criteria
	1,
User1 is still in the session

2.
The session is released

3.
All resources are cleared


	Test Case Id
	PoC-1.0-int-407

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that all participant are disconnected from the session when initiator leaves the session and AutoRelease = True

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-401 or PoC-1.0-int-402

AutoRelease = True

	Test Procedure
	1.
User1 hangs up

	Pass-Criteria
	1.
The session is terminated at all ends


6.1.4.4 Pre-Arranged PoC Group Session Non-Establishment

	Test Case Id
	PoC-1.0-int-408

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify instant group functionality with a group that several registered and unregistered members, automatic answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Automatic answer

User2 is not registered

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	1.
User1 initiates a session to Group1 and starts talking

	Pass-Criteria
	1.
User1 successfully connects to Group1

1a.
User3 gets an indication of the incoming session and automatically accept the session and hears User1 talking

1b.
User1 gets a notification that User3 has accepted

1c.
User1 gets a notification that User2 is not registered


	Test Case Id
	PoC-1.0-int-409

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify instant group functionality with a group that several registered with DND, auto-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Automatic answer

User2 has set DNDEnabled = True

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	1.
User1 initiates a session to Group1 and starts talking

	Pass-Criteria
	1.
User1 successfully connects to Group1

1a.
User3 gets an indication of the incoming session and automatically accept the session and hear User1 talking

1b.
User1 gets a notification that User3 has accepted

1c.
User1 gets a notification that User2 rejects the session


	Test Case Id
	PoC-1.0-int-410

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the session initiation fails when none of the group members are registered

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Automatic answer

User2/3 are not registered

A Pre-arranged group exist called Group1 which includes User1/2/3

ReleaseLastParty = True

	Test Procedure
	User1 initiates a session to Group1 and starts talking

	Pass-Criteria
	The attempt is rejected


	Test Case Id
	PoC-1.0-int-411

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the functionality in which the terminating users reject the incoming session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Manual answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	User1 initiates a session to Group1 and starts talking

User2 rejects session

User3 accepts session

	Pass-Criteria
	User1 successfully connects to Group1

User2/3 gets an indication of the incoming session

User3 hears User1 talking 

User1 gets a notification that User3 has accepted the session

User1 gets a notification that User2 rejects the session 


	Test Case Id
	PoC-1.0-int-412

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a session can be cancelled during session initiation

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Manual answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	User1 initiates a session to Group1

User1 hangs up before User2/3 answer

	Pass-Criteria
	User2/3 get an indication of the incoming session

The session is completely terminated


	Test Case Id
	PoC-1.0-int-408

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the invited user gets a notification about the invited user’s action/status

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with accounts for User1/2/3
User2/3 are set to Manual answer

A Pre-arranged group exist called Group1 which includes User1/2/3

	Test Procedure
	User1 initiates a session to Group1 and starts talking

User2 ignores session

User3 accepts session

	Pass-Criteria
	User1 successfully connects to Group1

User2/3 gets notification of incoming session

User3 hears User1 talking

User1 gets a notification that User3 has accepted

User1 gets a notification that User2 is not reachable


6.1.4.5 Treatment of session initiation if Initiator is on the terminating PoC user's reject list

	Test Case Id
	PoC-1.0-int-010

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.4.6 Treatment of session initiation if Incoming PoC Session Barring is active

	Test Case Id
	PoC-1.0-int-011

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5 On-Demand Chat PoC Group

6.1.5.1 Open Chat Group Session Establishment

	Test Case Id
	PoC-1.0-int-501

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that users are able to connect to an open chat group 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1/2/3

User1 created an open chat group. 
The group identification for the open group is known by User2/3

	Test Procedure
	User1/2/3 connect to the open chat group. The user who has the floor releases it

User1 requests the floor and starts talking and releases the floor

User2 requests the floor and starts talking

	Pass-Criteria
	User1/2/3 successfully connect to the open chat group.

The floor is idle

User1 gets the floor and User2/3 hears User1 talking

User1 successfully releases the floor

The floor is idle

User2 gets the floor and User1/3 hears User2 talking


	Test Case Id
	PoC-1.0-int-502

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that it is possible to connect to an open group eventhough the owner is not connected

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Server has active account for User1/2/3

User1 created an open chat group. 
The group identification for the open group is known by User2/3

	Test Procedure
	User2/3 connect to the open chat group

User2 request the floor and starts talking

	Pass-Criteria
	User2/3 are connected to the open chat group

User2 gets the floor and User3 hears User2 talking


6.1.5.2 Re-joining PoC session in on-demand established session 

	Test Case Id
	PoC-1.0-int-014

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.3 Open Chat Group Session Non-Establishment

	Test Case Id
	PoC-1.0-int-503

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the system behavior when more users than the maximum number of users connect to the group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1/2/3

User1 created an open chat group with a maximum of 2 users. 
The group identification for the open group is known by User2/3

	Test Procedure
	User1/2 connect to the open chat group

User3 connects to the open chat group

User2 hangs up

User3 connects to the open chat group

	Pass-Criteria
	User1/2 successfully connect to the open chat group.

User3 is unable to join the open group

User3 is able to join the open group after User2 hangs up


	Test Case Id
	PoC-1.0-int-504

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the behaivor if a user tries to connect to a non-existent group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1

	Test Procedure
	User1 connects to a non-existent chat group

	Pass-Criteria
	User1 gets a reject indication


6.1.5.4 Treatment of session initiation if Initiator is on the terminating PoC user's reject list

	Test Case Id
	PoC-1.0-int-010

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.5 Treatment of session initiation if Incoming PoC Session Barring is active

	Test Case Id
	PoC-1.0-int-011

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.6 Open Chat Group Notifications

	Test Case Id
	PoC-1.0-int-505

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the participant notifications in open chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-501

	Test Procedure
	Each user request participant information

User2 hangs up

	Pass-Criteria
	Each user gets a notification of the initial state of the other participants in the session

User1/3 get a notification that User2 has left

User1/3 are still in session


	Test Case Id
	PoC-1.0-int-506

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the participant notifications in open chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-501

	Test Procedure
	Each user request participant information

User1 hangs up

	Pass-Criteria
	Each user gets a notification of the initial state of the other participants in the session

User2/3 get a notification that User1 has left

User2/3 are still in session


6.1.5.7 Restricted Chat Group Session Establishment

	Test Case Id
	PoC-1.0-int-507

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that authorized users are able to connect to a restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1/2/3

User1 created a restricted chat group for User1/2/3
The group identification for the restricted group is known by User2/3

	Test Procedure
	User1/2/3 connect to the restricted chat group. The user who has the floor releases it

User1 requests the floor and starts talking and releases the floor

User2 requests the floor and starts talking

	Pass-Criteria
	User1/2/3 successfully connect to the restricted chat group.

The floor is idle

User1 gets the floor and User2/3 hears User1 talking

User1 successfully releases the floor

The floor is idle

User2 gets the floor and User1/3 hears User2 talking


	Test Case Id
	PoC-1.0-int-508

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that users are able to add other authorized users to a restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1/2/3

User1 created a restricted chat group for User1/2/3
The group identification for the restricted group is known by User3

User2 Set to Automatic answer

	Test Procedure
	User1/2 connect to the restricted chat group. The user who has the floor releases it

User1 adds User2 to the group

User1 requests the floor and starts talking, and releases the floor

User2 requests the floor and starts talking

	Pass-Criteria
	User1/3 successfully connect to the restricted chat group.

The floor is idle

User2 automatically accepts the invitation and connects to the group

User1 gets the floor and User2/3 hears User1 talking

User1 successfully releases the floor

The floor is idle

User2 gets the floor and User1/3 hears User2 talking


	Test Case Id
	PoC-1.0-int-509

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that users are able to add other authorized users to a restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active account for User1/2/3

User1 created a restricted chat group for User1/2/3
The group identification for the restricted group is known by User3

User2 Set to Manual answer

	Test Procedure
	User1/3 connect to the restricted chat group. The user who has the floor releases it

User1 adds User2 to the group

User2 accepts session

User1 requests the floor and starts talking, and releases the floor

User2 requests the floor and starts talking

	Pass-Criteria
	User1/3 successfully connect to the restricted chat group.

The floor is idle

User2 connects to the group

User1 gets the floor and User2/3 hears User1 talking

User1 successfully releases the floor

The floor is idle

User2 gets the floor and User1/3 hears User2 talking


6.1.5.8 Re-joining PoC session in on-demand established session 

	Test Case Id
	PoC-1.0-int-014

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.9 Restricted Chat Group Session Non-Establishment

	Test Case Id
	PoC-1.0-int-509

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that unauthorized users are not able to connect to a restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-507

PoC server with active account for User4 

The group identification for the restricted group is known by User4

	Test Procedure
	User4 connects to the restricted chat group

	Pass-Criteria
	User4 gets a reject indication


	Test Case Id
	PoC-1.0-int-510

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that it is not possible to add unauthorized users to a restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-508

PoC server with active account for User4

	Test Procedure
	User2 adds User4 to the group

User1 adds User4 to the group

	Pass-Criteria
	The attempts are rejected

User4 does not get any notification


6.1.5.10 Treatment of session initiation if Initiator is on the terminating PoC user's reject list

	Test Case Id
	PoC-1.0-int-010

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.11 Treatment of session initiation if Incoming PoC Session Barring is active

	Test Case Id
	PoC-1.0-int-011

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.1.5.12 Restricted Chat Group Notifications

	Test Case Id
	PoC-1.0-int-511

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the participant notifications in restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-507 or PoC-1.0-int-508

	Test Procedure
	Each user request participant information

User2 hangs up

	Pass-Criteria
	Each user gets a notification of the initial state of the other participants in the session

User1/3 get a notification that User2 has left

User1/3 are still in session


	Test Case Id
	PoC-1.0-int-512

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the participant notifications in restricted chat group

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-507 or PoC-1.0-int-508

	Test Procedure
	Each user request participant information

User1 hangs up

	Pass-Criteria
	Each user gets a notification of the initial state of the other participants in the session

User2/3 get a notification that User1 has left

User2/3 are still in session


6.2 PoC-1.0 (Optional)

6.2.1 On-Demand 1-1 PoC Session

	Test Case Id
	PoC-1.0-int-251

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify 1-1 PoC Session functionality, auto-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2
User2 Set to Automatic answer

	Test Procedure
	1. 
User1 initiates a session to User2 and starts talking

2. 
User1 releases the floor.  In order to verify that communication is possible both ways User2 requests the floor and starts talking

	Pass-Criteria
	1. 
User2 automatically accepts the session initiation and hears User1 talking

2. 
The floor is released by User1 and is in an idle state

2a. 
User2 gets the floor and User1 hears User2 talking


6.2.2 On-Demand Ad-hoc Group PoC Session

6.2.2.1 Pre-Arranged PoC Group Session Establishment

	Test Case Id
	PoC-1.0-int-351

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, auto-answer

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3
User2/3 Set to Automatic answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User1 releases the floor

3. 
User2 request the floor and starts talking

	Pass-Criteria
	1. 
User2/3 automatically accept the invitation and the Group session is successfully established and User2/3

1a.
User1 gets separate indications when User2/3 accept the invitation

1b. 
User2/3 hear User1 as each establishes their connection

2. 
The floor is released by User1 and is in an idle state

3. 
User2 gets the floor and User1/3 hear User2 talking


	Test Case Id
	PoC-1.0-int-352

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, mixed

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Server has active account for User1/2/3

User2 is set to Manual answer

User3 is set to Automatic answer

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

2. 
User1 releases the floor

3. 
User2 accept the invitation

4. 
User2 request the floor and starts talking

	Pass-Criteria
	1. 
User3 automatically accepts the invitation and hears User1 talking

1a. 
User1 gets indication that User3 accepted the invitation 

1b. 
User2 get an indication for being invited to a session by User1

2. 
The floor is released by User1 and is in an idle state 

3. 
User1 gets an indication that User2 accepted the invitation

4. 
User2 gets the floor and User1/3 hear User2 talking


6.2.2.2 Pre-Arranged PoC Group Session Non-Establishment

	Test Case Id
	PoC-1.0-int-353

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify ad-hoc group session functionality, automatic answer, non-registered user

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User2/3 Set to Automatic answer

User2 is not registered

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

	Pass-Criteria
	1. 
User3 automatically accept the invitation and hears User1 talking

1a.
User1 gets an indication that User3 accepted the invitation

1b. 
User1 gets an indication that User2 is not registered


	Test Case Id
	PoC-1.0-int-354

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Notification when some remote participants accept and others do not exist

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2

User1 has the ability to enter non-existent User ID’s

User2 Set to Automatic answer

User3 account does not exist

	Test Procedure
	1. 
User1 initiates a session to User2/3 and starts talking

	Pass-Criteria
	1. 
User1 gets an indication that User2 accepted the invitation

1a. 
User2 hears User1 talking

1b. 
User1 gets a notification that User3 does not exist


6.2.3 Pre-Established Sessions

6.2.4 Old ETR Items

6.2.4.1 Removing PoC participant from PoC session by service entity

	Test Case Id
	PoC-1.0-int-013

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.2 PoC session Termination by PoC group administrator

6.2.4.3 PoC session termination after pre-defined time period

	Test Case Id
	PoC-1.0-int-021

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.4 PoC session termination after pre-defined time period of no talk burst 

	Test Case Id
	PoC-1.0-int-022

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.5 Identity Information of inviting user in all session modes. 
Identity information of inviting user to invited party(ies)

	Test Case Id
	PoC-1.0-int-023

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.6 Policy-based termination:
Termination of PoC session based on pre-defined policy

	Test Case Id
	PoC-1.0-int-027

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.7 Reject session establishment if request is not initiated by PoC group administrator in pre-arranged group

	Test Case Id
	PoC-1.0-int-105

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.8 Reject (re-)joining request if maximum number of participants is reached and inform (re-) joining user

	Test Case Id
	PoC-1.0-int-030

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.9 Reject joining request if session is closed/or does not exist/is terminated and inform (re-) joining user

	Test Case Id
	PoC-1.0-int-031

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.10 Reject if not re-joining into same adhoc group session

	Test Case Id
	PoC-1.0-int-032

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.11 Reject joining request if not member of the pre-arranged group

	Test Case Id
	PoC-1.0-int-033

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.12 Reject invitation request if invited user is not member of the pre-arranged group

	Test Case Id
	PoC-1.0-int-0035

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.4.13 Reject invitation request if maximum number of participants is reached

	Test Case Id
	PoC-1.0-int-0036

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.5 Session-related Features

6.2.5.1 Session modification: Session on hold

	Test Case Id
	PoC-1.0-int-037

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.5.2 Subscription to Participant information during a PoC session.
One-off request

	Test Case Id
	PoC-1.0-int-038

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.5.3 Subscription to Participant information (AD /CP 6.1.9) during a PoC session
Continuous mode

	Test Case Id
	PoC-1.0-int-039

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.5.4 Privacy requested by PoC user

	Test Case Id
	PoC-1.0-int-040

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.5.5 Talker identity provided to other participants

	Test Case Id
	PoC-1.0-int-041

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6 PoC Session-unrelated Features

6.2.6.1 Subscription to Participant information
One-off request

	Test Case Id
	PoC-1.0-int-042

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.2 Subscription to Participant information
Continuous mode

	Test Case Id
	PoC-1.0-int-043

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.3 Privacy requested by PoC user

	Test Case Id
	PoC-1.0-int-044

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.4 Sending of Instant personal alert

	Test Case Id
	PoC-1.0-int-045

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.5 Receiving of Instant personal alert

	Test Case Id
	PoC-1.0-int-046

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.6 Participant Information in  unrestricted chat group and joining 
Handling of request for participant information for a joining user

	Test Case Id
	PoC-1.0-int-047

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.7 Handling of request for participant information in communication phase of all group modes

	Test Case Id
	PoC-1.0-int-048

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.8 Identity Information  of inviting user for all session modes to invited party(ies)

	Test Case Id
	PoC-1.0-int-049

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.6.9 Selection of identity information

	Test Case Id
	PoC-1.0-int-050

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7 Talk Burst Control (No Queuing)

6.2.7.1 Talk burst request during a session
Request when floor is not idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-051

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.2 Talk burst request during a session
Request when floor is not idle -> talk burst deny

	Test Case Id
	PoC-1.0-int-052

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.3 Talk burst request during a PoC session
Request when no other participants in the session  -> talk burst deny

	Test Case Id
	PoC-1.0-int-053

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.4 Implicit talk burst request (INVITE) in the beginning of a 1-1 PoC session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-054

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.5 Implicit talk burst request (INVITE) in the beginning of an ad-hoc PoC group session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-055

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.6 Implicit talk burst request (INVITE) in the beginning of a prearranged PoC group session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-056

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.7 Implicit talk burst request (INVITE) when re-joining an ad-hoc PoC group session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-057

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.8 Implicit talk burst request (INVITE) when re-joining a prearranged PoC group session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-058

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.9 Implicit talk burst request (INVITE) when joining a chat PoC group session
Request when floor is idle -> talk burst granted

	Test Case Id
	PoC-1.0-int-059

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.10 Implicit talk burst request (INVITE) when re-joining an ad-hoc PoC group session
Request when floor is not idle -> talk burst denied

	Test Case Id
	PoC-1.0-int-060

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.11 Implicit talk burst request (INVITE) when re-joining a prearranged PoC group session
Request when floor is not idle -> talk burst denied

	Test Case Id
	PoC-1.0-int-061

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.12 Implicit talk burst request (INVITE) when joining a chat PoC group session
Request when floor is not idle -> talk burst denied

	Test Case Id
	PoC-1.0-int-062

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.2.7.13 Talk burst revoke

	Test Case Id
	PoC-1.0-int-064

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.3 PoC-1.0 [Optional]

6.3.1 1.1 PoC Session

6.3.1.1 1.1 PoC Session Termination

	Test Case Id
	PoC-1.0-int-2xx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the last participant is disconnected from the session, ReleaseLastParty = False

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	Continuation of PoC-1.0-int-201 or PoC-1.0-int-202

ReleaseLastParty = False

	Test Procedure
	User2 hangs up

	Pass-Criteria
	The session ends only for User2

User1 is still in the session


6.3.2 Ad-hoc Group PoC Session

6.3.2.1 Ad-hoc PoC Session Non-Establishment

	Test Case Id
	PoC-1.0-int-3xx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that an ad-hoc session can be cancelled 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active accounts for User1/2/3

AutoRelease = False

User2/3 set to Manual answer

	Test Procedure
	User1 initiates a session to User2/3

User1 hangs up before User2/3 accept the session invitation

	Pass-Criteria
	User2/3 get an indication of the incoming session

The session is terminated at all ends


6.3.3 Pre-arranged Group PoC Session

6.3.3.1 Pre-arranged Group PoC Session Non-Establishment

	Test Case Id
	PoC-1.0-int-4xx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that it is not possible to call a group with no members

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC server with active accounts for User1

ReleaseLastParty = True
Group1 consists of zero members

	Test Procedure
	User1 initiates a session to Group1

	Pass-Criteria
	The session initiation is rejected


6.3.4 Chat PoC Group

6.3.4.1 Open Chat Group Session Termination

	Test Case Id
	PoC-1.0-int-5xx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify the behavior of the PoC server after the last participant has left. Verify that the chat group talk session is terminated and all resources are released on the PoC server. 

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	This case can be executed only with PoC servers, which provide some way to show information about active sessions

Continuation of PoC-1.0-int-501 or PoC-1.0-int-502

	Test Procedure
	User1/2/3 hang up

	Pass-Criteria
	The chat group session is terminated

All resources are cleared


6.3.5 Pre-established session

6.3.5.1 Pre-established session establishment

	Test Case Id
	PoC-1.0-int-601

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that PoC system responses correctly to Pre-established Session request, when PoC system supports Pre-established Session

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server with active accounts for User1/2/3

User1 enabled Pre-established Session and is de-registered from SIP/IP Core

User2/3 set to Manual answer

	Test Procedure
	User1 registers with SIP/IP Core

User1 initiates an ad-hoc group session to User2 and User3

User2/3 accept the session invitation

User1 request the floor and starts talking

User1 releases the floor

User2 request the floor and starts talking

	Pass-Criteria
	The media session is established. User1 gets the floor and User2/3 hear User1 talking

User2 gets the floor and User1/3 hear User2 talking


6.4 Old ETR Items

6.4.1.1 Ad-hoc PoC group session establishment (pre-established session) - Confirmed indication

	Test Case Id
	PoC-1.0-int-069

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.2 1-1 session establishment: (pre-established session) - Confirmed indication

	Test Case Id
	PoC-1.0-int-070

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.3 Ad-hoc PoC group session establishment (pre-established session)- Invited PoC client auto-answer

	Test Case Id
	PoC-1.0-int-071

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.4 1-1 PoC session establishment (pre-established session) - Invited PoC client auto-answer

	Test Case Id
	PoC-1.0-int-072

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.5 Ad-hoc PoC group session establishment (pre-established session) - Invited PoC client manual-answer

	Test Case Id
	PoC-1.0-int-073

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.6 1-1 PoC session establishment (pre-established session)  - Invited PoC client manual-answer

	Test Case Id
	PoC-1.0-int-074

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.7 Ad-hoc PoC group session establishment (pre-established session) - Unconfirmed indication

	Test Case Id
	PoC-1.0-int-075

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.8 1-1 session establishment (pre-established session) - Unconfirmed indication

	Test Case Id
	PoC-1.0-int-076

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.9 On-Demand session establishment: Ad-hoc PoC group session - Unconfirmed indication

	Test Case Id
	PoC-1.0-int-077

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.10 On-Demand session establishment: 1-1 PoC session - Unconfirmed indication

	Test Case Id
	PoC-1.0-int-078

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.11 On-Demand session establishment: Pre-arranged PoC group session - Unconfirmed indication

	Test Case Id
	PoC-1.0-int-079

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.12 Re-joining a PoC session in pre-established session

	Test Case Id
	PoC-1.0-int-080

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.13 Leaving PoC session in pre-established session

	Test Case Id
	PoC-1.0-int-081

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.14 Manual answer override

	Test Case Id
	PoC-1.0-int-082

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.15 Invitation of subgroup of pre-arranged group cased on pre-defined criteria

	Test Case Id
	PoC-1.0-int-083

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.16 Notification about the result of the invitations for each invited user in adhoc group

	Test Case Id
	PoC-1.0-int-084

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.17 Acceptance Notification in  Pre-arranged group

	Test Case Id
	PoC-1.0-int-085

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.18 Policy-based termination by pre-defined date or date/time

	Test Case Id
	PoC-1.0-int-086

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.1.19 Manual / auto answer not in sync in PoC client and in the network

	Test Case Id
	PoC-1.0-int-087

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.2 Session-unrelated Feature

6.4.2.1 Treatment of Instant Personal Alert if Instant Personal Alert Barring is active.

	Test Case Id
	PoC-1.0-int-088

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.2.2 Sending of Group advertisement

	Test Case Id
	PoC-1.0-int-089

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.2.3 Receiving of Group advertisement

	Test Case Id
	PoC-1.0-int-090

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


Table 60: Interoperability Test Information

6.4.2.4 Participant Information of adding user for all group modes
Notification of identities of participants to the added user if permitted

	Test Case Id
	PoC-1.0-int-091

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.2.5 Hiding of group identity
(a) from all participants or (b) from some participants, but not from group administrator

	Test Case Id
	PoC-1.0-int-092

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.3 Talk Burst Control

6.4.3.1 Talk burst request during a session queue support:
Request when floor is not idle -> talk burst request queued -> talk burst granted

	Test Case Id
	PoC-1.0-int-093

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.3.2 Talk burst request during a session queue + priority support:
Request when floor is not idle -> talk burst request queued indication -> talk burst granted according to priority

	Test Case Id
	PoC-1.0-int-094

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.3.3 Position in queue

	Test Case Id
	PoC-1.0-int-095

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.3.4 Cancel of queued request

	Test Case Id
	PoC-1.0-int-096

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.4 Multiple Sessions

6.4.4.1 Handling of multiple sessions

	Test Case Id
	PoC-1.0-int-097

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.4.2 Separate 1-to-1 PoC session while having a PoC session

	Test Case Id
	PoC-1.0-int-098

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
	


6.4.4.3 Simultaneous sessions: New session invitation: PoC client does not support simultaneous sessions

	Test Case Id
	PoC-1.0-int-099

	Test Object
	<Client and/or Server device under test>

	Test Case Description
	<Short description of the test case, e.g. To test delivery functionality.>

	Specification Reference
	<[REFERENCE EXAMPEL 1] Chapter x.> 

	SCR Reference
	<Reference to applicable SCR item, e.g. xxx-C-001>

	Tool
	<List any tool including version available for this test case, if any>

	Test code
	<List any code including version available for this test case, if any>

	Preconditions
	

	Test Procedure
	

	Pass-Criteria
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