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UP SCR Table

		SCR Section		SCR Item		SCR Function		TS Reference		SCR Status		Defined
Test Case(s)		SCR Requirement		Comment

		A.1.1		PoC_UserPlaneV1-UTR-C-001		Support of the Internet Protocol defined by the SIP/IP Core.		5.1		M

		A.1.1		PoC_UserPlaneV1-UTR-C-002		Support of UDP according to rules and procedures specified in [RFC768].		5.2		M

		A.1.1		PoC_UserPlaneV1-UTR-C-003		Handling of Port Numbers.		5.2.1		M

		A.1.1		PoC_UserPlaneV1-UTR-C-004		Support of RTP according to rules and procedures as specified in [RFC3550].		5.3		M

		A.1.1		PoC_UserPlaneV1-UTR-C-005		Support of RTCP according to the rules and procedures specified in [RFC3550] at the minimum the reception of RTCP packets.		5.4		M

		A.1.1		PoC_UserPlaneV1-UTR-C-006		RTCP packets only contain the mandatory parts of RTCP (according to and procedures as specified in [RFC3550]), which are required for that specific RTCP compound packet.		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-007		Support of sending of TBCP messages to the same UDP port as the other RTCP packets.		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-008		Does not send TBCP messages as compound packets.		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-009		Supports the creation, modification and/or processing of the content in RTCP packets.		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-010		To reduce potential degradation of the quality of the media transmission, the PoC Client does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-011		Supports only mandatory parts of RTPC according to the rules and procedures specified in [RFC3550].		5.4		O

		A.1.1		PoC_UserPlaneV1-UTR-C-012		Does not send RTCP BYE packets when the PoC Session is released.		5.4		O

		A.1.2		PoC_UserPlaneV1-UTB-C-001		Supports basic Talk Burst control.		6.2.5		M

		A.1.2		PoC_UserPlaneV1-UTB-C-002		Provides Talk Burst idle notifications to the PoC User.		6.2.5.2.1		O

		A.1.2		PoC_UserPlaneV1-UTB-C-003		Provides the Talker Identification to the PoC User if available.		6.2.5.2.2, 6.2.5.3.2, 6.2.5.5.4, 6.2.5.6.3		O				PoC_UserPlaneV1-UID-C-001

		A.1.2		PoC_UserPlaneV1-UTB-C-004		Supports the T13 (end of RTP Media) timer.		6.2.5.2.2, 6.2.5.3.2, 6.2.5.3.6, 6.2.5.5.4, 6.2.5.6.3, 6.2.5.6.4		O				PoC_UserPlaneV1-UTI-C-004

		A.1.2		PoC_UserPlaneV1-UTB-C-007		Displays the reason provided in the TBCP Talk Burst Deny message to the User.		6.2.5.3.3		O

		A.1.2		PoC_UserPlaneV1-UTB-C-008		Starts the T11 (Talk Burst Request) timer based on reception on RTP Media packets.		6.2.5.3.6		O

		A.1.2		PoC_UserPlaneV1-UTB-C-009		Provide a Talk Burst request timeout notification to the PoC User;		6.2.5.3.5		O

		A.1.2		PoC_UserPlaneV1-UTB-C-010		Informs the User of the reason in the Reason code field contained in the TBCP Talk Burst Revoke message;		6.2.5.4.3, 6.2.5.5.6		O

		A.1.2		PoC_UserPlaneV1-UTB-C-011		Starts the T12 (PoC Client retry-after) timer, if a retry after time is contained in the TBCP Talk Burst Revoke message;		6.2.5.4.3, 6.2.5.5.6		O				PoC_UserPlaneV1-UTI-C-003

		A.1.2		PoC_UserPlaneV1-UTB-C-012		Includes the sequence number of the last RTP Media packet that was sent, if at least 1 RTP Media packet was sent.		6.2.5.5.1, 6.2.5.6.5		O

		A.1.2		PoC_UserPlaneV1-UTB-C-013		Informs the User that permission to send a Talk Burst is being revoked.		6.2.5.5.6		O

		A.1.2		PoC_UserPlaneV1-UTB-C-014		Supports extensions to basic Talk Burst control necessary for the support of Pre-established Sessions.		6.2.5		O				PoC_UserPlaneV1-UMC-C-014

		A.1.2		PoC_UserPlaneV1-UTB-C-015		Supports extensions to basic Talk Burst control necessary for the support of Simultaneous PoC Sessions.		6.2.76.2.8		O

		A.1.2		PoC_UserPlaneV1-UTB-C-016		Sends and acts upon received TBCP messages for a PoC Session in the dormant state.		6.2.8.3.1		O				PoC_UserPlaneV1-UTB-C-015

		A.1.2		PoC_UserPlaneV1-UTB-C-017		Supports extensions to Talk Burst control necessary for the support of queuing of Talk Burst requests.		6.2.9		O

		A.1.2		POC-UTB-C-018		Provides the queue position (if available) to the User.		6.2.9.3.7		O				PoC_UserPlaneV1-UTB-C-017

		A.1.2		POC-UTB-C-019		Starts/restarts the T13 (end of RTP media) timer when receiving RTP Media packets.		6.2.9.7.1		O				PoC_UserPlaneV1-UTB-C-018 AND PoC_UserPlaneV1-UTI-C-004

		A.1.2		POC-UTB-C-020		Displays the reason provided in the TBCP Talk Burst Deny message, if it is included, to the User.		6.2.9.7.4		O				PoC_UserPlaneV1-UTB-C-019

		A.1.3		PoC_UserPlaneV1-UMC-C-001		Support of quality feed back according to rules and procedures specified in [RFC3550].		7.1		O

		A.1.3		PoC_UserPlaneV1-UMC-C-002		Supports the transmission of RTCP SR/RR compound packets.		7.1.2		O				PoC_UserPlaneV1-UMC-C-001

		A.1.3		PoC_UserPlaneV1-UMC-C-003		Uses the reception of the RTCP SR compound packet as indication to trigger the transmission of the RTCP RR compound packet.		7.1.2.2		O				PoC_UserPlaneV1-UMC-C-002

		A.1.3		PoC_UserPlaneV1-UMC-C-004		Implement a timer that supervises the reception of the RTCP SR compound packet.		7.1.2.2		O				PoC_UserPlaneV1-UMC-C-003

		A.1.3		PoC_UserPlaneV1-UMC-C-005		Support of Media parameter negotiation.		7.2, 7.2.1.1, 7.2.1.2		M

		A.1.3		PoC_UserPlaneV1-UMC-C-006		Support of User Plane adaptation.		7.2		O

		A.1.3		PoC_UserPlaneV1-UMC-C-007		Changes the voice frame packetization or voice codec mode by Out-band signaling using SDP payload within SIP messages.		7.2		O				PoC_UserPlaneV1-UMC-C-006

		A.1.3		PoC_UserPlaneV1-UMC-C-008		Changes the voice frame packetization or voice codec mode by In-band signaling using Codec Mode Request (CMR) field of AMR payload.		7.2		O				PoC_UserPlaneV1-UMC-C-006

		A.1.3		PoC_UserPlaneV1-UMC-C-009		Initiate User Plane adaptation (in-band or out-band) triggered by e.g roaming to the system with different media capabilities.		7.3.1		O				PoC_UserPlaneV1-UMC-C-006

		A.1.3		PoC_UserPlaneV1-UMC-C-010		Supports Media on hold/off hold.		7.4.1		O

		A.1.3		PoC_UserPlaneV1-UMC-C-011		Sends Talk Bursts, when the Media is on hold.		7.4		O				PoC_UserPlaneV1-UMC-C-010

		A.1.3		PoC_UserPlaneV1-UMC-C-012		Supports Simultaneous PoC Sessions		7.5.1		O

		A.1.3		PoC_UserPlaneV1-UMC-C-013		Supports the sending of RTP Media packets to any of the Simultaneous PoC Sessions according to the PoC User selection.		7.5.1		O				PoC_UserPlaneV1-UMC-C-013

		A.1.3		PoC_UserPlaneV1-UMC-C-014		Supports RTP Media Session release of the Pre-established Session.		7.5		O				PoC_UserPlaneV1-UTB-C-014

		A.1.3		PoC_UserPlaneV1-UMC-C-015		Support of Media transfer		7.7.1		M

		A.1.3		PoC_UserPlaneV1-UMC-C-016		Supports media buffering for handling of variable latency in incoming RTP Media packets.		7.8.1		O

		A.1.3		PoC_UserPlaneV1-UMC-C-017		Support coding and decoding of Media		7.9		M				PoC_UserPlaneV1-UMC-C-018 OR PoC_UserPlaneV1-UMC-C-019

		A.1.3		PoC_UserPlaneV1-UMC-C-018		Supports codecs recommended by 3GPP		7.9		O

		A.1.3		PoC_UserPlaneV1-UMC-C-019		Supports codecs recommended by 3GPP2		7.9		O

		A.1.4		PoC_UserPlaneV1-UID-C-001		Support of Talker Identification		8.2		O				PoC_UserPlaneV1-UTB-C-003 OR PoC_UserPlaneV1-UID-C-002

		A.1.4		PoC_UserPlaneV1-UID-C-002		Collects information about the other Participants in the PoC Session in order to be able to map a RTP Media packet in case the TBCP Talk Burst Taken message is lost.		8.2		O				PoC_UserPlaneV1-UID-C-001

		A.1.4		PoC_UserPlaneV1-UID-C-003		The PoC Client keep itself updated with the information provided by the PoC Server performing the Controlling PoC Function.		8.2		O				PoC_UserPlaneV1-UID-C-002

		A.1.5		PoC_UserPlaneV1-UTI-C-001		Talk Burst Release timer (T10)		9.3		M

		A.1.5		PoC_UserPlaneV1-UTI-C-002		Talk Burst Request timer (T11)		9.3		M

		A.1.5		PoC_UserPlaneV1-UTI-C-003		PoC Client retry-after timer (T12)		9.3		O				PoC_UserPlaneV1-UTB-C-011

		A.1.5		PoC_UserPlaneV1-UTI-C-004		PoC Client end of RTP Media timer (T13)		9.3		O				PoC_UserPlaneV1-UTB-C-004 OR POC-UTB-C-019

		A.1.6		PoC_UserPlaneV1-UME-C-001		Talk Burst Control (TBCP) messages		6.5, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-002		Sending of more than one TBCP Talk Burst Control message MAY be sent in a single IP packet.		6.5, 6.1		O

		A.1.6		PoC_UserPlaneV1-UME-C-003		TBCP Talk Burst Request message		6.5.2, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-004		Talk Burst request priority level		6.5.2.1		O				PoC_UserPlaneV1-UTB-C-017

		A.1.6		PoC_UserPlaneV1-UME-C-005		Talk Burst request timestamp		6.5.2.2		O				PoC_UserPlaneV1-UTB-C-017

		A.1.6		PoC_UserPlaneV1-UME-C-006		TBCP Talk Burst Granted message		6.5.2.2, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-007		TBCP Talk Burst Deny message		6.5.4, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-008		TBCP Talk Release message		6.5.5, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-009		TBCP Talk Burst Idle message		6.5.6, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-010		TBCP Talk Burst Taken message		6.5.7, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-011		TBCP Talk Burst Revoke message		6.5.7, 6.1		M

		A.1.6		PoC_UserPlaneV1-UME-C-012		TBCP Talk Burst Acknowledgment message		6.5.9, 6.1		O				PoC_UserPlaneV1-UTB-C-014

		A.1.6		PoC_UserPlaneV1-UME-C-013		TBCP Talk Burst Request Queue Status Request message		6.5.10, 6.1		O				PoC_UserPlaneV1-UTB-C-017

		A.1.6		PoC_UserPlaneV1-UME-C-014		TBCP Talk Burst Request Queue Status Response message		6.5.11, 6.1		O				PoC_UserPlaneV1-UTB-C-017

		A.1.6		PoC_UserPlaneV1-UME-C-015		TBCP Disconnect message		6.5.12		O				PoC_UserPlaneV1-UTB-C-014

		A.2.1		PoC_UserPlaneV1-PPR-S-001		Support of the Participating PoC Function in the PoC Server.		4.2		M				PoC_UserPlaneV1-UPR-S-001 OR PoC_UserPlaneV1-UPR-S-002

		A.2.1		PoC_UserPlaneV1-PPR-S-002		The PoC Server stays in the Media path (Option 1).		4.2		O				PoC_UserPlaneV1-PTR-S001 AND PoC_UserPlaneV1-PTR-S002 AND PoC_UserPlaneV1-PTR-S003 AND PoC_UserPlaneV1-PTR-S004 AND PoC_UserPlaneV1-PTR-S005 AND PoC_UserPlaneV1-PTB-S001 AND PoC_UserPlaneV1-PMC-S003 AND PoC_UserPlaneV1-PMC-S-013 AND PoC_UserPlaneV1-PME-S-001

		A.2.1		PoC_UserPlaneV1-PPR-S-003		The PoC Server does not stay in the Media path (Option 2)		4.2		O

		A.2.2		PoC_UserPlaneV1-PTR-S-001		Support of the Internet Protocol defined by the SIP/IP Core.		5.1		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-002		Support of UDP according to the rules and procedures as specified in [RFC768].		5.2		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-003		Handling of port numbers.		5.2.1		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-004		Support of RTP according to the rules and procedures specified in [RFC3550].		5.3		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-005		Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in the subclause 5.4 “RTCP”.		5.4		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-006		Support of sending of TBCP messages to the same UDP port as the other RTCP packets.		5.4		O				PoC_UserPlaneV1-PTR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-007		Does not send TBCP messages as compound packets.		5.4		O				PoC_UserPlaneV1-PTR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-008		support the creation, modification and/or processing of the content in RTCP packets.		5.4		O				PoC_UserPlaneV1-PTR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-009		To reduce potential degradation of the quality of the media transmission, the PoC Server does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.		5.4		O				PoC_UserPlaneV1-PPR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-010		Supports only mandatory parts of RTPC according to the rules and procedures specified in [RFC3550].		5.4		O				PoC_UserPlaneV1-PTR-S-002

		A.2.2		PoC_UserPlaneV1-PTR-S-011		Does not send RTCP BYE packets when the PoC Session is released.		5.4		O				PoC_UserPlaneV1-PTR-S-002

		A.2.3		PoC_UserPlaneV1-PTB-S-001		Supports basic Talk Burst control.		6.3.5		O				PoC_UserPlaneV1-PPR-S-002

		A.2.3		PoC_UserPlaneV1-PTB-S-002		Supports extensions to Talk Burst control necessary for the support of Pre-established Sessions.		6.2.6		O				PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-UME-C-016 AND PoC_UserPlaneV1-PME-C-017

		A.2.3		PoC_UserPlaneV1-PTB-S-003		Supports extensions to Talk Burst control necessary for the support of Simultaneous PoC Sessions.		6.2.76.3.8		O				PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-PMC-S-007

		A.2.3		PoC_UserPlaneV1-PTB-S-004		Discard the PoC Client terminated TBCP packets of the PoC Sessions in ‘S: Dormant’ state.		6.3.8.3.1		O				PoC_UserPlaneV1-PTB-S-003

		A.2.4		PoC_UserPlaneV1-PMC-S-001		Support of quality feed back according to rules and procedures specified in [RFC3550].		7.1.1		O				PoC_UserPlaneV1-PPR-S-002

		A.2.4		PoC_UserPlaneV1-PMC-S-002		Modify the content of the RTCP SR compound packet send by the PoC Client in an interrupted PoC Session according to rules and procedures specified in [RFC3550].		7.1.3		O				PoC_UserPlaneV1-UMC-S-001

		A.2.4		PoC_UserPlaneV1-PMC-S-003		Media parameter negotiation		0		O				PoC_UserPlaneV1-PPR-S-002

		A.2.4		PoC_UserPlaneV1-PMC-S-004		Support for putting Media on/off hold		7.4.2		O				PoC_UserPlaneV1-PPR-S-002

		A.2.4		PoC_UserPlaneV1-PMC-S-005		User Plane adaptation		7.2		O				PoC_UserPlaneV1-PPR-S-002

		A.2.4		PoC_UserPlaneV1-PMC-S-006		Forward the Talk Bursts and TBCP messages between the PoC Client and the PoC Server performing the Controlling PoC Function while Media is placed on hold for a PoC Session.		7.4.2		O				PoC_UserPlaneV1-PMC-S-004

		A.2.4		PoC_UserPlaneV1-PMC-S-007		Simultaneous PoC Sessions		7.5.2		O				PoC_UserPlaneV1-PTB-S-003

		A.2.4		PoC_UserPlaneV1-PMC-S-008		Forwards the TBCP messages of all PoC Sessions from the PoC Server(s) performing the Controlling PoC Function to PoC Client.		7.5.2		O				PoC_UserPlaneV1-PMC-S-007

		A.2.4		PoC_UserPlaneV1-PMC-S-009		Sends a RTCP SR message to the PoC Client concerning the PoC Session, which was interrupted due to activity in another PoC Session.		7.5.2		O				PoC_UserPlaneV1-PMC-S-007

		A.2.4		PoC_UserPlaneV1-PMC-S-010		Modifies the RTCP RR and SR messages sent between the PoC Client and the PoC Server to improve the accuracy of the quality feedback in the case of interrupted Talk Burst.		7.5.2		O				PoC_UserPlaneV1-PMC-S-007

		A.2.4		PoC_UserPlaneV1-PMC-S-011		Sends a TBCP Talk Burst Taken message prior to the first RTP packet being sent to the PoC Client.		7.5.2		O				PoC_UserPlaneV1-PMC-S-007

		A.2.4		PoC_UserPlaneV1-PMC-S-013		Supports Media transfer.		7.7.2		O				PoC_UserPlaneV1-PPR-S-002 AND (PoC_UserPlaneV1-PMC-S-015 OR PoC_UserPlaneV1-PMC-S-016)

		A.2.4		PoC_UserPlaneV1-PMC-S-014		Discards RTP Media of the PoC Sessions not selected for transmitting to the PoC Client.		7.7.2		O				PoC_UserPlaneV1-PTB-S-003

		A.2.4		PoC_UserPlaneV1-PMC-S-015		Supports codecs recommended by 3GPP		7.9		O				PoC_UserPlaneV1-PMC-S-013

		A.2.4		PoC_UserPlaneV1-PMC-S-016		Supports codecs recommended by 3GPP2		7.9		O				PoC_UserPlaneV1-PMC-S-013

		A.2.5		PoC_UserPlaneV1-PME-S-001		Talk Burst Control (TBCP) messages		6.5, 6.1		O				PoC_UserPlaneV1-PPR-S-002 AND PoC_UserPlaneV1-PME-S-003 AND PoC_UserPlaneV1-PME-S-004 AND PoC_UserPlaneV1-PME-S-005 AND PoC_UserPlaneV1-PME-S-006 AND PoC_UserPlaneV1-PME-S-007 AND PoC_UserPlaneV1-PME-S-008 AND PoC_UserPlaneV1-PME-S-009 AND PoC_UserPlaneV1-PME-S-011 AND PoC_UserPlaneV1-PME-S-012

		A.2.5		PoC_UserPlaneV1-PME-S-002		Sending of more than one TBCP Talk Burst Control message MAY be sent in a single IP packet.		6.5		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-003		TBCP Talk Burst Request message		6.5.2, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-004		TBCP Talk Burst Granted message		6.5.2.2, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-005		TBCP Talk Burst Deny message		6.5.4, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-006		TBCP Talk Release message		6.5.5, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-007		TBCP Talk Burst Idle message		6.5.6, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-008		TBCP Talk Burst Taken message		6.5.7, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-009		TBCP Talk Burst Revoke message		6.5.7, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-010		TBCP Talk Burst Acknowledgment message		6.5.9, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-011		TBCP Talk Burst Request Queue Status Request message		6.5.10, 6.1		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-S-012		TBCP Talk Burst Request Queue Status Response message		6.5.11		O				PoC_UserPlaneV1-PME-S-001

		A.2.5		PoC_UserPlaneV1-PME-C-016		TBCP Disconnect message		6.5.12, 6.1		O				PoC_UserPlaneV1-PME-S-010 AND PoC_UserPlaneV1-PTB-S-002 AND PoC_UserPlaneV1-PTI-S-003

		A.2.5		PoC_UserPlaneV1-PME-C-017		TBCP Connect message		6.5.13, 6.1		O				PoC_UserPlaneV1-PME-S-010 AND PoC_UserPlaneV1-PTB-S-002

		A.2.6		PoC_UserPlaneV1-PTI-S-001		Support of the T14 ‘Conversation’ timer.		9.2		O				PoC_UserPlaneV1-PMC-S-007

		A.2.6		PoC_UserPlaneV1-PTI-S-002		Support of the T15 ‘Connect message retransmit’ timer.		9.2		O				PoC_UserPlaneV1-PME-S-008

		A.2.6		PoC_UserPlaneV1-PTI-S-003		Support of theT16 ‘Disconnect message re-transmit timer’		9.2		O				PoC_UserPlaneV1-PME-C-016

		A.3.1		PoC_UserPlaneV1-CTR-S-001		Support of the Internet Protocol defined by the SIP/IP Core.		5.1		M

		A.3.1		PoC_UserPlaneV1-CTR-S-002		Support of UDP according to the rules and procedures as specified in [RFC768].		5.2		M

		A.3.1

		A.3.1		PoC_UserPlaneV1-CTR-S-003		Handling of port numbers.		5.2.1		M

		A.3.1		PoC_UserPlaneV1-CTR-S-004		Support of RTP according to the rules and procedures as specified in [RFC3550].		5.3		M

		A.3.1		PoC_UserPlaneV1-CTR-S-005		Support of RTCP according to the rules and procedures specified in [RFC3550] with the clarifications in subclause 5.4.		5.4		M

		A.3.1		PoC_UserPlaneV1-CTR-S-006		Supports the creation, modification and/or processing of the content in TBCP packets.		5.4		M

		A.3.1		PoC_UserPlaneV1-CTR-S-007		Support of sending of TBCP messages to the same UDP port as the other RTCP packets.		5.4		O

		A.3.1		PoC_UserPlaneV1-CTR-S-008		Does not send TBCP messages as compound packets.		5.4		O

		A.3.1		PoC_UserPlaneV1-CTR-S-009		Supports the creation, modification and/or processing of the content in RTCP packets.		5.4		O

		A.3.1		PoC_UserPlaneV1-CTR-S-010		To reduce potential degradation of the quality of the media transmission, the PoC Server does not schedule transmission of RTCP packets or TBCP messages during a Talk Burst.		5.4		O				PoC_UserPlaneV1-CTR-S-009

		A.3.1		PoC_UserPlaneV1-CTR-S-011		Supports only mandatory parts of RTPC according to the rules and procedures as specified in [RFC3550].		5.4		O				PoC_UserPlaneV1-CTR-S-009

		A.3.1		PoC_UserPlaneV1-CTR-S-012		Does not send RTCP BYE packets when the PoC Session is released.		5.4		O				PoC_UserPlaneV1-CTR-S-009

		A.3.2		PoC_UserPlaneV1-CTB-S-001		Supports basic Talk Burst control.		6.4.4, 6.4.5		M

		A.3.2		PoC_UserPlaneV1-CTB-S-002		Joining a Chat PoC Group is not regarded as an implicit Talk Burst request.		6.4.2		O

		A.3.2		PoC_UserPlaneV1-CTB-S-003		Supports early right to speak indication to the PoC Client.		6.4.2		O				PoC_UserPlaneV1-CMC-S-011

		A.3.2		PoC_UserPlaneV1-CTB-S-004		Supports extensions to basic Talk Burst control necessary for the support of 1-many-1 Session.		6.4.4.3.4, 6.4.4.4.2, 6.4.4.4.3, 6.4.4.5.2 6.4.4.5.4		O

		A.3.2		PoC_UserPlaneV1-CTB-S-005		Supports extensions to basic Talk Burst control necessary for the support of queuing of Talk Burst requests.		6.4.4 6.4.5		O				PoC_UserPlaneV1-CME-S-010

		A.3.2		PoC_UserPlaneV1-CTB-S-006		Honors the Time Stamp and inserts the PoC Client in the queue accordingly.		6.4.5.3.3		O				PoC_UserPlaneV1-CTB-S-005

		A.3.3		PoC_UserPlaneV1-CME-S-001		Talk Burst Control (TBCP) messages		6.5 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-002		Sending of more than one TBCP Talk Burst Control message MAY be sent in a single IP packet.		6.5		O

		A.3.3		PoC_UserPlaneV1-CME-S-003		TBCP Talk Burst Request message		6.5.2, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-004		TBCP Talk Burst Granted message		6.5.2.2, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-005		TBCP Talk Burst Deny message		6.5.4, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-006		TBCP Talk Release message		6.5.5, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-007		TBCP Talk Burst Idle message		6.5.6, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-008		TBCP Talk Burst Taken message		6.5.7, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-009		TBCP Talk Burst Revoke message		6.5.7, 6.1		M

		A.3.3		PoC_UserPlaneV1-CME-S-010		TBCP Talk Burst Request Queue Status Request message		6.5.10, 6.1		O				PoC_UserPlaneV1-CTB-S-005 AND PoC_UserPlaneV1-CME-S-011

		A.3.3		PoC_UserPlaneV1-CME-S-011		TBCP Talk Burst Request Queue Status Response message		6.5.11, 6.1		O				PoC_UserPlaneV1-CME-S-010

		A.3.3		PoC_UserPlaneV1-CME-S-012		Supports the sending of priority in the TBCP Talk Burst Request Queue Status Response message		6.5.11		O				PoC_UserPlaneV1-CME-S-011

		A.3.3		PoC_UserPlaneV1-CME-S-013		Supports the sending of queue Position in the TBCP Talk Burst Request Queue Status Response message.		6.5.11		O				PoC_UserPlaneV1-CME-S-011

		A.3.4		PoC_UserPlaneV1-CMC-S-001		Support of quality feed back according to rules and procedures specified in [RFC3550].		7.1		O

		A.3.4		PoC_UserPlaneV1-CMC-S-002		Acts as a ‘monitor’ according to the rules and procedures specified in [RFC3550] for the RTP Media flow and use the reported statistics to estimate the current quality of service.		7.1.4		O				PoC_UserPlaneV1-CMC-S-001

		A.3.4		PoC_UserPlaneV1-CMC-S-003		Generates and sends a RTCP RR compound packet for the Talk Burst that it recently received from a PoC Client.		7.1.4		O				PoC_UserPlaneV1-CMC-S-001

		A.3.4		PoC_UserPlaneV1-CMC-S-004		Media parameter negotiation		7.2, 7.2.3		M

		A.3.4		PoC_UserPlaneV1-CMC-S-005		Determines the preferred Media capabilities based on the lowest negotiated Media capability of the PoC Client’s that have joined the PoC Session.		7.2		O

		A.3.4		PoC_UserPlaneV1-CMC-S-006		User Plane adaptation		7.2, 7.3.3		O				PoC_UserPlaneV1-CTI-S-005 AND PoC_UserPlaneV1-CTI-S-006

		A.3.4		PoC_UserPlaneV1-CMC-S-007		When determining the Media Parameters the PoC Server SHOULD takes into account the highest common media capabilities provided by both the new and the existing members in the Group.		7.3.3		O				PoC_UserPlaneV1-CMC-S-006

		A.3.4		PoC_UserPlaneV1-CMC-S-008		Media on Hold		7.4.3		M

		A.3.4		PoC_UserPlaneV1-CMC-S-009		Send RTCP SR/RR message to the PoC Client when Media is on hold.		7.4.3		O				PoC_UserPlaneV1-CTR-S-009

		A.3.4		PoC_UserPlaneV1-CMC-S-010		Supports transfer of Media		7.7.3		M

		A.3.4		PoC_UserPlaneV1-CMC-S-011		Supports buffering of Media		7.8.3		O				PoC_UserPlaneV1-CTB-S-003

		A.3.5		PoC_UserPlaneV1-CID-S-001		Talker Identification		8.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-001		Support of T1 ‘End of RTP media’ timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-002		Support of T2 ‘Stop talking, timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-003		Support of T3 ‘Stop talking grace, timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-004		Support of T4 ‘Inactivity’ timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-007		Support of T7 ‘Talk Burst Idle’ timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-008		Support of T8 ‘Talk Burst Revoke’ timer		9.1		M

		A.3.6		PoC_UserPlaneV1-CTI-S-009		Support of T9 ‘Retry-after’ timer		9.1		M





CP SCR Table

		SCR Section		SCR Item		SCR Function		TS Reference		SCR Status		Defined
Test Case(s)		SCR Requirement		Comment

		A.1.2		PoCCPSpec-COP-C-001		General registration to SIP/IP Core		6.1.1.1		M		PoC-1.0-con-M-0001, PoC-1.0-con-M-0002		PoCCPSpec-COP-C-002 OR PoCCPSpec-COP-C-003

		A.1.2		PoCCPSpec-COP-C-002		Registration per 3GPP IMS		6.1.1.2		O		PoC-1.0-con-M-0001

		A.1.2		PoCCPSpec-COP-C-003		Registration per 3GPP2 MMD		6.1.1.2		O		PoC-1.0-con-M-0002

		A.1.2		PoCCPSpec-COP-C-004		Deregister with options		6.1.1.3		M		PoC-1.0-con-M-0003, PoC-1.0-con-M-0004

		A.1.3		PoCCPSpec-CSP-C-001		PoC service Setting Procedure – initiation of SIP PUBLISH request		6.1.2		M		PoC-1.0-con-M-0011

		A.1.3		PoCCPSpec-CSP-C-002		Indication of setting results after receiving SIP 200OK response		6.1.2		O		optional

		A.1.4		PoCCPSpec-CSI-C-001		General Initiation –  SIP INVITE request		6.1.3.1		M		PoC-1.0-con-M-0016, PoC-1.0-con-M-0017				Tested implicitly by indicated test cases

		A.1.4		PoCCPSpec-CSI-C-002		SIP Session Timer		6.1.3.1		M		5 - implicit ?

		A.1.4		PoCCPSpec-CSI-C-003		Pre-established Session establishment		6.1.3.2		O		PoC-1.0-con-O-0001, PoC-1.0-con-O-0002, PoC-1.0-con-O-0003, PoC-1.0-con-O-0004, PoC-1.0-con-O-0005, PoC-1.0-con-O-0006		PoCCPSpec-CSI-C-004 AND PoCCPSpec-CSI-C-005 AND PoCCPSpec-CSI-C-006

		A.1.4		PoCCPSpec-CSI-C-004		PoC Client Pre-established Session initiation		6.1.3.2.1		O		PoC-1.0-con-O-0001, PoC-1.0-con-O-0002, PoC-1.0-con-O-0003, PoC-1.0-con-O-0004, PoC-1.0-con-O-0005, PoC-1.0-con-O-0006		PoCCPSpec-CSI-C-003

		A.1.4		PoCCPSpec-CSI-C-005		PoC Client Pre-established Session initiation with example for Unconfirmed Indication for originating flow		6.1.3.2.1		O		PoC-1.0-con-O-0003		PoCCPSpec-CSI-C-004

		A.1.4		PoCCPSpec-CSI-C-006		PoC Client Ad-hoc PoC Group Session and 1-1 PoC Session initiation (receiving SIP REFER request)		6.1.3.2.2		O		PoC-1.0-con-O-0001, PoC-1.0-con-O-0002		PoCCPSpec-CSI-C-003 AND PoCCPSpec-CSI-C-004

		A.1.4		PoCCPSpec-CSI-C-007		Display of indication to PoC User of acceptance/rejection of PoC Session		6.1.3.2.2
6.1.3.2.3		O		PoC-1.0-con-O-0006		PoCCPSpec-CSI-C-003 AND PoCCPSpec-CSI-C-004

		A.1.4		PoCCPSpec-CSI-C-008		PoC Client Pre-arranged or Chat PoC Group Session (receiving SIP REFER request)		6.1.3.2.3		O		PoC-1.0-con-O-0003, PoC-1.0-con-O-0004, PoC-1.0-con-O-0005		PoCCPSpec-CSI-C-003

		A.1.4		PoCCPSpec-CSI-C-009		PoC Client releases a Pre-established Session		6.1.3.2.4		O		PoC-1.0-con-O-0007		PoCCPSpec-CSI-C-003

		A.1.4		PoCCPSpec-CSI-C-010		Establishment of an On-Demand Session		6.1.3.3		M		PoC-1.0-con-M-0016, PoC-1.0-con-M-0017

		A.1.4		PoCCPSpec-CSI-C-011		Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving request)		6.1.3.3.1		M		PoC-1.0-con-M-0016, PoC-1.0-con-M-0017

		A.1.4		PoCCPSpec-CSI-C-012		Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 180 Ringing response)		6.1.3.3.1		O		PoC-1.0-con-O-0009

		A.1.4		PoCCPSpec-CSI-C-013		Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 200OK response)		6.1.3.3.1		M		PoC-1.0-con-M-0016, PoC-1.0-con-M-0017

		A.1.4		PoCCPSpec-CSI-C-014		Ad-hoc PoC Group Session and 1-1 PoC Session setup for Unconfirmed Indication		6.1.3.3.1		O		PoC-1.0-con-O-0008

		A.1.4		PoCCPSpec-CSI-C-015		Ad-hoc PoC Group Session and 1-1 PoC Session setup for Confirmed Indication and Manual Answer Mode		6.1.3.3.1		O		PoC-1.0-con-O-0010

		A.1.4		PoCCPSpec-CSI-C-016		Pre-arranged PoC Group Session setup		6.1.3.3.2		M		PoC-1.0-con-M-0018

		A.1.4		PoCCPSpec-CSI-C-017		Chat PoC Group Session setup		6.1.3.3.2		M		PoC-1.0-con-M-0019

		A.1.5		PoCCPSpec-CSM-C-001		General Procedures		6.1.4.1		M

		A.1.5		PoCCPSpec-CSM-C-002		General Procedures – SIP INVITE request		6.1.4.1		M		PoC-1.0-con-M-0026

		A.1.5		PoCCPSpec-CSM-C-003		General Procedures – SIP UPDATE request		6.1.4.1		O		PoC-1.0-con-M-0026

		A.1.5		PoCCPSpec-CSM-C-004		PoC Client placing media on hold		6.1.4.2		O		PoC-1.0-con-O-0016		PoCCPSpec-CSM-C-005

		A.1.5		PoCCPSpec-CSM-C-005		PoC Client placing media off hold		6.1.4.3		O		PoC-1.0-con-O-0016		PoCCPSpec-CSM-C-004

		A.1.5		PoCCPSpec-CSM-C-006		User Plane adaptation: Modifying media capabilities during an ongoing PoC Session		6.1.4.4		O		PoC-1.0-con-O-0017

		A.1.5		PoCCPSpec-CSM-C-007		SIP Session refresh		6.1.4.5		M		PoC-1.0-con-M-0026

		A.1.5		PoCCPSpec-CSM-C-008		SIP Session Expiration		6.1.4.5		O		PoC-1.0-con-M-0026

		A.1.6		PoCCPSpec-CRS-C-001		On-demand Session		6.1.5.1		M		PoC-1.0-con-M-0031

		A.1.6		PoCCPSpec-CRS-C-002		Pre-established Session		6.1.5.2		O		PoC-1.0-con-O-0021		PoCCPSpec-CSI-C-003

		A.1.7		PoCCPSpec-CLS-C-001		Leaving a PoC Session - on-demand case: Release the floor		6.1.6.1		O		optional

		A.1.7		PoCCPSpec-CLS-C-002		Leaving a PoC Session - on-demand case: SIP BYE		6.1.6.1		M		PoC-1.0-con-M-0036

		A.1.7		PoCCPSpec-CLS-C-003		Leaving a PoC Session – pre-established case: Generate SIP REFER		6.1.6.2		O		PoC-1.0-con-O-0026		PoCCPSpec-CSI-C-003

		A.1.7		PoCCPSpec-CLS-C-004		Leaving a PoC Session – pre-established case: receive SIP NOTIFY		6.1.6.2		O		PoC-1.0-con-O-0026		PoCCPSpec-CSI-C-003

		A.1.7		PoCCPSpec-CLS-C-005		Leaving a PoC Session – display information contained in SIP NOTIFY		6.1.6.2		O		optional		PoCCPSpec-CLS-C-004

		A.1.8		PoCCPSpec-CUO-C-001		PoC Client Adding a User to a PoC Session (SIP REFER)		6.1.7		M		PoC-1.0-con-M-0041, PoC-1.0-con-M-0042

		A.1.8		PoCCPSpec-CUO-C-002		PoC Client Sending an Instant Personal Alert (sending SIP MESSAGE)		6.1.8		O		PoC-1.0-con-O-0031

		A.1.8		PoCCPSpec-CUO-C-003		PoC Client Sending a Group Advertisement (sending SIP MESSAGE)		6.1.9		O		PoC-1.0-con-O-0032

		A.1.8		PoCCPSpec-CUO-C-004		PoC Client Subscription to the Conference State Event Package ( sending SIP SUBSCRIBE request) for Pre-established Session		6.1.10		O		PoC-1.0-con-O-0033		PoCCPSpec-CSI-C-006 OR PoCCPSpec-CSI-C-008

		A.1.8		PoCCPSpec-CUO-C-005		PoC Client Subscription to the Conference State Event Package ( sending SIP SUBSCRIBE request) for On-Demand Session		6.1.10		O		PoC-1.0-con-O-0034

		A.1.8		PoCCPSpec-CUO-C-006		Canceling a PoC Session initiation - on-demand case		6.1.11.1		M		PoC-1.0-con-M-0043

		A.1.8		PoCCPSpec-CUO-C-007		Simultaneous Session Control Procedures		6.1.12		O		PoC-1.0-con-O-0035, PoC-1.0-con-O-0036

		A.1.8		PoCCPSpec-CUO-C-008		Simultaneous Session control: PoC Client Setting Session Priority indicating with SDP attribute		6.1.12.1		O		PoC-1.0-con-O-0035

		A.1.8		PoCCPSpec-CUO-C-009		Simultaneous Session control: PoC Client handling for PoC Session locking in a particular PoC Session		6.1.12.2		O		PoC-1.0-con-O-0036

		A.1.9		PoCCPSpec-CTP-C-001		PoC Client invited to a PoC Session: General INVITE procedure		6.2.1.1		M		PoC-1.0-con-O-0051

		A.1.9		PoCCPSpec-CTP-C-002		PoC Client invited to a PoC Session: Automatic Answer Mode OR Manual Answer Mode		6.2.1.2
6.2.1.3		M		PoC-1.0-con-M-0051, PoC-1.0-con-M-0052, PoC-1.0-con-M-0053		PoCCPSpec-CTP-C-003 OR PoCCPSpec-CTP-C-004

		A.1.9		PoCCPSpec-CTP-C-003		PoC Client invited to a PoC Session: Automatic Answer Mode set		6.2.1.2		O		PoC-1.0-con-M-0051

		A.1.9		PoCCPSpec-CTP-C-004		PoC Client invited to a PoC Session: Manual answer		6.2.1.3		O		PoC-1.0-con-M-0052, PoC-1.0-con-M-0053

		A.1.9		PoCCPSpec-CTP-C-005		PoC Client invited to a PoC Session: Manual Answer Override		6.2.1.4		O		PoC-1.0-con-O-0052		PoCCPSpec-CTP-C-004

		A.1.9		PoCCPSpec-CTP-C-006		PoC Client receiving a PoC Session Modification Request (send 200OK after receiving UPDATE or re-INVITE)		6.2.2		O		PoC-1.0-con-O-0061, PoC-1.0-con-O-0062		PoCCPSpec-CSM-C-003

		A.1.9		PoCCPSpec-CTP-C-007		PoC Client receiving a PoC Session Release Request: On-demand case		6.2.3.1		M		PoC-1.0-con-M-0066

		A.1.9		PoCCPSpec-CTP-C-008		PoC Client receiving a PoC Session Release Request: Pre-established case		6.2.3.2		O		PoC-1.0-con-O-0066		PoCCPSpec-CSI-C-003

		A.1.9		PoCCPSpec-CTP-C-009		PoC Client receiving an Instant Personal Alert: receiving SIP MESSAGE		6.2.4		M		PoC-1.0-con-M-0071, PoC-1.0-con-O-0071

		A.1.9		PoCCPSpec-CTP-C-010		PoC Client receiving an Instant Personal Alert: initiating 1-1 PoC Session		6.2.4		O		PoC-1.0-con-O-0072, PoC-1.0-con-O-0073		PoCCPSpec-CSI-C-005 OR PoCCPSpec-CSI-C-010

		A.1.9		PoCCPSpec-CTP-C-011		PoC Client Receiving a Group Advertisement		6.2.5		O		PoC-1.0-con-O-0074, PoC-1.0-con-O-0075

		A.1.9		PoCCPSpec-CTP-C-012		PoC Session Cancel request: On-demand case (receiving SIP CANCEL)		6.2.6.1		M		PoC-1.0-con-M-0072

		A.1.9		PoCCPSpec-CTP-C-013		Simultaneous Session Control Procedures		6.2.7		O		PoC-1.0-con-O-0076, PoC-1.0-con-O-0077

		A.1.9		PoCCPSpec-CTP-C-014		PoC Client setting  the PoC Session priority in SDP payload		6.2.7		O		PoC-1.0-con-O-0076		PoCCPSpec-CUO-C-008

		A.1.9		PoCCPSpec-CTP-C-015		PoC Client handling for PoC Session locking in a particular PoC Session		6.2.7		O		PoC-1.0-con-O-0077		PoCCPSpec-CUO-C-009

		A.1.10		PoCCPSpec-CPR-C-001		Presence procedures		C.3		O		PoC-1.0-con-O-0091		PoCCPSpec-CPR-C-002 AND PoCCPSpec-CPR-C-003

		A.1.10		PoCCPSpec-CPR-C-002		The PoC Client collaborates with the presence source and watcher entities when residing in the same UE.		C.3		O		PoC-1.0-con-O-0091		PoCCPSpec-CPR-C-001

		A.1.10		PoCCPSpec-CPR-C-003		Only when the PoC Server is not enabled to publish presence information on behalf of the PoC User, then the Presence Source residing in the same UE as the PoC Client publishes the presence information for the elements specified in subclause  C.1 "Availability for PoC-Session Service".		C.3		O		PoC-1.0-con-O-0091		PoCCPSpec-CPR-C-001

		A.2.3		PoCCPSpec-CBF-S-001		PoC Session Establishment				M				PoCCPSpec-CBF-S-002 OR PoCCPSpec-CBF-S-005

		A.2.3		PoCCPSpec-CBF-S-002		PoC Session Establishment On Demand				M				PoCCPSpec-CBF-S-003 ORPoCCPSpec-CBF-S-004

		A.2.3		PoCCPSpec-CBF-S-003		PoC Session Establishment On Demand - Confirmed Indication, Manual Answer Mode				M				PoCCPSpec-PTR-S-007 ANDPoCCPSpec-CTR-S-004 ANDPoCCPSpec-CTR-S-007 ANDPoCCPSpec-CIR- S-003

		A.2.3		PoCCPSpec-CBF-S-004		PoC Session Establishment On Demand - Automatic Answer Mode, Confirmed Indication				M				PoCCPSpec-PTR-S-003 AND PoCCPSpec-CTR-S-005 ANDPoCCPSpec-CTR-S-008 ANDPoCCPSpec-CIR- S-004

		A.2.3		PoCCPSpec-CBF-S-005		PoC Session Establishment On Demand, Automatic Answer Mode, Unconfirmed Indication (support for media buffering)				O				PoCCPSpec-PTR-S-003 AND PoCCPSpec-CTR-S-005 ANDPoCCPSpec-CTR-S-008 ANDPoCCPSpec-CIR- S-004

		A.2.3		PoCCPSpec-CBF-S-006		PoC Session Establishment Pre-established				O				PoCCPSpec-CBF-S-007 ORPoCCPSpec-CBF-S-008

		A.2.3		PoCCPSpec-CBF-S-007		PoC Session Establishment Pre-established - Confirmed Indication, Manual Answer Mode				O				PoCCPSpec-PTR-S-006

		A.2.3		PoCCPSpec-CBF-S-008		PoC Session Establishment Pre-established - Unconfirmed Indication, Automatic Answer Mode				O				PoCCPSpec-PTR-S-006

		A.2.3		PoCCPSpec-CBF-S-009		Instant Personal Alert				M				PoCCPSpec-CUO-S-001 ANDPoCCPSpec-CUO-S-002

		A.2.3		PoCCPSpec-CBF-S-010		Group Advertisement				M				PoCCPSpec-CTR-S-026 ANDPoCCPSpec-PTR-S-013

		A.2.4		PoCCPSpec-CRE-S-001		Determination of PoC Server role as a Participating and/or Controlling PoC Function		7.1		M

		A.2.4		PoCCPSpec-CRE-S-002		Reception of initial SIP INVITE request - mobile initiating trigger detection point		7.1.1		M				PoCCPSpec-CRE-S-003 ORPoCCPSpec-CRE-S-004

		A.2.4		PoCCPSpec-CRE-S-003		Reception of initial SIP INVITE request - Participating PoC Function for Pre-established Case		7.1.1, 7.3.1.2		O

		A.2.4		PoCCPSpec-CRE-S-004		Reception of initial SIP INVITE request - Participating PoC Function for On-demand Session Case		7.1.1, 7.3.1.4		M

		A.2.4		PoCCPSpec-CRE-S-005		Reception of initial SIP INVITE request - mobile terminating trigger detection point		7.1.1		M				PoCCPSpec-CRE-S-006 ORPoCCPSpec-CRE-S-007 ORPoCCPSpec-CRE-S-008

		A.2.4		PoCCPSpec-CRE-S-006		Reception of initial SIP INVITE request - Controlling PoC Function		7.1.1, 7.2.1.3, 7.2.1.4, 7.2.1.5		M

		A.2.4		PoCCPSpec-CRE-S-007		Reception of initial SIP INVITE request - Participating PoC Function		7.1.1, 7.3.2.2		M

		A.2.4		PoCCPSpec-CRE-S-008		Reception of initial SIP INVITE request - SIP URI unknown, send SIP 404		7.1.1		M

		A.2.4		PoCCPSpec-CRE-S-009		Reception of SIP REFER request		7.1.2		M

		A.2.4		PoCCPSpec-CRE-S-010		Reception of SIP MESSAGE request withPoC feature-tag '+g.poc.talkburst' (Instant Personal Alert)		7.1.3, 7.4.1.1, 7.4.1.2		M

		A.2.4		PoCCPSpec-CRE-S-011		Reception of SIP MESSAGE request withPoC feature-tag '+g.poc.groupad' (Group Advertisement)		7.1.3, 7.3.1.11, 7.2.1.12, 7.3.2.7		M

		A.2.4		PoCCPSpec-CRE-S-012		Reception of SIP SUBSCRIBE request		7.1.4, 7.3.1.7		M

		A.2.5		PoCCPSpec-CPO-S-001		PoC Session joining policy		7.2.1.6		M

		A.2.5		PoCCPSpec-CPO-S-002		PoC Session initiation policy		7.2.1.14		M

		A.2.5		PoCCPSpec-CPO-S-003		PoC Session adding policy		7.2.1.15		M

		A.2.5		PoCCPSpec-CPO-S-004		PoC Session release policy		7.2.1.16		M

		A.2.6		PoCCPSpec-CUO-S-001		Instant Personal Alert procedure at originating PoC Server		7.4.1.1		M

		A.2.6		PoCCPSpec-CUO-S-002		Instant Personal Alert procedure at terminating PoC Server		7.4.1.2		M

		A.2.7		PoCCPSpec-CEH-S-001		Handling of a request URI of a Conference-Factory-URI that is not allocated on server		7.5.1		M

		A.2.7		PoCCPSpec-CEH-S-002		Handling of a SIP INVITE with a request URI of a Conference URI that is not allocated on server performing the Controlling PoC Function		7.5.2		M

		A.2.8.1		PoCCPSpec-PIR-S-001		General process for SIP INVITE requests and SIP 200 OK responses		7.3.1.1		M

		A.2.8.1		PoCCPSpec-PIR-S-002		Respond to Pre-established Session initiation requests		7.3.1.2		M				PoCCPSpec-PIR-S-003ORPoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-003		Respond to Pre-established Session requests with SIP "403" Forbidden response if feature is not supported		7.3.1.2		O

		A.2.8.1		PoCCPSpec-PIR-S-004		Respond to Pre-established Session requests for case where feature is supported		7.3.1.2		O				PoCCPSpec-PIR-S-005ANDPoCCPSpec-PIR-S-007ANDPoCCPSpec-PIR-S-012ANDPoCCPSpec-PIR-S-014 ANDPoCCPSpec-PIR-S-015 ANDPoCCPSpec-PTR-S-008 ANDPoCCPSpec-PTR-S-013

		A.2.8.1		PoCCPSpec-PIR-S-005		Pre-established Session modification request to change media capabilities while not in a PoC Session		7.3.1.3		O				PoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-006		PoC Session Initiation using On-demand Session		7.3.1.4		M

		A.2.8.1		PoCCPSpec-PIR-S-007		PoC Session Initiation Using Pre-established Session		7.3.1.5		O				PoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-008		PoC Session Modification request during an ongoing PoC Session		7.3.1.6		M				PoCCPSpec-PIR-S-009 ORPoCCPSpec-PIR-S-010

		A.2.8.1		PoCCPSpec-PIR-S-009		PoC Session Modification request during an ongoing Poc Session if feature is not supported		7.3.1.6		O

		A.2.8.1		PoCCPSpec-PIR-S-010		PoC Session Modification request during an ongoing Poc Session if feature is supported		7.3.1.6		O

		A.2.8.1		PoCCPSpec-PIR-S-011		SIP SUBSCRIBE requests containing URIs not owned by this Poc Server		7.3.1.7		M

		A.2.8.1		PoCCPSpec-PIR-S-012		SIP REFER request containing URIs not owned by  this PoC Server		7.3.1.8		M				PoCCPSpec-PIR-S-013ORPoCCPSpec-PIR-S-014

		A.2.8.1		PoCCPSpec-PIR-S-013		Respond to SIP REFER requests with a 4xx response when Pre-established Session is not supported		7.3.1.8		O

		A.2.8.1		PoCCPSpec-PIR-S-014		Responding to SIP REFERrequests when Pre-established Session is supported		7.3.1.8		O				PoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-015		SIP CANCEL Request		7.3.1.9		M

		A.2.8.1		PoCCPSpec-PIR-S-016		SIP BYE request (On- demand Session)		7.3.1.10.1		M

		A.2.8.1		PoCCPSpec-PIR-S-017		SIP REFER with method set to BYE (Pre-established Session)		7.3.1.10.2		O				PoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-018		SIP REFER BYE request (Pre-established Session)		7.3.1.10.3		O				PoCCPSpec-PIR-S-004

		A.2.8.1		PoCCPSpec-PIR-S-019		Group Advertisement request		7.3.1.11		O

		A.2.8.1		PoCCPSpec-PIR-S-020		Simultaneous Sessions Control Procedures		7.3.1.12.1		O

		A.2.8.1		PoCCPSpec-PIR-S-021		Session Priority Requests		7.3.1.12.2		O				PoCCPSpec-PIR-S-020

		A.2.8.1		PoCCPSpec-PIR-S-022		Processing Session locking requests		7.3.1.12.3		O				PoCCPSpec-PIR-S-020

		A.2.8.1		PoCCPSpec-PIR-S-023		Processing of SIP Session timer expiry		7.3.1.13		M

		A.2.8.1		PoCCPSpec-PIR-S-024		PoC service Setting Procedure (processing SIP PUBLISH requests)		7.3.1.14		M

		A.2.8.2		PoCCPSpec-PTR-S-001		Receiving initiating request (Generate SIP INVITE)		7.3.2.1		M

		A.2.8.2		PoCCPSpec-PTR-S-002		PoC Session Invitation request		7.3.2.2		M

		A.2.8.2		PoCCPSpec-PTR-S-003		Automatic answer (On- demand Session)		7.3.2.2.1		O				PoCCPSpec-PTR-S-004

		A.2.8.2		PoCCPSpec-PTR-S-004		Automatic answer (Pre-established Session)		7.3.2.2.2		O				PoCCPSpec-PTR-S-006

		A.2.8.2		PoCCPSpec-PTR-S-005		Automatic answer (Pre-established Session)		7.3.2.2.2		O

		A.2.8.2		PoCCPSpec-PTR-S-006		Manual answer		7.3.2.2.3		M

		A.2.8.2		PoCCPSpec-PTR-S-007		PoC Session Modification		7.3.2.3		M

		A.2.8.2		PoCCPSpec-PTR-S-008		SIP NOTIFY request		7.3.2.4		M

		A.2.8.2		PoCCPSpec-PTR-S-009		SIP CANCEL request		7.3.2.5		M

		A.2.8.2		PoCCPSpec-PTR-S-010		SIP BYE request (On- demand Session)		7.3.2.6.1		M

		A.2.8.2		PoCCPSpec-PTR-S-011		SIP BYE Request (Pre-established Session)		7.3.2.6.2		O				PoCCPSpec-PIR-S-004

		A.2.8.2		PoCCPSpec-PTR-S-012		Group Advertisement Requests (receive SIP MESSAGE)		7.3.2.7		O

		A.2.8.3		PoCCPSpec-PPS-S-001		Acting as a presence source		C.2.1		O				PoCCPSpec-PPS-S-002 AND PoCCPSpec-PPS-S-004 AND PoCCPSpec-PPS-S-005

		A.2.8.3		PoCCPSpec-PPS-S-002		Acting as a presence source  for PoC Registration and de-registration		C.2.1.1		O				PoCCPSpec-PPS-S-001

		A.2.8.3		PoCCPSpec-PPS-S-003		Sets the "PoC-Session participation" presence information element to the value of "closed" (as defined in subclause C.1.5 "PoC Session participation") at registration and de-registration.		C.2.1.1		O				PoCCPSpec-PPS-S-002

		A.2.8.3		PoCCPSpec-PPS-S-004		Acting as a presence source for Incoming Session Barring (ISB)		C.2.1.2		O				PoCCPSpec-PPS-S-001

		A.2.8.3		PoCCPSpec-PPS-S-005		Acting as a presence source for Incoming Instant Personal Alert Barring (IAB)		C.2.1.3		O				PoCCPSpec-PPS-S-001

		A.2.9.1		PoCCPSpec-CTR-S-001		General - Server behavior on receipt of SIP INVITE		7.2.1.1		M

		A.2.9.1		PoCCPSpec-CTR-S-002		General - Inclusion of supported SIP methods in the 200 OK response		7.2.1.1		O

		A.2.9.1		PoCCPSpec-CTR-S-003		Ad-hoc PoC Group and 1-1 PoC Session setup request		7.2.1.2		M				PoCCPSpec-CTR-S-004 OR PoCCPSpec-CTR-S-005

		A.2.9.1		PoCCPSpec-CTR-S-004		Ad-hoc PoC Group and 1-1 PoC Session setup request with Confirmed Indication		7.2.1.2		M

		A.2.9.1		PoCCPSpec-CTR-S-005		Ad-hoc PoC Group and 1-1 PoC Session setup request with Unconfirmed Indication		7.2.1.2		O

		A.2.9.1		PoCCPSpec-CTR-S-006		Pre-arranged PoC Group Session setup request		7.2.1.3		M				PoCCPSpec-CTR-S-007 ORPoCCPSpec-CTR-S-008

		A.2.9.1		PoCCPSpec-CTR-S-007		Pre-arranged PoC Group Session setup request with Confirmed Indication		7.2.1.3		M

		A.2.9.1		PoCCPSpec-CTR-S-008		Pre-arranged PoC Group Session setup request with Unconfirmed Indication		7.2.1.3		O

		A.2.9.1		PoCCPSpec-CTR-S-009		Rejoining PoC Session request		7.2.1.4		M

		A.2.9.1		PoCCPSpec-CTR-S-010		Alternative IP address or port number indication		7.2.1.4		M

		A.2.9.1		PoCCPSpec-CTR-S-011		Joining chat PoC Group Session request		7.2.1.5		M

		A.2.9.1		PoCCPSpec-CTR-S-012		Alternative IP address or port number indication		7.2.1.5		M

		A.2.9.1		PoCCPSpec-CTR-S-013		PoC Session joining policy enforcement		7.2.1.6		M

		A.2.9.1		PoCCPSpec-CTR-S-014		PoC Session modification (changes to media capabilities)		7.2.1.7		M

		A.2.9.1		PoCCPSpec-CTR-S-015		Updating of media capabilities according to local policy		7.2.1.7		O

		A.2.9.1		PoCCPSpec-CTR-S-016		Adding Participants to PoC Session request		7.2.1.8		M

		A.2.9.1		PoCCPSpec-CTR-S-017		Termination of the implicit subscription and indication to PoC Client		7.2.1.8		M

		A.2.9.1		PoCCPSpec-CTR-S-018		Leaving PoC Session request for On-demand Session case		7.2.1.9.1		M

		A.2.9.1		PoCCPSpec-CTR-S-019		Processing requests for  leaving a PoC Session (for Pre-established Session case)		7.2.1.9.2		O				PoCCPSpec-PTR-S-014

		A.2.9.1		PoCCPSpec-CTR-S-020		Cancel PoC Session setup request		7.2.1.10		M

		A.2.9.1		PoCCPSpec-CTR-S-021		PoC Session Participant information requests		7.2.1.11, 7.2.1.11.1, 7.2.1.11.2		M

		A.2.9.1		PoCCPSpec-CTR-S-022		Terminate subscriptions for terminated PoC Sessions		7.2.1.11.3		M

		A.2.9.1		PoCCPSpec-CTR-S-023		Sending of SIP NOTIFY when subscribed state changes		7.2.1.11.1		O

		A.2.9.1		PoCCPSpec-CTR-S-024		Limiting rate of SIP NOTIFY requests		7.2.1.11.2		O

		A.2.9.1		PoCCPSpec-CTR-S-025		PoC Server should avoid sending SIP Notify to a PoC Client at the same time as a Talk Burst is sent or received from same PoC Client		7.2.1.11.2		O

		A.2.9.1		PoCCPSpec-CTR-S-026		Group Advertisement requests (SIP MESSAGE request)		7.2.1.12		M				PoCCPSpec-CTR-S-027OR PoCCPSpec-CTR-S-028

		A.2.9.1		PoCCPSpec-CTR-S-027		Group Advertisement request reject when not supported by the server		7.2.1.12		O

		A.2.9.1		PoCCPSpec-CTR-S-028		Group Advertisement request procedure when feature is supported		7.2.1.12		O

		A.2.9.1		PoCCPSpec-CTR-S-029		SIP Session refresh procedure		7.2.1.13		M				PoCCPSpec-CIR- S-006

		A.2.9.2		PoCCPSpec-CIR-S-001		General - Server behavior when generating a SIP request		7.2.2.1		M

		A.2.9.2		PoCCPSpec-CIR- S-002		PoC Session invitation request		7.2.2.2		M				PoCCPSpec-CIR- S-003 ORPoCCPSpec-CIR- S-004

		A.2.9.2		PoCCPSpec-CIR- S-003		PoC Session invitation request with Confirmed Indication		7.2.2.2		M

		A.2.9.2		PoCCPSpec-CIR- S-004		PoC Session invitation request with Unconfirmed Indication		7.2.2.2		O

		A.2.9.2		PoCCPSpec-CIR- S-005		Alternative IP address or port number indication		7.2.2.2		M

		A.2.9.2		PoCCPSpec-CIR- S-006		Cancel of PoC Session invitation request		7.2.2.3		M

		A.2.9.2		PoCCPSpec-CIR- S-007		Removal  of Participant from PoC Session		7.2.2.4		M

		A.2.9.2		PoCCPSpec-CIR- S-008		PoC Session modification of media capabilities for one SIP Session in an ongoing PoC Session		7.2.2.5		O

		A.2.9.2		PoCCPSpec-CIR- S-009		Group Advertisement request sending		7.2.2.6		O
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XDM SCR Table

		SCR Section		SCR Item		SCR Function		TS Reference		SCR Status		Defined
Test Case(s)		SCR Requirement		Comment

		PoC.A.1		POC_XDM-AU-S-001		PoC Group document structure and elements supported		5.1.1		M

		PoC.A.1		POC_XDM-AU-S-002		Application Unique ID of PoC document		5.1.2, 5.2.2		M

		PoC.A.1		POC_XDM-AU-S-003		XML schema of PoC Group		5.1.4, 5.1.6		M

		PoC.A.1		POC_XDM-AU-S-004		MIME type of PoC Group and User Access policy documents		5.1.4, 5.2.4		M

		PoC.A.1		POC_XDM-AU-S-005		Data semantics of PoC Group document		5.1.6		M

		PoC.A.1		POC_XDM-AU-S-006		Naming conventions for PoC Group and User Access policy documents		5.1.7, 5.2.7 s		M

		PoC.A.1		POC_XDM-AU-S-007		Authorization policies for manipulating PoC Group and User Access policy documents		5.1.10, 5.2.10		M

		PoC.A.1		POC_XDM-AU-S-008		PoC User Access Policy document structure and elements supported		5.2.1		M

		PoC.A.1		POC_XDM-AU-S-009		XML schema of PoC User Access Policy document		5.2.3, 5.2.5		M

		PoC.A.1		POC_XDM-AU-S-010		Data semantics of PoC User Access Policy document		5.2.6		M

		PoC.A.2		PoC_XDM-CAU-C-001		Data semantics of PoC Group document		5.1.6		M		PoC-1.0-con-M-0241, PoC-1.0-con-M-0242, PoC-1.0-con-M-0243, PoC-1.0-con-O-0231, PoC-1.0-con-O-0232, PoC-1.0-con-O-0233, PoC-1.0-con-O-0234, PoC-1.0-con-O-0235

		PoC.A.2		PoC_XDM-CAU-C-002		XDM Client handling of HTTP "409 Conflict" response from the PoC XDMS		5.1.5		M		PoC-1.0-con-M-0244

		XC.A.1.1		XDM-XDMC-C-001		Support rules for constructing HTTP URIs		6.1.1.1		M		PoC-1.0-con-M-0201

		XC.A.1.1		XDM-XDMC-C-002		Support for XDM Operations		6.1.1.2		M		PoC-1.0-con-M-0201, PoC-1.0-con-M-0202, PoC-1.0-con-M-0203, PoC-1.0-con-M-0205, PoC-1.0-con-M-0206, PoC-1.0-con-M-0207, PoC-1.0-con-M-0208, PoC-1.0-con-M-0209,

		XC.A.1.1		XDM-XDMC-C-003		Initial Subscription using the SUBSCRIBE message		6.1.2.1		O		PoC-1.0-con-O-0211		XDM-XDMC-C-004

		XC.A.1.1		XDM-XDMC-C-004		Processing Received NOTIFY Request		6.1.2.2		O		PoC-1.0-con-O-0213		XDM-XDMC-C-003

		XC.A.1.1		XDM-XDMC-C-005		Support HTTP Digest authentication		6.4.1		M		PoC-1.0-con-M-0216

		XC.A.1.1		XDM-XDMC-C-006		Support HTTP over TLS using the two supported cipher suites		6.4.1		M		PoC-1.0-con-M-0218, PoC-1.0-con-M-0219

		XC.A.1.1		XDM-XDMC-C-007		Support other cipher suites defined in RFC2246		6.4.1		O		PoC-1.0-con-O-0216

		XC.A.1.1		XDM-XDMC-C-008		Support HTTP Compression		6.1.1.2		O		PoC-1.0-con-O-0201, PoC-1.0-con-O-0202

		XC.A.1.2		XDM-XDMC-C-001		Support rules for constructing HTTP URIs		6.1.1.1		M

		XC.A.1.2		XDM-XDMC-C-002		Support for XDM Operations		6.1.1.2		M

		XC.A.1.2		XDM-XDMC-C-003		Initial Subscription using the SUBSCRIBE message		6.1.2.1		O				XDM-XDMC-C-004

		XC.A.1.2		XDM-XDMC-C-004		Processing Received NOTIFY Request		6.1.2.2		O				XDM-XDMC-C-003

		XC.A.1.2		XDM-XDMC-C-008		Support HTTP Compression		6.1.1.2		O

		XC.A.2		XDM-XDMS-S-001		Support for XCAP		6.2.1		M

		XC.A.2		XDM-XDMS-S-002		Support Initial Subscription when SUBSCRIBE message received		6.2.2.1		O

		XC.A.2		XDM-XDMS-S-003		Not Implemented Error Handling or SUBSCRIBE request Handling		6.2.2.1		M

		XC.A.2		XDM-XDMS-S-004		Generating a NOTIFY request		6.2.2.2		O

		XC.A.2		XDM-XDMS-S-005		Support XDMC identity access authorization		6.4.3		M

		XC.A.2		XDM-XDMS-S-006		Usage not understood Error Handling		6.5		M

		XC.A.2		XDM-XDMS-S-007		Support Application Usage "xcap-caps"		6.6.1		M

		XC.A.2		XDM-XDMS-S-008		Support Application Usage "xcap-directory"		6.6.2		M

		XC.A.3		XDM-AP-S-001		Support HTTP Digest authentication		5.3, 6.3.1, 6.4.1		M

		XC.A.3		XDM-AP-S-002		Support HTTP over TLS using the two supported cipher suites		5.3, 6.4.2		M

		XC.A.3		XDM-AP-S-003		Support other cipher suites defined in RFC2246		6.4.1		O

		XC.A.3		XDM-AP-S-004		Support XDM Client Identity Assertion		5.3, 6.3.2		M

		XC.A.3		XDM-AP-S-005		Support XCAP request forwarding		6.3.3		M

		XC.A.3		XDM-AP-S-006		Support Compression		6.3.4		O

		XC.A.3		XDM-AP-S-007		Support for GAA		6.3, 6.4		O

		XS.A.1		Shared_XDM-AU-S-001		URI list structure		5.1.1		M

		XS.A.1		Shared_XDM-AU-S-002		Application Unique ID in URI list		5.1.2		M

		XS.A.1		Shared_XDM-AU-S-003		XML schema of URI list		5.1.3		M

		XS.A.1		Shared_XDM-AU-S-004		URI list conforms to MIME type		5.1.4.		M

		XS.A.1		Shared_XDM-AU-S-005		Validation constraints, in addition to the XML schema		5.1.5		M

		XS.A.1		Shared_XDM-AU-S-006		Data semantics of URI list		5.1.6		M

		XS.A.1		Shared_XDM-AU-S-007		Naming conventions for URI list		5.1.7		M

		XS.A.1		Shared_XDM-AU-S-008		Authorization policies		5.1.10		M				XDM-XDMS-S-005

		XS.A.1		Shared_XDM-AU-S-009		Subscribing to changes in XML documents		6		M

		XS.A.2		Shared_XDM-AU-C-001		URI list structure		5.1.1		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-002		Application Unique ID in URI list		5.1.2		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-003		XML schema of URI list		5.1.3		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-004		URI list conforms to MIME type		5.1.4.		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-005		Validation constraints, in addition to the XML schema		5.1.5		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-006		Data semantics of URI list		5.1.6		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262

		XS.A.2		Shared_XDM-AU-C-007		Naming conventions for URI list		5.1.7		M		PoC-1.0-con-M-0261, PoC-1.0-con-M-0262
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ETS Test Cases

		ETS Section				ETS Section Heading		Test Case ID						Test Case Title		SCR Items Tested

		5				MANDATORY CLIENT TEST CASES

		5.1				POC CLIENT - CONTROL PLANE		(-M-0001 to -M-0099)

		5.1.1				Originating Procedures

		5.1.1.1				PoC service registration				0		0

		5.1.1.1.1		1		PoC service registration		PoC-1.0-con-M-0001		1		1		Registration per 3GPP IMS		PoCCPSpec-COP-C-001, PoCCPSpec-COP-C-002

		5.1.1.1.2		2		PoC service registration		PoC-1.0-con-M-0002		1		2		Registration per 3GPP2 MMD		PoCCPSpec-COP-C-001, PoCCPSpec-COP-C-003

		5.1.1.1.3		3		PoC service registration		PoC-1.0-con-M-0003		1		3		PoC Service De-registration / Remain SIP/IP Core Registered		PoCCPSpec-COP-C-004

		5.1.1.1.4		4		PoC service registration		PoC-1.0-con-M-0004		1		4		PoC Service De-registration / De-register from SIP/IP Core		PoCCPSpec-COP-C-004

		5.1.1.2				PoC service settings procedure				0		10

		5.1.1.2.1		1		PoC service settings procedure		PoC-1.0-con-M-0011		1		11		Initiation of SIP PUBLISH request		PoCCPSpec-CSP-C-001

		5.1.1.3				PoC Session initiation				0		15

		5.1.1.3.1		1		PoC Session initiation		PoC-1.0-con-M-0016		1		16		On-Demand Session / Ad-hoc PoC Group Session setup / Confirmed Indication		PoCCPSpec-CSI-C-001, PoCCPSpec-CSI-C-010, PoCCPSpec-CSI-C-011, PoCCPSpec-CSI-C-013

		5.1.1.3.2		2		PoC Session initiation		PoC-1.0-con-M-0017		1		17		On-Demand Session / 1-1 PoC session setup / Confirmed Indication		PoCCPSpec-CSI-C-001, PoCCPSpec-CSI-C-010, PoCCPSpec-CSI-C-011, PoCCPSpec-CSI-C-013

		5.1.1.3.3		3		PoC Session initiation		PoC-1.0-con-M-0018		1		18		On-Demand Session / Pre-arranged PoC Group Session setup / Confirmed Indication		PoCCPSpec-CSI-C-016

		5.1.1.3.4		4		PoC Session initiation		PoC-1.0-con-M-0019		1		19		On-Demand Session / Join Chat PoC Group Session		PoCCPSpec-CSI-C-017

		5.1.1.4				PoC Session modification				0		25

		5.1.1.4.1		1		PoC Session modification		PoC-1.0-con-M-0026		1		26		SIP session refresh		PoCCPSpec-CSM-C-002, PoCCPSpec-CSM-C-003, PoCCPSpec-CSM-C-007, PoCCPSpec-CSM-C-008

		5.1.1.5				PoC client rejoining a PoC session				0		30

		5.1.1.5.1		1		PoC client rejoining a PoC session		PoC-1.0-con-M-0031		1		31		On-Demand Session / Re-join session		PoCCPSpec-CRS-C-001

		5.1.1.6				PoC client leaving a PoC session				0		35

		5.1.1.6.1		1		PoC client leaving a PoC session		PoC-1.0-con-M-0036		1		36		On-Demand Session / Leave PoC session		PoCCPSpec-CLS-C-002

		5.1.1.7				PoC Session unrelated operations				0		40

		5.1.1.7.1		1		PoC Session unrelated operations		PoC-1.0-con-M-0041		1		41		Add PoC Users / Single PoC User		PoCCPSpec-CUO-C-001

		5.1.1.7.2		2		PoC Session unrelated operations		PoC-1.0-con-M-0042		1		42		Add PoC Users / Multiple PoC Users		PoCCPSpec-CUO-C-001

		5.1.1.7.3		3		PoC Session unrelated operations		PoC-1.0-con-M-0043		1		43		On-Demand Session / Cancel a PoC Session		PoCCPSpec-CUO-C-006

		5.1.2				Termination Procedures				0		50

		5.1.2.1				Receiving PoC Session invitation				0		50

		5.1.2.1.1		1		Receiving PoC Session invitation		PoC-1.0-con-M-0051		1		51		Automatic Answer Mode / Auto Answer Mode Set in PoC Client		PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-003

		5.1.2.1.2		2		Receiving PoC Session invitation		PoC-1.0-con-M-0052		1		52		Manual Answer Mode		PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

		5.1.2.1.3		3		Receiving PoC Session invitation		PoC-1.0-con-M-0053		1		53		Automatic Answer Mode / Manual Answer Mode Set in PoC Client		PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

		5.1.2.2				Receiving PoC Session modification request				0		60

		5.1.2.3				Receiving PoC session release request				0		65

		5.1.2.3.1		1		Receiving PoC session release request		PoC-1.0-con-M-0066		1		66		On-Demand Session / Receive SIP BYE request		PoCCPSpec-CTP-C-007

		5.1.2.4				Receiving PoC Session unrelated requests				0		70

		5.1.2.4.1		1		Receiving PoC Session unrelated requests		PoC-1.0-con-M-0071		1		71		Receive Instant Personal Alert / Handle SIP MESSAGE only		PoCCPSpec-CTP-C-009

		5.1.2.4.2		2		Receiving PoC Session unrelated requests		PoC-1.0-con-M-0072		1		72		On-Demand Session / Receive SIP CANCEL request		PoCCPSpec-CTP-C-012

		5.2				POC CLIENT - USER PLANE		(-M-0101 to -M-0199)		0

		5.2.1				Transport				0

		5.2.2				Talk Burst Control				0

		5.2.3				Media Control				0

		5.2.4				Talker Identification				0

		5.2.5				Timers				0

		5.3				XDM CLIENT		(-M-0201 to -M-0299)		0

		5.3.1				XDM Core Procedures				0

		5.3.1.1				XDM Document Management				0		0

		5.3.1.1.1		1		XDM Document Management		PoC-1.0-con-M-0201		1		1		PoC-1.0-con-M-0201 - XDM URI Construction for Document Retrieval

		5.3.1.1.2		2		XDM Document Management		PoC-1.0-con-M-0202		1		2		PoC-1.0-con-M-0202 - Create or Replace a Document

		5.3.1.1.3		3		XDM Document Management		PoC-1.0-con-M-0203		1		3		PoC-1.0-con-M-0203 - Delete a Document

		5.3.1.1.4		4		XDM Document Management		PoC-1.0-con-M-0204		1		4		Undefined

		5.3.1.1.5		5		XDM Document Management		PoC-1.0-con-M-0205		1		5		PoC-1.0-con-M-0205 - Create an Element

		5.3.1.1.6		6		XDM Document Management		PoC-1.0-con-M-0206		1		6		PoC-1.0-con-M-0206 - Replace an Element

		5.3.1.1.7		7		XDM Document Management		PoC-1.0-con-M-0207		1		7		PoC-1.0-con-M-0207 - Delete an Element

		5.3.1.1.8		8		XDM Document Management		PoC-1.0-con-M-0208		1		8		PoC-1.0-con-M-0208 - Retrieve an Element

		5.3.1.1.9		9		XDM Document Management		PoC-1.0-con-M-0209		1		9		PoC-1.0-con-M-0209 - Replace an Attribute

		5.3.1.2				Security Procedures				0		15

		5.3.1.2.1		1		Security Procedures		PoC-1.0-con-M-0216		1		16		PoC-1.0-con-M-0220 - Support for HTTP Digest Authentication of Client

		5.3.1.2.2		2		Security Procedures		PoC-1.0-con-M-0217		1		17		PoC-1.0-con-M-0221 - Support for authentication of server using HTTP over TLS

		5.3.1.2.3		3		Security Procedures		PoC-1.0-con-M-0218		1		18		PoC-1.0-con-M-0222 - Support for TLS_RSA_WITH_3DES_EDE_CBC_SHA cipher suite

		5.3.1.2.4		4		Security Procedures		PoC-1.0-con-M-0219		1		19		PoC-1.0-con-M-0223 - Support for TLS_DHE_DSS_WITH_3DES_EDE_CBC_SHA cipher suite

		5.3.1.3				Common Application Usage				0		25

		5.3.1.3.1		1		Common Application Usage		PoC-1.0-con-M-0226		1		26		PoC-1.0-con-M-0230 - Retrieval of XML Documents Directory

		5.3.1.4				XDM Client Provisioning				0		30

		5.3.2				PoC XDM Application Usages				0		40

		5.3.2.1				PoC Group				0		40

		5.3.2.1.1		1		PoC Group		PoC-1.0-con-M-0241		1		41		PoC-1.0-con-M-0250 - PoC Group Identity

		5.3.2.1.2		2		PoC Group		PoC-1.0-con-M-0242		1		42		PoC-1.0-con-M-0251 - Support of SIP URI PoC Addresses

		5.3.2.1.3		3		PoC Group		PoC-1.0-con-M-0243		1		43		PoC-1.0-con-M-0252 - Support of TEL URI PoC Addresses

		5.3.2.1.4		4		PoC Group		PoC-1.0-con-M-0244		1		44		PoC-1.0-con-M-0253 - Handling of HTTP "409 Conflict" Response

		5.3.2.2				PoC User Access Policy				0		50

		5.3.3				Shared XDM Application Usages				0		60

		5.3.3.1				URI List Document				0		60

		5.3.3.1.1		1		URI List Document		PoC-1.0-con-M-0261		1		61		PoC-1.0-con-M-0270 - Add new URI List - Single document

		5.3.3.1.2		2		URI List Document		PoC-1.0-con-M-0262		1		62		PoC-1.0-con-M-0270 - Add new URI List - Multiple documents

		6				OPTIONAL CLIENT TEST CASES				0		0

		6.1				POC CLIENT - CONTROL PLANE		(-O-0001 to -O-0099)		0

		6.1.1				Originating Procedures				0

		6.1.1.1				PoC service registration				0

		6.1.1.2				PoC service settings procedure				0

		6.1.1.3				PoC Session initiation				0		0

		6.1.1.3.1		1		PoC Session initiation		PoC-1.0-con-O-0001		1		1		Pre-established Session /  Ad-hoc PoC Group Session setup / Confirmed Indication

		6.1.1.3.2		2		PoC Session initiation		PoC-1.0-con-O-0002		1		2		Pre-established Session /  1-1 PoC Session setup / Confirmed Indication

		6.1.1.3.3		3		PoC Session initiation		PoC-1.0-con-O-0003		1		3		Pre-established Session /  Pre-arranged PoC Group Session setup / Unconfirmed Indication

		6.1.1.3.4		4		PoC Session initiation		PoC-1.0-con-O-0004		1		4		Pre-established Session /  Pre-arranged PoC Group Session setup / Confirmed Indication

		6.1.1.3.5		5		PoC Session initiation		PoC-1.0-con-O-0005		1		5		Pre-established Session /  Join Chat PoC Group Session

		6.1.1.3.6		6		PoC Session initiation		PoC-1.0-con-O-0006		1		6		Pre-established Session / 1-1 PoC Session setup / Display of indication to PoC User of acceptance/rejection

		6.1.1.3.7		7		PoC Session initiation		PoC-1.0-con-O-0007		1		7		Pre-established Session / Session release

		6.1.1.3.8		8		PoC Session initiation		PoC-1.0-con-O-0008		1		8		On-Demand Session / Ad-hoc PoC Group Session setup / Unconfirmed Indication

		6.1.1.3.9		9		PoC Session initiation		PoC-1.0-con-O-0009		1		9		On-Demand Session / 1-1 PoC Session setup / Progress Indication

		6.1.1.3.10		10		PoC Session initiation		PoC-1.0-con-O-0010		1		10		On-Demand Session / 1-1 PoC Session setup / Manual Answer Override / Confirmed Indication

		6.1.1.4				PoC Session modification				0		15

		6.1.1.4.1		1		PoC Session modification		PoC-1.0-con-O-0016		1		16		Place media component on hold / off hold

		6.1.1.4.2		2		PoC Session modification		PoC-1.0-con-O-0017		1		17		Modify media capabilities

		6.1.1.5				PoC client rejoining a PoC session				0		20

		6.1.1.5.1		1		PoC client rejoining a PoC session		PoC-1.0-con-O-0021		1		21		Pre-established Session / Re-join PoC session

		6.1.1.6				PoC client leaving a PoC session				0		25

		6.1.1.6.1		1		PoC client leaving a PoC session		PoC-1.0-con-O-0026		1		26		Pre-established Session / Leave PoC session

		6.1.1.7				PoC Session unrelated operations				0		30

		6.1.1.7.1		1		PoC Session unrelated operations		PoC-1.0-con-O-0031		1		31		Send Instant Personal Alert

		6.1.1.7.2		2		PoC Session unrelated operations		PoC-1.0-con-O-0032		1		32		Send Group Advertisement

		6.1.1.7.3		3		PoC Session unrelated operations		PoC-1.0-con-O-0033		1		33		Pre-established Session / Pre-arranged PoC Group Session / Subscribe to Conference State event Package

		6.1.1.7.4		4		PoC Session unrelated operations		PoC-1.0-con-O-0034		1		34		On-Demand Session / Ad-hoc PoC Group Session / Subscribe to Conference State event Package

		6.1.1.7.5		5		PoC Session unrelated operations		PoC-1.0-con-O-0035		1		35		Simultaneous Session Control / Initiating Client / Change Session Priority

		6.1.1.7.6		6		PoC Session unrelated operations		PoC-1.0-con-O-0036		1		36		Simultaneous Session Control / Initiating Client / Lock and Unlock PoC Session

		6.1.2				Termination Procedures				0		50

		6.1.2.1				Receiving PoC Session invitation				0		50

		6.1.2.1.1		1		Receiving PoC Session invitation		PoC-1.0-con-O-0051		1		51		Manual Answer Mode / PoC User rejects invitation

		6.1.2.1.2		2		Receiving PoC Session invitation		PoC-1.0-con-O-0052		1		52		Manual Answer Override / Manual Answer Mode Set in PoC Client

		6.1.2.2				Receiving PoC Session modification request				0		60

		6.1.2.2.1		1		Receiving PoC Session modification request		PoC-1.0-con-O-0061		1		61		Session Modification / Reject

		6.1.2.2.2		2		Receiving PoC Session modification request		PoC-1.0-con-O-0062		1		62		Session Modification / Accept

		6.1.2.3				Receiving PoC session release request				0		65

		6.1.2.3.1		1		Receiving PoC session release request		PoC-1.0-con-O-0066		1		66		Pre-established Session / Release Received on User Plane

		6.1.2.4				Receiving PoC Session unrelated requests				0		70

		6.1.2.4.1		1		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0071		1		71		Receive Instant Personal Alert / Reject

		6.1.2.4.2		2		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0072		1		72		Receive Instant Personal Alert / Initiate On-Demand 1-1 PoC Session

		6.1.2.4.3		3		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0073		1		73		Receive Instant Personal Alert / Initiate Pre-established 1-1 PoC Session

		6.1.2.4.4		4		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0074		1		74		Receive Group Advertisement / Reject

		6.1.2.4.5		5		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0075		1		75		Receive Group Advertisement / Handle SIP MESSAGE only

		6.1.2.4.6		6		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0076		1		76		Simultaneous Session Control / Invited Client / Change Session Priority

		6.1.2.4.7		7		Receiving PoC Session unrelated requests		PoC-1.0-con-O-0077		1		77		Simultaneous Session Control / Invited Client / Lock and Unlock PoC Session

		6.1.3				Presence Procedures				0		90

		6.1.3.1				Collaboration with Presence Source				0		90

		6.1.3.1.1		1		Collaboration with Presence Source		PoC-1.0-con-O-0091		1		91		Publish Presence Information

		6.2				POC CLIENT - USER PLANE		(-O-0101 to -O-0199)

		6.2.1				Transport

		6.2.2				Talk Burst Control

		6.2.3				Media Control

		6.2.4				Talker Identification

		6.2.5				Timers

		6.3				XDM CLIENT		(-O-0201 to -O-0299)

		6.3.1				XDM Core Procedures

		6.3.1.1				XDM Document Management				0		0

		6.3.1.1.1		1		XDM Document Management		PoC-1.0-con-O-0201		1		1		PoC-1.0-con-O-0201 - Support for HTTP compression in GET requests

		6.3.1.1.2		2		XDM Document Management		PoC-1.0-con-O-0202		1		2		PoC-1.0-con-O-0202 - Support for HTTP compression in PUT requests

		6.3.1.2				Subscription to XML Document Changes				0		10

		6.3.1.2.1		1		Subscription to XML Document Changes		PoC-1.0-con-O-0211		1		11		PoC-1.0-con-O-0203 - Initial Subscription Request: Specific PoC Group Document

		6.3.1.2.2		2		Subscription to XML Document Changes		PoC-1.0-con-O-0212		1		12		PoC-1.0-con-O-0203b - Initial Subscription Request: All PoC Group Documents for a User

		6.3.1.2.3		3		Subscription to XML Document Changes		PoC-1.0-con-O-0213		1		13		PoC-1.0-con-O-0204 - Notify Request Matching

		6.3.1.3				Security Procedures				0		15

		6.3.1.3.1		1		Security Procedures		PoC-1.0-con-O-0216		1		16		PoC-1.0-con-O-0205 - Support for optional cipher suites

		6.3.1.3.2		2		Security Procedures		PoC-1.0-con-O-0217		1		17		PoC-1.0-con-O-0206 - Support for Generic Authentication Architecture

		6.3.1.3.3		3		Security Procedures		PoC-1.0-con-O-0218		1		18		PoC-1.0-con-O-0207 - Support for 3GPP TLS version and profile

		6.3.1.4				XDM Client Provisioning				0		25

		6.3.2				PoC XDM Application Usages				0		30

		6.3.2.1				PoC Group				0		30

		6.3.2.1.1		1		PoC Group		PoC-1.0-con-O-0231		1		31		PoC-1.0-con-O-0208 - Create PoC Group with External URI List

		6.3.2.1.2		2		PoC Group		PoC-1.0-con-O-0232		1		32		PoC-1.0-con-O-0209 - Create Chat and Pre-arranged PoC Groups

		6.3.2.1.3		3		PoC Group		PoC-1.0-con-O-0233		1		33		PoC-1.0-con-O-0210 - Set Maximum Number of PoC Group Participants

		6.3.2.1.4		4		PoC Group		PoC-1.0-con-O-0234		1		34		PoC-1.0-con-O-0211 - Allow Group Member to Initiate Conference

		6.3.2.1.5		5		PoC Group		PoC-1.0-con-O-0235		1		35		PoC-1.0-con-O-0212 - Indicate Key Participant

		6.3.2.2				PoC User Access Policy				0		45

		6.3.3				Shared XDM Application Usages				0		50

		7				MANDATORY SERVER TEST CASES				0

		7.1				POC SERVER - CONTROL PLANE		(-M-0501 to -M-0649)		0

		7.1.1				PoC Server - Common Functions				0

		7.1.1.1				Role establishment				0

		7.1.1.1.1				Role establishment		PoC-1.0-con-M-501						Upon receiving INVITE from Originating Service Point Trigger

		7.1.1.1.2				Role establishment		PoC-1.0-con-M-502						Upon receiving INVITE from Terminating Service Point Trigger

		7.1.1.1.3				Role establishment		PoC-1.0-con-M-503						Upon receiving REFER from Originating Service Point Trigger

		7.1.1.1.4				Role establishment		PoC-1.0-con-M-504						Upon receiving REFER from Terminating Service Point Trigger

		7.1.1.1.5				Role establishment		PoC-1.0-con-M-505						Upon receiving MESSAGE from Originating Service Point Trigger

		7.1.1.1.6				Role establishment		PoC-1.0-con-M-506						Upon receiving MESSAGE from Terminating Service Point Trigger

		7.1.1.1.7				Role establishment		PoC-1.0-con-M-507						Upon receiving SUBSCRIBE from Originating Service Point Trigger

		7.1.1.1.8				Role establishment		PoC-1.0-con-M-508						Upon receiving SUBSCRIBE from Terminating Service Point Trigger

		7.1.1.2				PoC session policy				0

		7.1.1.2.1				PoC session joining policy		PoC-1.0-con-M-520						Joining a 1-1 session

		7.1.1.2.2				PoC session joining policy		PoC-1.0-con-M-521						Joining an Adhoc Group session

		7.1.1.2.3				PoC session joining policy		PoC-1.0-con-M-522						Joining a Pre-arranged Group session

		7.1.1.2.4				PoC session joining policy		PoC-1.0-con-M-523						Joining a Chat Group session

		7.1.1.2.5				PoC session initiation policy		PoC-1.0-con-M-524						Initiating a Pre-arranged Group session

		7.1.1.2.6				PoC session adding policy		PoC-1.0-con-M-525						Adding a user to an ongoing 1-1 session

		7.1.1.2.7				PoC session adding policy		PoC-1.0-con-M-526						Adding a user to an ongoing Adhoc Group session

		7.1.1.2.8				PoC session adding policy		PoC-1.0-con-M-527						Adding a user to an ongoing Pre-arranged session

		7.1.1.2.9				PoC session adding policy		PoC-1.0-con-M-528						Adding a user to an ongoing Chat Group session

		7.1.1.2.10				PoC session release policy		PoC-1.0-con-M-529						Effect of the auto-release flag on a 1-1 session

		7.1.1.2.11				PoC session release policy		PoC-1.0-con-M-530						Effect of the auto-release flag on an Adhoc Group session

		7.1.1.2.12				PoC session release policy		PoC-1.0-con-M-531						Effect of the auto-release flag on a Pre-arranged Group session

		7.1.1.2.13				PoC session release policy		PoC-1.0-con-M-532						Effect of the auto-release flag on a Chat group session

		7.1.1.2.14				PoC session release policy		PoC-1.0-con-M-533						Effect of the <session max length> value on a 1-1 session

		7.1.1.2.15				PoC session release policy		PoC-1.0-con-M-534						Effect of the <session max length> value on an Adhoc Group session

		7.1.1.2.16				PoC session release policy		PoC-1.0-con-M-535						Effect of the <session max length> value on a Pre-arranged Group session

		7.1.1.2.17				PoC session release policy		PoC-1.0-con-M-536						Effect of the <session max length> value on a Chat Group session

		7.1.1.2.18				PoC session release policy		PoC-1.0-con-M-537						Effect of the <number-of-remaining-participants> value on a 1-1 session

		7.1.1.2.19				PoC session release policy		PoC-1.0-con-M-538						Effect of the <number-of-remaining-participants> value on an Adhoc Group session

		7.1.1.2.20				PoC session release policy		PoC-1.0-con-M-539						Effect of the <number-of-remaining-participants> value on a Pre-arranged Group session

		7.1.1.2.21				PoC session release policy		PoC-1.0-con-M-540						Effect of the <number-of-remaining-participants> value on a Chat Group session

		7.1.1.3				PoC session unrelated operations				0

		7.1.1.3.1				Instant Personal Alert		PoC-1.0-con-M-555						Originating PoC server does not support Instant Personal Alert and it receives Instant Personal Alert

		7.1.1.3.2				Instant Personal Alert		PoC-1.0-con-M-556						Originating PoC server supports Instant Personal Alert and it receives Instant Personal Alert - Sending subscriber has is allowed to send an Instant Personal Alert

		7.1.1.3.3				Instant Personal Alert		PoC-1.0-con-M-557						Originating PoC server supports Instant Personal Alert and it receives Instant Personal Alert - Sending subscriber has is not allowed to send an Instant Personal Alert

		7.1.1.3.4				Instant Personal Alert		PoC-1.0-con-M-558						Terminating PoC server receives an Instant Personal Alert and invited user's <allow-invite> is set to "allow".

		7.1.1.3.5				Instant Personal Alert		PoC-1.0-con-M-559						Terminating PoC server receives an Instant Personal Alert and invited user's <allow-invite> is set to "reject".

		7.1.1.3.6				Instant Personal Alert		PoC-1.0-con-M-560						Terminating PoC server receives an Instant Personal Alert and invited user has alert barring enabled.

		7.1.1.4				Error handling				0

		7.1.1.4.1				Conference factory URI		PoC-1.0-con-M-570						Adhoc Group call request is sent to server with an invalid conference factory URI.

		7.1.1.4.2				Conference URI		PoC-1.0-con-M-571						SIP Invite is sent to controlling PoC server with a non-existent conference URI

		7.1.2				PoC Server - Participating PoC Function				0

		7.1.2.1				Processing requests initiated by Served User				0

		7.1.2.1.1				On Demand Session Initiation		PoC-1.0-con-M-580						1-1 on-demand PoC session is initiated - Manual Answer mode - Confirmed Indication

		7.1.2.1.2				On Demand Session Initiation		PoC-1.0-con-M-581						1-1 on-demand PoC session is initiated - Manual Answer mode - Unconfirmed Indication

		7.1.2.1.3				On Demand Session Initiation		PoC-1.0-con-M-582						Adhoc Group on-demand PoC session is initiated - Manual Answer mode - Confirmed Indication

		7.1.2.1.4				On Demand Session Initiation		PoC-1.0-con-M-583						Adhoc Group on-demand PoC session is initiated - Manual Answer mode - Unconfirmed Indication

		7.1.2.1.5				On Demand Session Initiation		PoC-1.0-con-M-584						Pre-arranged Group on-demand PoC session is initiated - Manual Answer mode - Confirmed Indication

		7.1.2.1.6				On Demand Session Initiation		PoC-1.0-con-M-585						Pre-arranged Group on-demand PoC session is initiated - Manual Answer mode - Unconfirmed Indication

		7.1.2.1.7				On Demand Session Initiation		PoC-1.0-con-M-586						Chat Group on-demand PoC session is initiated

		7.1.2.1.8				On Demand Session Initiation		PoC-1.0-con-M-587						1-1 on-demand PoC session is initiated - Auto Answer mode - Confirmed Indication

		7.1.2.1.9				On Demand Session Initiation		PoC-1.0-con-M-588						1-1 on-demand PoC session is initiated - Auto Answer mode - Unconfirmed Indication

		7.1.2.1.10				On Demand Session Initiation		PoC-1.0-con-M-589						Adhoc Group on-demand PoC session is initiated - Auto Answer mode - Confirmed Indication

		7.1.2.1.11				On Demand Session Initiation		PoC-1.0-con-M-590						Adhoc Group on-demand PoC session is initiated - Auto Answer mode - Unconfirmed Indication

		7.1.2.1.12				On Demand Session Initiation		PoC-1.0-con-M-591						Pre-arranged Group on-demand PoC session is initiated - Auto Answer mode - Confirmed Indication

		7.1.2.1.13				On Demand Session Initiation		PoC-1.0-con-M-592						Pre-arranged Group on-demand PoC session is initiated - Auto Answer mode - Unconfirmed Indication

		7.1.2.1.14				PoC Session Modification		PoC-1.0-con-M-593						PoC Server receives a SIP UPDATE during an ongoing PoC Session and the media parameters are acceptable to the server

		7.1.2.1.15				PoC Session Modification		PoC-1.0-con-M-594						PoC Server receives a SIP UPDATE during an ongoing PoC Session and the media parameters are not acceptable to the server

		7.1.2.1.16				PoC Session Modification		PoC-1.0-con-M-595						PoC Server receives a SIP re-INVITE during an ongoing PoC Session

		7.1.2.1.17				Processing SIP SUBSCRIBEs		PoC-1.0-con-M-596						PoC Server receives a SIP SUBSCRIBE

		7.1.2.1.18				Processing SIP SUBSCRIBEs		PoC-1.0-con-M-597						PoC Server receives a SIP SUBSCRIBE with URIs that are not owned by the server

		7.1.2.1.19				Processing SIP REFERs		PoC-1.0-con-M-598						PoC Server receives a SIP REFER

		7.1.2.1.20				Processing SIP REFERs		PoC-1.0-con-M-599						PoC Server receives a SIP REFER with URIs that are not owned by the server

		7.1.2.1.21				Processing CANCELs		PoC-1.0-con-M-600						PoC Server receives a SIP CANCEL after a 1-1 session is initiated.

		7.1.2.1.22				Processing CANCELs		PoC-1.0-con-M-601						PoC Server receives a SIP CANCEL after an Adhoc Group session is initiated.

		7.1.2.1.23				Processing CANCELs		PoC-1.0-con-M-602						PoC Server receives a SIP CANCEL after a Pre-arranged Group session is initiated.

		7.1.2.1.24				Processing CANCELs		PoC-1.0-con-M-603						PoC Server receives a SIP CANCEL after a Chat Group session is initiated.

		7.1.2.1.25				Processing BYEs		PoC-1.0-con-M-604						PoC Server receives a SIP BYE after a 1-1 session.

		7.1.2.1.26				Processing BYEs		PoC-1.0-con-M-605						PoC Server receives a SIP BYE after an Adhoc Group session.

		7.1.2.1.27				Processing BYEs		PoC-1.0-con-M-606						PoC Server receives a SIP BYE after a Pre-arranged Group session.

		7.1.2.1.28				Processing BYEs		PoC-1.0-con-M-607						PoC Server receives a SIP BYE after a Chat Group session.

		7.1.2.1.29				Session Timer expiry		PoC-1.0-con-M-608						PoC Server receives a SIP UPDATE to refresh session timer prior to expiry of session timer.

		7.1.2.1.30				Session Timer expiry		PoC-1.0-con-M-609						PoC Server does not receive a SIP UPDATE prior to expiry of session timer.

		7.1.2.1.31				Processing PUBLISH		PoC-1.0-con-M-610						PoC Server receives a poc-settingsSIP PUBLISH

		7.1.2.2				Processing requests terminated by Served User				0

		7.1.2.2.1				On Demand Session Initiation		PoC-1.0-con-M-630						1-1 on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.2.2.2				On Demand Session Initiation		PoC-1.0-con-M-631						1-1 on-demand PoC session is request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.2.2.3				On Demand Session Initiation		PoC-1.0-con-M-632						Adhoc Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.2.2.4				On Demand Session Initiation		PoC-1.0-con-M-633						Adhoc Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.2.2.5				On Demand Session Initiation		PoC-1.0-con-M-634						Pre-arranged Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.2.2.6				On Demand Session Initiation		PoC-1.0-con-M-635						Pre-arranged Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.2.2.7				On Demand Session Initiation		PoC-1.0-con-M-636						Chat Group on-demand PoC session request is received by PoC Server

		7.1.2.2.8				On Demand Session Initiation		PoC-1.0-con-M-637						1-1 on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.2.2.9				On Demand Session Initiation		PoC-1.0-con-M-638						1-1 on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.2.2.10				On Demand Session Initiation		PoC-1.0-con-M-639						Adhoc Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.2.2.11				On Demand Session Initiation		PoC-1.0-con-M-640						Adhoc Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.2.2.12				On Demand Session Initiation		PoC-1.0-con-M-641						Pre-arranged Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.2.2.13				On Demand Session Initiation		PoC-1.0-con-M-642						Pre-arranged Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.2.2.14				PoC Session Modification		PoC-1.0-con-M-643						PoC Server receives a SIP UPDATE during an ongoing PoC Session and the media parameters are acceptable to the served PoC client

		7.1.2.2.15				PoC Session Modification		PoC-1.0-con-M-644						PoC Server receives a SIP UPDATE during an ongoing PoC Session and the media parameters are not acceptable to the served PoC client

		7.1.2.2.16				Processing SIP CANCELs		PoC-1.0-con-M-645						PoC Server receives a SIP CANCEL after a 1-1 session is initiated.

		7.1.2.2.17				Processing SIP CANCELs		PoC-1.0-con-M-646						PoC Server receives a SIP CANCEL after an Adhoc Group session is initiated.

		7.1.2.2.18				Processing SIP CANCELs		PoC-1.0-con-M-647						PoC Server receives a SIP CANCEL after a Pre-arranged Group session is initiated.

		7.1.2.2.19				Processing SIP CANCELs		PoC-1.0-con-M-648						PoC Server receives a SIP CANCEL after a Chat Group session is initiated.

		7.1.2.2.20				Processing SIP BYEs		PoC-1.0-con-M-649						PoC Server receives a SIP BYE after a 1-1 session.

		7.1.2.2.21				Processing SIP BYEs		PoC-1.0-con-M-650						PoC Server receives a SIP BYE after an Adhoc Group session.

		7.1.2.2.22				Processing SIP BYEs		PoC-1.0-con-M-651						PoC Server receives a SIP BYE after a Pre-arranged Group session.

		7.1.2.2.23				Processing SIP BYEs		PoC-1.0-con-M-652						PoC Server receives a SIP BYE after a Chat Group session.

		7.1.3				PoC Server - Controlling PoC Function				0

		7.1.3.1				Processing requests terminated by Controlling PoC Function				0

		7.1.3.1.1				On Demand Session Initiation		PoC-1.0-con-M-670						1-1 on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.1.2				On Demand Session Initiation		PoC-1.0-con-M-671						1-1 on-demand PoC session is request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.1.3				On Demand Session Initiation		PoC-1.0-con-M-672						Adhoc Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.1.4				On Demand Session Initiation		PoC-1.0-con-M-673						Adhoc Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.1.5				On Demand Session Initiation		PoC-1.0-con-M-674						Pre-arranged Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.1.6				On Demand Session Initiation		PoC-1.0-con-M-675						Pre-arranged Group on-demand PoC session request is received by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.1.7				On Demand Session Initiation		PoC-1.0-con-M-676						Chat Group on-demand PoC session request is received by PoC Server

		7.1.3.1.8				On Demand Session Initiation		PoC-1.0-con-M-677						1-1 on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.1.9				On Demand Session Initiation		PoC-1.0-con-M-678						1-1 on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.1.10				On Demand Session Initiation		PoC-1.0-con-M-679						Adhoc Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.1.11				On Demand Session Initiation		PoC-1.0-con-M-680						Adhoc Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.1.12				On Demand Session Initiation		PoC-1.0-con-M-681						Pre-arranged Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.1.13				On Demand Session Initiation		PoC-1.0-con-M-682						Pre-arranged Group on-demand PoC session request is received by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.1.14				Rejoining PoC Session Request		PoC-1.0-con-M-683						Server receives SIP INVITE during Adhoc Group session with a PoC Identity header in the Request-URI - Accept-Contact header includes correct PoC feature tag.

		7.1.3.1.15				Rejoining PoC Session Request		PoC-1.0-con-M-684						Server receives SIP INVITE during Adhoc Group session with a PoC Identity header in the Request-URI - Accept-Contact header does not include correct PoC feature tag.

		7.1.3.1.16				Rejoining PoC Session Request		PoC-1.0-con-M-685						Server receives SIP INVITE during Adhoc Group session - Session Type uri parameter in the Request URI does not exist

		7.1.3.1.17				Rejoining PoC Session Request		PoC-1.0-con-M-686						Server receives SIP INVITE during Adhoc Group session - Invited user's PoC address is allowed to join the PoC session.

		7.1.3.1.18				Rejoining PoC Session Request		PoC-1.0-con-M-687						Server receives SIP INVITE during Chat Group session - <max-participant-count> value in PoC XDMS is exceeded.

		7.1.3.1.19				Rejoining PoC Session Request		PoC-1.0-con-M-688						Server receives SIP INVITE during Chat Group session - <max-participant-count> value in PoC XDMS is not exceeded.

		7.1.3.1.20				Rejoining PoC Session Request		PoC-1.0-con-M-689						Server receives SIP INVITE during Pre-arranged Group session - <max-participant-count> value in PoC XDMS is exceeded.

		7.1.3.1.21				Rejoining PoC Session Request		PoC-1.0-con-M-690						Server receives SIP INVITE during Pre-arranged Group session - <max-participant-count> value in PoC XDMS is not exceeded.

		7.1.3.1.22				Rejoining PoC Session Request		PoC-1.0-con-M-691						Server receives SIP INVITE during Adhoc Group session - Anonymity is requested.

		7.1.3.1.23				Rejoining PoC Session Request		PoC-1.0-con-M-692						Server receives SIP INVITE during Adhoc Group session - Anonymity is not requested.

		7.1.3.1.24				Rejoining PoC Session Request		PoC-1.0-con-M-693						Server receives SIP INVITE during Adhoc Group session - Media parameters are acceptable to the PoC server.

		7.1.3.1.25				Rejoining PoC Session Request		PoC-1.0-con-M-694						Server receives SIP INVITE during Adhoc Group session - Media parameters are not acceptable to the PoC server.

		7.1.3.1.26				Rejoining PoC Session Request		PoC-1.0-con-M-695						Server receives SIP INVITE during a Chat Group session with a PoC Identity header in the Request-URI - Accept-Contact header does not include correct PoC feature tag.

		7.1.3.1.27				Rejoining PoC Session Request		PoC-1.0-con-M-696						Server receives SIP INVITE for a Chat Group session - Session Type uri parameter in the Request URI does not exist

		7.1.3.1.28				Rejoining PoC Session Request		PoC-1.0-con-M-697						Server receives SIP INVITE for a Chat Group session - PoC Group identity in the Request-URI is allocated on the server.

		7.1.3.1.29				Rejoining PoC Session Request		PoC-1.0-con-M-698						Server receives SIP INVITE for a Chat Group session - PoC Group identity in the Request-URI is not allocated on the server.

		7.1.3.1.30				Rejoining PoC Session Request		PoC-1.0-con-M-699						Server receives SIP INVITE for a Chat Group session - Session Type uri parameter in the Request URI has the value "chat".

		7.1.3.1.31				Rejoining PoC Session Request		PoC-1.0-con-M-700						Server receives SIP INVITE for a Chat Group session - Session Type uri parameter in the Request URI does not have the value "chat".

		7.1.3.1.32				Rejoining PoC Session Request		PoC-1.0-con-M-701						Server receives SIP INVITE for a Chat Group session - the URI of the Contact header contains the "isfocus" feature parameter.

		7.1.3.1.33				Rejoining PoC Session Request		PoC-1.0-con-M-702						Server receives SIP INVITE for a Chat Group session - the URI of the Contact header does not contain the "isfocus" feature parameter.

		7.1.3.1.34				Rejoining PoC Session Request		PoC-1.0-con-M-703						Server receives SIP INVITE for a Chat Group session - PoC User is not allowed to join the session.

		7.1.3.1.35				Rejoining PoC Session Request		PoC-1.0-con-M-704						Server receives SIP INVITE for a Chat Group session - Session does not already exist.

		7.1.3.1.36				Rejoining PoC Session Request		PoC-1.0-con-M-705						Server receives SIP INVITE for a Chat Group session - Media parameters are acceptable to the PoC server.

		7.1.3.1.37				Rejoining PoC Session Request		PoC-1.0-con-M-706						Server receives SIP INVITE for a Chat Group session - Media parameters are not acceptable to the PoC server.

		7.1.3.1.38				Session Joining Policy		PoC-1.0-con-M-707						Server receives SIP INVITE from a user to join a 1-1 PoC session - user was invited in the original invitation.

		7.1.3.1.39				Session Joining Policy		PoC-1.0-con-M-708						Server receives SIP INVITE from a user to join a 1-1 PoC session - user was not invited in the original invitation.

		7.1.3.1.40				Session Joining Policy		PoC-1.0-con-M-709						Server receives SIP INVITE from a user to join an Adhoc Group PoC session - user was invited in the original invitation.

		7.1.3.1.41				Session Joining Policy		PoC-1.0-con-M-710						Server receives SIP INVITE from a user to join an Adhoc Group PoC session - user was not invited in the original invitation.

		7.1.3.1.42				Adding Participants to PoC Session		PoC-1.0-con-M-711						Server receives SIP REFER - request is authorized.

		7.1.3.1.43				Adding Participants to PoC Session		PoC-1.0-con-M-712						Server receives SIP REFER - request is not authorized.

		7.1.3.1.44				Adding Participants to PoC Session		PoC-1.0-con-M-713						Server receives SIP REFER during Pre-arranged Group session - Anonymity is requested.

		7.1.3.1.45				Adding Participants to PoC Session		PoC-1.0-con-M-714						Server receives SIP INVITE during Pre-arranged Group session - Anonymity is not requested.

		7.1.3.1.46				Adding Participants to PoC Session		PoC-1.0-con-M-715						Server receives SIP REFER during Chat Group session - Anonymity is requested.

		7.1.3.1.47				Adding Participants to PoC Session		PoC-1.0-con-M-716						Server receives SIP INVITE during Chat Group session - Anonymity is not requested.

		7.1.3.1.48				Adding Participants to PoC Session		PoC-1.0-con-M-717						Server receives SIP REFER during Adhoc Group session - Require header contains "norefersub" options tag.

		7.1.3.1.49				Adding Participants to PoC Session		PoC-1.0-con-M-718						Server receives SIP REFER during Adhoc Group session - Require header does not contain "norefersub" options tag.

		7.1.3.1.50				Adding Participants to PoC Session		PoC-1.0-con-M-719						Server receives SIP REFER during Adhoc Group session - max participants count is exceeded.

		7.1.3.1.51				Adding Participants to PoC Session		PoC-1.0-con-M-720						Server receives SIP REFER during Pre-arranged Group session - max participants count is exceeded.

		7.1.3.1.52				Processing BYEs		PoC-1.0-con-M-721						Server receives SIP BYE during 1-1 PoC session.

		7.1.3.1.53				Processing BYEs		PoC-1.0-con-M-722						Server receives SIP BYE during Adhoc Group PoC session.

		7.1.3.1.54				Processing BYEs		PoC-1.0-con-M-723						Server receives SIP BYE during Pre-arranged Group PoC session.

		7.1.3.1.55				Processing BYEs		PoC-1.0-con-M-724						Server receives SIP BYE during Chat Group PoC session.

		7.1.3.1.56				Processing CANCELs		PoC-1.0-con-M-725						Server receives SIP CANCEL during 1-1 PoC session initiation.

		7.1.3.1.57				Processing CANCELs		PoC-1.0-con-M-726						Server receives SIP BYE during Adhoc Group PoC session initiation.

		7.1.3.1.58				Processing CANCELs		PoC-1.0-con-M-727						Server receives SIP BYE during Pre-arranged Group PoC session initiation.

		7.1.3.1.59				Processing CANCELs		PoC-1.0-con-M-728						Server receives SIP BYE during Chat Group PoC session initiation.

		7.1.3.1.60				Processing SUBSCRIBEs		PoC-1.0-con-M-729						Server receives SIP SUBSCRIBE - PoC Session Identity in request URI is owned by the server.

		7.1.3.1.61				Processing SUBSCRIBEs		PoC-1.0-con-M-730						Server receives SIP SUBSCRIBE - PoC Session Identity in request URI is not owned by the server.

		7.1.3.1.62				Processing SUBSCRIBEs		PoC-1.0-con-M-731						Server receives SIP SUBSCRIBE - PoC Group Identity in request URI is owned by the server.

		7.1.3.1.63				Processing SUBSCRIBEs		PoC-1.0-con-M-732						Server receives SIP SUBSCRIBE - PoC Group Identity in request URI is not owned by the server.

		7.1.3.1.64				Processing SUBSCRIBEs		PoC-1.0-con-M-733						Server receives SIP SUBSCRIBE - Accept-Contact header contains correct feature tag.

		7.1.3.1.65				Processing SUBSCRIBEs		PoC-1.0-con-M-734						Server receives SIP SUBSCRIBE - Accept-Contact header does not contain correct feature tag.

		7.1.3.1.66				Processing SUBSCRIBEs		PoC-1.0-con-M-735						Server receives SIP SUBSCRIBE - Originator's PoC address is authorized to subscribe to participant information.

		7.1.3.1.67				Processing SUBSCRIBEs		PoC-1.0-con-M-736						Server receives SIP SUBSCRIBE - Originator's PoC address is not authorized to subscribe to participant information.

		7.1.3.1.68				PoC session release policy		PoC-1.0-con-M-737						Effect of the auto-release flag on a 1-1 session

		7.1.3.1.69				PoC session release policy		PoC-1.0-con-M-738						Effect of the auto-release flag on an Adhoc Group session

		7.1.3.1.70				PoC session release policy		PoC-1.0-con-M-739						Effect of the auto-release flag on a Pre-arranged Group session

		7.1.3.1.71				PoC session release policy		PoC-1.0-con-M-740						Effect of the auto-release flag on a Chat group session

		7.1.3.1.72				PoC session release policy		PoC-1.0-con-M-741						Effect of the <session max length> value on a 1-1 session

		7.1.3.1.73				PoC session release policy		PoC-1.0-con-M-742						Effect of the <session max length> value on an Adhoc Group session

		7.1.3.1.74				PoC session release policy		PoC-1.0-con-M-743						Effect of the <session max length> value on a Pre-arranged Group session

		7.1.3.1.75				PoC session release policy		PoC-1.0-con-M-744						Effect of the <session max length> value on a Chat Group session

		7.1.3.1.76				PoC session release policy		PoC-1.0-con-M-745						Effect of the <number-of-remaining-participants> value on a 1-1 session

		7.1.3.1.77				PoC session release policy		PoC-1.0-con-M-746						Effect of the <number-of-remaining-participants> value on an Adhoc Group session

		7.1.3.1.78				PoC session release policy		PoC-1.0-con-M-747						Effect of the <number-of-remaining-participants> value on a Pre-arranged Group session

		7.1.3.1.79				PoC session release policy		PoC-1.0-con-M-748						Effect of the <number-of-remaining-participants> value on a Chat Group session

		7.1.3.1.80				Terminating Subscribtions		PoC-1.0-con-M-749						Server terminates all subscriptions when PoC session is released.

		7.1.3.1.81				Terminating Subscribtions		PoC-1.0-con-M-750						Server terminates all subscriptions when PoC client leaves session.

		7.1.3.1.82				Group Advertisement		PoC-1.0-con-M-751						Server receives SIP MESSAGE for a group advertisement - Server supports Group Advertisements

		7.1.3.1.83				Group Advertisement		PoC-1.0-con-M-752						Server receives SIP MESSAGE for a group advertisement - Server does not support Group Advertisements

		7.1.3.1.84				Group Advertisement		PoC-1.0-con-M-753						Server receives SIP MESSAGE for a Group Advertisement -  Request URI contains PoC Group Identity owned by the PoC server.

		7.1.3.1.85				Group Advertisement		PoC-1.0-con-M-754						Server receives SIP MESSAGE for a Group Advertisement -  Request URI contains PoC Group Identity not owned by the PoC server.

		7.1.3.1.86				Group Advertisement		PoC-1.0-con-M-755						Server receives SIP MESSAGE for a Group Advertisement - Originator's PoC address is authorized.

		7.1.3.1.87				Group Advertisement		PoC-1.0-con-M-756						Server receives SIP MESSAGE for a Group Advertisement - Originator's PoC address is not authorized.

		7.1.3.1.88				SIP Session refresh		PoC-1.0-con-M-757						Server receives SIP UPDATE prior to expiry of session timer.

		7.1.3.1.89				SIP Session refresh		PoC-1.0-con-M-758						Server does not receive SIP UPDATE prior to expiry of session timer.

		7.1.3.1.90				PoC Session Initiation		PoC-1.0-con-M-759						Server receives request to initiate Pre-arranged Group session - action <allow-initiate-conference> is allowed.

		7.1.3.1.91				PoC Session Initiation		PoC-1.0-con-M-760						Server receives request to initiate Pre-arranged Group session - action <allow-initiate-conference> is not allowed.

		7.1.3.1.92				PoC session adding policy		PoC-1.0-con-M-761						Server receives request to add user to Pre-arranged Group Session - Originator's PoC address is allowed by the <allow-invite-users-dynamically> action in the PoC XDMS.

		7.1.3.1.93				PoC session adding policy		PoC-1.0-con-M-762						Server receives request to add user to Pre-arranged Group Session - Originator's PoC address is not allowed by the <allow-invite-users-dynamically> action in the PoC XDMS.

		7.1.3.1.94				PoC session adding policy		PoC-1.0-con-M-763						Server receives request to add user to Restricted Chat Group Session - Originator's PoC address is allowed by the <allow-invite-users-dynamically> action in the PoC XDMS.

		7.1.3.1.95				PoC session adding policy		PoC-1.0-con-M-764						Server receives request to add user to Restricted Chat Group Session - Originator's PoC address is not allowed by the <allow-invite-users-dynamically> action in the PoC XDMS.

		7.1.3.1.96				PoC session adding policy		PoC-1.0-con-M-765						Server receives request to add user to Adhoc Group session and Originator's PoC address is a participant of the PoC session

		7.1.3.1.97				PoC session adding policy		PoC-1.0-con-M-766						Server receives request to add user to Adhoc Group session and Originator's PoC address is not a participant of the PoC session

		7.1.3.1.98				PoC session adding policy		PoC-1.0-con-M-767						Server receives request to add user to an Unrestricted Chat Group session and Originator's PoC address is a participant of the PoC session

		7.1.3.1.99				PoC session adding policy		PoC-1.0-con-M-768						Server receives request to add user to an Unrestricted Chat Group session and Originator's PoC address is not a participant of the PoC session

		7.1.3.1.100				PoC NOTIFY		PoC-1.0-con-M-769						Server receives a SIP REFER request and generates an appropriate NOTIFY

		7.1.3.2				Processing requests initiated by Controlling PoC Function				0

		7.1.3.2.1				On Demand Session Initiation		PoC-1.0-con-M-790						1-1 on-demand PoC session request is initiated by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.2.2				On Demand Session Initiation		PoC-1.0-con-M-791						1-1 on-demand PoC session is request is initiated by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.2.3				On Demand Session Initiation		PoC-1.0-con-M-792						Adhoc Group on-demand PoC session request is initiated by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.2.4				On Demand Session Initiation		PoC-1.0-con-M-793						Adhoc Group on-demand PoC session request is initiated by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.2.5				On Demand Session Initiation		PoC-1.0-con-M-794						Pre-arranged Group on-demand PoC session request is initiated by PoC Server - Manual Answer mode - Confirmed Indication

		7.1.3.2.6				On Demand Session Initiation		PoC-1.0-con-M-795						Pre-arranged Group on-demand PoC session request is initiated by PoC Server - Manual Answer mode - Unconfirmed Indication

		7.1.3.2.7				On Demand Session Initiation		PoC-1.0-con-M-796						Chat Group on-demand PoC session request is initiated by PoC Server

		7.1.3.2.8				On Demand Session Initiation		PoC-1.0-con-M-797						1-1 on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.2.9				On Demand Session Initiation		PoC-1.0-con-M-798						1-1 on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.2.10				On Demand Session Initiation		PoC-1.0-con-M-799						Adhoc Group on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.2.11				On Demand Session Initiation		PoC-1.0-con-M-800						Adhoc Group on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.2.12				On Demand Session Initiation		PoC-1.0-con-M-801						Pre-arranged Group on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Confirmed Indication

		7.1.3.2.13				On Demand Session Initiation		PoC-1.0-con-M-802						Pre-arranged Group on-demand PoC session request is initiated by PoC Server - Auto Answer mode - Unconfirmed Indication

		7.1.3.2.14				Canceling an Invitation		PoC-1.0-con-M-803						Server sends SIP CANCEL during 1-1 PoC session initiation.

		7.1.3.2.15				Canceling an Invitation		PoC-1.0-con-M-804						Server sends SIP BYE during Adhoc Group PoC session initiation.

		7.1.3.2.16				Canceling an Invitation		PoC-1.0-con-M-805						Server sends SIP BYE during Pre-arranged Group PoC session initiation.

		7.1.3.2.17				Canceling an Invitation		PoC-1.0-con-M-806						Server sends SIP BYE during Chat Group PoC session initiation.

		7.1.3.2.18				Removal of Participants		PoC-1.0-con-M-807						Server receives request to remove participant from session and generates appropriate BYE toward client - 1-1 PoC Session

		7.1.3.2.19				Removal of Participants		PoC-1.0-con-M-808						Server receives request to remove participant from session and generates appropriate BYE toward client - Adhoc Group PoC Session

		7.1.3.2.20				Removal of Participants		PoC-1.0-con-M-809						Server receives request to remove participant from session and generates appropriate BYE toward client - Pre-arranged PoC Session

		7.1.3.2.21				Removal of Participants		PoC-1.0-con-M-810						Server receives request to remove participant from session and generates appropriate BYE toward client - Chat Group PoC Session

		7.1.3.2.22				PoC Session Modification		PoC-1.0-con-M-811						Server generates appropriate UPDATE to modify media parameters - 1-1 Session

		7.1.3.2.23				PoC Session Modification		PoC-1.0-con-M-812						Server generates appropriate UPDATE to modify media parameters - Adhoc Group Session

		7.1.3.2.24				PoC Session Modification		PoC-1.0-con-M-813						Server generates appropriate UPDATE to modify media parameters - Pre-arranged Group Session

		7.1.3.2.25				PoC Session Modification		PoC-1.0-con-M-814						Server generates appropriate UPDATE to modify media parameters - Chat Session

		7.1.3.2.26				Group Advertisement		PoC-1.0-con-M-815						Server generates appropriate SIP MESSAGE toward client.

		7.2				POC SERVER - USER PLANE		(-M-0651 to -M-0799)		0

		7.2.1				PoC Server - Participating PoC Function				0

		7.2.1.1				Transport				0

		7.2.1.2				Talk Burst Control				0

		7.2.1.3				Media Control				0

		7.2.1.4				Timers				0

		7.2.2				PoC Server - Controlling PoC Function				0

		7.2.2.1				Transport				0

		7.2.2.2				Talk Burst Control				0

		7.2.2.3				Media Control				0

		7.2.2.4				Talker Identification				0

		7.2.2.5				Timers				0

		7.3				POC XDM SERVER		(-M-0801 to -M-0899)		0

		7.3.1				XDM Core Procedures				0

		7.3.1.1				XDM Document Management				0

		7.3.1.2				Subscriptions to XML Document Changes				0

		7.3.1.3				Security Procedures				0

		7.3.1.4				Error handling				0

		7.3.1.5				Common Extensions				0

		7.3.1.6				Common Application Usage				0

		7.3.2				PoC XDM Application Usages				0

		7.3.2.1				PoC Group				0

		7.3.2.2				PoC User Access Policy				0

		7.4				SHARED XDM SERVER		(-M-0901 to -M-0949)		0

		7.4.1				Shared XDM Application Usages				0

		7.4.1.1				URI List Document				0

		7.5				AGGREGATION PROXY		(-M-0951 to -M-0999)		0

		7.5.1				XDM Core Procedures				0

		7.5.1.1				Security Procedures				0

		7.5.1.2				XCap Request Forwarding				0

		7.5.1.3				Compression				0

		8				OPTIONAL SERVER TEST CASES				0

		8.1				POC SERVER - CONTROL PLANE		(-O-0501 to -O-0649)		0

		8.1.1				PoC Server - Common Functions				0

		8.1.1.1				Role establishment				0

		8.1.1.2				PoC session policy				0

		8.1.1.3				PoC session unrelated operations				0

		8.1.1.4				Error handling				0

		8.1.2				PoC Server - Participating PoC Function				0

		8.1.2.1				Processing requests initiated by Served User				0

		8.1.2.2				Processing requests terminated by Served User				0

		8.1.3				PoC Server - Controlling PoC Function				0

		8.1.3.1				Processing requests terminated by Controlling PoC Function				0

		8.1.3.2				Processing requests initiated by Controlling PoC Function				0

		8.2				POC SERVER - USER PLANE		(-O-0651 to -O-0799)		0

		8.2.1				PoC Server - Participating PoC Function				0

		8.2.1.1				Transport				0

		8.2.1.2				Talk Burst Control				0

		8.2.1.3				Media Control				0

		8.2.1.4				Timers				0

		8.2.2				PoC Server - Controlling PoC Function				0

		8.2.2.1				Transport				0

		8.2.2.2				Talk Burst Control				0

		8.2.2.3				Media Control				0

		8.2.2.4				Talker Identification				0

		8.2.2.5				Timers				0

		8.3				POC XDM SERVER		(-O-0801 to -O-0899)		0

		8.3.1				XDM Core Procedures				0

		8.3.1.1				XDM Document Management				0

		8.3.1.2				Subscriptions to XML Document Changes				0

		8.3.1.3				Security Procedures				0

		8.3.1.4				Error handling				0

		8.3.1.5				Common Extensions				0

		8.3.1.6				Common Application Usage				0

		8.3.2				PoC XDM Application Usages				0

		8.3.2.1				PoC Group				0

		8.3.2.2				PoC User Access Policy				0

		8.4				SHARED XDM SERVER		(-O-0901 to -O-0949)		0

		8.4.1				Shared XDM Application Usages				0

		8.4.1.1				URI List Document				0

		8.5				AGGREGATION PROXY		(-O-0951 to -O-0999)		0

		8.5.1				XDM Core Procedures				0

		8.5.1.1				Security Procedures				0

		8.5.1.2				XCap Request Forwarding				0

		8.5.1.3				Compression				0
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