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1 Reason for Change

ETS PoC INT document contains the test cases that include SIP/IP Core as a test object. The intent of testing of the PoC Enabler is to test PoC Client and PoC Server. Sip/IP Core is only part of the network.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

N/A

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review and agree.

6 Detailed Change Proposal

7.1 Testing Policies

[..]

SIP/IP Core PoC service Re-Registration Timer:

· Defines the value of the PoC service re-registration timer in the SIP/IP Core. The value range may be vendor-specific; no additional information is available at this time.
[…]

7.2 Testing Assumptions

For all test cases throughout the document, the following assumptions are valid unless stated otherwise.  Therefore, these assumptions shall be seen as a part of the preconditions:

General:
[…]

· Each PoC User has a valid PoC service SIP/IP Core subscription. The XDMS is capable of accessing the user-specific data.

· Each PoC User is PoC service registered in the SIP/IP Core system.

[…]

SIP/IP Core executes the following policies:

· SIP/IP Core PoC service re-registration timer is set to 60 minutes or greater. (Note: This will help avoid erroneous failures in test cases verifying Unconfirmed Indication.)

[…]

5.1.1.1.1       PoC Service Registration

	Test Case Id
	PoC-1.0-int-M-0101

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a user is able to register for PoC service at the SIP/IP Core (including sending PoC service settings).

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC User1 is de-registered for the PoC service at the SIP/IP Core network.

	Test Procedure
	1.
PoC User1 initiates PoC service registration.

	Pass-Criteria
	1.
PoC User1 is registered for the PoC service with the SIP/IP Core and the PoC service settings are published. PoC Client MAY indicate to the PoC User1 the successful communication of the PoC service settings to the PoC Server. If no information about publishing PoC service settings is seen, the PoC Server logs need to be used for verification.


5.1.1.1.2       PoC Service Registration Failure

	Test Case Id
	PoC-1.0-int-M-0102

	Test Object
	PoC Client

	Test Case Description
	Verify that a user is not able to register for PoC Service at the SIP/IP Core network if the user provided credentials are incorrect for authentication purposes.

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	Test case PoC-1.0-int-M-0101

PoC User1 is de-registered for PoC service at the SIP/IP Core network.

PoC User2 is registered for PoC service at the SIP/IP Core network.

PoC User1 is configured with an incorrect password.

	Test Procedure
	1. PoC User1 initiates PoC service registration.

2. PoC User2 initiates 1-1 call to PoC User1.

	Pass-Criteria
	1. The SIP/IP Core network rejects the PoC service registration attempt for PoC User1. PoC User1 receives an indication that the registration failed.

2. PoC User2 receives an indication that PoC User1 is not registered for PoC service (not available).


5.1.1.1.3       PoC Service De-Registration

	Test Case Id
	PoC-1.0-int-M-0103

	Test Object
	PoC Client

	Test Case Description
	Verify that a user is able to de-register for PoC service at the SIP/IP Core network.

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	Test case PoC-1.0-int-M-0101

PoC User1 and PoC User2 are registered for PoC service at the SIP/IP Core network.

	Test Procedure
	1. PoC User2 initiates 1-1 PoC call to PoC User1.

2. PoC User2 hangs up.

3. PoC User1 initiates PoC service de-registration.
4. PoC User2 initiates 1-1 call to PoC User1.

	Pass-Criteria
	1. PoC User2 and PoC User1 are in 1-1 PoC call session.

2. PoC User2 and PoC User1 are disconnected from the 1-1 PoC session.

3. PoC User1 is de-registered for PoC service from the SIP/IP Core network. No PoC service is available for PoC User1 on PoC Client.

4. PoC User2 receives an indication that PoC User1 is not registered for PoC service (not available).


5.2.1.1.1 Pre-Established Session Establishment

	Test Case Id
	PoC-1.0-int-O-0200

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that Pre-Established Session is properly established.

	Specification Reference
	Refer to Appendix A

	SCR Reference
	Refer to Appendix A

	Tool
	Not Available

	Test code
	Not Available

	Preconditions
	PoC Server has active accounts for PoC User1/2/3

PoC User1 has enabled Pre-Established Session and is PoC service de-registered from SIP/IP Core network.
PoC User2/3 set for Manual Answer

	Test Procedure
	1. PoC User1 registers for PoC service with SIP/IP Core network
2. PoC User1 initiates an Ad-Hoc Group Session to PoC User2/3

3. PoC User2/3 accept PoC Session request

4. PoC User1 sends Talk Burst Request and starts talking
5. PoC User1 releases Talk Burst Control
6. PoC User2 sends Talk Burst Request and starts talking

	Pass-Criteria
	2. The media session is established. 

3. PoC User1 gets Right to Speak Indication.

4. PoC User2/3 listen to PoC User1 talking

5. PoCUser2 gets Right-to-Speak Indication and PoC User1/3 listen to PoC User2 talking


5.2.6.1.1         PoC Participant can Monitor Simultaneous PoC Sessions

	Test Case Id
	PoC-1.0-int-O-0601

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the PoC Participant can monitor Simultaneous PoC Sessions. (On-Demand Session)

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2/3.

PoC User1/2/3 set to Manual Answer.

A Pre-Arranged PoC GroupA exists which has members PoC User1/2.

A Pre-Arranged PoC GroupB exists which has members PoC User2/3.

Both PoC GroupA and PoC GroupB are secondary for PoC User2.

PoC User1/2/3 is registered for PoC service with the SIP/IP Core network.

	Test Procedure
	1.
PoC User1 presses the PoC Button and initiates PoC GroupA session.

2.
PoC User2 accepts the PoC GroupA session invitation.

3.
PoC User3 presses the PoC Button and initiates PoC GroupB session.

4.
PoC User2 accepts the PoC GroupB session invitation.

5.
PoC User2 selects PoC GroupA and checks the status of PoC GroupA.

6.
PoC User2 selects PoC GroupB and checks the status of PoC GroupB.

	Pass-Criteria
	1a.
PoC User1 gets registered with the PoC Server and a PoC Session Id of PoC GroupA is displayed.

1b.
PoC User2 receives a PoC GroupA session invitation.

2.
A PoC GroupA session gets established. PoC User2 gets registered with the PoC Server and a PoC Session Id of PoC GroupA is displayed.

3a.
PoC User3 gets registered with the PoC Server and a PoC Session Id of PoC GroupB is displayed.

3b.
PoC User2 receives a PoC GroupB session invitation.

4.
A PoC GroupB session gets established. PoC User2 gets registered with the PoC Server and a PoC Session Id of PoC GroupB is displayed.

5.
PoC User2 can monitor the status of PoC GroupA.

6.
PoC User2 can monitor the status of PoC GroupB.


5.2.6.1.14      PoC Participant can Simultaneously Establish a Chat PoC Group and a Pre-Arranged PoC Group Session

	Test Case Id
	PoC-1.0-int-O-0614

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that PoC Participant can simultaneously establish a Chat PoC Group and a Pre-Arranged PoC Group Session.

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2/3.

PoC User1/2/3 set to Manual Answer.

A Pre-Arranged PoC GroupA exists which has members PoC User1/2.

A Chat PoC GroupB exists which has members PoC User2/3.

PoC GroupA is Primary and PoC GroupB is secondary for PoC User2.

PoC User1/2/3 is registered for PoC service withthe SIP/IP Core network.

	Test Procedure
	1.
PoC User2 presses the PoC Button and joins Chat PoC GroupB Session.

2.
PoC User3 presses the PoC Button and joins Chat PoC GroupB Session.

3.
PoC User1 presses the PoC Button and initiates PoC GroupA Session.

4.
PoC User2 accepts the PoC GroupA Session invitation.

5.
PoC User1 presses the PoC Button and starts talking.

6.
PoC User3 presses the PoC Button and starts talking.

7.
PoC User1 releases the PoC Button and stops talking.

8.
PoC User3 releases the PoC Button and stops talking.

	Pass-Criteria
	1.
Chat PoC GroupB Session gets established. PoC User2 joins Chat PoC Group Session and receives Chat Poc Group Session Id.

2.
PoC User3 joins Chat PoC Group Session and receives Chat PoC Group Session Id.

3.
Chat PoC GroupA Session gets established. PoC User2 receives a Chat PoC Group Session Id.

4.
PoC User2 gets connected to Chat PoC GroupA Session and receives the Chat PoC Group Session Id.

5a.
PoC User1 receives the Right to Speak Indication from the PoC Server.

5b.
PoC User2 receives an indication that PoC User1 is granted the Right to Speak and can listen to PoC User1.

6a.
PoC User3 receives the Right to Speak Indication from the PoC Server.

6b.
PoC User2 receives an indication that PoC User3 is granted the Right to Speak but keeps listening to Chat PoC GroupA Session.

7.
PoC User2 receives an indication that PoC User1 has released the Right to Speak and can listen to Chat PoC GroupB Session.

8.
PoC User2 receives an indication that PoC User3 has released the Right to Speak.
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