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1 Reason for Change

The reference content for the bootstrap tests included in the current version of the ETS is not adequate for bootstrapping DM 1.2. clients. For the DM profile (TNDS.xml file) it includes connectivity information according to DM 1.1.2 version which has been dropped in DM 1.2. For the CP profile  (CP_Prov_doc_1.xml file) it includes application characteristics not relevant for bootstrapping a  DM client. Therefore two revised version of these files are proposed.

Besides the specific value of the parameters in each file cannot be known in advance so the documents reflect this by indicating where participants in the test fest must include the appropriate parameters to bootstrap a specific server in a DM 1.2. client

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the two files proposed in this CR substitute the ones in appendix B of the current DM 1.2. ETS version.

6 Detailed Change Proposal

Change 1:  New reference content files 

A.1  TNDS.xml

These reference document should be completed according to the specifics of the corresponding DM server being bootstrapped by substituting the marked text with the appropriate parameters for that server. Besides the nodes already marked as such, the nodes ToConRef and AppAuth are also optional and may not be included in the document.

<?xml version="1.0" encoding="UTF-8"?>

<SyncML  xmlns='SYNCML:SYNCML1.2'>


<SyncHdr>



<VerDTD>1.2</VerDTD>



<VerProto>DM/1.2</VerProto>



<SessionID>0</SessionID>



<MsgID>0</MsgID>



<Target>




<LocURI>./</LocURI>



</Target>



<Source>




<LocURI>http://www.operator.com/dm-server</LocURI>



</Source>


</SyncHdr>


<SyncBody>



<Add>




<CmdID>1</CmdID>




<Item>





<Target>






<LocURI>./Inbox</LocURI>





</Target>





<Meta>






<Format xmlns='syncml:metinf'>xml</Format>       






<Type xmlns='syncml:metinf'>           







application/vnd.syncml.dmtnds+xml       






</Type>





</Meta>





<Data>






<![CDATA[

<SyncML xmlns='syncml:dmddf1.2'> 

<MgmtTree>


<VerDTD>1.2</VerDTD>


<!-- <Man>The device manufacturer</Man> -->


<!-- <Mod>The device model</Mod> -->


<Node>



<NodeName>DMAcc</NodeName>



<RTProperties>




<Format>





<node/>




</Format>



</RTProperties>



<Node>




<NodeName>AppID</NodeName>




<RTProperties>





<Format>






<chr/>





</Format>





<Type> text/plain </Type>




</RTProperties>




<Value>org.openmobilealliance/1.0/w7</Value>



</Node>



<Node>




<NodeName>ServerID</NodeName>




<RTProperties>





<Format>






<chr/>





</Format>





<Type> text/plain </Type>




</RTProperties>




<Value>DM Server Identifier</Value>



</Node>



<Node>




<NodeName>Name</NodeName>




<RTProperties>





<Format>






<chr/>





</Format>





<Type> text/plain </Type>




</RTProperties>




<Value>Optional DM Server Displayable Name</Value>



</Node>



<Node>




<NodeName>PrefConRef</NodeName>




<RTProperties>





<Format>






<chr/>





</Format>





<Type>text/plain</Type>




</RTProperties>




<Value>Optional Reference to preferred connectivity information </Value>



</Node>

<Node>




<NodeName>ToConRef</NodeName>




<RTProperties>





<Format>






<node/>





</Format>




</RTProperties>

<Node>





<NodeName>Connectivity Reference Name</NodeName> 





<RTProperties>






<Format>







<node/>






</Format>





</RTProperties>





<Node>






<NodeName>ConRef</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Reference to Connectivity Information</Value>





</Node>

</Node>



</Node>



<Node>




<NodeName>AppAddr</NodeName>




<RTProperties>





<Format>






<node/>





</Format>




</RTProperties>




<Node>





<NodeName>Management Server Address Name</NodeName> 





<RTProperties>






<Format>







<node/>






</Format>





</RTProperties>





<Node>






<NodeName>Addr</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Management Server Address</Value>





</Node>





<Node>






<NodeName>AddrType</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>URI, IPv4 or IPv6</Value>





</Node>





<Node>






<NodeName>Port</NodeName>






<RTProperties>







<Format>








<node/>







</Format>






</RTProperties>






<Node>







<NodeName>Port Name</NodeName>







<RTProperties>








<Format>









<node/>








</Format>







</RTProperties>







<Node>








<NodeName>PortNbr</NodeName>








<RTProperties>









<Format>










<int/>









</Format>









<Type> text/plain </Type>








</RTProperties>








<Value>Port Number</Value>







</Node>






</Node>





</Node>




</Node>



</Node>

<Node>




<NodeName>AauthPref</NodeName>




<RTProperties>





<Format>






<chr/>





</Format>





<Type>text/plain</Type>




</RTProperties>




<Value>Optional Preferred auth mechanism (see section 5.3.1.20 in [DMSTDOBJ]) </Value>



</Node>

<Node>




<NodeName>AppAuth</NodeName>




<RTProperties>





<Format>






<node/>





</Format>




</RTProperties>




<Node>





<NodeName>Authentication Settings Name</NodeName> 





<RTProperties>






<Format>







<node/>






</Format>





</RTProperties>





<Node>

<Node>






<NodeName>AAuthLevel</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Auth Level Value (section 5.3.1.19 in [DMSTDOBJ]) </Value>

</Node>

<Node>






<NodeName>AAuthType</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Auth Type Value (section 5.3.1.20 in [DMSTDOBJ]) </Value>

</Node>

<Node>






<NodeName>AAuthName</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Auth Name </Value>

</Node>

<Node>






<NodeName>AAuthSecret</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Auth Secret</Value>

</Node>

<Node>






<NodeName>AAuthData</NodeName>






<RTProperties>







<Format>








<chr/>







</Format>







<Type> text/plain </Type>






</RTProperties>






<Value>Auth Nonce </Value>

</Node>




</Node>



</Node>

</Node>

</MgmtTree>

</SyncML>






]]>





</Data>




</Item>



</Add>


</SyncBody>

</SyncML>

A.2  CP_Prov_doc_1.xml

This reference document should be completed according to the specifics of the corresponding DM server being bootstrapped and test fest infrastructure by substituting the marked text with the appropriate parameters. 
<?xml version="1.0"?> 

<!DOCTYPE wap-provisioningdoc PUBLIC "-//WAPFORUM//DTD PROV 1.0//EN" "http://www.wapforum.org/DTD/prov.dtd"> 

<wap-provisioningdoc version="1.0">

<!-- Connectivities Definition -->

  <characteristic type="PXLOGICAL"> 

    <parm name="PROXY-ID" value=”Logical Proxy ID”/> 

    <parm name="NAME" value="Logical Proxy Name"/> 

    <parm name="STARTPAGE" value="Logical Proxy Startpage"/>

    <characteristic type="PXPHYSICAL"> 

      <parm name="PHYSICAL-PROXY-ID" value="Physical Proxy ID "/>

      <parm name="PXADDR" value="Physical Proxy Address"/>

      <parm name="PXADDRTYPE" value="Physical Proxy Address Type"/> 

      <parm name="TO-NAPID" value="Reference to Access Point"/> 

      <characteristic type="PORT"> 

        <parm name="PORTNBR" value="Port Number"/> 

      </characteristic>

    </characteristic>

  </characteristic>

   <characteristic type="NAPDEF"> 

    <parm name="NAPID" value="Access Point ID"/> 

    <parm name="BEARER" value="Bearer type"/> 

    <parm name="NAME" value="Access Point Name"/> 

    <parm name="NAP-ADDRESS" value="Access Point Address"/> 

    <parm name="NAP-ADDRTYPE" value="Access Point Address Type"/>

    <characteristic type="NAPAUTHINFO"> 

      <parm name="AUTHTYPE" value="Authentication Type"/> 

      <parm name="AUTHNAME" value="Authentication Name"/> 

      <parm name="AUTHSECRET" value="Authentication Secret"/> 

    </characteristic> 

  </characteristic>

  <!-- APPLICATION characteristic for DM -->

  <characteristic type="APPLICATION"> 

    <parm name="APPID" value="w7"/> 

    <parm name="PROVIDER-ID" value="DM Server ID"/> 

    <parm name="NAME" value="DM Server Name"/> 

    <parm name="ADDR" value="DM Server Address"/> 

    <parm name="TO-NAPID" value="Reference to Access Point"/> 

    <characteristic type="APPAUTH"> 

      <parm name="AAUTHLEVEL" value="Authentication Level"/> 

      <parm name="AAUTHTYPE" value="Authentication Type"/> 

      <parm name="AAUTHNAME" value="Authentication Name"/> 

      <parm name="AAUTHSECRET" value="Authentication Secret"/> 

      <parm name="AAUTHDATA" value="Authentication Nonce"/> 

    </characteristic> 

  </characteristic>

</wap-provisioningdoc>
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