5. Device Management Client Conformance Test Cases

5.1 Device Management Client Conformance Test Group #1

5.1.1 Sending of valid Alert command

	Test Case Id
	DeviceManagement-v1.2-client-con-0102

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sent a valid Alert command.

	Specification Reference
	[DMREPU] Chapter 6.6.2

	SCR Reference
	DMREPPRO-PCE-C-001
Support for sending ‘Alert’ 

	Test Tool
	SCTS DM 1.2 as a server

	Preconditions
	Confirn that the client is not involved in a session with the server.



	Test-Procedure
	Step 1:

Trigger the client to communicate with the server ex: Start Configuration

Step 2:

Server receives request

	Pass-Criteria
	Step 2:

The Test Object MUST send valid Client Initiated Alert.

The Alert tag shall be presnt and shall contain a CmdID field as well as a Data tag. The value of the Data tag shall be 1201


5.1.2 Sending of Device Information

	Test Case Id
	DeviceManagement-v1.2-client-con-0103

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sends Device Information

	Specification Reference
	[DMREPU] Chapter 6.6.11

	SCR Reference
	DMREPPRO-PCE-C-002
Support for ‘Replace’

	Test Tool
	SCTS DM 1.2 as a server

	Preconditions
	Confirm  that the client is not involved in a session with the server.



	Test-Procedure
	Step 1:

Trigger the client to communicate with the server ex: Start Configuration

Step 2:

Server receives request.

	Pass-Criteria
	The Test Object MUST send its Device Information in a Replace command
The Replace tag shall be present in the Request.

The Replace tag shall contain a CmdID field as well as a Device information DevInfo 


5.1.3 Checking of Source LocURI

	Test Case Id
	DeviceManagement-v1.2-client-con-0104

	Test Object
	Client device

	Test Case Description
	To check if the client's Source LocURI is same as the value in ./DevInfo/DevId

	Specification Reference
	[DMREPU] Chapter 6.1.10

	SCR Reference
	DMREPPRO-CUE-C-008
Support for ‘LocURI’

	Test Tool
	SCTS DM 1.2 as a server

	Preconditions
	Confirm that the client is not involved in a session with the server.



	Test-Procedure
	Step 1:

Trigger the client to communicate with the server ex: Start Configuration

Step 2:

Server receives the request.

Step 3:

The server checks the value of the SyncHdr/Source/LocURI tag and compares this to the value sent for DevInfo/DevID under the replace tag.

	Pass-Criteria
	
Step 2: A Replace tag shall be present in the Request and this has a CmdID field as well as a Device information DevInfo.

Step 3: The value of Source LocURI in the SyncHdr sent by the client MUST be equal to the value sent in ./DevInfo/DevId.




