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1 Reason for Change

IOP/PRC agreed with CR OMA-IOP-PRC-2007-0025-CR_DM_1.2_Adding_Appendix_C_with_default_messages that the DM 1.2 ETS should get enhanced with an Appendix with default messages.
The agreed CR did not provide a full coverage of default messages. The missing messages (package 0, package 3, package 4) are added with this CR.

Note to Editor: CR OMA-IOP-PRC-2007-0025 should be incorporated first.
R01: The version field in appendix C1 was corrected to 1.2. Additionally the two sub-sections were for “package 0” were collapsed.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree the CR

6 Detailed Change Proposal

Change 1:  Add the appendix to the ETS
Appendix C.
OMA DM Protocol packages
The contents of the messages described in the present Appendix is not complete - only the fields and headers required to be checked or generated by test tools are listed here.  The messages sent by the UE may contain additional parameters, fields and headers which are not checked and must thus be ignored by test tools.
C.1
Package 0: Management Initiation Alert from server to client

As specified in [DMPRO] chapter 8.2 and in [DMNOTI] chapter 6, the DM 1.2 conformance test tool MAY send a Package 0 message in a WAP Push Server Notification with the following recommendation:

1. The package 0 message SHALL contain:

a. a ‘version’ set to binary value ‘1100’ (Version = 1.2)

b. a ‘session id’ set to ‘1’

c. a ‘server identifier’ set to ixit_ServerName

2.  
a. ‘future use’ field set to ‘0’

b. a ‘initiator’ field set to ‘1’ (Server Initiated Management Session)

c. a ‘user interaction mode’ field


C.2
Package 1: Initialization from client to server

As specified in [DMPRO] chapter 8.3, the detailed requirements for a valid package 1 are:

1. The package 1 message shall contain a ‘SyncHdr’ element

a. The element ‘SyncHdr’ shall contain a ‘VerDTD’ element with value ‘1.2’.
b. The element ‘SyncHdr’ shall contain a ‘VerProto’ element with value ‘DM/1.2’.
c. The element ‘SyncHdr’ shall contain a ‘SessionID’ element with non empty value.
d. The element ‘SyncHdr’ shall contain a ‘MsgID’ element with non empty value.
e. The element ‘SyncHdr’ shall contain a ‘Target’ element with non empty value.
f. The element ‘SyncHdr’ shall contain a ‘Source’ element with non empty value.
2. The package 1 message shall contain a ‘SyncBody’ element

a. The element ‘SyncBody’ shall contain a ‘Alert’ element.

b. The element ‘SyncBody’ shall contain a ‘Replace’ element.

C.3
Package 2: Initialization from server to client
As specified in [DMPRO] chapter 8.4, the detailed requirements for a valid package 2 are:

1. The package 2 message shall contain a ‘SyncHdr’ element

a. The element ‘SyncHdr’ shall contain a ‘VerDTD’ element with value ‘1.2’.
b. The element ‘SyncHdr’ shall contain a ‘VerProto’ element with value ‘DM/1.2’.
c. The element ‘SyncHdr’ shall contain a ‘SessionID’ element with non empty value.
d. The element ‘SyncHdr’ shall contain a ‘MsgID’ element with non empty value.
e. The element ‘SyncHdr’ shall contain a ‘Target’ element with non empty value.
f. The element ‘SyncHdr’ shall contain a ‘Source’ element with non empty value.
2. The package 1 message shall contain a ‘SyncBody’ element

a. The element ‘SyncBody’ shall contain at least two ‘Status’ elements for ‘SyncHdr’ and ‘Alert’ commands.

C.4
Package 3: Client response sent to server

As specified in [DMPRO] chapter 8.5, the detailed minimal requirements for a valid package 3 are:

3. The package 3 message SHALL contain a ‘SyncHdr’ element

a. The element ‘SyncHdr’ SHALL contain a ‘VerDTD’ element with value ‘1.2’.
b. The element ‘SyncHdr’ SHALL contain a ‘VerProto’ element with value ‘DM/1.2’.
c. The element ‘SyncHdr’ SHALL contain a ‘SessionID’ element with non empty value.
d. The element ‘SyncHdr’ SHALL contain a ‘MsgID’ element with non empty value.
e. The element ‘SyncHdr’ SHALL contain a ‘Target’ element with non empty value.
f. The element ‘SyncHdr’ SHALL contain a ‘Source’ element with non empty value.
4. The package 3 message SHALL contain a ‘SyncBody’ element

a. The element ‘SyncBody’ SHALL contain at least one ‘Status’ element for ‘SyncHdr’ command.

C.5
Package 4: Further server management operations

As specified in [DMPRO] chapter 8.6, the detailed minimal requirements for a valid package 4 are:

1. The package 4 message SHALL contain a ‘SyncHdr’ element

b. The element ‘SyncHdr’ SHALL contain a ‘VerDTD’ element with value ‘1.2’.
c. The element ‘SyncHdr’ SHALL contain a ‘VerProto’ element with value ‘DM/1.2’.
d. The element ‘SyncHdr’ SHALL contain a ‘SessionID’ element with non empty value.
e. The element ‘SyncHdr’ SHALL contain a ‘MsgID’ element with non empty value.
f. The element ‘SyncHdr’ SHALL contain a ‘Target’ element with non empty value.
g. The element ‘SyncHdr’ SHALL contain a ‘Source’ element with non empty value.
2. The package 4 message SHALL contain a ‘SyncBody’ element

h. The element ‘SyncBody’ SHALL contain at least one ‘Status’ element for ‘SyncHdr’ command.
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