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1 Reason for Change

IOP-PRC recognized that the DM 1.2 ETS needs some improvement and more clarity.
This CR corrects the following test cases from Test group 09:

· DeviceManagement-v1.2-client-con-0901
· DeviceManagement-v1.2-client-con-0902
· DeviceManagement-v1.2-client-con-0903
R01: Comments from the conference call addressing the pass criteria incorporated.
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree the CR

6 Detailed Change Proposal

5.9.1 Deletion of interior node
	Test Case Id
	DeviceManagement-v1.2-client-con-0901

	Test Object
	Client device

	Test Case Description
	To check if the Test Object deletes an interior node correctly.

	Specification Reference
	[DMREPU] Chapter 6.6.5

	SCR Reference
	DMREPPRO-PCE-C-006
Support for receiving ‘Delete’.

	Test Tool
	DM 1.2 conformance test tool

	Preconditions
	There should be interior node configured under test node. The client is not involved in a session with the test tool.

	Test Procedure
	1. The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on the interior test node in the Setup-Response (step 3 of the macro) in order to test if the interior node exists.

2. If required by the client: ‘DM Authentication Macro’.

3. Client sends a valid package #3 message (see C.4).
4. If, at step 3, the Result of the Get is 404 ‘Not Found’, Test tool starts the ‘DM Node Creation Macro’ (see E.3) with the interior test node as input.
5. Test Tool sends a valid package #4 message (see C.5) with a Delete command on the interior test node.

6. Client sends a valid package #3 message (see C.4).
7. Test Tool sends a valid package #4 message (see C.5) to close the session.

	Pass-Criteria
	The Test Object MUST return either a 200 or 405 status code which is tested as follows:
Step 5:

The client MUST send a valid package #3 (see C.4) as follows:

1. the message’s ‘SyncBody’ SHALL contain at least a ‘Status’ tag with:

a. a ‘TargetRef’ tag set to the interior node path

b. a ‘Data’ tag set to “200” or “405”



MESSAGE SEQUENCE

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on the interior test node in the Setup-Response (step 3 of the macro).

	2
	
	
	If required by the client: ‘DM Authentication Macro’.



	3
	(
	Client-Response
	Client sends a valid package #3 message (see C.4).

	4
	
	
	If, at step 3, the Result of the Get is 404 ‘Not Found’, Test tool starts the ‘DM Node Creation Macro’ (see E.3) with the interior test node as input.

	5
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) with a Delete command on the interior test node.

	6
	(
	Client-Response
	Client sends a valid package #3 message (see C.4).

	7
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) to close the session.


5.9.2 Delete on a non-existant node
	Test Case Id
	DeviceManagement-v1.2-client-con-0902

	Test Object
	Client device

	Test Case Description
	To check if the Test Object sends a 404 status code for a Delete on a non-existant node.

	Specification Reference
	[DMREPU] Chapter 6.6.5

	SCR Reference
	DMREPPRO-PCE-C-006
Support for receiving ‘Delete’.

	Test Tool
	DM 1.2 conformance test tool

	Preconditions
	The client is not involved in a session with the test tool.

	Test Procedure
	1. The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on a non-existant node (like './NonExistantNode') in the Setup-Response (step 3 of the macro).

2. If required by the client: ‘DM Authentication Macro’.

3. Client sends a valid package #3 message (see C.4). If the Result of the Get is not 404 ‘Not Found’, the verdict of the test is INCONCLUSIVE and the next executed step is the step 6.
4. Test Tool sends a valid package #4 message (see C.5) with a Delete command on a non-existant node (like ‘./NonExistantNode’).
5. Client sends a valid package #3 message (see C.4).

6. Test Tool sends a valid package #4 message (see C.5) to close the session.


	Pass-Criteria
	The Test Object MUST return a 404 status code which is tested as follows:

Step 5:

The client MUST send a valid package #3 (see C.4) as follows:

1. the message’s ‘SyncBody’ SHALL contain at least a ‘Status’ tag with:

a. a ‘TargetRef’ tag set to the non-existant node path
b. a ‘Data’ tag set to “404”



MESSAGE SEQUENCE
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on a non-existant node (like './NonExistantNode') in the Setup-Response (step 3 of the macro).

	2
	
	
	If required by the client: ‘DM Authentication Macro’.

	3
	(
	Client-Response
	Client sends a valid package #3 message (see C.4). If the Result of the Get is not 404 ‘Not Found’, the verdict of the test is INCONCLUSIVE and the next executed step is the step 6.

	4
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) with a Delete command on a non-existant node (like ‘./NonExistantNode’).

	5
	(
	Client-Response
	Client sends a valid package #3 message (see C.4).

	6
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) to close the session.


5.9.3 Delete on the Permanent node ‘./DevInfo’
	Test Case Id
	DeviceManagement-v1.2-client-con-0903

	Test Object
	Client device

	Test Case Description
	To check if the Test Object rejects a delete on the Permanent node ./DevInfo

	Specification Reference
	[DMREPU] Chapter 6.6.5

	SCR Reference
	DMREPPRO-PCE-C-006
Support for receiving ‘Delete’.

	Test Tool
	DM 1.2 conformance test tool

	Preconditions
	The client is not involved in a session with the test tool.

	Test Procedure
	1. The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on './DevInfo' node in the Setup-Response (step 3 of the macro).

2. If required by the client: ‘DM Authentication Macro’.

3. Client sends a valid package #3 message (see C.4). If the Result of the Get is not 200 ‘OK’, the verdict of the test is INCONCLUSIVE and the next executed step is the step 6.
4. Test Tool sends a valid package #4 message (see C.5) with a Delete command on the permanent node ‘./DevInfo’.

5. Client sends a valid package #3 message (see C.4).

6. Test Tool sends a valid package #4 message (see C.5) to close the session.


	Pass-Criteria
	The Test Object MUST return a 405 status code which is tested as follows:

Step 5:

The client MUST send a valid package #3 (see C.4) as follows:

1. the message’s ‘SyncBody’ SHALL contain at least a ‘Status’ tag with:

a. a ‘TargetRef’ tag set to ‘./DevInfo’

b. a ‘Data’ tag set to “405”



MESSAGE SEQUENCE
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The test procedure starts with a ‘DM Session Initialisation Macro’ (see E.1) with a Get command on the permanent node './DevInfo' in the Setup-Response (step 3 of the macro).

	2
	
	
	If required by the client: ‘DM Authentication Macro’.

	3
	(
	Client-Response
	Client sends a valid package #3 message (see C.4). If the Result of the Get is not 200 ‘OK’, the verdict of the test is INCONCLUSIVE and the next executed step is the step 6.

	4
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) with a Delete command on the permanent node ‘./DevInfo’.

	5
	(
	Client-Response
	Client sends a valid package #3 message (see C.4).

	6
	(
	Server Management Operations Message
	Test Tool sends a valid package #4 message (see C.5) to close the session.


Appendix E.
Optional Message handling macros
E.3
DM Node Creation macro

	Preconditions
	The client is involved in a session with the test tool, the client expects a Setup-Response or a Server-Management Operations Message from the Test Tool

	Macro steps: MESSAGE SEQUENCE

Step

Direction

Message

Comment

UE

SS

1

(
Setup-Response (Package #2 see C.3) or Server-Management Operations Message
The Test Tool sends Setup-Response or Server Management Operations Message (according to the precedent client message) with an ‘Add’ command on a interior or leaf node specified as macro input.
2

(
Setup-Request (Package #1 see C.2)

The client sends a Client-Response message with Status 200 for the ‘Add’ command.
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