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	Reason for change:
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	To allow the implementation of RCSe test case on the basis of 34.229 as discussed between 3GPP RAN5 and OMA-IOP new ASPs are needed.
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	Other comments:
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	TTCN impact


6.1.1
Cell Control

	Name
	CreateCellReq

	Port
	IPCANctl

	Comment
	ASP type for creating a cell

	Parameter Name
	Parameter Type
	Comment

	ranTech
	RANTech
	

	primaryFrequencyBand
	Integer
	

	mccValue
	hexstring(3)
	Optional.

	mncValue
	hexstring(2..3)
	Optional.


	Name
	CreateCellCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of CreateCellReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	ReleaseCellReq

	Port
	IPCANctl

	Comment
	ASP type for releasing resources allocated to the cell

	Parameter Name
	Parameter Type
	Comment


	Name
	ReleaseCellCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ReleaseCellReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	RANTech

	Type
	enumerated

	Parameters
	GERAN, UTRA_FDD, UTRA_TDD, EUTRA_FDD, EUTRA_TDD, dummy1, dummy2

	Comment
	Indicates the radio access network technology used for transport of SIP signalling messages over the air interface


	Name
	Status

	Type
	enumerated

	Parameters
	success, failure, inconclusive

	Comment
	Indicates the status result of the requesting ASP


****SECTIONS OMITTED ******
6.1.6
Emergency CS Call

	Name
	ExpectEmergencyCSCall

	Port
	IPCANctl

	Comment
	ASP type which informs the SS to expect the UE to request an emergency CS call 

	Parameter Name
	Parameter Type
	Comment


	Name
	EmergencyCSCallActive

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ExpectEmergencyCSCall when it is in call active state

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	ReleaseCSCallReq

	Port
	IPCANctl

	Comment
	ASP type which requests the SS to release the CS call previously established during ExpectEmergencyCSCall

	Parameter Name
	Parameter Type
	Comment


	Name
	ReleaseCSCallCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ReleaseCSCallReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


6.1.7
CS Voice Call

	Name
	CSCallReq

	Port
	IPCANctl

	Comment
	ASP type which informs the SS to establish a CS voice call with the UE

	Parameter Name
	Parameter Type
	Comment

	moFlag
	boolean
	Set  to true if the SS is requested to accept a mobile initiated CS voice call; set to false if the SS is to establish the CS voice call.

	phonenumbner
	Charstring
	Optional. The phonenumber to be signalled in mobile terminated case to the UE.


	Name
	CSCallCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of CSCallReq when it is in call active state

	Parameter Name
	Parameter Type
	Comment

	status
	Status
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