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 FORMCHECKBOX 
 1: Major Change
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 2: Bug Fix
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 3: Clerical

	Source:
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1 Reason for Change

In the interim meeting in Tokyo a new section for SCRs were added to RLP. The conformance levels are still to be determined and this CR adds SCRs for a number of services and elements.

2 Impact on Backward Compatibility

None as this is a new specification.

3 Impact on Other Specifications

None

4 Intellectual Property Rights Considerations

None.

5 Recommendation

It is recommended that this CR is agreed and incorporated in the next revision of RLP.

6 Detailed Change Proposal

Appendix A. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [CREQ].

	 
	 
	 
	 
	 

	 
	
	
	 
	

	 
	
	
	 
	


A Location Server conforming to this specification may act as both a client and a server depending on the scenario. The SCRs have been divided in two parts, i.e. whether the Location Server is acting as a server or a client.

A.1 Server side requirements
A.1.1 General Requirements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Parsing of DTDs
	
	M
	A Location Server MUST be able to parse all well formed location XML documents

	TBD
	Invalid values
	
	M
	Send error 110 or 111 depending upon attribute or element

	TBD
	Types of location information
	
	M
	

	
	Version handling
	
	M
	

	
	Quality of Position
	
	O
	

	
	Target Identities
	
	M
	

	
	Priority
	
	O
	


A.1.2 Inter-Location Server Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Inter-Location Server Service Initiation
	
	M
	

	
	RLP Header
	
	M
	

	
	Standard Roaming Location Immediate Request
	
	M
	

	
	Emergency Roaming Location Immediate Request
	
	O
	

	
	Extension Message
	
	O
	


A.1.3 Inter-Location Server Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Inter-Location Server Service Result
	
	M
	

	
	RLP Header
	
	M
	

	
	Standard Roaming Location Immediate Answer
	
	M
	

	
	Standard Roaming Location Immediate Report
	
	M
	

	
	Emergency Roaming Location Immediate Answer
	
	O
	

	
	Extension Message
	
	O
	

	
	
	
	
	


A.1.4 Roaming Header

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	locationserver
	
	M
	

	
	client
	
	M
	

	
	serving_node_action
	
	O
	

	
	gsm_net_param
	
	O
	


A.1.5 Standard Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	codeword
	
	O
	

	
	eqop
	
	TBD
	

	
	geo_info
	
	TBD
	

	
	loc_type
	
	TBD
	

	
	prio
	
	TBD
	

	
	pushaddr
	
	TBD
	

	
	Extension parameters
	
	O
	

	
	
	
	
	


A.1.6 Standard Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	pos
	
	M
	

	
	req_id
	
	O
	Mandatory for ASYNCH requests

	
	result
	
	M
	

	
	add_info
	
	O
	

	
	Extension parameters
	
	O
	


A.1.7 Standard Roaming Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	req_id
	
	M
	

	
	pos
	
	M
	

	
	Extension parameters
	
	O
	


A.1.8 Emergency Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	eqop
	
	O
	

	
	geo_info
	
	O
	

	
	loc_type
	
	O
	

	
	Extension parameters
	
	O
	


A.1.9 Emergency Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eme_pos
	
	M
	

	
	result
	
	M
	

	
	add_info
	
	O
	

	
	Extension parameters
	
	O
	


A.1.10 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	
	
	
	

	
	
	
	
	

	
	codeword
	
	O
	

	
	esrd
	
	O
	

	
	esrk
	
	O
	

	
	session
	
	O
	

	
	
	
	
	

	
	
	
	
	


A.1.11 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eme_event
	
	O
	

	
	tlrr_event
	
	TBD
	Deferred requests  FFS

	
	ms_action
	
	TBD
	Deferred requests  FFS

	
	interval
	
	TBD
	Deferred requests  FFS

	
	loc_type
	
	TBD
	

	
	prio
	
	TBD
	

	
	pushaddr
	
	O
	

	
	req_id
	
	O
	Mandatory if ASYNCH requetst supported

	
	start_time
	
	TBD
	Deferred requests  FFS

	
	stop_time
	
	TBD
	Deferred requests  FFS

	
	url
	
	O
	

	
	time_remaining
	
	TBD
	Deferred requests  FFS


A.1.12 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	pos
	
	M
	

	
	eme_pos
	
	O
	

	
	pd
	
	M
	

	
	poserr
	
	M
	

	
	time
	
	M
	

	
	alt
	
	O
	

	
	alt_acc
	
	O
	

	
	direction
	
	O
	

	
	speed
	
	O
	

	
	lev_conf
	
	O
	

	
	geo_info
	
	M
	

	
	CoordinateReferenceSystem
	
	M
	

	
	Identifier
	
	M
	

	
	code
	
	M
	

	
	codeSpace
	
	M
	

	
	edition
	
	M
	


A.1.13 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	add_info
	
	O
	

	
	result
	
	M
	


A.1.14 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	shape
	
	TBD
	

	
	angularUnit
	
	TBD
	

	
	angle
	
	TBD
	

	
	coord
	
	TBD
	

	
	X
	
	TBD
	

	
	Y
	
	TBD
	

	
	Z
	
	TBD
	

	
	Point
	
	TBD
	

	
	LineString
	
	TBD
	

	
	Box
	
	TBD
	

	
	LinearRing
	
	TBD
	

	
	Polygon
	
	TBD
	

	
	outerBoundaryIs
	
	TBD
	

	
	innerBoundaryIs
	
	TBD
	

	
	CircularArcArea
	
	TBD
	

	
	EllipticalArea
	
	TBD
	

	
	inRadius
	
	TBD
	

	
	outRadius
	
	TBD
	

	
	radius
	
	TBD
	

	
	semiMajor
	
	TBD
	

	
	semiMinor
	
	TBD
	

	
	startAngle
	
	TBD
	

	
	stopAngle
	
	TBD
	

	
	MultiLineString
	
	TBD
	

	
	MultiPoint
	
	TBD
	

	
	MultiPolygon
	
	TBD
	


A.1.15 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eqop
	
	O
	

	
	qop
	
	O
	

	
	ll_acc
	
	O
	

	
	hor_acc
	
	O
	

	
	max_loc_age
	
	O
	

	
	resp_req
	
	O
	

	
	resp_timer
	
	O
	


A.1.16 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	gsm_net_param
	
	O
	

	
	neid
	
	O
	

	
	vmcscid
	
	O
	

	
	vlrid
	
	O
	

	
	sgsn
	
	O
	

	
	imsi
	
	O
	

	
	v_ls
	
	O
	

	
	pce
	
	O
	

	
	
	
	TBD
	


A.1.17 Support for Roaming Context and Privacy Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	client
	
	M
	

	
	id
	
	M
	

	
	requestor
	
	O
	

	
	pwd
	
	O
	

	
	serviceid
	
	O
	

	
	requestmode
	
	M
	

	
	subclient
	
	O
	

	
	locationserver
	
	M
	

	
	clientname
	
	O
	

	
	serving_node_action
	
	O
	

	
	poi
	
	M
	

	
	pseudoid
	
	M
	

	
	servicetype
	
	M
	


<< new clause>>

A.1.18 Service attributes
	Item
	Function
	Reference
	Status
	Requirement

	TBD
	res_type
	
	M
	

	
	ver
	
	M
	

	
	recv_role
	
	M
	


<<end of new clause>>
A.2 Client side requirements

A.2.1 General Requirements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Parsing of DTDs
	
	M
	A Location Server MUST be able to parse all well formed location XML documents

	TBD
	Invalid values
	
	M
	Send error 110 or 111 depending upon attribute or element

	TBD
	Types of location information
	
	M
	

	
	Version handling
	
	M
	

	
	Quality of Position
	
	O
	

	
	Target Identities
	
	M
	

	
	Priority
	
	O
	


A.2.2 Inter-Location Server Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Inter-Location Server Service Initiation
	
	M
	

	
	RLP Header
	
	M
	

	
	Standard Roaming Location Immediate Request
	
	M
	

	
	Emergency Roaming Location Immediate Request
	
	O
	

	
	Extension Message
	
	O
	


A.2.3 Inter-Location Server Service Result DTD

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	Inter-Location Server Service Result
	
	M
	

	
	RLP Header
	
	M
	

	
	Standard Roaming Location Immediate Answer
	
	M
	

	
	Standard Roaming Location Immediate Report
	
	M
	

	
	Emergency Roaming Location Immediate Answer
	
	O
	

	
	Extension Message
	
	O
	

	
	
	
	
	


A.2.4 Roaming Header

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	locationserver
	
	M
	

	
	client
	
	M
	

	
	serving_node_action
	
	O
	

	
	gsm_net_param
	
	O
	


A.2.5 Standard Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	codeword
	
	O
	

	
	eqop
	
	TBD
	

	
	geo_info
	
	TBD
	

	
	loc_type
	
	TBD
	

	
	prio
	
	TBD
	

	
	pushaddr
	
	TBD
	

	
	Extension parameters
	
	O
	

	
	
	
	
	


A.2.6 Standard Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	pos
	
	M
	

	
	req_id
	
	O
	Mandatory for ASYNCH requests

	
	result
	
	M
	

	
	add_info
	
	O
	

	
	Extension parameters
	
	O
	


A.2.7 Standard Roaming Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	req_id
	
	M
	

	
	pos
	
	M
	

	
	Extension parameters
	
	O
	


A.2.8 Emergency Roaming Location Immediate Request

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	eqop
	
	O
	

	
	geo_info
	
	O
	

	
	loc_type
	
	O
	

	
	Extension parameters
	
	O
	


A.2.9 Emergency Roaming Location Immediate Answer

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eme_pos
	
	M
	

	
	result
	
	M
	

	
	add_info
	
	O
	

	
	Extension parameters
	
	O
	


A.2.10 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	msid
	
	M
	

	
	
	
	
	

	
	
	
	
	

	
	codeword
	
	O
	

	
	esrd
	
	O
	

	
	esrk
	
	O
	

	
	session
	
	O
	

	
	
	
	
	

	
	
	
	
	


A.2.11 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eme_event
	
	O
	

	
	tlrr_event
	
	TBD
	Deferred requests  FFS

	
	ms_action
	
	TBD
	Deferred requests  FFS

	
	interval
	
	TBD
	Deferred requests  FFS

	
	loc_type
	
	TBD
	

	
	prio
	
	TBD
	

	
	pushaddr
	
	O
	

	
	req_id
	
	O
	Mandatory if ASYNCH requetst supported

	
	start_time
	
	TBD
	Deferred requests  FFS

	
	stop_time
	
	TBD
	Deferred requests  FFS

	
	url
	
	O
	

	
	time_remaining
	
	TBD
	Deferred requests  FFS


A.2.12 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	pos
	
	M
	

	
	eme_pos
	
	O
	

	
	pd
	
	M
	

	
	poserr
	
	M
	

	
	time
	
	M
	

	
	alt
	
	O
	

	
	alt_acc
	
	O
	

	
	direction
	
	O
	

	
	speed
	
	O
	

	
	lev_conf
	
	O
	

	
	geo_info
	
	M
	

	
	CoordinateReferenceSystem
	
	M
	

	
	Identifier
	
	M
	

	
	code
	
	M
	

	
	codeSpace
	
	M
	

	
	edition
	
	M
	


A.2.13 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	add_info
	
	O
	

	
	result
	
	M
	


A.2.14 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	shape
	
	TBD
	

	
	angularUnit
	
	TBD
	

	
	angle
	
	TBD
	

	
	coord
	
	TBD
	

	
	X
	
	TBD
	

	
	Y
	
	TBD
	

	
	Z
	
	TBD
	

	
	Point
	
	TBD
	

	
	LineString
	
	TBD
	

	
	Box
	
	TBD
	

	
	LinearRing
	
	TBD
	

	
	Polygon
	
	TBD
	

	
	outerBoundaryIs
	
	TBD
	

	
	innerBoundaryIs
	
	TBD
	

	
	CircularArcArea
	
	TBD
	

	
	EllipticalArea
	
	TBD
	

	
	inRadius
	
	TBD
	

	
	outRadius
	
	TBD
	

	
	radius
	
	TBD
	

	
	semiMajor
	
	TBD
	

	
	semiMinor
	
	TBD
	

	
	startAngle
	
	TBD
	

	
	stopAngle
	
	TBD
	

	
	MultiLineString
	
	TBD
	

	
	MultiPoint
	
	TBD
	

	
	MultiPolygon
	
	TBD
	


A.2.15 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	eqop
	
	O
	

	
	qop
	
	O
	

	
	ll_acc
	
	O
	

	
	hor_acc
	
	O
	

	
	max_loc_age
	
	O
	

	
	resp_req
	
	O
	

	
	resp_timer
	
	O
	


A.2.16 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	gsm_net_param
	
	O
	

	
	neid
	
	O
	

	
	vmcscid
	
	O
	

	
	vlrid
	
	O
	

	
	sgsn
	
	O
	

	
	imsi
	
	O
	

	
	v_ls
	
	O
	

	
	pce
	
	O
	

	
	
	
	TBD
	


A.2.17 Support for Roaming Context and Privacy Elements

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	client
	
	M
	

	
	id
	
	M
	

	
	requestor
	
	O
	

	
	pwd
	
	O
	

	
	serviceid
	
	O
	

	
	requestmode
	
	M
	

	
	subclient
	
	O
	

	
	locationserver
	
	M
	

	
	clientname
	
	O
	

	
	serving_node_action
	
	O
	

	
	poi
	
	M
	

	
	pseudoid
	
	M
	

	
	servicetype
	
	M
	


<< new clause>>

A.2.18 Service attributes

	Item
	Function
	Reference
	Status
	Requirement

	TBD
	res_type
	
	M
	

	
	ver
	
	M
	

	
	recv_role
	
	M
	


<<end of new clause>>
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