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 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
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	Source:
	Andreas Wachter (Qualcomm), Leslie Lamprecht (TCS)
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1 Reason for Change

Replace Error Cause with Status Code. This will enable a consistent handling of cached positions (user consent granted and user consent denied).
Introduce Status Code ranges. The introduction of Status Code ranges will allow for a systematic handling of status codes (errors, informational, etc.).
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update TS document accordingly.
6 Detailed Change Proposal

<< start of change >>

6.1  Common Elements
This section defines SUPL protocol elements that are either common between different messages, or not defined elsewhere, including Cell information

	Parameter
	Presence
	Description

	Cell Information
	Depends on applicability
	Defines the cell information of the SET. This element is defined in the common elements section. Contains one of the following three subelements



	>3GPP2 Cell information
	O
	3GPP2 base id information

	>>SID
	M
	3GPP2 System ID

	>>NID
	M
	3GPP2 network ID

	>>BASE ID
	M
	3GPP2 network ID

	>GSM Cell information
	O
	

	>>MCC
	M
	3GPP MCC

	>>MNC
	M
	3GPP MNC

	>>LAC
	M
	3GPP LAC

	>>CI
	M
	3GPP GSM CI

	>WCDMA Cell information
	O
	

	>>MCC
	M
	3GPP MCC

	>>MNC
	M
	3GPP MNC

	>>CI
	M
	3GPP WCDMA CI


Table 5: Cell Information element

The following table describes the different status codes defined. The status codes fall into the following categories:
0 - 99:

Error 

100 – 199:
Informational
	Status Code
	Description
	Status Code value
	Category

	UNSPECIFIED             
	The error is unknown
	0
	Error

	SYSTEM FAILURE               
	System Failure
	1
	Error

	UNEXPECTED MESSAGE               
	Unexpected message
	2
	Error

	DATA MISSING                 
	Needed data value is missing
	3
	Error

	UNEXPECTED PARAMETER VALUE         
	Unexpected parameter value
	4
	Error

	POSITION METHOD FAILURE       
	The underlying positiong method returned a failure
	5
	Error

	PROTOCOL VERSION NOT SUPPORTED       
	Protocol version not supported
	6
	Error

	RESOURCE SHORTAGE   
	Resource shortage
	7
	Error

	UNEXPECTED DATA VALUE   
	Unexpected data value
	8
	Error

	USER CONSENT DENIED
	User denies location request
	100
	Info

	USER CONSENT GRANTED
	User grants location request
	101
	Info

	
	
	
	

	
	
	
	

	
	
	
	


Table 6: Status Codes
<< end of change >>

<< start of change >>

8.8    Common Elements
SUPL-Components

-- { See OMA-LOC-SUPL-PS} 

DEFINITIONS 

    AUTOMATIC TAGS ::=

BEGIN 

EXPORTS

    Version, 

    SessionID, 

    IPAddress,

    SLPAddress,

    LocationId,

    Position,

    StatusCode,

    Velocity

    RequestorId

    ;

-- protocol version expressed as x.y.z (e.g., 5.1.0)

Version ::= SEQUENCE {

    maj INTEGER(0..255),

    min INTEGER(0..255),

    rev INTEGER(0..255)

}

SessionID ::= INTEGER(0..65535)

IPAddress ::= CHOICE {

ipv4Address
OCTET STRING (SIZE(4)),

ipv6Address
OCTET STRING (SIZE(16))

}

SLPAddress ::= CHOICE {

    iPAddress

IPAddress,

    uRL

URL

}

URL ::= VisibleString (FROM ("a".."z"|"A".."Z"|"0".."9"|"./-_~%#")) (SIZE (1..1000))

LocationId ::=  CHOICE {

    cdmaCell    CdmaCellInformation,

    gsmCell     GsmCellInformation,

    wcdmaCell   WcdmaCellInformation

}

Position ::= SEQUENCE {


timestamp

UTCTime;


positionEstimate

PositionEstimate

}

PositionEstimate ::= SEQUENCE {
latitudeSign


ENUMERATED { north, south },
latitude


INTEGER (0..8388607),
longitude


INTEGER (-8388608..8388607),
uncertaintySemiMajor
INTEGER (0..127),
uncertaintySemiMinor
INTEGER (0..127),
orientationMajorAxis
INTEGER (0..180),
-- angle in degree between major axis and North
confidence


INTEGER (0..100),

altitudeInfo


AltitudeInfo OPTIONAL
}
AltitudeInfo ::= SEQUENCE {

altitudeDirection

ENUMERATED { height, depth },
altitude


INTEGER (0..32767),
altUncertainty

INTEGER (0..127)
}
-- based on 3GPP TS 23.032
CdmaCellInformation ::= SEQUENCE {

    refSID      INTEGER(0..65535),      -- Mobile Country Code

    refNID      INTEGER(0..65535),      -- Mobile Network Code

    refBASEID  INTEGER(0..65535)       -- Location area code

}

GsmCellInformation ::= SEQUENCE {

    refMCC      INTEGER(0..999),        -- Mobile Country Code

    refMNC      INTEGER(0..999),        -- Mobile Network Code

    refLAC      INTEGER(0..65535),      -- Location area code

    refCI       INTEGER(0..65535)       -- Cell identity

    --nMR         NMR OPTIONAL,

    --tA          TA  OPTIONAL

}

WcdmaCellInformation ::= SEQUENCE {

    refMCC      INTEGER(0..255),        -- Mobile Country Code

    refMNC      INTEGER(0..255),        -- Mobile Network Code

    refCI       INTEGER(0..268435455)   -- Cell identity

}

StatusCode ::= SEQUENCE {


errorcode
Errorcode
OPTIONAL,


informational
Informational
OPTIONAL
}
ErrorCode ::= ENUMERATED {

    UNSPECIFIED                 (0),

    SYSTEMFAILURE               (1),

    UNEXPECTEDMESSAGE           (2),

    DATAMISSING                 (3),

    UNEXPECTEDPARAMETERVALUE    (4),

    POSITIONMETHODFAILURE       (5),


    PROTOCOLVERSIONNOTSUPPORTED (6),

    RESOURCESHORTAGE            (7),
    UNEXPECTEDDATAVALUE         (8),
    …
}
Informational ::= ENUMERATED {


USERCONSENTDENIED
(100),


USERCONSENTGRANTED
(101),


…

}
Velocity ::= SEQUENCE {


velocityType
VelocityType,


velocityValue
VelocityValue

}

VelocityType ::= ENUMERATED {


HOR

(0),


HOR_AND_VER

(1),


HOR_WITH_UNCERT

(2),


HOR_AND_VER_WITH_UNCERT
(3)

}

VelocityValue  ::= CHOICE {
-- velocity definition as per 23.032


horvel

Horvel,


horandvervel

Horandvervel,


horveluncert

Horveluncert,


horandveruncert
Horandveruncert

}

Horvel ::= SEQUENCE {


bearing
BIT STRING (SIZE(9)),


horspeed
BIT STRING (SIZE(16))

}

Horandvervel ::= SEQUENCE {


verdirect
BIT STRING (SIZE(1)),


bearing
BIT STRING (SIZE(9)),


horspeed
BIT STRING (SIZE(16)),


verspeed
BIT STRING (SIZE(8))

}

Horveluncert ::= SEQUENCE {

bearing

BIT STRING (SIZE(9)),

horspeed

BIT STRING (SIZE(16)),

uncertspeed
BIT STRING (SIZE(8))

}

Horandveruncert ::= SEQUENCE {

verdirect
BIT STRING (SIZE(1)),

bearing

BIT STRING (SIZE(9)),

horspeed

BIT STRING (SIZE(16)),

verspeed

BIT STRING (SIZE(8)),

horuncertspeed
BIT STRING (SIZE(8)),

veruncertspeed
BIT STRING (SIZE(8))

}

RequestorId ::= SEQUENCE {


requestorId
RequId,


…

}

RequId ::= CHOICE {


wAPId

WAPId,


javaId

JavaId,


brewId

BrewId,


wIPIId

WIPIID,


nativeId
NativeId,


otherId

OtherId


}

WAPId ::= SEQUENCE (SIZE(1..255)) OF Character -- URL

JavaId ::= SEQUENCE (SIZE(1..255)) OF Character

BrewId ::= INTEGER(0..65535)

WIPI ::= SEQUENCE (SIZE(1..255)) OF Character

NativeId ::= SEQUENCE (SIZE(1..255)) OF Character

OtherId ::= SEQUENCE (SIZE(1..255)) OF Character

Character ::= BIT STRING(SIZE(8))

END
<< end of change >>

<< start of change >>

6.2  SUPL END

SUPL-END

-- { See OMA-LOC-SUPL PS} 

DEFINITIONS 

    AUTOMATIC TAGS ::= 

BEGIN

EXPORTS

    SUPLEND

    ;

IMPORTS

    StatusCode, Position FROM SUPL-Components

    ;

-- see OMA-LOC-SUPL 

SUPLEND ::= SEQUENCE {

    position        Position      OPTIONAL,

    statuscode      StatusCode    OPTIONAL

}

END
<< end of change >>
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