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1 Reason for Change

The call flows for cached position based location fixes are not very well described in the current AD baseline text and in particular, no explicit call flows are provided. This CR proposes to add cached location specific call flows to the AD document as an appendix.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept proposed change and update AD document accordingly.
6 Detailed Change Proposal
Add the following text to the baseline AD document:

Appendix C. Call Flows for Cached Position based Position Fixes (Informative)
The call flows presented in the following sections describe cached position based location determination scenarios. The call flows have been added to complement the call flows presented in chapter 6.8 and 6.9.
C.1 SUPL Collaboration Network Initiated
C.1.1 Immediate

C.1.1.1 Non-Roaming Successful Case – Proxy mode
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Steps C, D and E are only required if notification or verification to the target subscriber are required.
C.1.1.2 Non-Roaming Successful Case – Non-Proxy mode
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Steps C, D and E are only required if notification or verification to the target subscriber are required.
C.1.1.3 Roaming Successful Case – Proxy with V-SLP
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Steps E, F and G are only required if notification or verification to the target subscriber are required.
C.1.1.4 Roaming Successful Case – Non-Proxy mode with V-SPC
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Steps E, F and G are only required if notification or verification to the target subscriber are required.
C.1.1.5 Roaming Successful Case – Proxy mode with H-SLP
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Steps E, F and G are only required if notification or verification to the target subscriber are required.
C.1.1.6 Roaming Successful Case – Non-Proxy mode with H-SPC
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Steps E, F and G are only required if notification or verification to the target subscriber are required.
C.2 SUPL Collaboration SET Initiated

C.2.1 Immediate

All cached position based call flows for SET Initiated Immediate are a simple SULP START – SUPL END call flows between SET and (H)-SLP. Based on the QoP parameter in SUPL START the (H)-SLP decides that a cached position shall be used and simply sends the cached position estimate back to the SET in a SUPL END message.
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