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1 Reason for Change
The Location ID is important element in SUPL POS INIT and SUPL START message, as the SLP must calculate a coarse position basing on it in not only Network Initiated scenarios but also in SET Initiated ones. If the Location ID was invalid or the SLP had not enough information to calculate the coarse position, the SLP could not generate the assistance data basing on the coarse position, also The SET and the SLP could not exchange successive SUPL POS messages, and the SUPL session MUST be closed. 
Although there is a status code ‘unexpectedDataValue’ in SUPL TS, but it has too much meanings to indicate the problem exactly. Furthermore, the SLP may need recording the information for operator to analyze the problem, and the SET need recording it to avoid using the Location ID again. This CR adds a Status Code ‘invalidLocationId’.
2 Impact on Backward Compatibility

None as this is a new specification.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

None.

5 Recommendation
Discuss and agree this CR. Then apply changes to TS as detailed in section 6.
6 Detailed Change Proposal
The invalidLocationId is added to the definition of Status Code. Explanatory text and the normative ASN.1 definition are also added.
>>>
7.1 Status Code
	Parameter
	Presence
	Values/description

	Status Code
	-
	The different status codes, either error or information indicators, as described in the ta ble below


Table 15 Status Code
	Status Code
	Description

	Error Indicator
	Indicates Errors

	unspecified             
	The error is unknown

	systemFailure               
	System Failure

	protocolError               
	Protocol parsing error

	dataMissing                 
	Needed data value is missing

	unexpectedDataValue         
	A datavalue takes a value that cannot be used

	posMethodFailure       
	The underlying positioning method returned a failure

	posMethodMismatch
	No positioning method could be found matching requested QoP, SET capabilities and positioning method specified by SLP

	posProtocolMismatch
	No positioning protocol could be found being available at SET and SLP

	targetSETnotReachable       
	The SET was not responding

	versionNotSupported 
	Wrong ULP version

	resourceShortage   
	There were not enough resources available to serve the SET

	invalidSessionId
	Invalid session identity 

	unexpectedMessage
	Unexpected message received

	nonProxyModeNotSupported
	The SET does not support “Non-Proxy” mode of operation.

	proxyModeNotSupported
	The SET does not support “Proxy” mode of operation.

	positioningNotPermitted
	The SET is not authorized by the SLP to obtain a position or assistance data.

	authNetFailure
	The network does not authenticate the SET. Only used in SUPL AUTH_RESP

	invalidLocationId
	The SLP cannot calculate coarse position base on LocationId sent by SET.

	Information Indicator
	Indicates Information

	consentDeniedByUser
	User denied consent for location determination session.

	consentGrantedByUser
	User granted consent for location determination session.


Table 16: Status Codes
StatusCode ::= ENUMERATED {

  unspecified(0), systemFailure(1), unexpectedMessage(2), protocolError(3),

  dataMissing(4), unexpectedDataValue(5), posMethodFailure(6),

  posMethodMismatch(7), posProtocolMismatch(8), targetSETnotReachable(9),

  versionNotSupported(10), resourceShortage(11), invalidSessionId(12),

  nonProxyModeNotSupported(13), proxyModeNotSupported(14),

positioningNotPermitted(15), authNetFailure(16), invalidLocationId(17), 

consentDeniedByUser(100), consentGrantedByUser(101),
...

  }
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