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1 Reason for Change

During Jeju meeting, there was an agreement on the usage of terminology of triggered location requests for SUPL 2.0. Several bugs are reported also. This CR addresses these changes against MLP TS.
Revision R01 of this CR also fixes the “SHALLshall” bug.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on proposed changes
6 Detailed Change Proposal

5.3.31 lcs_ref

	Description:

	The LDR reference number received from Home Location Server. For more information see [23.271]

	Type:
	Element

	Format:
	Char String

	Defined values:
	Two decimal digits, 00-64 

	Default value:
	-

	Example:
	<lcs_ref>50</lcs_ref>

	Note:
	Lcs_ref SHALL be sent in the triggered location reporting request with change of area event or MS_AVAIL event and  combined triggered location reporting request with periodic event / MS_AVAIL event request case. The LDR reference number is received as one octet and shall be encoded to the decimal numbers 00 to 64.


Change 1:  Another change

5.6.1 Location Services using HTTP

An LCS Client SHALL request a Location Service by issuing an HTTP POST request towards the Location Server. For more information about HTTP POST, see [RFC2616]. The request line syntax is shown below.

Request-line:
 POST SP host SP HTTP/1.1 CRLF

The request MUST include the entity-header Content-length field as part of the request. The message body of the request SHALL include the XML formatted request and SHALL have the length specified by the LCS Client in the Content-length field.

If the request is a triggered request the result SHALL be delivered to the LCS client through an HTTP POST operation issued by the Location Server. This implies that the LCS client MUST be able to receive HTTP POST requests and give a valid response. 

All Location Services are invoked by sending a request using HTTP POST to a certain URI. An example of an URI is shown below.

http://host:port/LocationQueryService/
The response to the invocation of a Location Service SHALL be returned using an HTTP response. 

If the LCS client requests standard location of asynchronous mode, triggered reporting of location, the Location Server SHALL return the report by performing an HTTP POST operation towards the client. The client must specify the URI that the answer should be posted to. This is done in the service request or by having it in the LCS client profile that can be stored in the Location Server.

The report SHALL be included in the message body and the Content-length entity SHALL be set to the length of the answer.

When an LCS client attempts to invoke a service request that is not defined in this specification, the Location Server SHALL return a General Error Message (GEM) in a HTTP '404' error reponse:

Status-Line: HTTP/1.1 SP 404 SP Not Found CRLF
Change 2:  etc

<insert change info here>
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