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1 Reason for Change

In the case where a SUPL provider is not the owner of the UICC there is a need to securely store the H-SLP address of this SUPL provider on the UICC or SET. However, if the owner of the UICC does not want the SET user to have access to the H-SLP address on the UICC it is necessary for the SET user to be able to securely store the H-SLP address of the SUPL provider in the SET. This CR proposes that the UICC owner be able to limit access to the H-SLP address stored on the USIM and give the SET user access to the access to the H-SLP address stored on the SET.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve and update SUPL 1.0 AD.

6 Detailed Change Proposal

7.2 Authorization in SUPL

Authorization in Non-Proxy mode is provided implicitly by using a derived authentication key (PSK_SPC_Key) with the serving SPC. Details of the key derivation can be found in Section Error! Reference source not found..

Authorization in Proxy mode is provided by the provisioning of the Home SLP address in the SET. This address MUST be in the form of a FQDN and SHOULD be securely provisioned by the Home Network of the SET. For 3GPP compliant implementations the SET MUST read the H-SLP address (in FQDN form) as a parameter “ADDR” under the “APPADDR/ADDR” characteristic as specified in WAP PROVCONT [PROVCONT]. In addition, the H-SLP address MUST be securely stored in an area on a 3GPP compliant UICC (USIM/SIM).. A SET MUST always read the H-SLP address from the UICC if the address is configured.

If no H-SLP address can be found in the UICC the SET MUST NOT configure any H-SLP address in the SET and present the SET User with an error message indicating that H-SLP address is not configured. The error messages MUST only be presented to the SET User when a Network initiated or a SET initiated SUPL session is triggered.

SETs MUST store the UICC_ID (USIM/SIM) against the H-SLP address configurations. The SET MUST check that the same UICC (i.e., UICC_ID) is present when it powers on. If a new UICC is detected by the SET all previous H-SLP settings MUST be removed from the SET and they MUST be replaced by the H-SLP addresses stored in the new UICC. 

For 3GPP2 implementations the H-SLP address MUST be securely provisioned in the UIM or R-UIM.

It MUST be possible for the owner of the UICC (e.g. MNO) to limit the provisioning so that the address of the H-SLP can only be provisioned by the owner of the UICC and cannot be configured by the SET User. If the provisioning of the H-SLP address has not been limited by the owner of the UICC, then the SET MUST check if an H-SLP address has been stored in the secure storage area of SET and use it.
For SET initiated SUPL operations, the SET MUST always contact the H-SLP using the address configured in the SET. The SET MUST NOT directly initiate a SUPL session with an SLP that is not configured as the Home SLP.
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