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1 Reason for Change

This contribution proposes defining the exception cases of the triggered location services in SUPL 2.0. 
2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and add it to OMA-AD-SUPL-V2_0 if found applicable.
6 Detailed Change Proposal

SET does not allow the Trigged Positioning
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figure 1 – NW Initiated Triggered location, SET User denies Positioning

A.  The SUPL Agent issues an MLP TLRR message to the H-SLP for the target SET. The H-SLP shal authenticate the SUPL Agent and check if the SUPL Agent is authorized for the service it requests, based on the client-id recived. Further, based on the received msid the H-SLP shall apply subscriber privacy against the client-id.
B.  The H-SLP verifies that the garget SET is currently not SUPL roaming. The H-SLP may also verify that the target SET supports SUPL.

C.  The H-SLP initiates the location session with the SET using the SUPL INIT message. In this case the SUPL INIT message contains at least session-id, proxy/non-proxy mode indicator, intended positioning method and service-type. The service-type indicates the triggered service is requested. If the result of the privacy check in Step A indicates that notification or verification to the target subscriber is needed, the H-SLP SHALL also include Notification element in the SUPL INIT message.
D.  When the SUPL INIT is received by the SET it will either attach itself to Packet Data Network if it is not attached at the time being or establish a circuit switched data connection.
E.  The SET evaluates the notification rules and alerts the subscriber of the position request. In this case the user rejects the Triggered location request, either by explicit action or implicitly by not responding to the notification, and the SET returns to the H-SLP the SUPL END message containing the session-id, hash of the SUPL INIT message and the status code indicating the error reason.
F.  The H-SLP sends the SLP TLRA message to SUPL Agent. The massage contains result which including result code indicating the error reason.
Network cancels the triggered location request
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figure 2 – NW Initiated Triggered location, Network cancels the triggered location request
A.   The triggered location procedure is processing.
B.   The SUPL Agent receives a request for cancellation of this triggered location from the client and sends a MLP TLRSR message to stop this triggered positioning. This message contains req_id identified this triggered location request.

Note: The MLP TLRSR is not necessary, because the cancellation of triggered location request could be initiated by SLP itself.
C.   If receiving the MLP TLRSR or for some other reasons, such as the target SET’s privacy have changed, the H-SLP sends a SUPL TRIGGERED STOP message with the session-id to target SET to request cancel this triggered location. 
D.   The target SET acknowledges that it has cancelled the positioning procedure with a SUPL TRIGGERED ANSWER back to the H-SLP. If that cancellation is failed, the message contains the result code indicating the error reason.
E.   The H-SLP sends the answer back to the SUPL Agent by means of the MLP TLRSA message. This message contains at least req_id or result. 
F.   The H-SLP sends the SUPL END message to the SET informing it that the triggered location session is finished. The SET and the H-SLP SHALL release the secure IP connection and release all resources related to this session.
SET cancels the triggered location request
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figure 3 –NW Initiated Triggered location, SET cancels the triggered location request
A.   The triggered location procedure is processing.

B.   The SET sends a SUPL TRIGGERED STOP message with the session-id to H-SLP to request cancel this triggered location. 

D.   The H-SLP sends the SUPL END message to the SET. The SET SHALL release the secure IP connection and release all resources related to this session.
E.   The H-SLP sends the answer back to the SUPL Agent by means of the MLP TLRSA message. This message contains at least req_id. The H-SLP SHALL release all resources related to this session.
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