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1 Reason for Change

There is technical specification [OMA-TS-OWSER-Core-Specification-V1_1-20051220-C] and guide [OMA-TS-OWSER-Best_Practice-WSDL_Style_Guide-V1_1-20051220-C] for OMA web services.

This CR puts a description to use PCP over the Web Services with regard to these guides. The PCP Web Service based on OMA Web Services needs to be described referring to [WSDL1.1], [OWSER1.1] and [OWSER Prac].
2 Impact on Backward Compatibility

None. 
3 Impact on Other Specifications

None. 
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
5 Recommendation

Accept proposed change and update PCP TS document accordingly. 
OMA LOC WG is expected to contact IANA to assign the specific port number for PCP service.
6 Detailed Change Proposal

Change 1:  Chapter 2, References 
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3.1 PCP Web Services
This section describes how to use PCP over the Web Services. 

PCP Web Services use the request and response message pattern between LS and PCE. In the context of PCP, the PCP client is referred to Location Server and the PCP server is the Privach Checking Entity. For more information about OMA Web Services, refer to  [WSDL1.1], [OWSER1.1] and [OWSER Prac].

The binding of PCP WSDL definitions define the protocols and operational styles of the binding. The SOAP/HTTP binding is supported for PCP Web Services recommended by OMA Web Services [OWSER1.1].

In SOAP message style, WSDL 1.1 is defined by document and RPC styles. However, standard convention for RPC style has not yet been adopted. This section provides document message style for PCP Web Service. 
8.1.1 PCP Web Services using SOAP/HTTP

PCP Web Services consist of  PCPQueryServices and PCPNotificationService. 

PCPQueryService contains Privacy Assertion Service and Psuedonym/Verinym Mediation Service. The following  sequence diagram of SOAP over binding HTTP (cf. Figure 8-1) is used for PCPQueryService.
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Figure 8-1: SOAP/HTTP sequence for PCPQueryservice
PCPNotificationService contains Privacy Update Notification Service. The following  sequence diagram of SOAP over binding HTTP (cf. Figure 8-2) is used for PCPNotificatonService.
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Figure 8-2: SOAP/HTTP sequence for PCPNotificationService

8.1.2 Request and Response Encapsulation

A request SHALL have a header part and a body part. A response MAY have a header part and SHALL have a body part. To be able to make a service request with a single XML document the header and the body are encapsulated in the same service schema. The context header holds the authentication data pertinent to a particular pcp request. The body part is described in the sections 6 to 7. 
8.1.3 PCP Web Services Schema 
8.1.3.1   PCPQueryService Initiation and Result
	<!--                             pcp_svc_init                                -->


<xs:element name="pcp_query_init">



<xs:complexType>



<xs:sequence>




<xs:element ref="pcp_hdr"/>




<xs:sequence>




<xs:choice>





<xs:element ref="LPARequest"/>





<xs:element ref="VerinymRequest"/>





<xs:element ref="PseudonymRequest"/>




</xs:choice>




<xs:element name="extension.message" type="xs:anyType" minOccurs="0"/>




</xs:sequence>



</xs:sequence>



</xs:complexType>


</xs:element>

<xs:element name="pcp_query_result">



<xs:complexType>



<xs:sequence>




<xs:element ref="pcp_hdr"/>




<xs:sequence>




<xs:choice>





<xs:element ref="LPAResponse"/>





<xs:element ref="VerinymResponse"/>





<xs:element ref="PseudonymResponse"/>




</xs:choice>




<xs:element name="extension.message" type="xs:anyType" minOccurs="0"/>




</xs:sequence>



</xs:sequence>



</xs:complexType>


</xs:element>


8.1.3.2 PCPNotificationService Initiation and Result
	
<xs:element name="pcp_notification_init">



<xs:complexType>



<xs:sequence>




<xs:element ref="pcp_hdr"/>




<xs:sequence>




<xs:choice>





<xs:element ref="LPUNotification"/>




</xs:choice>




<xs:element name="extension.message" type="xs:anyType" minOccurs="0"/>




</xs:sequence>



</xs:sequence>



</xs:complexType>


</xs:element>

<xs:element name="pcp_notification_result">



<xs:complexType>



<xs:sequence>




<xs:element ref="pcp_hdr"/>




<xs:sequence>




<xs:choice>





<xs:element ref="LPUAck"/>




</xs:choice>




<xs:element name="extension.message" type="xs:anyType" minOccurs="0"/>




</xs:sequence>



</xs:sequence>



</xs:complexType>


</xs:element>


























NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

