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	Classification:
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 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jaehyuk Choi, Donghee Shim, LG Electronics, Inc.

	Replaces:
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1 Reason for Change
This CR is based on the discussion in the “OMA-LOC-2006-0XXX-INP_SUPL2_0_TS-ULP_deleting_Posmethods_avail_parameter”.
This CR proposes to delete the posmethods-avail parameter in SUPL 2.0 TS.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agreed on proposed change

6 Detailed Change Proposal

Change 1:  Author’s Note: Only impacted steps in the text are shown in the CR

5.1.8.1    Non-Roaming Successful Case – Proxy mode
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Figure 1: NW Initiated Periodic Trigger Service Non-Roaming Successful Case – Proxy Mode

NOTE:
See section XXX for timer descriptions.

H. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to start a positioning session with the H-SLP. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The H-SLP MAY select any of the positioning methods in the posmethods. The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If a position calculated based on information received in the SUPL POS INIT message is available (e.g. a cell-id based position fix) that meets the required QoP, the H-SLP SHALL directly proceed to step J and not engage in a SUPL POS session.

5.1.8.2   Roaming Successful Case – Proxy with V-SLP Positioning

SUPL Roaming where the V-SLP is involved in the positioning calculation.
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Figure 2: NW Initiated Periodic Trigger Service Roaming Successful Case – Proxy Mode with V-SLP

NOTE:
See section XXX for timer descriptions

J. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to the H-SLP to start a positioning session with the V-SLP. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If the SUPL POS INIT message contains a position that meets the required QoP, the H-SLP SHALL directly proceed to step N.

5.1.8.3    Roaming Successful Case – Proxy with H-SLP Positioning

SUPL Roaming where the H-SLP is involved in the positioning calculation.
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Figure 3: NW Initiated Periodic Trigger Service Roaming Successful Case – Proxy Mode with H-SLP

NOTE:
See section XXX for timer descriptions

J. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to the H-SLP to start a positioning session with the H-SLP. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If the SUPL POS INIT message contains a position that meets the required QoP, the H-SLP SHALL directly proceed to step N and not engage in a SUPL POS session

Change 2:  Another change
5.1.10.1    Non-Roaming Successful Case – Non-Proxy mode
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Figure 4: NW Initiated Periodic Trigger Service Non-Roaming Successful Case – Non-Proxy Mode

NOTE:
See section XXX for timer descriptions

J. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to start a positioning session with the H-SPC. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If a position calculated based on information received in the SUPL POS INIT message is available (e.g. a cell-id based position fix) that meets the required QoP, the H-SPC SHALL directly proceed to step M and not engage in a SUPL POS session.

5.1.10.2    Roaming Successful Case – Non-Proxy with V-SPC Positioning

SUPL Roaming where the V-SPC is involved in the positioning calculation.
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Figure 5: NW Initiated Periodic Trigger Service Roaming Successful Case – Non-Proxy Mode with V-SPC

NOTE:
See section XXX for timer descriptions

K. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to the V-SPC to start a positioning session with the V-SPC. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If a position calculated based on information received in the SUPL POS INIT message is available (e.g. a cell-id based position fix) that meets the required QoP, the V-SPC SHALL directly proceed to step N and not engage in a SUPL POS session.

5.1.10.3    Roaming Successful Case – Non-Proxy with H-SPC Positioning

SUPL Roaming where the H-SPC is involved in the positioning calculation.
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Figure 6: NW Initiated Periodic Trigger Service Roaming Successful Case – Non-Proxy Mode with H-SLP

NOTE:
See section XXX for timer descriptions

L. When the periodic trigger in the SET indicates that the first position fix has to be performed, the SET attaches itself to the Packet Data Network if it is not already attached or establishes a circuit switched data connection. The SET then sends a SUPL POS INIT message to the H-SPC to start a positioning session with the H-SPC. The SUPL POS INIT message contains at least session-id, the location identifier (lid). The SET MAY provide NMR specific for the radio technology being used (e.g., for GSM: TA, RXLEV). The SET MAY provide its position, if this is supported. The SET MAY set the Requested Assistance Data element in the SUPL POS INIT.
If the SUPL POS INIT message contains a position that meets the required QoP, the H-SPC SHALL directly proceed to step R.

Change 3:  Etc
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