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1 Reason for Change

The current SUPL 2.0 TS ULP document does not define the SUPL REPORT message. This CR proposes a SUPL REPORT message definition and an ASN.1 message encoding for SUPL REPORT which is in line with the current definition of SUPL REPORT in the call flow section of SUPL 2.0 TS ULP.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal

7.2.15
SUPL REPORT

The SUPL REPORT message is used for triggered applications (periodic triggers and event triggers) in the following instances: 
(1) SUPL REPORT is used by the SLP to indicate the end of a positioning procedure (SUPL POS session) to the SET. In this case the SUPL REPORT message may or may not contain a calculated position. This applies to both periodic and event triggers.
(2) For triggered applications, the SUPL REPORT message may be used to send one or more position result(s) (calculated by the SET) and/or enhanced cell/sector measurement(s) from the SET to the SLP. A result code may optionally be sent to indicate an error condition (e.g. no position available). 
	Parameter
	Presence
	Multi
	Description

	ReportDataList
	O
	
	SUPL REPORT contains the Report Data List as the only parameter. Additional parameters may be added in the future.

	>Report Data
	M
	1 to N
	A sequence of N Reports each including Position Data and/or Measurement Data and/or Result Code

	>>Position Data
	O
	
	A calculated position and the respective positioning mode used (optional).

	>>>position
	M
	
	The calculated position of the SET (including a time stamp).

	>>>posmethod
	O
	
	Positioning method with which the position was calculated (e.g. SET Based A-GPS, autonomous GPS, etc.).

	>>Measurement Data
	O
	
	Multiple Location Id.

	>>Result Code
	O
	
	Result Code describing why no position or measurement could be reported:
· Out of radio coverage

· No position

· No measurement
· No position and no measurement
· Other

	>>Time Stamp
	O
	
	Time Stamp in either absolute time (UTC Time) or relative time (relative to “now” i.e. when the SUPL REPORT message is sent.


Table 17: SUPL REPORT Message
9.2.14    SUPL REPORT

SUPL-REPORT DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLREPORT;

IMPORTS Position, PosMethod, MultipleLocationIds
          FROM ULP-Components;

SUPLREPORT ::= SEQUENCE {
  reportDataList ReportDataList OPTIONAL,

  ...}
ReportDataList ::= SEQUENCE SIZE (1..N) OF ReportData
ReportData ::= SEQUENCE {

  positionData PositionData OPTIONAL,

  MeasurementData MultipleLocationIds OPTIONAL,
  resultCode ResultCode OPTIONAL,
  timeStamp TimeStamp OPTIONAL,
  ...}
PositionData ::= SEQUENCE (

 position
Position,

 posMethod
PosMethod OPTIONAL,

 ...}
ResultCode ::= Enumerated {outofradiocoverage(1), noposition(2), nomeasurement(3), nopositionnomeasurement(4), other(5), ...}
 TimeStamp ::= CHOICE {

  absoluteTime ::= UTCTime,

  relativeTime  INTEGER (0..31536000) -- relative time to when the SUPL REPORT message is sent in units of 1 sec, where 0 signifies “now” and n signifies n seconds in the past 
END
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