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 FORMCHECKBOX 
 1: Major Change
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	Source:
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1 Reason for Change

The former version R01 of this CR is to define the first position fix to take place immediately after SUPL TRIGGERED RESPONSE.
R02 is to add a delta time to Periodic Params.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change AD document accordingly.
6 Detailed Change Proposal

Change 1:  
Change 2:  
Change 3:  

Change 4:  
Change 5:  
Change 6:  
Change 7:  
Change 8:  
Change 9:  
Change 10:  
Change 11:  
Change 12:  
Change 13:  
Change 14:  
Change 15:  
Change 16:  
Change 17:  
Change 18:  
Change 19:  
Change 20:  
Change 21:  
Change 22:  
Change 23:  
Change 24:  
Change 25:  
Change 26:  
Change 27:  
Change 28:  
Change 29:  
Change 30:  
Change 31:  
Change 32:  
Change 33:  To add an element related to the start time of the first position fix in periodic event
9.26.2.1Periodic Params

This section describes the construct of the Periodic Triggers Params. This parameter is required if trigger type is set to Periodic.

	Parameter
	Presence
	Value/Description

	Number Of Fixes
	M
	Describes the number of fixes needed

	Interval Between Fixes
	M
	Describes the interval between fixes for periodic trigger

	DeltaTimeForFirstFix
	O
	It indicates the time for the SET starts the first position fix. It is a time window, for example,1 hour.
It is OPTIONAL, if it is not present, the SET should start the first fix immediately. 


Table 52: Periodic Params Parameters
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