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1 Reason for Change

To specify the reporting mode parameter in the SUPL TRIGGERED RESPONSE message.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal
8.2.11
SUPL TRIGGERED RESPONSE

SUPL TRIGGERED RESPONSE is the response to a SUPL TRIGGERED START message from the SLP to the SET

	Parameter
	Presence
	Description

	Positioning Method
	M
	The positioning method desired for the SUPL POS session.

	Trigger Params
	MCV
	This parameter indicates parameters of trigger session
For network initiated trigger service, this parameter MUST be present.

For SET initiated trigger service, this parameter MUST not be present.

	SLP Address
	CV
	This parameter is only required for non-proxy mode and contains an SPC address.

A SET uses this address to establish a data connection to the SPC.

	SET Auth key
	CV
	This parameter is only required for non-proxy, SET Initiated mode and contains the authentication key that a SET SHALL use for SPC authentication. 

	Key Identity 4
	CV
	This parameter is only required for non-proxy, SET Initiated mode and contains a key identity.

	Supported Network Information
	M
	This parameter defines the type(s) of Network Measurement information which the SET is allowed to send as part of Location ID and Multiple Location ID. If present, the parameter acts as filter in terms of which Network Measurement data the SET is allowed to send to the SLP.

	Reporting Mode
	O
	For periodic triggered sessions this parameter defines the reporting mode requested by the SLP. This parameter is optional. If not present, real time reporting is requested.

	>Rep Mode
	M
	One of the following modes:
· Real time

· Quasi real time

· Batch reporting

	>Batch Reporting Conditions
	CV
	If batch reporting is chosen, the SLP selects one of the following reporting conditions:
· Sending of a batch report after every Nth interval

· Sending of a batch report after every N minutes

· Sending of only one batch report at the end of the session

	>Batch Report Type
	CV
	If batch reporting is chosen as reporting mode, this parameter defines the type of reports which are allowed to be sent in the batch report:

· Position
· Measurement data

· Position and Measurement data
This parameter also contains: 

· Historical measurements allowed flag.
which – if set – indicates that the SET is allowed to send historical measurements.
· Number of historical measurements

Defines the maximum number of historical measurements which may be sent within one single measurement data report.


Table 14: SUPL TRIGGERED RESPONSE Message
10.2.13
SUPL TRIGGERED RESPONSE

SUPL-TRIGGERED-RESPONSE DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLTRIGGEREDRESPONSE;

IMPORTS 

  PosMethod, SLPAddress, SupportedNetworkInformation
     FROM ULP-Components

  SETAuthKey, KeyIdentity4

     FROM SUPL-RESPONSE
TriggerParams

     FROM SUPL-TRIGGERED-START;
SUPLTRIGGEREDRESPONSE::= SEQUENCE{

  posMethod     PosMethod,

  triggerParams TriggerParams  OPTIONAL,

  sLPAddress    SLPAddress OPTIONAL,

  sETAuthKey    SETAuthKey OPTIONAL,

  keyIdentity4  KeyIdentity4 OPTIONAL,

  supportedNetworkInformation   SupportedNetworkInformation,
...,

reportingMode
ReportingMode OPTIONAL}

ReportingMode :: SEQUENCE {

repMode


RepMode,

batchRepConditions
BatchRepConditions OPTIONAL, -- only used for batch reporting
batchRepType

BatchRepType OPTIONAL, -- only used for batch reporting
...}

RepMode ::= Enumerated {realtime(1), quasirealtime(2), batch(3), ...}

BatchRepConditions ::= CHOICE {


num_interval INTEGER (1..1024), -- number of periodic fixes/measurements after which the batch report is sent to the SLP

 num_minutes INTEGER (1..2048), -- number of minutes after which the batch report is sent to the SLP

 endofsession BOOLEAN, -- set to “true” if batch report is to be sent at the end of the session

 ...}

BatchRepType ::= SEQUENCE {

report_position
BOOLEAN, -- set to “true” if reporting of position is allowed

report_measurements
BOOLEAN, -- set to “true” if reporting of measurements is allowed

historic_measurements_allowed

BOOLEAN OPTIONAL, -- set to “true” if reporting of historical measurements is allowed

num_historic_measurements  INTEGER (1..64) OPTIONAL,

...}

END
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