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1 Reason for Change

In 3GPP LCS a periodic location feature with trigger execution in RAN or terminal has been introduced. This has resulted in that some additional parameters need to be transported between Location Servers. The additional parameters are described mainly in CR 792 to 3GPP TS 29.002

The additional parameters are:

- Periodic LDR info consisting of interval and number of reports. In MLP the periodic info is expressed a start time and stop time (or start time duration) and interval. The number of report easily can be calculated from these parameters. Thus it is proposed to have the same periodic parameters in RLP as in MLP
- MO-LR short circuit indicator. Is a Boolean indicator, showing if short circuit is allowed. 
- Reporting PLMN list. Defined as below in 29.002
ReportingPLMNList::= SEQUENCE {


plmn-ListPrioritized


[0] NULL




OPTIONAL,


plmn-List 





[1] PLMNList,


...}

PLMNList::= SEQUENCE SIZE (1..maxNumOfReportingPLMN) OF





ReportingPLMN

maxNumOfReportingPLMN INTEGER ::= 20

ReportingPLMN::= SEQUENCE {


plmn-Id 





[0] PLMN-Id,


ran-Technology 




[1] RAN-Technology


OPTIONAL,


ran-PeriodicLocationSupport

[2] NULL




OPTIONAL,


...}

RAN-Technology ::= ENUMERATED {


gsm


(0),


umts

(1),


...}

· Sequence number. Only needed inside the mobile network for MSC/SGSN to know when trigger is to be terminated.
R02: element lcs_periodic_info was moved to correct position in net_param
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the change proposed below.
6 Detailed Change Proposal

Change 1:  Modified Location Element descriptions

7.2.7 Network Parameters Element Definitions

	<!-- RLP_NET -->
	

	<!--

RLP V1.1 Document Type Definition

Copyright Open Mobile Alliance Ltd., 2005

          All rights reserved

RLP is an XML language. Typical usage:

   <?xml version=“1.0”?>

   <!DOCTYPE rlp_svc_xxx PUBLIC “-//OMA//DTD {abbrev x.y}//EN”

             “http://www.openmobilealliance.org/DTD/{filename}”

             [<?oma-{ref}-ver supported-versions=“{versions}”?>]>

   <rlp_svc_xxx>

      ...

   </rlp_svc_xxx>

Terms and conditions of use are available from the 

Open Mobile Alliance Ltd. web site at

http://www.openmobilealliance.org/ 

-->

	<!ELEMENT
	net_param
	(h_ls?, v_ls?, pce?, neid?, imsi?, (gsm_net_param | wcdma_net_param | cdma_net_param)?, lcs_periodic_info?)>

	<!ELEMENT
	gsm_net_param
	(cgi?, nmr?, ta?, lmsi?)>

	<!ELEMENT
	wcdma_net_param
	(global_uc_id?, frequencyinfo?, primaryscramblingcode?, sai?)>

	<!ELEMENT
	cdma_net_param
	(nid, sid, base_id, base_lat?, base_long?, ref_pn? , correlation_id?, esn?, meid?, mpcap?, mscid?, pc_ssn?, pos_tech_select?)>

	<!ELEMENT
	neid
	(vmscid?, sgsnid?, vlrid?)>

	<!ELEMENT
	vmscid
	(cc?, ndc?, vmscno)>

	<!ATTLIST
	vmscid
	

	
	capability (1 | 2 | 3 | 4)
	#IMPLIED>

	<!ELEMENT
	vlrid
	(cc?, ndc?, vlrno)>

	<!ATTLIST
	vlrid
	

	
	capability (1 | 2 | 3 | 4)
	#IMPLIED>

	<!ELEMENT
	sgsnid
	(cc?, ndc?, sgsnno)>

	<!ATTLIST
	sgsnid
	

	
	capability (1 | 2 | 3 | 4)
	#IMPLIED>

	<!ELEMENT
	imsi
	(#PCDATA)>

	<!ELEMENT
	h_ls
	(#PCDATA)>

	<!ELEMENT
	v_ls
	(#PCDATA)>

	<!ELEMENT
	pce
	(#PCDATA)>

	<!ELEMENT
	cgi
	(mcc, mnc, lac, cellid)>

	<!ELEMENT
	nmr
	(nmr_element+)>

	<!ELEMENT
	nmr_element
	(arfcn, bsic, rxlev)>

	<!ELEMENT
	arfcn
	(#PCDATA)>

	<!ELEMENT
	bsic
	(#PCDATA)>

	<!ELEMENT
	rxlev
	(#PCDATA)>

	<!ELEMENT
	mcc
	(#PCDATA)>

	<!ELEMENT
	mnc
	(#PCDATA)>

	<!ELEMENT
	ndc
	(#PCDATA)>

	<!ELEMENT
	cc
	(#PCDATA)>

	<!ELEMENT
	vmscno
	(#PCDATA)>

	<!ELEMENT
	vlrno
	(#PCDATA)>

	<!ELEMENT
	lac
	(#PCDATA)>

	<!ELEMENT
	cellid
	(#PCDATA)>

	<!ELEMENT
	ta
	(#PCDATA)>

	<!ELEMENT
	lmsi
	(#PCDATA)>

	<!ELEMENT
	global_uc_id
	(mcc, mnc, uc_id)>

	<!ELEMENT
	uc_id
	(#PCDATA)>

	<!ATTLIST
	uc_id
	

	
	status (STALE | CURRENT | UNKNOWN)
	“CURRENT”>

	<!ELEMENT
	sai
	(mcc, mnc, lac, sac)>

	<!ELEMENT
	sac
	(#PCDATA)>

	<!ELEMENT
	frequencyinfo
	(uarfcn_ul?, uarfcn_dl?, uarfcn_nt?)>

	<!ELEMENT
	primaryscramblingcode
	(#PCDATA)>

	<!ELEMENT
	uarfcn_ul
	(#PCDATA)>

	<!ELEMENT
	uarfcn_dl
	(#PCDATA)>

	<!ELEMENT
	uarfcn_nt
	(#PCDATA)>

	<!ELEMENT
	nid
	(#PCDATA)>

	<!ELEMENT
	sid
	(#PCDATA)>

	<!ELEMENT
	base_id
	(#PCDATA)>

	<!ELEMENT
	base_lat
	(#PCDATA)>

	<!ELEMENT
	base_long
	(#PCDATA)>

	<!ELEMENT
	ref_pn
	(#PCDATA)>

	<!ELEMENT
	correlation_id
	(#PCDATA)>

	<!ELEMENT
	esn
	(#PCDATA)>

	<!ELEMENT
	meid
	(#PCDATA)>

	<!ELEMENT
	mpcap
	(#PCDATA)>

	<!ELEMENT
	mscid
	(#PCDATA)>

	<!ELEMENT
	pc_ssn
	(#PCDATA)>

	<!ELEMENT
	pos_tech_select
	EMPTY>

	<!ATTLIST
	pos_tech_select
	

	
	pos_tech_select
	(UNKNOWN | CELL | HIGHACC) “UNKNOWN”>

	<!ELEMENT
	lcs_periodic_info
	(reportingplmn*)>

	<!ATTLIST
	lcs_periodic_info
	

	
	short_circuit (YES | NO)
	“NO”>

	
	prioritized (YES | NO)
	“NO”>

	<!ELEMENT
	reportingplmn
	(mcc, mnc)>

	<!ATTLIST
	reportingplmn
	

	
	tech (GSM | UMTS)
	#IMPLIED>


Note:
 This information may be considered operator sensitive

Change 2:  New  Element and Attribute description for lcs_periodic_info
8.xx lcs_periodic_info
	Description:

	Defines additional info for periodic location according to [23.271]

	Type:
	Element

	Format:
	(reportingplmn)

	Defined values:
	-

	Default value:
	-

	Example:
	-

	Note:
	-


8.xx.1 short_circuit
	Description:

	Defines if MO_LR short circiut is supported. See also [23.271]

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	YES
	MO-LR short circiut is supported

	
	NO
	MO-LR short circiut is not supported

	Default value:
	NO

	Example:
	

	Note:
	


8.xx.2 prioritized
	Description:

	Defines if the list of reporting plmn is prioritized. See also [23.271]

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	YES
	PLMN list is prioritized

	
	NO
	PLMN list is not prioritized

	Default value:
	NO

	Example:
	

	Note:
	


Change 3:  New  Element and Attribute description for reportingplmn

8.xx reportingplmn
	Description:

	Defines indentity of reporting PLMN. See also [23.271]

	Type:
	Element

	Format:
	(mcc, mnc)

	Defined values:
	-

	Default value:
	-

	Example:
	-

	Note:
	-


8.xx.1 tech
	Description:

	Defines the radio access technology in the reporting PLMN. See also [23.271]

	Type:
	Attribute

	Format:
	Char string

	Defined values:
	GSM
	

	
	UMTS
	

	Default value:
	-

	Example:
	

	Note:
	


Change 4:  SCR Client side Location Element 

A.1.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-S-001
	net_param
	7.2.7
	O
	

	RLP-U-S-002
	gsm_net_param
	7.2.7
	O
	RLP-U-S-005

	RLP-U-S-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-S-005

	RLP-U-S-004
	cdma_net_param
	7.2.7
	O
	

	RLP-U-S-005
	neid
	7.2.7
	O
	RLP-U-S-006 OR

RLP-U-S-008

	RLP-U-S-006
	vmcscid
	7.2.7
	O
	

	RLP-U-S-007
	vlrid
	7.2.7
	O
	

	RLP-U-S-008
	sgsnid
	7.2.7
	O
	

	RLP-U-S-009
	imsi
	7.2.7
	O
	

	RLP-U-S-010
	h_ls
	7.2.7
	O
	

	RLP-U-S-011
	v_ls
	7.2.7
	O
	

	RLP-U-S-012
	pce
	7.2.7
	O
	

	RLP-U-S-013
	lcs_periodic_info
	7.2.7
	O
	


Change 5:  SCR Client side Location Element 

A.2.21 Support for Network Parameter Elements

	Item
	Function
	Reference
	Status
	Requirement

	RLP-U-C-001
	net_param
	7.2.7
	O
	 

	RLP-U-C-002
	gsm_net_param
	7.2.7
	O
	RLP-U-C-005

	RLP-U-C-003
	wcdma_net_param
	7.2.7
	O
	RLP-U-C-005

	RLP-U-C-004
	cdma_net_param
	7.2.7
	O
	

	RLP-U-C-005
	neid
	
	O
	RLP-U-C-006 OR 

RLP-U-C-008

	RLP-U-C-006
	vmcscid
	7.2.7
	O
	

	RLP-U-C-007
	vlrid
	7.2.7
	O
	

	RLP-U-C-008
	sgsnid
	7.2.7
	O
	

	RLP-U-C-009
	imsi
	7.2.7
	O
	

	RLP-U-C-010
	h_ls
	7.2.7
	O
	

	RLP-U-C-011
	v_ls
	7.2.7
	O
	

	RLP-U-C-012
	pce
	7.2.7
	O
	

	RLP-U-C-013
	lcs_periodic_info
	7.2.7
	O
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