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1 Reason for Change

This CR proposes a resolution on the comments ID D247 of SUPL 2.0 ULP TS in SUPL CONRR. Comments are as follows:

	D247
	2007.11.30
	E
	5.2.8.2
	Source: LGE
Form: OMA-CONR-2007-0044
Comment: Step G and H are the optional step. 
Proposed Change: modify the description to represent the optional procedure.
	Status: OPEN / CLOSED

<provide response>


2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agreed on proposed change
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.2.8     Triggered Location Requests Exception Procedures
5.2.8.2     Network cancels the triggered location request
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Figure 48: NW Initiated Triggered location, Network cancels the triggered location request
A. The triggered location procedure is processing.
B. The SUPL Agent receives a request for cancellation of this triggered location from the client and sends a MLP TLRSR message to stop this triggered positioning. This message contains req_id identified this triggered location request.

NOTE:
The MLP TLRSR is not necessary, because the cancellation of triggered location request could be initiated by SLP itself.

C. This step is optional. If H-SLP has roaming session with one V-SLP, it should send RLP SSRP message including SUPL TRIGGERED STOP to notify the V-SLP to release resource allocated for this session.
D. If receiving the MLP TLRSR or for some other reasons, such as the target SET’s privacy have changed, the H-SLP sends a SUPL TRIGGERED STOP message with the session-id to target SET to request cancel this triggered location.  If in some cases the SET doesn’t send SUPL END back to the H-SLP, the H-SLP should continue to step F.
E. The target SET acknowledges that it has cancelled the positioning procedure with the SUPL END message back to the H-SLP. If that cancellation is failed, the message contains the result code indicating the error reason.
F. The H-SLP sends the answer back to the SUPL Agent by means of the MLP TLRSA message. This message contains at least req_id or result. 
G. This step is only required if the SUPL TRIGGERED STOP message is not received by the SET in step D. In the example shown, the SET sends a SUPL POS INIT message to the H-SLP (could also be any other SUPL message which the SET is allowed to send to the H-SLP). 
H. This step is only required if the SUPL TRIGGERED STOP message is not received by the SET in step D. The H-SLP sends the SUPL END message with status code ‘sessionStopped’.
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