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1 Reason for Change

This CR addresses comment D166 in OMA-CONRR-SUPL-V2_0-20071204-D.
D166: ASN.1 definition for PeriodicParams does not have start time (as it is supposed to have according to table 50, section 10.20.2.1).

This CR proposes to add the start time to the ASN.1 definition of PeriodicParams in section 11.2.2.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change ULP TS document accordingly.
6 Detailed Change Proposal
10.20.2.1
Periodic Params

This section describes the construct of the Periodic Triggers Params. This parameter is required if trigger type is set to Periodic.

	Parameter
	Presence
	Value/Description

	Number Of Fixes
	M
	Describes the number of fixes during the periodic triggered session. (range: 1 to 8639999).
For compatibility with MLP and RLP number of fixes * interval between fixes shall not exceed 8639999 (100 days).

	Interval Between Fixes
	M
	Describes the interval between the start of position fixes for periodic trigger. Units in seconds (range: 1 to 8639999)

	StartTime
	O
	It indicates when the SET is to start the first position fix. Start Time is interpreted relative to the current time i.e. to the time when the message containing the parameter is received by the H-SLP or the SET.

Start Time is OPTIONAL. If not present, the SET is to start the first fix immediately. Units in seconds (range: 0 to 2678400).


Table 50: Periodic Params Parameters
11.2.12
SUPL TRIGGERED START

SUPL-TRIGGERED-START DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLTRIGGEREDSTART;

IMPORTS 

  LocationId, QoP, Ver, CauseCode, Position, MultipleLocationIds
   FROM ULP-Components

SETCapabilities

   FROM SUPL-START;

SUPLTRIGGEREDSTART ::= SEQUENCE {

  sETCapabilities  SETCapabilities,

  locationId       LocationId,

  ver              Ver OPTIONAL,
  qoP              QoP OPTIONAL, 
  multipleLocationIds
MultipleLocationIds OPTIONAL,
  triggerType   TriggerType OPTIONAL,

  triggerParams TriggerParams OPTIONAL,

  position         Position OPTIONAL, 
  reportingCap
ReportingCap OPTIONAL,

  causeCode
CauseCode
OPTIONAL

...}
TriggerType ::= ENUMERATED {

  periodic(0), areaEvent(1),

  ...}
TriggerParams ::= SEQUENCE {

   periodicParams PeriodicParams OPTIONAL,

   areaEventParams AreaEventParams OPTIONAL,

   ... }

PeriodicParams ::= SEQUENCE{

   numberOfFixes   INTEGER(1.. 8639999),

   intervalBetweenFixes    INTEGER(1.. 8639999),
   startTime

INTEGER(0..2678400) OPTIONAL,
...}
-- intervalBetweenFixes  is in seconds.

-- numberOfFixes  * intervalBetweenFixes shall not exceed 8639999 
-- (100 days in seconds) for compatibility with OMA MLP and RLP
-- startTime is in relative time in units of seconds measured from "now"

-- a value of 0 signifies "now", a value of "startTime" signifies startTime

-- seconds from "now"




AreaEventParams ::= SEQUENCE {

areaEventType


AreaEventType,

repeatedReportingParams

RepeatedReportingParams OPTIONAL,

geographicTargetAreaList
GeographicTargetAreaList
OPTIONAL,

areaIdLists

SEQUENCE (SIZE (1..MaxAreaIdList)) OF AreaIdList OPTIONAL,

...}

AreaEventType ::= SEQUENCE {

enteringArea
BOOLEAN,
leavingArea
BOOLEAN,
withinArea
BOOLEAN,

...}

RepeatedReportingParams ::= SEQUENCE {

minimumIntervalTime
INTEGER (1..604800) OPTIONAL, -- time in seconds

maximumNumberofReports
INTEGER (1..1024) OPTIONAL,

...}

GeographicTargetAreaList ::= SEQUENCE (SIZE (1..MaxNumGeoArea)) OF GeographicTargetArea

GeographicTargetArea ::= CHOICE {

 circularArea

CircularArea,

 ellipticalArea
EllipticalArea,

 polygonArea

PolygonArea,

 ...}

CircularArea ::= SEQUENCE {

 coordinate

Coordinate,

 radius


INTEGER(1..1000000), -- radius in meters

 radius_min

INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum radius

 radius_max

INTEGER(1..1500000) OPTIONAL} -- hysteresis maximum radius

EllipticalArea :: SEQUENCE {

 coordinate

Coordinate,

 semiMajor

INTEGER(1..1000000), units in meters

 semiMajor_min
INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum semiMajor

 semiMajor_max
INTEGER(1..1500000) OPTIONAL, -- hysteresis maximum semiMajor

 semiMinor

INTEGER(1..1000000), -- units in meters

 semiMinor_min
INTEGER(1..1000000) OPTIONAL, -- hysteresis minimum semiMinor

 semiMinor_max
INTEGER(1..1500000) OPTIONAL, -- hysteresis maximum semiMinor

 angle


INTEGER(0..127)} -- units in degrees

Coordinate::= SEQUENCE {

 latitudeSign

ENUMERATED {north(0), south(1)),

 latitude

INTEGER(0..8388607),

 longitude

INTEGER(-8388608..8388607)}

PolygonArea ::= SEQUENCE { 

 polygonDescription

PolygonDescription,

 polygonHysteresis

INTEGER(1..100000)} -- units in meters

PolygonDescription ::= SEQUENCE (SIZE (3..15)) OF Coordinate

AreaIdList ::= SEQUENCE {

 areaIdSet
AreaIdSet,

 geoAreaMappingList

GeoAreaMappingList OPTIONAL}

AreaIdSet ::= SEQUENCE SIZE (1..MaxAreaId) OF AreaId

AreaId ::= CHOICE {

 gSMAreaId

GSMAreaId,

 wCDMAAreaId  
WCDMAAreaId,

 cDMAAreaId 

CDMAAreaId,

 wLANAreaId 

WLANAreaId,

 ...}

GSMAreaId ::= SEQUENCE {

 refMCC

INTEGER(0..999) OPTIONAL, -- Mobile Country Code

 refMNC

INTEGER(0..999) OPTIONAL, -- Mobile Network Code

 refLAC

INTEGER(0..65535) OPTIONAL, -- Location Area Code

 refCI

INTEGER(0..65535) OPTIONAL} -- Cell Id

-- if only CI is present, MCC, MNC and LAC are assumed to be identical to the current serving or camped on network values

-- if only CI + LAC are present, MCC and MNC are assumed to be identical to the current serving or camped on network values

-- if only CI + LAC + MNC are present, MCC is assumed to be identical to the current serving or camped on network values

-- if only LAC is present, MCC and MNC are assumed to be identical to the current serving or camped on network values

-- if only MNC is present, MCC is assumed to be identical to the current serving or camped on network value

WCDMAAreaId ::= SEQUENCE {

  refMCC
INTEGER(0..999) OPTIONAL, -- Mobile Country Code

refMNC
INTEGER(0..999) OPTIONAL, -- Mobile Network Code

  refLAC
INTEGER(0..65535) OPTIONAL, -- Location Area Code

refUC

INTEGER(0..268435455) OPTIONAL } -- Cell identity

-- if only UC is present, MCC and MNC are assumed to be identical to the current serving or camped on network values

-- if only LAC is present, MCC and MNC are assumed to be identical to the current serving or camped on network values

-- if only MNC is present, MCC is assumed to be identical to the current serving or camped on network value

CDMAAreaId::= SEQUENCE {

  refSID         INTEGER(0..65535) OPTIONAL, -- System Id

  refNID         INTEGER(0..32767) OPTIONAL, -- Network Id

  refBASEID      INTEGER(0..65535) OPTIONAL, -- Base Station Id

refSECTORID    BIT STRING(SIZE (128)) OPTIONAL} -- HRPD Sector Id

-- if only BASEID(SECTORID) is present, SID and NID are assumed to be identical to the current serving or camped on network values

-- if only NID is present, SID is assumed to be identical to the current serving or camped on network value

WLANAreaId::= SEQUENCE {

  apMACAddress       BIT STRING(SIZE (48))} -- AP MAC Address

GeoAreaMappingList ::= SEQUENCE (SIZE (1..MaxNumGeoArea)) OF GeoAreaIndex

GeoAreaIndex
INTEGER (1..MaxNumGeoArea)

MaxNumGeoArea INTEGER ::= 32

MaxAreaId INTEGER ::= 256

MaxAreaIdList INTEGER ::= 32

...}
ReportingCap :: SEQUENCE {

repMode


RepMode,

batchRepType

BatchRepType OPTIONAL, -- only used for batch and quasi real time reporting

...}

RepMode ::= SEQUENCE {

realtime 

BOOLEAN,

quasirealtime 
BOOLEAN,

batch 

BOOLEAN,

...}

BatchRepType ::= SEQUENCE {

report_position
BOOLEAN, -- set to “true” if reporting of position is supported

report_measurements
BOOLEAN, -- set to “true” if reporting of measurements is supported

historic_measurements_allowed

BOOLEAN OPTIONAL, -- set to “true” if reporting of historical measurements is supported

max_num_positions INTEGER (1..2048) OPTIONAL,

max_num_measurements INTEGER (1..64) OPTIONAL,

...}

END
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