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Change Request

	Title:
	MLS 1.2 TS MLP ConR C008 & C033 SCR
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA LOC

	Doc to Change:
	OMA-TS-MLP-V3_3-20071221-D

	Submission Date:
	8 Feb 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Åke Busin, Ericsson

	Replaces:
	n/a


1 Reason for Change

Resolution of comments C008 & C033:

	C008
	2008.01.31
	E
	App B
	Source: Ericsson

Form: INP doc#0008

Comment:  Requirement for 

MLP-A-C-008

MLP-AE-C-001

MLP-AB-C-006

MLP-A-S-008

MLP-AE-S-001

MLP-AB-S-006

Need to be defined (currently T.B.D)

Proposed Change: 


	C033
	2008.02.01
	E
	B.1.31, B.1.32
	Source: Andrew Corporation

Form: doc#0009

Comment: “TBD” next to Historic Location Immediate Service

Proposed Change: 


2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change document accordingly.
6 Detailed Change Proposal
Change 1:  Modify SCR
Appendix A. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [IOPPROC].

A.1 SCR for Client
A.1.1 Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-A-C-001
	Service Initiation
	5.6.2.1
	M
	MLP-A-C-002 AND MLP-A-C-003

	MLP-A-C-002
	Header
	5.6.2.1
	M
	

	MLP-A-C-003
	Standard Location Immediate Request
	5.6.2.1
	O
	 MLP-B-C-003 AND MLP-B-C-004

	MLP-A-C-004
	Emergency Location Immediate Request
	5.6.2.1
	O
	 MLP-B-C-007

	MLP-A-C-005
	Triggered Location Reporting Request
	5.6.2.1
	O
	MLP-B-C-010 AND MLP-B-C-011 AND MLP-B-C-012

	MLP-A-C-006
	Triggered Location Reporting Stop Request
	5.6.2.1
	O
	MLP-B-C-012

	MLP-A-C-008
	Historic Location Immediate Request
	5.6.2.1
	O
	 MLP-B-C-014

	MLP-A-C-007
	Extension Message
	5.6.2.1
	O
	


Change 2:  Modify SCR

A.1.20 Historic Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AE-C-001
	req_id
	5.2.3.8.3
	M
	

	MLP-AE-C-002
	pos
	5.2.3.8.3
	M
	

	MLP-AE-C-003
	extension parameter
	5.2.3.8.3
	O
	


A.1.21 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-R-C-001
	msid
	5.2.2.1
	M
	

	MLP-R-C-002
	msid_range
	5.2.2.1
	O
	

	MLP-R-C-003
	msids
	5.2.2.1
	O
	

	MLP-R-C-004
	codeword
	5.2.2.1
	O
	

	MLP-R-C-005
	esrd
	5.2.2.1
	O
	

	MLP-R-C-006
	esrk
	5.2.2.1
	O
	

	MLP-R-C-007
	session
	5.2.2.1
	O
	

	MLP-R-C-008
	start_msid
	5.2.2.1
	O
	

	MLP-R-C-009
	stop_msid
	5.2.2.1
	O
	

	MLP-R-C-010
	trans_id
	5.2.2.1
	O
	


A.1.22 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-S-C-001
	eme_event
	5.2.2.2
	O
	

	MLP-S-C-002
	tlrr_event
	5.2.2.2
	O
	

	MLP-S-C-003
	ms_action
	5.2.2.2
	O
	

	MLP-S-C-004
	change_area
	5.2.2.2
	O
	

	MLP-S-C-005
	target_area
	5.2.2.2
	O
	

	MLP-S-C-006
	no_of_reports
	5.2.2.2
	O
	

	MLP-S-C-007
	name_area
	5.2.2.2
	O
	

	MLP-S-C-008
	plmn
	5.2.2.2
	O
	

	MLP-S-C-009
	interval
	5.2.2.2
	O
	

	MLP-S-C-010
	loc_type
	5.2.2.2
	O
	

	MLP-S-C-011
	prio
	5.2.2.2
	O
	

	MLP-S-C-012
	pushaddr
	5.2.2.2
	O
	

	MLP-S-C-013
	req_id
	5.2.2.2
	O
	

	MLP-S-C-014
	start_time
	5.2.2.2
	O
	

	MLP-S-C-015
	stop_time
	5.2.2.2
	O
	

	MLP-S-C-016
	duration
	5.2.2.2
	O
	

	MLP-S-C-017
	url
	5.2.2.2
	O
	

	MLP-S-C-018
	time_remaining
	5.2.2.2
	O
	

	MLP-S-C-019
	lcs_ref
	5.2.2.2
	O
	

	MLP-S-C-020
	supl_support_params
	5.2.2.2
	O
	

	MLP-S-C-021
	ip_address
	5.2.2.2
	O
	


A.1.23 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-T-C-001
	pos
	5.2.2.3
	M
	

	MLP-T-C-002
	eme_pos
	5.2.2.3
	O
	

	MLP-T-C-003
	trl_pos
	5.2.2.3
	O
	

	MLP-T-C-004
	pd
	5.2.2.3
	M
	

	MLP-T-C-005
	poser
	5.2.2.3
	M
	

	MLP-T-C-006
	time
	5.2.2.3
	M
	

	MLP-T-C-007
	alt
	5.2.2.3
	O
	

	MLP-T-C-008
	alt_unc
	5.2.2.3
	O
	

	MLP-T-C-0??
	civicloc
	5.2.2.3
	O
	

	MLP-T-C-0??
	civicloc_element
	5.2.2.3
	O
	

	MLP-T-C-009
	qos_not_met
	5.2.2.3
	O
	

	MLP-T-C-010
	direction
	5.2.2.3
	O
	

	MLP-T-C-011
	speed
	5.2.2.3
	O
	

	MLP-T-C-012
	lev_conf
	5.2.2.3
	O
	

	MLP-T-C-013
	geo_info
	5.2.2.3
	O
	

	MLP-T-C-014
	coordinateReferenceSystem
	5.2.2.3
	O
	

	MLP-T-C-015
	identifier
	5.2.2.3
	O
	

	MLP-T-C-016
	code
	5.2.2.3
	O
	

	MLP-T-C-017
	codeSpace
	5.2.2.3
	O
	

	MLP-T-C-018
	edition
	5.2.2.3
	O
	

	MLP-T-C-019
	service_coverage
	5.2.2.3
	O
	


A.1.24 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-U-C-001
	add_info
	5.2.2.4
	O
	

	MLP-U-C-002
	result
	5.2.2.4
	M
	


A.1.25 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-V-C-001
	shape
	5.2.2.5
	M
	MLP-V-C-002 OR MLP-V-C-003 OR MLP-V-C-004 OR MLP-V-C-005 OR MLP-V-C-006 OR MLP-V-C-007 OR MLP-V-C-008 OR MLP-V-C-009 OR MLP-V-C-010 OR MLP-V-C-011

	MLP-V-C-002
	Point
	5.2.2.5
	O
	

	MLP-V-C-003
	LineString
	5.2.2.5
	O
	

	MLP-V-C-004
	Box
	5.2.2.5
	O
	

	MLP-V-C-005
	LinearRing
	5.2.2.5
	O
	

	MLP-V-C-006
	Polygon
	5.2.2.5
	O
	

	MLP-V-C-007
	CircularArcArea
	5.2.2.5
	O
	

	MLP-V-C-008
	EllipticalArea
	5.2.2.5
	O
	

	MLP-V-C-009
	MultiLineString
	5.2.2.5
	O
	

	MLP-V-C-010
	MultiPoint
	5.2.2.5
	O
	

	MLP-V-C-011
	MultiPolygon
	5.2.2.5
	O
	


A.1.26 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-W-C-001
	eqop
	5.2.2.6
	O
	

	MLP-W-C-002
	qop
	5.2.2.6
	O
	

	MLP-W-C-003
	ll_acc
	5.2.2.6
	O
	

	MLP-W-C-004
	hor_acc
	5.2.2.6
	O
	

	MLP-W-C-005
	max_loc_age
	5.2.2.6
	O
	

	MLP-W-C-006
	resp_req
	5.2.2.6
	O
	

	MLP-W-C-007
	resp_timer
	5.2.2.6
	O
	

	MLP-W-C-008
	alt_acc
	5.2.2.6
	O
	


A.1.27 Support for Network Parameters Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-X-C-001
	gsm_net_param
	5.2.2.7
	O
	

	MLP-X-C-002
	cgi
	5.2.2.7
	O
	

	MLP-X-C-003
	neid
	5.2.2.7
	O
	MLP-X-C-004 OR MLP-X-C-005

	MLP-X-C-004
	vmscid
	5.2.2.7
	O
	

	MLP-X-S-005
	vlrid
	5.2.27
	O
	

	MLP-X-C-006
	nmr
	5.2.2.7
	O
	

	MLP-X-C-007
	mcc
	5.2.2.7
	O
	

	MLP-X-C-008
	mnc
	5.2.2.7
	O
	

	MLP-X-C-009
	ndc
	5.2.2.7
	O
	

	MLP-X-C-010
	cc
	5.2.2.7
	O
	

	MLP-X-C-011
	vmscno
	5.2.2.7
	O
	

	MLP-X-C-012
	vlrno
	5.2.2.7
	O
	

	MLP-X-C-013
	lac
	5.2.2.7
	O
	

	MLP-X-C-014
	cellid
	5.2.2.7
	O
	

	MLP-X-C-015
	ta
	5.2.2.7
	O
	

	MLP-X-C-016
	lmsi
	5.2.2.7
	O
	

	MLP-X-C-017
	imsi
	5.2.2.7
	O
	


A.1.28 Support for Context Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-Y-C-001
	client
	5.2.2.8
	M
	

	MLP-Y-C-002
	sessionid
	5.2.2.8
	O
	

	MLP-Y-C-003
	id
	5.2.2.8
	M
	

	MLP-Y-C-004
	requestor
	5.2.2.8
	O
	

	MLP-Y-C-005
	pwd
	5.2.2.8
	O
	

	MLP-Y-C-006
	serviceid
	5.2.2.8
	O
	

	MLP-Y-C-007
	requestmode
	5.2.2.8
	O
	

	MLP-Y-C-008
	subclient
	5.2.2.8
	O
	


A.1.29 Service attributes

	Item
	Function
	Reference
	Status
	Requirement

	MLP-Z-C-001
	res_type
	5.3.86
	O
	

	MLP-Z-C-002
	ver
	5.3.86
	M
	


A.1.30 Transport mechanisms

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AA-C-001
	Support of HTTP mapping
	5.2.1, 5.6
	M
	

	MLP-AA-C-002
	Support of port 9210
	5.6
	O
	

	MLP-AA-C-003
	Support of port 9211
	5.6
	O
	

	MLP-AA-C-004
	Support of transfer over other port
	5.6
	O
	


A.1.31 Services
	Item
	Function
	Reference
	Status
	Requirement

	
	
	
	
	

	MLP-AB-C-001
	Standard Location Immediate Service
	5.2.3.2
	M
	MLP-A-C-003 AND MLP-B-C-003 AND MLP-B-C-004

	MLP-AB-C-002
	Emergency Location Immediate Service 
	5.2.3.3
	O
	MLP-A-C-004 AND MLP-B-C-007

	MLP-AB-C-003
	Standard Location Reporting Service 
	5.2.3.4
	O
	MLP-B-C-005 AND MLP-B-C-006

	MLP-AB-C-004
	Emergency Location Reporting Service 
	5.2.3.5
	O
	MLP-B-C-009

	MLP-AB-C-005
	Triggered Location Reporting Service 
	5.2.3.6
	O
	MLP-A-C-005 AND MLP-A-C-006 AND MLP-B-C-010 AND MLP-B-C-011 AND MLP-B-C-012

	MLP-AB-C-006
	Historic Location Immediate Service 
	5.2.3.6
	O
	 MLP-A-C-008 AND MLP-B-C-014


A.2 SCR for Server
A.2.1 Service Initiation DTD

	Item
	Function
	Reference
	Status
	Requirement

	MLP-A-S-001
	Service Initiation
	5.6.2.1
	M
	MLP-A-S-002 AND MLP-A-S-003

	MLP-A-S-002
	Header
	5.6.2.1
	M
	

	MLP-A-S-003
	Standard Location Immediate Request
	5.6.2.1
	M
	MLP-B-S-003 AND MLP-B-S-004

	MLP-A-S-004
	Emergency Location Immediate Request
	5.6.2.1
	O
	MLP-B-S-007

	MLP-A-S-005
	Triggered Location Reporting Request
	5.6.2.1
	O
	MLP-B-S-010 AND MLP-B-S-011 AND MLP-B-S-012

	MLP-A-S-006
	Triggered Location Reporting Stop Request
	5.6.2.1
	O
	MLP-B-S-012

	MLP-A-S-008
	Historic Location Immediate Request
	5.6.2.1
	O
	 MLP-B-S-014

	MLP-A-S-007
	Extension Message
	5.6.2.1
	O
	


Change 3:  Modify SCR

A.2.20 Historic Location Immediate Report

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AE-S-001
	req_id
	5.2.3.8.3
	M
	

	MLP-AE-S-002
	pos
	5.2.3.8.3
	M
	

	MLP-AE-S-003
	extension parameter
	5.2.3.8.3
	O
	


A.2.21 Support for Identity Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-R-S-001
	msid
	5.2.2.1
	M
	

	MLP-R-S-002
	msid_range
	5.2.2.1
	O
	

	MLP-R-S-003
	msids
	5.2.2.1
	O
	

	MLP-R-S-004
	codeword
	5.2.2.1
	O
	

	MLP-R-S-005
	esrd
	5.2.2.1
	O
	

	MLP-R-S-006
	esrk
	5.2.2.1
	O
	

	MLP-R-S-007
	session
	5.2.2.1
	O
	

	MLP-R-S-008
	start_msid
	5.2.2.1
	O
	

	MLP-R-S-009
	stop_msid
	5.2.2.1
	O
	

	MLP-R-S-010
	trans_id
	5.2.2.1
	O
	


A.2.22 Support for Function Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-S-S-001
	eme_event
	5.2.2.2
	O
	

	MLP-S-S-002
	tlrr_event
	5.2.2.2
	O
	

	MLP-S-S-003
	ms_action
	5.2.2.2
	O
	

	MLP-S-S-004
	change_area
	5.2.2.2
	O
	

	MLP-S-S-005
	target_area
	5.2.2.2
	O
	

	MLP-S-S-006
	no_of_reports
	5.2.2.2
	O
	

	MLP-S-S-007
	name_area
	5.2.2.2
	O
	

	MLP-S-S-008
	plmn
	5.2.2.2
	O
	

	MLP-S-S-009
	interval
	5.2.2.2
	O
	

	MLP-S-S-010
	loc_type
	5.2.2.2
	O
	

	MLP-S-S-011
	prio
	5.2.2.2
	O
	

	MLP-S-S-012
	pushaddr
	5.2.2.2
	O
	

	MLP-S-S-013
	req_id
	5.2.2.2
	O
	

	MLP-S-S-014
	start_time
	5.2.2.2
	O
	

	MLP-S-S-015
	stop_time
	5.2.2.2
	O
	

	MLP-S-S-016
	duration
	5.2.2.2
	O
	

	MLP-S-S-017
	url
	5.2.2.2
	O
	

	MLP-S-S-018
	time_remaining
	5.2.2.2
	O
	

	MLP-S-S-019
	lcs_ref
	5.2.2.2
	O
	

	MLP-S-S-020
	supl_support_params
	5.2.2.2
	O
	

	MLP-S-S-021
	ip_address
	5.2.2.2
	O
	


A.2.23 Support for Location Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-T-S-001
	pos
	5.2.2.3
	M
	

	MLP-T-S-002
	eme_pos
	5.2.2.3
	O
	

	MLP-T-S-003
	trl_pos
	5.2.2.3
	O
	

	MLP-T-S-004
	pd
	5.2.2.3
	M
	

	MLP-T-S-005
	poser
	5.2.2.3
	M
	

	MLP-T-S-006
	time
	5.2.2.3
	M
	

	MLP-T-S-007
	alt
	5.2.2.3
	O
	

	MLP-T-S-008
	alt_unc
	5.2.2.3
	O
	

	MLP-T-C-0??
	civicloc
	5.2.2.3
	O
	

	MLP-T-C-0??
	civicloc_element
	5.2.2.3
	O
	

	MLP-T-S-009
	qos_not_met
	5.2.2.3
	O
	

	MLP-T-S-010
	direction
	5.2.2.3
	O
	

	MLP-T-S-011
	speed
	5.2.2.3
	O
	

	MLP-T-S-012
	lev_conf
	5.2.2.3
	O
	

	MLP-T-S-013
	geo_info
	5.2.2.3
	O
	

	MLP-T-S-014
	coordinateReferenceSystem
	5.2.2.3
	O
	

	MLP-T-S-015
	identifier
	5.2.2.3
	O
	

	MLP-T-S-016
	code
	5.2.2.3
	O
	

	MLP-T-S-017
	codeSpace
	5.2.2.3
	O
	

	MLP-T-S-018
	edition
	5.2.2.3
	O
	

	MLP-T-S-019
	service_coverage
	5.2.2.3
	O
	


A.2.24 Support for Result Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-U-S-001
	add_info
	5.2.2.4
	O
	

	MLP-U-S-002
	result
	5.2.2.4
	M
	


A.2.25 Support for Shape Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-V-S-001
	shape
	5.2.2.5
	M
	MLP-V-S-002 OR MLP-V-S-003 OR MLP-V-S-004 OR MLP-V-S-005 OR MLP-V-S-006 OR MLP-V-S-007 OR MLP-V-S-008 OR MLP-V-S-009 OR MLP-V-S-010 OR MLP-V-S-011

	MLP-V-S-002
	Point
	5.2.2.5
	O
	

	MLP-V-S-003
	LineString
	5.2.2.5
	O
	

	MLP-V-S-004
	Box
	5.2.2.5
	O
	

	MLP-V-S-005
	LinearRing
	5.2.2.5
	O
	

	MLP-V-S-006
	Polygon
	5.2.2.5
	O
	

	MLP-V-S-007
	CircularArcArea
	5.2.2.5
	O
	

	MLP-V-S-008
	EllipticalArea
	5.2.2.5
	O
	

	MLP-V-S-009
	MultiLineString
	5.2.2.5
	O
	

	MLP-V-S-010
	MultiPoint
	5.2.2.5
	O
	

	MLP-V-S-011
	MultiPolygon
	5.2.2.5
	O
	


A.2.26 Support for Quality of Position Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-W-S-001
	eqop
	5.2.2.6
	O
	

	MLP-W-S-002
	qop
	5.2.2.6
	O
	

	MLP-W-S-003
	ll_acc
	5.2.2.6
	O
	

	MLP-W-S-004
	hor_acc
	5.2.2.6
	O
	

	MLP-W-S-005
	max_loc_age
	5.2.2.6
	O
	

	MLP-W-S-006
	resp_req
	5.2.2.6
	O
	

	MLP-W-S-007
	resp_timer
	5.2.2.6
	O
	

	MLP-W-S-008
	alt_acc
	5.2.2.6
	O
	


A.2.27 Support for Network Parameters Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-X-S-001
	gsm_net_param
	5.2.2.7
	O
	

	MLP-X-S-002
	cgi
	5.2.2.7
	O
	

	MLP-X-S-003
	neid
	5.2.2.7
	O
	MLP-X-S-004 OR MLP-X-S-005

	MLP-X-S-004
	vmscid
	5.2.2.7
	O
	

	MLP-X-S-005
	vlrid
	5.2.27
	O
	

	MLP-X-S-006
	nmr
	5.2.2.7
	O
	

	MLP-X-S-007
	mcc
	5.2.2.7
	O
	

	MLP-X-S-008
	mnc
	5.2.2.7
	O
	

	MLP-X-S-009
	ndc
	5.2.2.7
	O
	

	MLP-X-S-010
	cc
	5.2.2.7
	O
	

	MLP-X-S-011
	vmscno
	5.2.2.7
	O
	

	MLP-X-S-012
	vlrno
	5.2.2.7
	O
	

	MLP-X-S-013
	lac
	5.2.2.7
	O
	

	MLP-X-S-014
	cellid
	5.2.2.7
	O
	

	MLP-X-S-015
	ta
	5.2.2.7
	O
	

	MLP-X-S-016
	lmsi
	5.2.2.7
	O
	

	MLP-X-S-017
	imsi
	5.2.2.7
	O
	


A.2.28 Support for Context Elements

	Item
	Function
	Reference
	Status
	Requirement

	MLP-Y-S-001
	client
	5.2.2.8
	M
	

	MLP-Y-S-002
	sessionid
	5.2.2.8
	O
	

	MLP-Y-S-003
	id
	5.2.2.8
	O
	

	MLP-Y-S-004
	requestor
	5.2.2.8
	O
	

	MLP-Y-S-005
	pwd
	5.2.2.8
	O
	

	MLP-Y-S-006
	serviceid
	5.2.2.8
	O
	

	MLP-Y-S-007
	requestmode
	5.2.2.8
	O
	

	MLP-Y-S-008
	subclient
	5.2.2.8
	O
	


A.2.29 Service attributes

	Item
	Function
	Reference
	Status
	Requirement

	MLP-Z-S-001
	res_type
	5.3.86
	M
	

	MLP-Z-S-002
	ver
	5.3.86
	M
	


A.2.30 Transport mechanisms

	Item
	Function
	Reference
	Status
	Requirement

	MLP-AA-S-001
	Support of HTTP mapping
	5.2.1, 5.6
	M
	

	MLP-AA-S-002
	Support of port 9210
	5.6
	O
	

	MLP-AA-S-003
	Support of port 9211
	5.6
	O
	

	MLP-AA-S-004
	Support of transfer over other port
	5.6
	O
	


A.2.31 Services
	Item
	Function
	Reference
	Status
	Requirement

	
	
	
	
	

	MLP-AB-S-001
	Standard Location Immediate Service
	5.2.3.2
	M
	MLP-A-S-003 AND MLP-B-S-003

	MLP-AB-S-002
	Emergency Location Immediate Service 
	5.2.3.3
	O
	MLP-A-S-004 AND MLP-B-S-004

	MLP-AB-S-003
	Standard Location Reporting Service 
	5.2.3.4
	O
	MLP-B-S-005 AND MLP-B-S-006

	MLP-AB-S-004
	Emergency Location Reporting Service 
	5.2.3.5
	O
	MLP-B-S-009

	MLP-AB-S-005
	Triggered Location Reporting Service 
	5.2.3.6
	O
	MLP-A-S-005 AND MLP-A-S-006 AND MLP-B-S-010 AND MLP-B-S-011 AND MLP-B-S-012

	MLP-AB-S-006
	Historic Location Immediate Service 
	5.2.3.6
	O
	 MLP-A-S-008 AND MLP-B-S-014














NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 11)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 11)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

