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1 Reason for Change

This CR address CONRR comment D107.
	D107
	2007.10.10
	T
	10.24
	Source: Ericsson
Form: Doc#0039
Comment: The description of element PT 1 - “Supported WLAN APs List” is incorrect as frequency info not is associated with AP MAC address. 

PT 2 - The use of device type and frequency info is unclear. Is the SET prohibited to send info for a listed AP not using a listed frequency or device type?
PT 3 - The need for specifying AP device type per AP is not clear. (e.g. If “Apdevtype” is set to 11b why would the SET be prohibited to report the AP if it transmits 11g signals)

Proposed Change:  
	OPEN 

CR required - Andrew

Pt 1 is an error

Pt 2 needs clarification

Pt 3 needs clarification




This CR implements the following interpretations, as described on the mailing list (I called for feedback and got no response, so I’m going with what the ASN.1 says currently):

The frequency info is meant to be associated with the device type and not the AP MAC address.

The frequency info does not impose any limits on which measurements the SET can return.

The frequency info is the superset of all supported channels per device type.

This is basically the only workable interpretation as the ASN.1 stands now. If there is a need for frequency info on a per AP basis, the ASN.1 will need to change. 

The current ASN.1 description is shown below for reference:

SupportedWLANApsList ::= SEQUENCE {

 supportedWLANApDataList     SEQUENCE SIZE (1..MaxWLANApDataSize) OF SupportedWLANApData, 

 supportedWLANapsChannel11a  SupportedWLANApsChannel11a  OPTIONAL,

 supportedWLANapsChannel11bg SupportedWLANApsChannel11bg OPTIONAL,

 ...

}
SupportedWLANApsChannel11a ::= SEQUENCE { 

 ch34 BOOLEAN,

 ch36 BOOLEAN,

 ch38 BOOLEAN,

 ch40 BOOLEAN,

 ch42 BOOLEAN,

 ch44 BOOLEAN,

 ch46 BOOLEAN,

 ch48 BOOLEAN,

 ch52 BOOLEAN,

 ch56 BOOLEAN,

 ch60 BOOLEAN,

 ch64  BOOLEAN,

 ch149 BOOLEAN,

 ch153 BOOLEAN,

 ch157 BOOLEAN,

 ch161 BOOLEAN

}
SupportedWLANApsChannel11bg ::= SEQUENCE {

 ch1  BOOLEAN,

 ch2  BOOLEAN,

 ch3  BOOLEAN,

 ch4  BOOLEAN,

 ch5  BOOLEAN,

 ch6  BOOLEAN,

 ch7  BOOLEAN,

 ch8  BOOLEAN,

 ch9  BOOLEAN,

 ch10 BOOLEAN,

 ch11 BOOLEAN,

 ch12 BOOLEAN,

 ch13 BOOLEAN,

 ch14 BOOLEAN

}

SupportedWLANApData ::= SEQUENCE {

 apMACAddress  BIT STRING (SIZE (48)),

 apDevType  ENUMERATED ( 802.11a(0), 802.11b(1), 802.11g(2), ...),

 ...

}

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to CR and update TS ULP accordingly.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

10.24 Supported Network Information

The Supported Network Information parameter defines which type of network measurements the SET is allowed to send as part of the Location ID or Multiple Location IDs in a SUPL POS INIT message. This parameter is used in SUPL INIT, SUPL RESPONSE and SUPL TRIGGERED RESPONSE. The Supported Network Information parameter is also used to inform the SET that UTRAN GPS/GANSS Reference Time is requested by the SLP in case of WCDMA.

The purpose of this parameter is to act as filter to prevent the SET from sending measurement information which the SLP does not support or does not want to process. In interpreting this parameter, the SET shall assume that non-permission overrides permission – i.e. the SET shall only send measurements if no part of the parameter forbids this.
	Parameter
	Presence
	Value/Description

	WLAN
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send WLAN AP information  within the Multiple Location IDs. If “false” the SET must not send WLAN AP information within the Multiple Location IDs. 

	Supported WLAN Information
	O
	This parameter provides a map of flags indicating which WLAN AP information the SET may send for a current serving WLAN AP in the Location ID parameter. It also indicates which WLAN AP information the SET may send in the Multiple Location IDs parameter when WLAN is set to “true”:

· AP transmit power

· AP antenna gain

· AP signal to noise received at the SET

· Device type (802.11a/b/g)

· AP signal strength at the SET

· AP channel/frequency of TX/RX

· Round trip delay between SET and AP

· SET transmit power

· SET antenna gain

· SET signal to noise received at the AP

· SET signal strength at AP

· AP location as reported by AP

	Supported WLAN APs List
	O
	This parameter provides a list of MAC addresses of APs indicating WLAN AP information of which APs the SET should send within the Multiple Location IDs parameter when WLAN is set to “true”. It also contains device type information associated with each AP. 
It MAY also contain channel information associated with the AP device types. This information is the superset of all channels supported by the APs of each device type. It is only intended to help the SET locate supported APs and does not limit which APs or WLAN measurements the SET is allowed to return.
This parameter must not be sent over SUPL INIT.

	GSM
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send GSM information as part of Location ID within Multiple Location IDs. If “false” the SET must not send GSM information within Multiple Location IDs. 

	WCDMA
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send WCDMA information as part of Location ID within Multiple Location IDs. If “false” the SET must not send WCDMA information within Multiple Location IDs. 

	Supported WCDMA Information
	CV
	This parameter  provides a map of flags indicating which WCDMA Network Measurements the SET may send the current serving cell in the Location ID parameter. It also indicates which WCDMA network measurements the SET may send in the Multiple Location IDs parameter when WCDMA is set to “true”:

:

· MRL (Measured Results List)



	CDMA
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send CDMA information as part of Location ID within Multiple Location IDs. If “false” the SET must not send CDMA information within Multiple Location IDs.

	HRPD
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send HRPD information as part of Location ID within Multiple Location IDs. If “false” the SET must not send HRPD information within Multiple Location IDs.

	Historic
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send historic information as part of Location ID within Multiple Location IDs. If “false” the SET must not send historic information within Multiple Location IDs.

	Non-serving
	M
	The value of this parameter is “true” or “false”. If true, it indicates the SET is allowed to send information for non-serving as well as serving cells and WLAN APs as part of Location ID within Multiple Location IDs. If “false” the SET may only send information for serving cells or serving WLAN APs within Multiple Location IDs.

	UTRAN GPS Reference Time
	O
	The value of this parameter is “true” or “false”. If true, it indicates that the SLP is requesting UTRAN GPS Reference Time (i.e. the UTRAN GPS Reference Time as measured by the SET).

	UTRAN GANSS Reference Time
	O
	The value of this parameter is “true” or “false”. If true, it indicates that the SLP is requesting UTRAN GANSS Reference Time (i.e. the UTRAN GANSS Reference Time as measured by the SET).


Table 62: Supported Network Measurements













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

© 2008 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 4 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20080101-I]

