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1 Reason for Change

This CR addresses the following CONRR comment:

	D01 
	2007.11.29
	E
	10.12, 10.23
	Source: Khiem Tran

Form: doc#0047

Comment: Should “SIP URL” actually be “SIP URI” here? Actually, looks like FormatIndicator (the matching parameter in the ASN.1 for 10.12) already says “sipUrl”. But the ASN.1 does say sip_uri for ThirdPartyId which is “SIP URL” for 10.23.

Proposed Change: make it “SIP URI” throughout.
	Status: OPEN 

CR is required Andrew to submit


The proposed change is to replace “SIP URL” with “SIP URI” throughout the document.

There is no ASN.1 change required for Third Party Id as the ASN.1 already uses “sip-uri” even though the tables say “SIP URL”:
ThirdPartyID ::= CHOICE {


logicalName
IA5String(SIZE (1..1000)),


msisdn

OCTET STRING(SIZE (8)),


emailaddr
IA5String(SIZE (1..1000)),


url

VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | "./-_~%#")) (SIZE (1..255)),


sip-uri

VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


ims-public-identity
VisibleString(FROM ("a".."z" | "A".."Z" | "0".."9" | ":./-_~%#@?")) (SIZE (1..255)),


min

BIT STRING(SIZE (34)), -- coded according to TIA-553


mdn

OCTET STRING(SIZE (8)),

...}

2 Impact on Backward Compatibility

The expression “SIP URI” appears in two places in the TS ULP: in 10.12 (Notification); and10.23 (Third Party id). Third party id was introduced in SUPL2.0, but Notification was present in SUPL1.0. However, at the ASN.1 level, “sipUrl” in the Notification IE just appears as an enum and there should be no negative implications in changing the text.

FormatIndicator ::= ENUMERATED {

  logicalName(0), e-mailAddress(1), msisdn(2), url(3), sipUrl(4), min(5),

  mdn(6), iMSPublicidentity(7), ...

  }

3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to CR and update TS ULP accordingly
6 Detailed Change Proposal

Change 1: Notification IE
10.12 Notification

	Parameter
	Presence
	Value/Description

	Notification
	-
	Describes the notification/verification mechanism to be applied.

	>Notification type
	M
	Type of notification:

· No notification & no verification

· Notification only

· Notification and verification

· Allowed on no answer (if no answer is received from the SET User, the SET will assume that user consent has been granted and will proceed)

· Denied on no answer (if no answer is received from the SET User, the SET will assume that user consent has been denied and will abort)

· Privacy override (is used for preventing notification and verification without leaving any traces of a performed position fix or position fix attempt in terms of log files etc. on the SET).

	>Encoding type
	CV
	Encoding type is required when Notification type is set to Notification only or Notification and verification and when RequestorID or ClientName is used.

· ucs2

· gsm-default

· UTF-8

NOTE:
gsm-default refers to the 7-bit default alphabet and the SMS packing specified in [3GPP 23.038].

	>RequestorID
	O
	Identity of the Requestor

	>RequestorType
	CV
	Indicates the RequestorID type. It is required if RequestorID is present. The RequestorID type can be one of the following:

· Logical name

· MSISDN

· E-mail address

· URL

· SIP URI
· IMS public identity

· MIN

· MDN

	>ClientName
	O
	The name of the Location Application.

	>ClientNameType
	CV
	Indicates the type of the client name. It is required if ClientName is present. The type of the client name can be one of the following:

· Logical name

· MSISDN

· E-mail address

· URL

· SIP URI
· IMS public identity

· MIN

· MDN

	Notification
	-
	Describes the notification/verification mechanism to be applied.

	Emergency Call Location
	CV
	Indicates location in association with an emergency call. Required in a SUPL INIT for an emergency call.


Table 40: Notification Parameter
Change 2: Third Party ID
10.23 Third Party ID

	Parameter
	Presence
	Value/Description

	Third Party ID
	CV
	Indicates the identity of the third party. The type of the third party name can be one of the following:

· Logical name

· MSISDN

· E-mail address

· URL

· SIP URI
· IMS public identity

· MIN

· MDN




Table 61: Third party ID Parameter
Change 3: ASN.1
11.12.2 SUPL INIT

SUPL-INIT DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS SUPLINIT;

IMPORTS SLPAddress, QoP, PosMethod, SupportedNetworkInformation, GNSSPosTechnology
          FROM ULP-Components

TriggerType

          FROM SUPL-TRIGGERED-START;

SUPLINIT ::= SEQUENCE {

  posMethod     PosMethod,

  notification  Notification OPTIONAL,

  sLPAddress    SLPAddress OPTIONAL,

  qoP           QoP OPTIONAL,

  sLPMode       SLPMode,
  mAC           MAC OPTIONAL,

  keyIdentity   KeyIdentity OPTIONAL,

  ...,
  notificationMode  NotificationMode,

  supportedNetworkInformation   SupportedNetworkInformation,

  triggerType   TriggerType OPTIONAL,

  e-SLPAddress  SLPAddress OPTIONAL,

  historicReporting

HistoricReporting OPTIONAL,

  protectionLevel

ProtectionLevel OPTIONAL,

  gnssPosTechnology

GNSSPosTechnology OPTIONAL,

  minimumMajorVersion

INTEGER (0..255) OPTIONAL}

Notification ::= SEQUENCE {

  notificationType  NotificationType,

  encodingType      EncodingType OPTIONAL,

  requestorId       OCTET STRING(SIZE (1..maxReqLength)) OPTIONAL,

  requestorIdType   FormatIndicator OPTIONAL,

  clientName        OCTET STRING(SIZE (1..maxClientLength)) OPTIONAL,

  clientNameType    FormatIndicator OPTIONAL,

  ...,

  emergencyCallLocation  NULL OPTIONAL}

NotificationType ::= ENUMERATED {

  noNotificationNoVerification(0), notificationOnly(1),

  notificationAndVerficationAllowedNA(2),

  notificationAndVerficationDeniedNA(3), privacyOverride(4), ...

  }

EncodingType ::= ENUMERATED {ucs2(0), gsmDefault(1), utf8(2), ...

                             }

maxReqLength INTEGER ::= 50

maxClientLength INTEGER ::= 50

FormatIndicator ::= ENUMERATED {

  logicalName(0), e-mailAddress(1), msisdn(2), url(3), sipUri(4), min(5),

  mdn(6), iMSPublicidentity(7), ...

  }

SLPMode ::= ENUMERATED {proxy(0), nonProxy(1)}

NotificationMode ::= ENUMERATED {normal(0), basedOnLocation(1), ...}
HistoricReporting ::= SEQUENCE {


  allowedReportingTypes  AllowedReportingTypes,

  reportingCriteria
   ReportingCriteria OPTIONAL,

...}

AllowedReportingType ::= ENUMERATED {

  positionsOnly(0), measurementsOnly(1), positionsAndMeasurements(2),...}

ReportingCriteria ::= SEQUENCE {

  timeWindow
TimeWindow OPTIONAL,

  maxNumberofReports
INTEGER(1..65536) OPTIONAL,

  minTimeInterval
INTEGER(1..86400) OPTIONAL,


...}

TimeWindow ::= SEQUENCE {


startTime
INTEGER(-525600..-1),


stopTime
INTEGER(-525599..0)}

MAC ::= BIT STRING(SIZE (64)) -- empty placeholder required for SUPL 1.0 backwards compatibility

KeyIdentity ::= BIT STRING(SIZE (128)) -- empty placeholder required for SUPL 1.0 backwards compatibility

ProtectionLevel ::= SEQUENCE {

 protlevel

ProtLevel
OPTIONAL,

 basicProtectionParams
BasicProtectionParams
OPTIONAL,

 ...}

ProtLevel ::= ENUMERATED {

 nullProtection(0), basicProtection(1), ...}

BasicProtectionParams ::= SEQUENCE {

 keyIdentifier 

OCTET STRING(SIZE (8)),

 basicReplayCounter

INTEGER(0..65535),

 basicMAC

BIT STRING(SIZE (32)),

 ...}

END
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