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1 Reason for Change

Description of dependencies needed.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed CR and change LOCSIP AD document accordingly.

6 Detailed Change Proposal

Change 1:  Add/modify references & abbreviations

2.2 Normative References

	[OSE]
	“OMA Service Environment”, Open Mobile Alliance™,
URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997,
URL:http://www.ietf.org/rfc/rfc2119.txt 

	[LOCSIP-RD]
	“Location in SIP/IP core Requirements”, Open Mobile Alliance™, OMA-RD-LOCSIP-V1_0,
URL:http://www.openmobilealliance.org/ 

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B. Roach, June 2002, RFC 3265,
URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC4662]
	“A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach et al, August 2006, RFC 4662,
URL: http://www.ietf.org/rfc/rfc4662.txt

	[IMSARCH]
	IMS in OMA Architecture Document: Open Mobile Alliance™,  OMA-AD-IMS-V1_0,

URL:http://www.openmobilealliance.org/

	[OMA XDMAD]
	“OMA XML Document Management (XDM) Architecture, V2.0”,OMA-AD-XDM-V2_0, Open Mobile Alliance™,
URL: http://www.openmobilealliance.org/

	[URILISTSUB]
	“Subscriptions to Request-Contained Resource Lists in the Session Initiation Protocol (SIP)”, G. Camarillo, A. Roach, O. Levin, November 2007,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-uri-list-subscribe-02.txt
Note: IETF Draft work in progress

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP TS 23.228,
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/

	[3GPP2 X.S0013-002-A]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2”, Revision A, Version 1.0, 3GPP2,
URL: http://www.3gpp2.org/Public_html/specs/index.cfm


Change 2:  Add dependencies
5.1 Dependencies

<< This section MUST enumerate all of the dependencies this architecture has.  Dependencies in this context include other enablers, specifications, etc. this enabler calls (i.e. re-uses).  Each dependency MUST include a reference to the document(s) that specifies the dependency.  All of these references MUST also be included in Section 2.1.

The enumeration would be along the lines of a list with entries such as

    - IMAP binary extension [RFC3516]

where the reference (e.g. RFC3516 in this example) would link to the fully qualified reference in section 2.1 table.

If this architecture has no dependencies, then this section only needs to contain a statement as such.

DELETE THIS COMMENT >>

LOCSIP depends on:
· OMA XML Document Management (XDM) Architecture [OMA XDMAD]
· IMS in OMA Architecture [IMSARCH]
· Session Initiation Protocol (SIP)-Specific Event Notification [RFC3265]
· A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists [RFC4662]
· Subscriptions to Request-Contained Resource Lists in the Session Initiation Protocol (SIP) [URILISTSUB]
· IP Multimedia Subsystem (IMS); Stage 2  [3GPP TS 23.228]
· All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2 [3GPP2 X.S0013-002-A]
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