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1 Reason for Change

This contribution addresses the following comments:
	B153
	2011.03.21
	T
	6.5.2.4
	Source: Qualcomm

Form: INP doc

Comment:  There should be a note added to the introduction text of OMA-LPPe-OTDOA-ProvideLocationInformation IE, that the actual location estimate is provided in LPP CommonIEsProvideLocationInformation and/or OMA-LPPe-CommonIEsProvideLocationInformation. A similar note could be added for target based location methods (where applicable).
Proposed Change:  Add a corresponding Note text.
	Status: OPEN 

[Nokia to draft a CR]

	B154
	2011.03.21
	T
	6.5.3.9
	Source: Qualcomm

Form: INP doc

Comment:  The OMA-LPPe-EOTD-Error is defined as a SEQUENCE of optional elements. This should be a CHOICE, as it is the case for all similar messages. 
Proposed Change:  Change SEQUENCE to CHOICE. 
	Status: OPEN 

[Nokia to draft a CR]

	B162
	2011.03.21
	T
	6.5.4.9
	Source: Qualcomm

Form: INP doc

Comment:  The OMA-LPPe-OTDOA-UTRA-Error is defined as a SEQUENCE of optional elements. This should be a CHOICE, as it is the case for all similar messages. 
Proposed Change:  Change SEQUENCE to CHOICE.
	Status: OPEN 

[Nokia to draft a CR]

	B201
	2011.03.21
	T
	6.5.10.7
	Source: Qualcomm

Form: INP doc

Comment:  The motionStateReq in OMA-LPPe-Sensor-RequestLocationInformation should be a SEQUENCE in section 6.5.10.8. It may also make sense to allow for first versus first and secondary motion state requests. 
Proposed Change:  Change the NULL type for motionStateReq to a SEQUENCE and put it in section 6.5.10.8. 
	Status: OPEN 

[Nokia to draft a CR]

	B203
	2011.03.21
	T
	6.5.10.12
	Source: Qualcomm

Form: INP doc

Comment:  The IE OMA-LPPe-Sensor-Error should be defined in the same way as all the other positioning method error IEs. I.e., CHOICE between target and server errors. 
Proposed Change:  Define OMA-LPPe-Sensor-Error as a CHOICE between server and target errors. 
	Status: OPEN 

[Nokia to draft a CR]

	B204
	2011.03.21
	T
	6.5.10.12
	Source: Qualcomm

Form: INP doc

Comment:  The motionStateError in OMA-LPPe-Sensor-TargetError cases could distinguish first and secondary motion state error causes.
Proposed Change:  Add error causes for first and secondary motion states.
	Status: OPEN 

[Nokia to draft a CR]


2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on the proposed changes.
6 Detailed Change Proposal

Change 1:  B153 (6.5.2.4)
OMA-LPPe-OTDOA-ProvideLocationInformation

The OMA-LPPe-OTDOA-ProvideLocationInformation is used to provide OTDOA-based position estimate (UE-based). It may also be used to provide UE-based OTDOA positioning specific error reason. The actual location estimate is provide in the LPP proper (CommonIEsProvideLocationInformation).
-- ASN1START

OMA-LPPe-OTDOA-ProvideLocationInformation ::= SEQUENCE {



otdoaLocationInformation


OMA-LPPe-OTDOA-LocationInformation


OPTIONAL, 


otdoaError






OMA-LPPe-OTDOA-Error





OPTIONAL,


...

}

-- ASN1STOP

Change 2:  B154 (6.5.3.9)

–
OMA-LPPe-EOTD-Error

The OMA-LPPe-EOTD-Errors is used by the location server or target device to provide E-OTD error reasons to the target device or location server, respectively.

-- ASN1START

OMA-LPPe-EOTD-Error ::= CHOICE {


locationServerErrorCauses

OMA-LPPe-EOTD-LocationServerErrorCauses

OPTIONAL,


targetDeviceErrorCauses


OMA-LPPe-EOTD-TargetDeviceErrorCauses

OPTIONAL,


...

}

-- ASN1STOP

Change 3:  B162 (6.5.4.9)

–
OMA-LPPe-OTDOA-UTRA-Error

The OMA-LPPe-OTDOA-UTRA-Errors is used by the location server or target device to provide OTDOA-UTRA error reasons to the target device or location server, respectively.

-- ASN1START

OMA-LPPe-OTDOA-UTRA-Error ::= CHOICE {


locationServerErrorCauses

OMA-LPPe-OTDOA-UTRA-LocationServerErrorCauses

OPTIONAL,


targetDeviceErrorCauses


OMA-LPPe-OTDOA-UTRA-TargetDeviceErrorCauses


OPTIONAL,


...

}

-- ASN1STOP

Change 4:  B201 (6.5.10.7/8)

5.2.1.1 Sensor Location Information Request 

–
OMA-LPPe-Sensor-RequestLocationInformation

The OMA-LPPe-Sensor-RequestLocationInformation is used to request location information for sensor-based methods.

-- ASN1START

OMA-LPPe-Sensor-RequestLocationInformation ::= SEQUENCE {


motionStateReq


OMA-LPPe-Sensor-MotionStateRequest
OPTIONAL, —Cond MotionSateReq


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	MotionStateReq
	The field is mandatory present if the server requests for motion state measurements; otherwise it is not present.


	OMA-LPPe-Sensor-RequestLocationInformation  field descriptions

	motionStateReq

This field is used to request the motion state of the target. The motion state may indicate e.g. that the target is stationary or that it is moving in a car.


5.2.1.2 Sensor Location Information Request Elements


–
OMA-LPPe-Sensor-MotionStateRequest
The OMA-LPPe-Sensor-MotionStateRequest is used to request motion state information.

-- ASN1START

OMA-LPPe-Sensor-MotionStateRequest ::= SEQUENCE {


primaryMotionStateRequest

NULL
OPTIONAL,

secondaryMotionStateRequest

NULL
OPTIONAL,

...

}

-- ASN1STOP

	OMA-LPPe-Sensor-MotionStateRequest  field descriptions

	primaryMotionStateRequest 
This field is used to request the primary motion state of the target. 

	secondaryMotionStateRequest 

This field is used to request the secondary motion state of the target.


Change 5:  B203, B204 (6.5.10.12)

5.2.1.3 Sensor Error Elements

–
OMA-LPPe-Sensor-Error

The OMA-LPPe-Sensor-Error is used to provide Sensor Error Reasons to the server.

-- ASN1START

OMA-LPPe-Sensor-Error ::= CHOICE {


targetError


OMA-LPPe-Sensor-TargetError 
OPTIONAL,


...

}

OMA-LPPe-Sensor-TargetError ::= SEQUENCE {


primaryMotionStateError

ENUMERATED { primaryMotionStateNotAvailable, 










 
 
 primaryMotionStateNotSupported,










 

 ... } 
OPTIONAL,


secondaryMotionStateError
ENUMERATED { secondaryMotionStateNotAvailable, 










  
 
 secondaryMotionStateNotSupported,










 

 ... } 
OPTIONAL,


...

}

-- ASN1STOP













NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 5 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

