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1 Reason for Change

In ULP v3.0 TS, positioning payload can be LPP/LPPe or TIA-801 payload. This CR corrects section 9.2.9 to align with wording in other sections of ULP v3.0 TS.
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the proposed changes and updated SUPL 3.0 TS ULP accordingly.
6 Detailed Change Proposal

9.2.9 SUPL TRIGGERED START

SUPL TRIGGERED START is the initial message from the SET to the H-SLP for establishing a triggered session or for re-initiating a triggered session during a V-SLP to V-SLP handover.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it SHALL be set to NULL.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. In Network initiated proxy mode a SET SHALL calculate a hash of a received SUPL INIT and include the result of the hash in this parameter.

This parameter shall not be included in a  SUPL TRIGGERED START sent to request new trigger parameters.

	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it should be set to an arbitrary but fixed value.

	Third Party
	CV
	The identity of the Third Party.

For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.
For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party.

	Application ID
	O
	The identifier of the requesting application on the SET.

	Trigger Type
	CV
	This parameter indicates SET initiated trigger service type:

· Periodic

· Area event

For network initiated trigger service, it MUST not be present.

	Trigger Params
	CV
	This parameter indicates parameters of the trigger session.
For network initiated trigger service, this parameter MUST NOT be present.
For SET initiated trigger service, this parameter MUST be present.

	Position
	O
	Defines the position of the SET.

	Reporting Capability
	CV
	This parameter defines the reporting capabilities of the SET on a per SUPL session basis (there is a Reporting Capability parameter as part of SET Capabilities -> Service Capabilities which reflects the generic SET Reporting Capabilities). This parameter is conditional and only used for triggered periodic scenarios. The values of this parameter MUST be consistent with the values of Reporting Capability as part of SET Capabilities.

For periodic triggered services, this parameter MUST be present.
For area event triggered services, this parameter MUST NOT be present.

	>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>Rep Mode
	M
	This parameter is a bit map indicating the supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting
At least one of the three reporting modes must be supported.

	>Batch Report Capability
	CV
	If batch reporting is supported as reporting mode, this parameter defines the type of reports which are supported:

· Position

· Measurement data

· Position and Measurement data

The maximum number of positions and/or measurements the SET is able to store are defined as:

· Maximum number of positions

· Maximum number of measurements

These parameters are optional. If not present, no limit is specified.

	Cause Code 
	O
	This parameter indicates the reason for sending this message during an ongoing triggered session. The value could be:
· Serving Network not in Area Id list 
· SET capabilities has changed
· No SUPL coverage

	Positioning Payload
	CV
	The LPP/LPPe or TIA-801 payload.

In the context of Network Change for Area Event Triggered scenarios (see section 5.3.9), this parameter SHALL be provided by the SET. Otherwise this parameter MUST NOT be used. 


N/A
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