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1 Reason for Change

This CR provides support for relative positioning in SUPL 3.0. Relative positioning in this context means positioning relative to a reference point. 

The use case covered by this proposal is that of a SET trying to determine its position relative to a reference point the absolute coordinates of which are unknown to the SET (e.g. some labelled reference point on an indoor map – reference point A – without knowledge of the absolute coordinates of this reference point). If the SET knew the absolute coordinates of the reference point, determining its location relative to that access point would be equivalent to determining its absolute position i.e., it would be redundant. 
We are not presenting a similar CR for Network Initiated scenarios since we assume that a SLP always knows the absolute coordinates of a reference point thus making relative position redundant.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

ILP
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration. These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 3.0 TS ULP.
6 Detailed Change Proposal

9.2.8
SUPL END

SUPL END is the message that ends the SUPL procedure, normally or abnormally.

	Parameter
	Presence
	Description

	Position
	O
	Defines the position result of the SET.

	Status Code
	O
	Defines the Status of the message as either an error indication or an information indication.

Error indications have values between 0 and 99, information indications have values between 100 and 199.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message and is calculated by the SET. This parameter MUST be present in situations where the SUPL END message is sent as a direct response to SUPL INIT (both proxy and non-proxy mode).

	SET Capabilities
	O
	Defines the SET Capabilities of the SET. This parameter MAY be used if the SUPL END message is sent from the SET to the SLP.

	Location URI Set
	O
	This parameter contains a set of one or more location URIs. This parameter MAY be included if the SUPL END message is sent from the SLP to the SET.

	SLP Authorization 
	CV
	This parameter is included either (i) in a response to a D-SLP or E-SLP Query from the SET to the H-SLP, Proxy D-SLP or Proxy E-SLP or (ii) when terminating a Session Info Query from the H-SLP. The parameter provides one or more authorized D-SLP and/or E-SLP addresses and may include limitations on the use of each address. The parameter may also be used to support unsolicited provision of D-SLP and/or E-SLP addresses by the H-SLP or by a Proxy D-SLP at the end of any SUPL session based on the SET location, serving access network and/or neighboring access networks. This is allowed whenever the SET capabilities indicate support for the particular type of D-SLP or E-SLP provision.  Any D-SLP addresses or E-SLP addresses provided by an H-SLP or Proxy D-SLP then replace any previous D-SLP or E-SLP addresses, respectively, that were provided by the H-SLP or the same Proxy D-SLP, respectively. Other provided D-SLP and E-SLP addresses are not affected except that removal of a Proxy D-SLP address also removes all D-SLP and E-SLP addresses that may have been provided by the Proxy D-SLP.

	Relative Position
	O
	This parameter defines the position result relative to a reference point or another SET (relative position). This parameter is only applicable when sent from the SLP to the SET.


Table 15: SUPL END Message
9.2.5
SUPL RESPONSE

SUPL RESPONSE is the response to a SUPL START message.

	Parameter
	Presence
	Description

	Positioning Method
	M
	The positioning method that SHALL be used for the SUPL session.

	SLP Address
	CV
	This parameter is not applicable since non-proxy mode is not supported in SUPL 3.0 and is only maintained for code backwards compatibility with SUPL 2.0. This parameter SHALL NOT be used.

	SET Auth key
	O
	This parameter SHALL NOT be used and is only provided for reasons of encoding backwards compatibility with SUPL 1.0.

	Key Identity 4
	O
	This parameter SHALL NOT be used and is only provided for reasons of encoding backwards compatibility with SUPL 1.0.

	SPC_SET_Key
	O
	This parameter defines the authentication key used by the SET for H/V-SPC authentication.

	SPC-TID
	O
	This parameter defines the transaction ID used for H/V-SPC authentication.

	SPC_SET_Key_lifetime
	O
	This parameter defines the lifetime of SPC_SET_Key. This parameter is optional. If not present, a default value of 24 hours is assumed. The units are in hours and the range is from 1 to 24 hours.

	Supported Network Information
	O
	This parameter is not applicable in SUPL 3.0. This parameter SHALL NOT be used.

	Initial Approximate Position
	O
	Defines the initial approximation for the position of the SET.

	GNSS Positioning Technology
	O
	Defines the actual GNSSs allowed for AGNSS SET Assisted, AGNSS SET Based or Autonomous GNSS in the Positioning Method parameter.

· GPS

· Galileo

· SBAS
· Modernized GPS
· QZSS
· GLONASS
NOTE: GPS MUST NOT be the only allowed GNSS in this parameter.

	SLP Capabilities
	O
	This parameter defines the SLP capabilities which include the supported positioning protocols (LPP/LPPe and/or TIA-801).

	GSS Parameters
	CV
	This parameter is only used for GSS in which case it is mandatory. The parameter defines the length of the Generic SUPL Session in terms of either duration or number of SUPL POS messages allowed within one GSS.

	Initial Approximate Relative Position
	O
	This parameter defines the initial approximation for a position result relative to a reference point (relative position).


Table 12: SUPL RESPONSE Message
9.2.14
SUPL REPORT

The SUPL REPORT message is used in the following instances: 

(1) For triggered applications, the SUPL REPORT message is used by the SLP to indicate the end of a positioning procedure (SUPL POS session) to the SET. In this case the SUPL REPORT message may or may not contain a calculated position.

(2) For triggered applications, the SUPL REPORT message may be used to send one or more position result(s) (calculated by the SET) and/or enhanced cell/sector measurement(s) from the SET to the SLP. The enhanced cell/sector/AP measurements are sent in LPP/LPPe/TIA-801 Provide Location Information messages carried within SUPL REPORT. The SUPL REPORT message may be used without a position result to indicate to the SLP that an Area Event has occurred. A result code may optionally be sent to indicate an error condition (e.g. no position available).

(3) As an intermediate report within a continuing batch reporting session, the SUPL REPORT message is used as in triggered applications, but the message should only contain the position result(s). This allows the SET to dynamically manage its memory by managing the amount of data stored in SET.
(4) SUPL REPORT is used by the SET in response to a session info query from the H-SLP or D-SLP. In this case the SUPL REPORT message contains a list of session-ids of all active SUPL sessions. The SUPL REPORT message MAY also include the SET Capabilities. For a session info query from the H-SLP, the SUPL REPORT message contains the addresses of all currently authorized D-SLPs and E-SLPs. For a session info query from a Proxy D-SLP, the SUPL REPORT message contains the addresses of all D-SLPs and E-SLPs currently authorized by that Proxy D-SLP.

(5) SUPL REPORT is used by the SET to report change of access to an authorized D-SLP that can support NI services.

NOTE: For uplink reporting, if the amount of report data to be sent exceeds the maximum ULP message length (64K Octets), the SET SHALL send the report data in multiple SUPL REPORT messages. 

	Parameter
	Presence
	Description

	SessionList
	O
	A list of the session-ids of all active SUPL sessions. The list does not contain the session-id of the "session-info query" session which is already included in the session-id parameter of the SUPL REPORT message. This parameter SHALL be only used in the “session-info query” session.

	SET capabilities
	O
	Defines the capabilities of the SET. This parameter may only be used if the SUPL REPORT message is sent in the context of a "session-info query" session.

	ReportDataList
	O
	The Report Data List comprises one up to 1024 occurrences of Report Data.

	>Report Data
	M
	Report Data contains the actual data to be reported: Position Data, Measurement Data, Result Code and Time Stamp.

	>>Position Data
	O
	A calculated position and the respective positioning mode used (optional).

	>>>position
	M
	The calculated position of the SET (including a time stamp).

	>>>posmethod
	O
	Positioning method with which the position was calculated (e.g. SET Based A-GPS, autonomous GPS, etc.).

	>>>GNSS Positioning Technology
	O
	Defines the GNSSs used to calculate the position.

· GPS

· Galileo

· SBAS
· Modernized GPS
· QZSS
· GLONASS
NOTE: This parameter SHALL NOT be used if posmethod indicates A-GPS or autonomous GPS.

	>>>GANSS Signals Information
	O
	This parameter may be included to indicate the GANSS Signals (up to 16) used for calculation of the position. GANSS Signals Information defines a list of GANSS Signals.

	>>>>GANSS Id
	M
	Defines the GANSS. Integer (0..15)

0: Galileo

1: SBAS

2: Modernized GPS

3: QZSS

4: GLONASS

5-15: Reserved for future use

	>>>>GANSS Signals
	M
	Bitmap (length 8 bits) defining the supported signals for GNSS indicated by GANSS ID.

For Galileo, the bits are interpreted as :

Bit 0: E1

Bit 1: E5a

Bit 2: E5b

Bit 3: E5a+E5b

Bit 4: E6

Bits 5-7: Spare

For Modernized GPS, the bits are interpreted as:

Bit 0: L1 C

Bit 1: L2 C

Bit 2: L5

Bits 3-7: Spare

For QZSS, the bits are interpreted as:

Bit 0: L1 C/A

Bit 1: L1 C

Bit 2: L2 C

Bit 3: L5

Bits 4-7: Spare

For GLONASS, the bits are interpreted as:

Bit 0: G1

Bit 1: G2

Bit 2: G3

Bits 3-7: Spare

For SBAS, the bits are interpreted as:

Bit 0: L1

Bits 1-7: Spare

	>>Multiple Location Ids
	O
	This parameter is not applicable in SUPL 3.0. This parameter SHALL NOT be used.

	>>Result Code
	O
	Result Code describing why no position or measurement could be reported:

a. Out of radio coverage

b. No position

c. No measurement

d. No position and no measurement

e. Out of memory

f. Out of memory, intermediate reporting

g. Other

	>>Time Stamp
	O
	Time Stamp in either absolute time (UTC Time) or relative time (relative to “now” i.e. when the SUPL REPORT message is sent. This parameter is only used if Position Data is not present. If Position Data is present, the timestamp parameter within position is used as timestamp. 

	>>LPP/LPPe/TIA-801 payload
	O
	This parameter carries LPP/LPPe/TIA-801 payload for sending enhanced cell/sector/AP measurement information.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. This parameter MUST be used if the SUPL REPORT message is sent in response to a SUPL INT message. Otherwise this parameter is not applicable.

	More Components
	CV
	This parameter is used if the report data to be sent needs to be segmented into multiple SUPL REPORT messages. 

If present, this parameter indicates that more SUPL REPORT messages will be sent. The last SUPL REPORT message in a series of segments SHALL omit this parameter. 

	Pause Session List
	O
	A list of session-ids of all paused triggered SUPL sessions. This parameter SHALL be only used in the “session-info query” session.

	Authorized D-SLP List
	O
	For a response to a Session Info Query from the H-SLP, this parameter carries the addresses of all currently authorized D-SLPs including D-SLPs authorized by a Proxy D-SLP. A D-SLP is considered to be currently authorized if its associated service duration has not yet expired.

	Authorized E-SLP List
	O
	For a response to a Session Info Query from the H-SLP, this parameter carries the addresses of all currently authorized E-SLPs including E-SLPs authorized by a Proxy E-SLP. A E-SLP is considered to be currently authorized if its associated service duration has not yet expired.

	D-SLP Access Notification
	O
	This parameter is included to report initial or subsequent access to an authorized D-SLP that can support NI services. The parameter carries the address of the D-SLP.

	Relative Position
	O
	This parameter defines the position result relative to a reference point (relative position). This parameter is only applicable when sent from the SLP to the SET.


Table 21: SUPL REPORT Message
10.x
Relative Position
The Relative Position Parameter provides a position relative to some known reference position or another SET. The parameter is defined in [OMA-LPPe].
9.2.4
SUPL START

SUPL START is the initial message from the SET to the SLP.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it SHALL be set to NULL. 

	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	This parameter is not applicable in SUPL 3.0. This parameter SHALL NOT be used.

	Third Party
	CV
	This parameter defines a list of  third party identities.

For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.
For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party. There must be at least one Third Party ID.

This parameter can be of type

· Logical name

· MSISDN

· Email address

· SIP URI

· IMS Public Identity

· MIN

· MDN

· URI

	ApplicationID
	O
	The identifier of the requesting application on the SET.

	Position
	O
	Defines the position of the SET.

	GSS Parameters
	O
	This parameter is only used for GSS in which case it is mandatory. The parameter defines the length of the Generic SUPL Session in terms of either duration or number of SUPL POS messages allowed within one GSS.

	Location URI Request
	O
	This parameter contains a request for a Location URI.

	Location URI Set
	O
	This parameter contains a set of one or more location URIs. The parameter MAY be included if the SET received a Location URI or set of Location URIs from another server that are still valid and if the SET is initiating a location session.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. This parameter is only applicable to Network-Initiated GSS. 

	SLP Query 
	CV
	This parameter is only included for a D-SLP or E-SLP Query to the H-SLP or to a Proxy D-SLP or Proxy E-SLP.

	Reference Point Id
	O
	This parameter provides a Reference Point Id and is used to indicate that  the requested position estimate should be expressed relative to a reference position (relative position). The SLP should reject the request by sending a SUPL END if unable to support location relative to the provided reference point.
Note: the reference point is defined via its unique Id and not via coordinate points.

The definition of Reference Point Id is as per [OMA-LPPe].


Table 11: SUPL START Message
9.2.9
SUPL TRIGGERED START

SUPL TRIGGERED START is the initial message from the SET to the H-SLP or D-SLP for establishing a triggered session or for re-initiating a triggered session during a V-SLP to V-SLP handover.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it SHALL be set to NULL.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. In Network initiated proxy mode a SET SHALL calculate a hash of a received SUPL INIT and include the result of the hash in this parameter.

This parameter shall not be included in a  SUPL TRIGGERED START sent to request new trigger parameters.

	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it should be set to an arbitrary but fixed value.

	Third Party
	CV
	The identity of the Third Party.

For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.
For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party.

	Application ID
	O
	The identifier of the requesting application on the SET.

	Trigger Type
	CV
	This parameter indicates SET initiated trigger service type:

· Periodic

· Area event

For network initiated trigger service, it MUST not be present.

	Trigger Params
	CV
	This parameter indicates parameters of the trigger session.
For network initiated trigger service, this parameter MUST NOT be present.
For SET initiated trigger service, this parameter MUST be present.

	Position
	O
	Defines the position of the SET.

	Reporting Capability
	CV
	This parameter defines the reporting capabilities of the SET on a per SUPL session basis (there is a Reporting Capability parameter as part of SET Capabilities -> Service Capabilities which reflects the generic SET Reporting Capabilities). This parameter is conditional and only used for triggered periodic scenarios. The values of this parameter MUST be consistent with the values of Reporting Capability as part of SET Capabilities.

For periodic triggered services, this parameter MUST be present.
For area event triggered services, this parameter MUST NOT be present.

	>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP or D-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP or D-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>Rep Mode
	M
	This parameter is a bit map indicating the supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting
At least one of the three reporting modes must be supported.

	>Batch Report Capability
	CV
	If batch reporting is supported as reporting mode, this parameter defines the type of reports which are supported:

· Position

· Measurement data

· Position and Measurement data

The maximum number of positions and/or measurements the SET is able to store are defined as:

· Maximum number of positions

· Maximum number of measurements

These parameters are optional. If not present, no limit is specified.

	Cause Code 
	O
	This parameter indicates the reason for sending this message during an ongoing triggered session. The value could be:
· Serving Network not in Area Id list 
· SET capabilities has changed
· No SUPL coverage

	Positioning Payload
	CV
	The LPP/LPPe or TIA-801 payload.

In the context of Network Change for Area Event Triggered scenarios (see section 5.3.9), this parameter SHALL be provided by the SET. Otherwise this parameter MUST NOT be used. 

	Reference Point Id
	O
	This parameter provides a Reference Point Id and is used to indicate that  the requested position estimate should be expressed relative to a reference position (relative position). The SLP should reject the request by sending a SUPL END if unable to support location relative to the provided reference point.
Note: the reference point is defined via its unique Id and not via coordinate points.

The definition of Reference Point Id is as per [OMA-LPPe].


Table 16: SUPL TRIGGERED START Message
9.2.3
SUPL SET INIT

The SUPL SET INIT message is the initial message where a SET can initiate location request to another target SET.

	Parameter
	Presence
	Description

	Target SET ID
	M
	Identifies the Target SET to be located where a SET can initiate location request to another target SET.

	QoP
	O
	Desired Quality of Position

	ApplicationID
	O
	The identifier of the requesting application on the SET.

	Result Type
	CV
	Identify the requested position result type. This parameter can be of type:

· Absolute Position
· Position relative to Reference Point
· Position relative to SET
This parameter SHALL be included when the location of another SET is requested. The SLP should reject the request by sending a SUPL END if unable to support the requested result type.

	Reference Point Id
	O
	This parameter provides a Reference Point Id and is used to indicate that  the requested position estimate should be expressed relative to a reference position (relative position).

Note: the reference point is defined via its unique Id and not via coordinate points.

The definition of Reference Point Id is as per [OMA-LPPe].
If the Result Type is Absolute Position or Position relative to SET, this parameter must not be present.
If the Result Type is Position relative to Reference Point, this parameter must be present.


Table 10: SUPL SET INIT Message

10.x
Reference Point Id
The Reference Point Id provides a unique Id of a reference point as per [OMA-LPPe].
10.8
SET capabilities

	Parameter
	Presence
	Value/Description

	SET capabilities
	-
	SET capabilities (not mutually exclusive) in terms of supported positioning technologies and positioning protocols.

During a particular SUPL session, a SET may send its capabilities more than once – specifically, in SET initiated cases, the SET capabilities are sent in SUPL START, SUPL TRIGGERED START and in SUPL POS INIT. For immediate requests, the SET capabilities MUST NOT change during this particular session. For triggered requests, the SET capabilities MAY change during a session.
The SET Capabilities parameter MAY also be used by the SET to inform the H-SLP or D-SLP about its service capabilities.

	>Pos Technology
	M
	This parameter does not apply to SUPL 3.0

	>>GANSS Position Methods
	O
	This parameter is not applicable in SUPL 3.0 and SHALL not be used.

	>Pref Method
	M
	This parameter is not applicable in SUPL 3.0 

	>Pos Protocol
	M
	Zero or more of the following positioning protocols (bitmap):

· TIA-801

· LPP

· LPPe

Flags for legacy positioning protocols (RRLP and RRC) SHALL be set to FALSE.

	>>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of 3GPP2 C.S0022 (TIA-801) Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>>Supported Pos Protocol Version TIA-801
	M
	Specifies a list of up to 8 different supported 3GPP2 C.S0022 versions. This parameter is required (with at least one entry in the list) if TIA-801 is identified in the Pos Protocol parameter.

	>>>>Revision Number
	M
	Revision part of document number for the specifications of C.S0022 Positioning Protocol.

Value: [0,A-Z]

	>>>>Point Release Number
	M
	Point Release number for C.S0022, range: (0..255)

	>>>Internal Edit Level
	M
	Internal Edit Level for C.S0022, range: (0..255)

	>>Pos Protocol Version LPP
	CV
	Describes the protocol version of LPP Positioning Protocol.

It is required if LPP is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Technical Version Field
	M
	Second element of the version number for LPP Positioning Protocol, range: (0..255)

	>>>Editorial Version Field
	M
	Third (least significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>Pos Protocol Version LPPe
	CV
	Describes the protocol version of LPPe Positioning Protocol.

It is required if LPPe is identified in the Pos Protocol parameter.

	>>>Major Version Field
	M
	First (most significant) element of the version number for LPPe Positioning Protocol, range: (0..255)

	>>>Minor Version Field
	M
	Second element of the version number for LPPe Positioning Protocol, range: (0..255)

	>Service Capabilities
	O
	The service capabilities of the SET are described in this parameter. The SET MAY send this parameter in SUPL START, SUPL POS INIT, SUPL TRIGGERED START and SUPL END. The purpose of this parameter is to inform the H-SLP or D-SLP about the service capabilities of the SET

	>>services supported
	M
	Defines the supported services by the SET. Only Network Initiated services are relevant in this context.

Zero or more of the following services are supported:

· Periodic Trigger

· Area Event Trigger

	>>reporting capabilities
	CV
	Defines the reporting capabilities of the SET. This parameter is only required if periodic triggers are supported by the SET in which case the parameter is mandatory.

	>>>minimum interval between fixes
	M
	Defines the minimum interval between fixes allowed by the SET.

This parameter is used by the H-SLP or D-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. Range: 1 to 3600, Units in seconds.

	>>>maximum interval between fixes
	O
	Defines the maximum interval between fixes allowed by the SET.

This parameter is used by the H-SLP or D-SLP to avoid conflict between the desired interval between fixes and the SET’s capabilities. This parameter is optional. If not present, no maximum interval between fixes is specified.

Range: 1 to 1440, Units in minutes.

	>>>rep mode
	M
	Supported reporting mode(s):

· Real time

· Quasi real time

· Batch reporting
(At least one of the three reporting modes must be supported)

	>>>batch rep cap
	CV
	Defines the type of batch reporting capabilities supported by the SET (only applicable to quasi real time and batch reporting):

· Report position (true if reporting of position is allowed, false otherwise)

· Report measurements (true if reporting of measurements is supported, false otherwise)

· Maximum number of positions (range: 1 to 1024)

· Maximum number of measurements (range: 1 to 1024)

	>>event trigger capabilities
	CV
	Defines the event trigger capabilities of the SET. This parameter is only required if area event triggers are supported by the SET in which case the parameter is mandatory.

	>>> geo area shapes supported
	M
	This parameter defines the geographic target area shapes supported by the SET in addition to mandatory circular area:

· Elliptical

· Polygon

	>>> max number  of geographical target areas supported
	O
	This parameter defines the maximum number of geographic target areas the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support geographical target areas.

	>>> max number of Area Id Lists supported
	O
	This parameter defines the maximum number of Area Id Lists the SET supports. (range: 1 to 32)

This parameter is optional. If not present, the SET does not support Area Ids.

	>>> max number of Area Ids supported per Area Id List
	CV
	This parameter defines the maximum number of Area Ids per Area Id List the SET supports. (range: 1 to 256)

This parameter is conditional: if max number of Area Id Lists is present, then this parameter MUST be present. Otherwise this parameter MUST NOT be present.

	>>session capabilities
	M
	Defines the session capabilities of the SET:

· Total number of simultaneous sessions (range: 1 to 128). 

· Maximum number of simultaneous periodic triggered sessions (only used for periodic triggers) (range: 1 to 32).

· Maximum number of simultaneous area event triggered sessions (only used for area event triggers) (range: 1 to 32).

	> supported bearers
	O
	This parameter is not applicable in SUPL 3.0. This parameter SHALL NOT be used.

	>QoPCapabilities
	O
	This parameter defines the ability of the SET for reporting and/or receiving high accuracy position and/or velocity results.

	>Relative Position Capabilities
	O
	This parameter defines the ability of the SET to support relative positioning.

	> D-SLP Provision from H-SLP
	O
	This field indicates whether the SET supports provision of authorized D-SLP addresses from the H-SLP. 

	> E-SLP Provision-from-H-SLP
	O
	This field indicates whether the SET supports provision of authorized E-SLP addresses from the H-SLP. 

	> D-SLP Provision from Proxy D-SLP
	O
	This field indicates whether the SET supports provision of authorized D-SLP addresses from a Proxy D-SLP. 

	> E-SLP Provision-from-Proxy-E-SLP
	O
	This field indicates whether the SET supports provision of authorized E-SLP addresses from a Proxy E-SLP. 

	> D-SLP Notification to H-SLP
	O
	This field indicates whether the SET is able to notify the H-SLP when the SET changes access to a D-SLP.


Table 30: SET capabilities Parameter

10.29
SLP Capabilities

The SLP Capabilities parameter is used to describe the SLP’s capabilities to the SET. 

	Parameter
	Presence
	Value/Description

	SLP Capabilities
	-
	Indicates the capabilities of the SLP

	>Pos Protocol Supported
	M
	The supported positioning protocol:

· LPP

· LPPe

· TIA-801

	>Pos Protocol Version LPP
	CV
	Describes the protocol version of LPP Positioning Protocol.

It is required if LPP is identified in the Pos Protocol parameter.

	>>Major Version Field
	M
	First (most significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>>Technical Version Field
	M
	Second element of the version number for LPP Positioning Protocol, range: (0..255)

	>>Editorial Version Field
	M
	Third (least significant) element of the version number for LPP Positioning Protocol, range: (0..255)

	>Pos Protocol Version LPPe
	CV
	Describes the protocol version of LPPe Positioning Protocol.

It is required if LPPe is identified in the Pos Protocol parameter.

	>>Major Version Field
	M
	First (most significant) element of the version number for LPPe Positioning Protocol, range: (0..255)

	>>Minor Version Field
	M
	Second element of the version number for LPPe Positioning Protocol, range: (0..255)

	>Pos Protocol Version TIA-801
	CV
	Describes the protocol version of 3GPP2 C.S0022 (TIA-801) Positioning Protocol.

It is required if TIA-801 is identified in the Pos Protocol parameter.

	>>Supported Pos Protocol Version TIA-801
	M
	Specifies a list of up to 8 different supported 3GPP2 C.S0022 versions. This parameter is required (with at least one entry in the list) if TIA-801 is identified in the Pos Protocol parameter.

	>>>Revision Number
	M
	Revision part of document number for the specifications of C.S0022 Positioning Protocol.

Value: [0,A-Z]

	>>>Point Release Number
	M
	Point Release number for C.S0022, range: (0..255)

	>>Internal Edit Level
	M
	Internal Edit Level for C.S0022, range: (0..255)

	>QoPCapabilities
	O
	This parameter defines the ability of the SLP for reporting and/or receiving high accuracy position and/or velocity results.

	>Relative Position Capabilities
	O
	This parameter defines the ability of the SLP to perform relative positioning.


Table 64: SLP Capabilities Parameter

11.4
Message Extensions (SUPL Version 3)

ULP-Version-3-message-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

Ver3-SUPL-INIT-extension, Ver3-SUPL-START-extension, Ver3-SUPL-POS-INIT-extension, Ver3-SUPL-END-extension, Ver3-SUPL-RESPONSE-extension, Ver3-SUPL-TRIGGERED-RESPONSE-extension, Ver3-SUPL-TRIGGERED-START-extension, Ver3-SUPL-TRIGGERED-STOP-extension, Ver3-SUPL-SET-INIT-extension, Ver3-SUPL-NOTIFY-extension, Ver3-SUPL-NOTIFY-RESPONSE-extension, Ver3-SUPL-REPORT-extension, QoPCapabilities, RelativePositioningCapabilities;

IMPORTS

  Ver, QoP, FQDN
FROM ULP-Components
  CircularArea, EllipticalArea, PolygonArea
FROM Ver2-ULP-Components
PosProtocolVersion3GPP, PosProtocolVersion3GPP2

FROM ULP-Version-2-parameter-extensions

PosProtocolVersionOMA
FROM ULP-Version-3-parameter-extensions

 PosPayLoad

FROM SUPL-POS

 Notification
FROM SUPL-INIT

 SessionID

FROM ULP-Components
 NotificationResponse
FROM SUPL-NOTIFY-RESPONSE
 maxnumSessions, SessionList

FROM SUPL-REPORT
 OMA-LPPe-RelativeLocation, OMA-LPPe-ReferencePointUniqueID
FROM OMA-LPPE;

Ver3-SUPL-INIT-extension ::= SEQUENCE {

  sLPCapabilities  
SLPCapabilities OPTIONAL,
  gSSParameters   
GSSParameters OPTIONAL,

  extendedNotification
ExtendedNotification
OPTIONAL,

...}

SLPCapabilities ::= SEQUENCE {


  supportedPosProtocols 
SupportedPosProtocols,

  supportedProtocolVersions
SupportedProtocolVersions,
  qoPCapabilities


QoPCapabilities OPTIONAL,
  relativePositioningCapabilities
RelativePositioningCapabilities,
...
}
QoPCapabilities ::= SEQUENCE {

  highQualityPositionRX
BOOLEAN,

  highQualityPositionTX
BOOLEAN,

  highQualityVelocityRX
BOOLEAN,

  highQualityVelocityTX
BOOLEAN,

...}
RelativePositioningCapabilities ::= SEQUENCE (

  positioningRelativeToReferencePoint
BOOLEAN,

...}
SupportedPosProtocols ::= BIT STRING {

  LPP

(0),

  LPPe

(1),

  TIA-801
(2)} (SIZE (1..8))

SupportedProtocolVersions ::= SEQUENCE {

  posProtocolVersionLPP
PosProtocolVersion3GPP
OPTIONAL,

  posProtocolVersionLPPe
PosProtocolVersionOMA
OPTIONAL,

  posProtocolVersionTIA801
PosProtocolVersion3GPP2
OPTIONAL,

...}

GSSParameters ::= SEQUENCE {

  duration
Duration,

...}

Duration ::= SEQUENCE {

  timeDuration
INTEGER (1..44640) OPTIONAL, -- time duration in minutes (maximum time duration is 31 days)

  messageCountDuration
MessageCountDuration OPTIONAL,

...} -- either timeDuration or messageCountDuration or both SHALL be included
MessageCountDuration ::= SEQUENCE {

  numUplinkMessages
INTEGER (1..4096) OPTIONAL, -- max number of SUPL POS messages on uplink

  numDownlinkMessages
INTEGER (1..4096) OPTIONAL, -- max number of SUPL POS messages on downlink
  numTotalMessages
INTEGER (1..8192) OPTIONAL, -- max number of uplink + downlink SUPL POS messages

...}

ExtendedNotification ::= SEQUENCE {

locationURI
URI
OPTIONAL, 

...}

URI ::= VisibleString (FROM ( "a".."z" | "A".."Z" | "0".."9" | ":" | "/" | "?" | "#" | "[" | "]" | "@" | "!" | "$" | "&" | "'" | "(" | ")" | "*" | "+" | "," | ";" | "=" | "-" | "." | "_" | "~" | “%”))
Ver3-SUPL-START-extension ::= SEQUENCE {

gSSParameters   

GSSParameters OPTIONAL,

locationURISet

LocationURISet OPTIONAL,

locationURIRequest
LocationURIRequest OPTIONAL,

ver



Ver OPTIONAL,

slpQuery


SLPQuery OPTIONAL,
referencePointId

OMA-LPPe-ReferencePointUniqueID OPTIONAL,
...}

LocationURISet ::= SEQUENCE {

locationURIList
LocationURIList,

validity
LocationURIValidity,

...}

LocationURIList ::= SEQUENCE (SIZE(1..maxLocationURI)) OF URI
maxLocationURI ::= 5

LocationURIValidity ::= INTEGER (1..1440) -- in units of minutes

LocationURIRequest ::= SEQUENCE {

reason

LocationURIReason,

validity
LocationURIValidity,

...}

LocationURIReason ::= ENUMERATED {emergencysession, h-SLP, undefined, ...}

SLPQuery ::= SEQUENCE {

d-SLP-Query
D-SLP-Query

OPTIONAL,

e-SLP-Query
E-SLP-Query

OPTIONAL,

accessNetwork
AccessNetwork

OPTIONAL,

...}

D-SLP-Query ::= SEQUENCE {

authorized-D-SLP-Address-List
SLP-Address-List OPTIONAL,

preferred-D-SLP-Address-List
SLP-Address-List OPTIONAL,

not-preferred-D-SLP-Address-List
SLP-Address-List OPTIONAL,

qop


QoP
OPTIONAL,

...}

E-SLP-Query ::= SEQUENCE {

authorized-E-SLP-Address-List
SLP-Address-List OPTIONAL,

preferred-E-SLP-Address-List
SLP-Address-List OPTIONAL,

not-preferred-E-SLP-Address-List
SLP-Address-List OPTIONAL,

...}

SLP-Address-List ::= SEQUENCE (SIZE(1..maxSLP)) OF SLP-Address

maxSLP ::= 10

SLP-Address ::= CHOICE {

  FQDN,

...}

AccessNetwork ::= CHOICE {
 gSMAccess
MCC-MNC,

 wCDMAAccess  
MCC-MNC,

 lTEAccess
MCC-MNC,

 eHRPDAccess
MCC-MNC,

 cDMAAccess
SID-NID,

 hRPDAccess
Sector-ID,

 wiMaxAccess
BSID,

 wLANAccess
WLAN-ID,

 fixedAccess
FixedAccess,

...}

MCC-MNC ::= SEQUENCE {

 mcc
SEQUENCE (SIZE (3)) 
OF INTEGER (0..9),

 mnc
SEQUENCE (SIZE (2..3)) 
OF INTEGER (0..9) OPTIONAL}

SID-NID ::= SEQUENCE {

  sid         INTEGER(0..65535), 

-- System Id

  nid         INTEGER(0..32767)
OPTIONAL}
-- Network Id

Sector-ID ::= BIT STRING(SIZE (128)) -- HRPD Sector Id

BSID ::= SEQUENCE {

  bsID-MSB      BIT STRING (SIZE(24)),

  bsID-LSB      BIT STRING (SIZE(24)) OPTIONAL}

WLAN-ID ::= SEQUENCE {

  apMACAddress       BIT STRING(SIZE (48)), -- AP MAC Address

...}

Fixed-Access ::= SEQUENCE {

 ipV4Address
BIT STRING (SIZE (32))
OPTIONAL,

 ipV6Address
BIT STRING (SIZE (128))
OPTIONAL,

... }
Ver3-SUPL-POS-INIT-extension ::= SEQUENCE {

  locationURISet
LocationURISet
OPTIONAL,
...}

Ver3-SUPL-END-extension ::= SEQUENCE {

  locationURISet
LocationURISet
OPTIONAL,

  slpAuthorization
SLPAuthorization
OPTIONAL,
  relativePosition
OMA-LPPe-RelativeLocation OPTIONAL,
...}

SLPAuthorization ::= SEQUENCE {

d-SLP-Authorization-List
D-SLP-Authorization-List
OPTIONAL,

e-SLP
-Authorization-List
E-SLP-Authorization-List
OPTIONAL,

minimum-retry-period
INTEGER (0..1440)
OPTIONAL,
--units are minutes

...}

D-SLP-Authorization-List ::= SEQUENCE {

d-slp-List

D-SLP-List,

h-SLP-Access-Preference
H-SLP-Access-Preference OPTIONAL, 

report-D-SLP-Access

Report-D-SLP-Access OPTIONAL,

...}

-- h-SLP-Access-Preference and report-D-SLP-Access shall not be included when the sender is a Proxy D-SLP and shall be ignored if received

D-SLP-List ::= SEQUENCE (SIZE(0..maxSLP)) OF D-SLP-Authorization

D-SLP-Authorization ::= SEQUENCE {

  d-SLP-Address
SLP-Address,

  serviceDuration
Duration
OPTIONAL,

serviceArea
Area
OPTIONAL,

accessNetworkList
AccessNetworkList OPTIONAL,

  services
D-SLP-Services OPTIONAL,

  proxy-d-slp
Proxy-D-SLP
OPTIONAL,

...}

-- accessNetworkList and proxy-d-slp are mutually exclusive and when both are present, a receiver shall ignore accessNetworkList

-- services and proxy-d-slp shall not be included when the sender is a Proxy D-SLP and shall be ignore if received
E-SLP-Authorization-List ::= SEQUENCE {

e-slp-List
E-SLP-List,

...}

E-SLP-List ::= SEQUENCE (SIZE(0..maxSLP)) OF E-SLP-Authorization

E-SLP-Authorization ::= SEQUENCE {

  e-SLP-Address
SLP-Address,

  serviceDuration
Duration
OPTIONAL,

serviceArea
Area
OPTIONAL,

accessNetworkList
AccessNetworkList OPTIONAL,

proxy-e-slp
Proxy-E-SLP
OPTIONAL,

...}

-- accessNetworkList and proxy-e-slp are mutually exclusive

-- when both are present, a receiver shall ignore accessNetworkList

Duration ::= INTEGER (1..1024)
-- units are hours

Area ::= CHOICE {

 circularArea
CircularArea,

 ellipticalArea
EllipticalArea,

 polygonArea
PolygonArea,

 ... }

AccessNetworkList ::= SEQUENCE (SIZE (1..maxAccessNetwork)) OF AccessNetwork
Note: structure has to be fixed for WLAN and Fixed Access since XYZ will have more than 64 APs
maxAccessNetwork INTEGER ::= 64
D-SLP-Services ::= SEQUENCE {

NI-SingleFix

BOOLEAN,

NI-LocationURIRequest
BOOLEAN,

NI-SessionInfoQuery

BOOLEAN,

NI-TriggeredPeriodic
BOOLEAN,

NI-TriggeredAreaEvent
BOOLEAN,

NI-GSS


BOOLEAN,

SI-SingleFix

BOOLEAN,

SI-SingleFixThirdParty
BOOLEAN,

SI-TriggeredPeriodic
BOOLEAN,

SI-TriggeredAreaEvent
BOOLEAN,

SI-GSS


BOOLEAN,

...}

H-SLP-Access-Preference ::= ENUMERATED {no-access, access-not-preferred, access-preferred, ...} 

Report-D-SLP-Access ::= SEQUENCE {

  include-Proxy-D-SLP-Authorized-D-SLPs
BOOLEAN,

...}
Note: needs to be revisited
Proxy-D-SLP ::= SEQUENCE {

...}

Proxy-E-SLP ::= SEQUENCE {

...}

Ver3-SUPL-REPORT-extension ::= SEQUENCE {

  authorized-D-SLP-List
Authorized-D-SLP-List OPTIONAL,
  authorized-E-SLP-List
Authorized-E-SLP-List OPTIONAL,

  d-slp-Access-Notification
D-SLP-Access-Notification
OPTIONAL,
  relativePosition

OMA-LPPe-RelativeLocation OPTIONAL,
...}

Authorized-D-SLP-List ::= SEQUENCE (SIZE(1..maxSLP)) OF H-SLP-Authorized-D-SLP

H-SLP-Authorized-D-SLP ::= SEQUENCE {

  d-SLP-Address


SLP-Address,

  proxy-D-SLP-Authorized-D-SLP-List
SLP-Address-List OPTIONAL,

...}

Authorized-E-SLP-List ::= SEQUENCE (SIZE(1..maxSLP) OF H-SLP-Authorized-E-SLP

H-SLP-Authorized-E-SLP ::= SEQUENCE {

  e-SLP-Address


SLP-Address,

  proxy-E-SLP-Authorized-E-SLP-List
SLP-Address-List OPTIONAL,

...}

D-SLP-Access-Notification ::= SEQUENCE

  d-SLP-Address
SLP-Address,

...}

Ver3-SUPL-TRIGGERED-STOP-extension ::= SEQUENCE {

  slpAuthorization
SLPAuthorization OPTIONAL,

...}
Ver3-SUPL-RESPONSE-extension ::= SEQUENCE {

  sLPCapabilities  
SLPCapabilities OPTIONAL,
  gSSParameters   
GSSParameters OPTIONAL,
  relativePosition
OMA-LPPe-RelativeLocation OPTIONAL,
...}

Ver3-SUPL-TRIGGERED-RESPONSE-extension ::= SEQUENCE {

  sLPCapabilities  
SLPCapabilities OPTIONAL,
...}

Ver3-SUPL-TRIGGERED-START-extension ::= SEQUENCE {

posPayLoad  
PosPayLoad,
referencePointId
OMA-LPPe-ReferencePointUniqueID OPTIONAL,
...}
Ver3-SUPL-TRIGGERED-STOP-extension ::= SEQUENCE {

  requestType
RequestType
OPTIONAL,

...}
RequestType ::= ENUMERATED {stop, pause, resume, ...}
Ver3-SUPL-SET-INIT-extension ::= SEQUENCE {

  resultType
ResultType
OPTIONAL,
  referencePointId
OMA-LPPe-ReferencePointUniqueID OPTIONAL,
...}

ResultType ::= ENUMERATED {absoluteposition, positionrelativetoreferencepoint, positionrelativetoSET, ...}
Ver3-SUPL-NOTIFY-extension ::= SEQUENCE {

  notificationList
SEQUENCE (SIZE (1..maxnumSessions)) OF NotificationSession
OPTIONAL,
...}
NotificationSession ::= SEQUENCE {

  sessionID
SessionID,
  notification  
Notification,
...}

Ver3-SUPL-NOTIFY-RESPONSE-extension ::= SEQUENCE {

  notificationRepList
SEQUENCE (SIZE (1.. maxnumSessions)) OF NotificationRepSession
OPTIONAL,
...}
NotificationRepSession ::= SEQUENCE {

  sessionID

SessionID,
  notificationResponse  
NotificationResponse,
...}

Ver3-SUPL-REPORT-extension ::= SEQUENCE {

  pauseSessionList
SessionList
OPTIONAL,
...}
Ver3-SUPL-TRIGGERED-STOP-extension ::= SEQUENCE {

endSessionList
SessionList
OPTIONAL,
...}
END

11.6
Parameter Extensions (SUPL Version 3)

ULP-Version-3-parameter-extensions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

EXPORTS

Ver3-PosProtocol-extension, Ver3-SETCapabilities-extension;

IMPORTS

  QoPCapabilities, RelativePositioningCapabilities
FROM ULP-Version-3-message-extensions;
Ver3-PosProtocol-extension ::= SEQUENCE {

  posProtocolVersionLPPe
PosProtocolVersionOMA OPTIONAL,

...}

Ver3-SETCapabilities-extension ::= SEQUENCE {

qoPCapabilities
QoPCapabilities OPTIONAL,
relativePositioningCapabilities


RelativePositioningCapabilities,
d-SLP-Provision-from-H-SLP



BOOLEAN,

e-SLP-Provision-from-H-SLP



BOOLEAN,

d-SLP-Provision-from-Proxy-D-SLP


BOOLEAN,

e-SLP-Provision-from-Proxy-E-SLP


BOOLEAN,

d-SLP-Notification-to-H-SLP



BOOLEAN,
...}










PosProtocolVersionOMA ::= SEQUENCE {

  majorVersionField      INTEGER(0..255),

  minorVersionField      INTEGER(0..255),
...}

END
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