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1 Reason for Change

This CR proposes to add descriptions on usage of the SUPL START message in GSS. And it also addresses to correct typos.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to changes and update SUPL 3.0 ULP TS accordingly
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

8.6.1
Service Management

This interface is used for service management and performs the functions listed in [SUPLAD3]. 

Table 6 shows the messages in the Lup Service Management interface.

	Message Name
	Description

	SUPL INIT
	The SUPL INIT message is used by the SLP to initiate a SUPL session with the SET. This message is used in Network Initiated SUPL Services.

	SUPL REINIT
	The SUPL REINIT message is used by the SLP to reinitiate a GSS in situations where the SLP wishes to initiates a positioning activity with the SET in the absence of a secure connection between the SLP and the SET during a GSS.

	SUPL SET INIT
	The SUPL SET INIT message is used by the SET to initiate a SUPL session to locate the other SET.

	SUPL START
	The SUPL START message is used by the SET to start a SUPL session with the SLP or as a response to a SUPL INIT message in a Network initiated GSS.

	SUPL TRIGGERED START
	The SUPL TRIGGERED START message is used by the SET to start a triggered SUPL session with the SLP.

	SUPL RESPONSE
	The SUPL RESPONSE message is used by the SLP as a response to a SUPL START message in a SET initiated location request.

	SUPL TRIGGERED RESPONSE
	The SUPL TRIGGERED RESPONSE message is used by the SLP as a response to a SUPL TRIGGERED START message.

	SUPL TRIGGERED STOP
	The SUPL TRIGGERED STOP message is used by the SLP or SET to end an existing SUPL TRIGGERED session.

	SUPL END
	The SUPL END message is used by the SLP or SET to end an existing SUPL session.

	SUPL NOTIFY
	The SUPL NOTIFY message is only used by the SLP in notification based on the current location of the SET or for Session Info Query “re-notification” scenarios.

	SUPL NOTIFY RESPONSE
	The SUPL NOTIFY RESPONSE message is used by the SET as a response to a SUPL NOTIFY. message.

	SUPL REPORT
	 The SUPL REPOPRT message is used to report active SET sessions in response to a Session Info Query.


Table 6: Lup Service Management Messages
Change 2:  Another change

9.2.4
SUPL START

SUPL START is the initial message from the SET to the SLP or the response to the SUPL INIT message in Network initiated GSS.

	Parameter
	Presence
	Description

	SET capabilities
	M
	Defines the capabilities of the SET

	Location ID
	M
	This parameter is not applicable in SUPL 3.0. Since the parameter is mandatory, it SHALL be set to NULL. 

	QoP
	O
	Desired Quality of Position

	Multiple Location IDs
	O
	This parameter is not applicable in SUPL 3.0. This parameter SHALL NOT be used.

	Third Party
	CV
	This parameter defines a list of  third party identities.

For the SET Initiated location request without transfer to Third Party, this parameter is not REQUIRED.
For the SET Initiated location request with transfer of location to Third Party mode, this parameter is REQUIRED.

	>Third Party ID
	M
	The identity of the Third Party. There must be at least one Third Party ID.

This parameter can be of type

· Logical name

· MSISDN

· Email address

· SIP URI

· IMS Public Identity

· MIN

· MDN

· URI

	ApplicationID
	O
	The identifier of the requesting application on the SET.

	Position
	O
	Defines the position of the SET.

	GSS Parameters
	O
	This parameter is only used for GSS in which case it is mandatory. The parameter defines the length of the Generic SUPL Session in terms of either duration or number of SUPL POS messages allowed within one GSS.

	Location URI Request
	O
	This parameter contains a request for a Location URI.

	Location URI Set
	O
	This parameter contains a set of one or more location URIs. The parameter MAY be included if the SET received a Location URI or set of Location URIs from another server that are still valid and if the SET is initiating a location session.

	Ver
	CV
	This parameter contains a hash of the SUPL INIT message. This parameter is only applicable to Network-Initiated GSS. 

	SLP Query 
	CV
	This parameter is only included for a D-SLP or E-SLP Query to the H-SLP or to a Proxy D-SLP or Proxy E-SLP.


Table 11: SUPL START Message
Change 3:  etc

<insert change info here>
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