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1 Reason for Change

This Input Contribution proposes corrections for comments C265 for SUPL 3.0 CONRR (OMA-CONRR-SUPL-V3_0-20110804-D).
	C265
	2011.07.26
	T
	8.6.2
	Source: Qualcomm

Form: INP doc

Comment: It is stated that: 

“A GSM and/or WCDMA/TD-SCDMA and/or LTE capable SET and SLP providing support for this SET type SHALL support LPP if A-GPS, A-GANSS, E-OTD (for GSM) or OTDOA (for WCDMA/TD-SCDMA and/or LTE) positioning is supported. 

A CDMA/HRPD capable SET and SLP providing support for this SET type SHALL support TIA-801 if A-GPS, A-GANSS or AFLT positioning is supported.

For all other bearers, at least one of LPP or TIA-801 SHALL be supported if A-GPS or A-GANSS or E-CID positioning is supported.

A SET or SLP that supports LPP SHALL also support LPPe if the SET or SLP supports any access type other than LTE or CDMA/HRPD. Otherwise, the SET or SLP MAY support LPPe. In this specification the term LPP refers to LPP either in isolation or combined with LPPe unless stated or implied otherwise”

This is confusing since it seems to imply that for instance a GSM capable SET and SLP can perform E-OTD positioning as long as LPP is supported as positioning protocol. This is of course incorrect since LPP+LPPe are needed to perform E-OTD (this is just one example).

The statement should be replaced by:

“The following requirements apply for a SET or an SLP that supports at least one positioning method standardized for LPP, LPPe or TIA-801. An LTE capable SET and SLP providing support for this SET type SHALL support LPP and MAY support LPPe. A CDMA/HRPD capable SET and SLP providing support for this SET type SHALL support TIA-801. A SET supporting any other bearers, and an SLP providing support for this SET SHALL support LPP and LPPe.

A SET or an SLP that supports no positioning method standardized for LPP, LPPe or TIA-801 need not support these positioning protocols although support of SUPL will then be limited.” 

Proposed Change: update spec accordingly. 
	Status: OPEN 
Qualcomm to provide CR including a table.


2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to SUPL 3.0 TS ULP.
6 Detailed Change Proposal

8.6.2
Position Determination

This interface is used for position calculation. It performs the functions listed in [SUPLAD3]. 

Table 7 lists Position Determination ULP messages.

	Message Name
	Description

	SUPL POS
	The SUPL POS message is used between the SLP and SET to exchange positioning protocol messages (LPP/LPPe/TIA-801) used to calculate the position of the SET.

	SUPL POS INIT
	The SUPL POS INIT message is used by the SET to initiate a positioning protocol session (LPP/LPPe/TIA-801) with the SLP.

	SUPL REPORT
	 The SUPL REPORT message is used by the SLP or SET to report position estimate and/or position measurement results and may also be used to indicate the end of a SUPL POS session. Any position measurement results are carried in an LPP, LPP/LPPe or TIA-801 payload.

	SUPL END
	 The SUPL END message is used by the SLP or SET to end an existing SUPL session and may provide a position estimate.


Table 7: Lup Position Determination Messages

A SET and SLP MUST provide support for cell id positioning
.

The following requirements apply for a SET or an SLP that supports at least one positioning method standardized for LPP, LPPe or TIA-801. An LTE capable SET and SLP providing support for this SET type SHALL support LPP and MAY support LPPe. A CDMA/HRPD capable SET and SLP providing support for this SET type SHALL support TIA-801. A SET supporting any other bearers, and an SLP providing support for this SET SHALL support LPP and LPPe.

A SET or an SLP that supports no positioning method standardized for LPP, LPPe or TIA-801 need not support these positioning protocols although support of SUPL will then be limited.


.
Table xyz shows a summary of which positioning protocols SHALL be supported and which positioning protocols MAY be supported by SET and an SLP providing support for this SET depending on the bearer and in the case where the SET supports at least one positioning method standardized for LPP, LPPe or TIA-801. 
	
	GSM
	WCDMA/TD-SCDMA
	LTE
	CDMA
	HRPD
	WLAN
	WiMAX
	Other

	SHALL support
	LPP, LPPe
	LPP, LPPe
	LPP
	TIA-801
	TIA-801
	LPP, LPPe
	LPP, LPPe
	LPP, LPPe

	MAY support
	
	
	LPPe
	
	
	
	
	


Table xyz: Supported positioning protocols by bearer









� The cell id (in previous releases of SUPL called location id) is carried within LPP/LPPe/TIA-801 positioning protocol messages and not as a ULP message parameter.
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