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1 Reason for Change

This is the mirror CR to the agreed CR OMA-LOC-2013-0112-CR_LPPe_1.0_Provide_Location_Information_Correction applied to LPPe 1.1.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to this CR and apply the proposed changes to LPPe 1.1 TS.
6 Detailed Change Proposal

6.4.2
LPPe Common Positioning IEs

.

.

.

–
OMA-LPPe-CommonIEsProvideLocationInformation

The OMA-LPPe-CommonIEsProvideLocationInformation carries common IEs for a Provide Location Information message extension.

-- ASN1START

OMA-LPPe-CommonIEsProvideLocationInformation ::= SEQUENCE {


highAccuracy3Dposition



OMA-LPPe-HighAccuracy3Dposition 


OPTIONAL,

















--Cond HighAccuracy


localPosition





OMA-LPPe-LocalPosition





OPTIONAL,


highAccuracy3Dvelocity



OMA-LPPe-HighAccuracy3Dvelocity 


OPTIONAL,

















--Cond HighAccuracy


iP-Address-List





OMA-LPPe-IP-Address-List




OPTIONAL,


locationInformationContainer

OMA-LPPe-LocationInformationContainer 

OPTIONAL,


providePeriodicLocInfoWithUpdate
OMA-LPPe-ProvidePeriodicLocInfowithUpdate
OPTIONAL,  

















 --Cond ProvidePeriodicLocInfoWithUpdate


relativeLocationChangeList


OMA-LPPe-RelativeLocationChangeList


OPTIONAL,


scheduledLocation




OMA-LPPe-ScheduledLocation




OPTIONAL,

















--Cond ScheduledLocationRequested

accessTypes






OMA-LPPe-AccessTypes





OPTIONAL,


segmentedLITransfer




OMA-LPPe-SegmentedLITransfer



OPTIONAL,

















--Cond segmentedTransferWithResume


locationInformationTimeStamp

OMA-LPPe-TimeStamp






OPTIONAL,

...,

locationSource





OMA-LPPe-LocationSource





OPTIONAL
















--Cond LocationSource
}

OMA-LPPe-LocalPosition ::= SEQUENCE {


referencePoint



OMA-LPPe-ReferencePointUniqueID,


subjectLocation



OMA-LPPe-RelativeLocation





OPTIONAL,


...

}

OMA-LPPe-IP-Address-List ::= SEQUENCE (SIZE (1..maxIPAddress)) OF OMA-LPPe-IP-Address

maxIPAddress INTEGER ::= 5

OMA-LPPe-IP-Address ::= SEQUENCE {


local-IP-Address
CHOICE
{



iPv4
BIT STRING (SIZE(32)),



iPv6
BIT STRING (SIZE(128)),



...



},


bearer

OMA-LPPe-Bearer,


nat


BOOLEAN



OPTIONAL,


...

}

OMA-LPPe-Bearer ::= ENUMERATED {


unknown,


gsm,


utran,


lte,


wlan,


wimax,


dsl,


pktcable,


other,


...

}

OMA-LPPe-ProvidePeriodicLocInfowithUpdate ::= SEQUENCE {


session-ID




OCTET STRING (SIZE(4)),


typeOfLocInfoProvide

OMA-LPPe-TypeOfLocInfoProvide,


...

}

OMA-LPPe-TypeOfLocInfoProvide ::= ENUMERATED {


responseToInitialRequest,


providePeriodicLocInfo,


responseToServerUpdateRequest,


targetUpdate,


...

}

OMA-LPPe-RelativeLocationChangeList ::= SEQUENCE (SIZE (1..maxRelativeLocation)) OF 



















OMA-LPPe-RelativeLocationChange

OMA-LPPe-RelativeLocationChange ::= SEQUENCE {


relativeTime



INTEGER (0..65535)

OPTIONAL,


transactionID



INTEGER (0..255)

OPTIONAL,


relativeLocation


OMA-LPPe-RelativeLocation,


...

}

maxRelativeLocation

INTEGER ::= 5

OMA-LPPe-ScheduledLocation ::= SEQUENCE {


disposition

ENUMERATED {withinWindow,









outsideWindowOrNoWindow,









notSupportedDueToNoCapability,









notSupportedDueToNoTimeReference,









notSupportedDueToConflictWithAnotherRequest,









notSupportedForOtherReasons,









... },

actualWindow
SEQUENCE {



start

INTEGER (-512..511),



duration
INTEGER
(0..2047)


}









OPTIONAL,


...

}

OMA-LPPe-AccessTypes ::= SEQUENCE {


accessTypeUnknown


NULL






OPTIONAL,


fixedAccessTypes


OMA-LPPe-FixedAccessTypes

OPTIONAL,


wirelessAccessTypes


OMA-LPPe-WirelessAccessTypes
OPTIONAL,


...

}

OMA-LPPe-SegmentedLITransfer ::= SEQUENCE {


segmentedLI-session-ID


INTEGER (1..256),


segment-number

INTEGER (1..4096),


...

}

OMA-LPPe-TimeStamp ::= CHOICE {


gnssTime


GNSS-SystemTime,


networkTime


NetworkTime,


relativeTime

INTEGER (0..1024),


...

}
OMA-LPPe-LocationSource ::= SEQUENCE {

agnss



NULL
OPTIONAL,


otdoa



NULL
OPTIONAL,


eotd



NULL
OPTIONAL,


otdoaUTRA


NULL
OPTIONAL,


ecidLTE



NULL
OPTIONAL,


ecidGSM



NULL
OPTIONAL,


ecidUTRA


NULL
OPTIONAL,


wlanAP



NULL
OPTIONAL,


srn




NULL
OPTIONAL,

sensors



NULL
OPTIONAL,

...

}
-- ASN1STOP

	Conditional presence
	Explanation

	HighAccuracy
	This field shall be present, when providing high accuracy position/velocity, i.e. when the highAccuracyMethodRequested is set true in AGNSS-PositioningInstructions.

	ProvidePeriodicLocInfoWithUpdate
	The parameter shall be present in a Provide Location Information for Periodic/Triggered Assistance Data Transfer with Target Update. The field shall be omitted in other cases.

	ScheduledLocationRequested
	The parameter shall be present in the first or only response to an LPP Request Location Information if scheduledLocation-Request was included by the server in OMA-LPPe-CommonIEsRequestLocationInformation.

	segmentedTransferWithResume
	This parameter shall be present in each LPP Provide Location Information message sent to a server when a segmented transfer of location information with resume capability is either started or resumed.

	LocationSource
	This parameter shall be present in each LPP Provide Location Information message sent to a server when a location estimate is sent in either low accuracy format in LPP (as part of LPP CommonIEsProvideLocationInformation) or in high accuracy format in LPPe (as part of LPPe OMA-LPPe-CommonIEsProvideLocationInformation).


	OMA-LPPe-CommonIEsProvideLocationInformation  field descriptions

	highaccuracy3Dposition
This field provides a high accuracy location estimate. This field shall be used to deliver the location estimate in case the server requested high accuracy GNSS method.

	localPosition

This field provides a subject location in a local coordinate system, whose origin is defined by a reference point. This field may only be included when a target provides a location estimate (e.g. shall not be provided when a target provides location measurements). The field may be provided in addition to or instead of an absolute location estimate as specified in an OMA-LPPe-CommonIEsRequestLocationInformation message in the case of a solicited response.

	highaccuracy3Dvelocity
This field provides a high accuracy velocity estimate. This field shall be used to deliver the velocity estimate in case the server requested high accuracy GNSS method.

	iP-Address-List

This parameter provides a list of one or more local IP addresses assigned to the target for a particular bearer.

	locationInformationContainer

This parameter carries vendor-/operator-specific location information.

	providePeriodicLocInfoWithUpdate

This field is used to provide periodic/triggered location information session (accompanied by the provide for the actual data).

	relativeLocationChangeList

This parameter provides a list of one or more consecutive relative changes in the location of the target device. The changes are relative to the times T0, T1, T2, T3 etc. when the target previously sent LPP Provide Location Information messages to the server. Here T0 represents the time of sending of the most recent LPP Provide Location Information message – i.e. the one carrying the relative changes in location; T1 represents the time of sending of the previous LPP Provide Location Information message – i.e. the one sent by the target immediately prior to T0; T2 represents the time of sending of the LPP Provide Location message sent by the target immediately prior to T1 etc.. A segmented series of LPP Location Information messages sent by the target at almost the same time counts as one message and one time. The list of location changes sent by the target is ordered with the first change giving the target location at T0 relative to the reference location of the target at T1, the second change giving the target location at T1 relative to the reference location of the target at T2 etc. This information can be used by the server to obtain or improve the absolute location of the target – e.g. when the target is unable to provide other location information for some temporary duration. 
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	scheduledLocation

This parameter indicates the degree to which a scheduled location request was supported and contains the following fields.

disposition           indicates whether all returned location information was obtained within the requested time window or was obtained outside the window (including the case where no window was provided) or whether the request could not be supported due to no capability, no available time reference, conflict with another request or for some other reason.

actualWindow     indicates the precise window within which all measurements and location were actually obtained when a disposition value of "outsideWindowOrNoWindow" is provided. The window is defined by a start time relative to the requested start time in units of 10 ms and a duration rounded up to a multiple of 10 ms with zero indicating interpolation or extrapolation to the exact start time. This field shall be provided if applicable and available and if the actual window can be accurately encoded. The field shall be omitted if the window start time or duration falls outside the allowed range. 

	accessTypes

This parameter provides the access type or types currently being used by the target device. The following fields can be included:

accessTypeUnknown             this field shall be included if the target cannot determine the access type in use – e.g. if the target is using a separate wireless or wireline modem of unknown type.

fixedAccessTypes                 this field indicates the fixed access type or types currently in use by the target and shall be included if the target is using one or more fixed access types

wirelessAccessTypes             this field indicates the wireless access type or types currently in use by the target and shall be included if the target is using one or more wireless access types

	segmentedLITransfer

This parameter provides the following fields to support segmented transfer of location information with a resume capability.

segmentedLI-session-ID              session ID assigned by the target which should be unique within the target

segment-number    segment number starting from 1 and incremented by 1 in each successive LPP Provide Location Information message

	referencePoint

This field identifies the reference point for the subject location.

	subjectLocation

This field defines the subject location relative to the reference point. If this field is absent, the subject location coincides with the reference point location. 

	local-IP-Address

This parameter provides a local IPv4 or IPv6 address assigned to the target.

	bearer

This parameter provides the bearer associated with a particular IP address.

	nat

This parameter indicates whether Network Address Translation (NAT) is used or may be used for a particular IP address (TRUE) or whether NAT is not used (FALSE). The default if not included is FALSE.

	session-ID

This field provides the periodic/triggered session ID assigned to the Periodic/Triggered Location Information Transfer with Update procedure.

	typeOfLocInfoProvide

This field indicates whether this is a response to an initial request for a new procedure, normal delivery of periodic/triggered location information, a response to an update request from the server or a unsolicited target update.

	relativeTime
This field indicates the timespan in units of 0.1 seconds over which a reported relative change in location is measured. When multiple relative changes in location are reported, the corresponding timespans shall be contiguous (i.e. each time span shall begin at the instant that the previous timespan ends).

	transactionID

This field provides the LPP transaction ID that was used for the first or only LPP Provide Location Information message that was sent by the target when it occupied the reference location for a reported relative change in location. The indicated LPP Provide Location Information may have provided the server with the absolute value of this reference location (either directly or via measurements). Providing the transaction ID may help the server identify the particular Provide Location Information message (and hence the reference location) if there may otherwise be ambiguity. This parameter is optional and shall be provided if available.

	relativeLocation

This parameter provides the relative change in location,

	locationInformationTimestamp

This parameter provides the time or, when a time period is applicable, the most recent time for which the provided measurements or location estimate are valid. The parameter allows the following alternatives listed in priority order (highest priority first) with the highest priority alternative that is available being provided:

gnssTime             absolute GNSS time

networkTime       network time for network known by the target to be associated with the server. In all other cases network time shall have lowest priority.

relativeTime        time interval in seconds between the measurement(s) and the transmission of this information by the target

This parameter should not be included when all the included measurements and/or location estimate include their own timestamp(s).  If the parameter is included and an included measurement or location estimate has its own timestamp, the latter shall have precedence. If the parameter is not included and an included measurement or location estimate does not have its own timestamp, the timestamp shall be assumed to be the time of location information transmission from the target.

	locationSource
This parameter indicates the positioning technologies involved in calculating a UE-based position estimate sent by the target to the server. The parameter is encoded as a bitmap and lists the following positioning technologies:

agnss:

Assisted-GNSS
otdoa:

OTDOA on LTE
eotd:

E-OTD (GSM)
otdoaUTRA:
OTDOA on UTRA
ecidLTE:

E-CID on LTE
ecidGSM:

E-CID on GSM
ecidUTRA:
E-CID on UTRA
wlanAP:

WLAN AP
srn:

SRN
sensors:

Sensors
If more than one positioning technology is indicated, the target calculated a final position result reported to the server by appropriately combining individual position results (hybrid positioning). 
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