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Reason for Change
[bookmark: _GoBack]To address the NEC technical comments from LPPe 2.0 CONRR

OMA-RD-LPPe-V2_0-20130521-C
	A003
	2014.10.24
	Q
	5
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 

Third bullet point in the first paragraph of this section seems to be unfinished and is not clear what capabilities it talks about, target capabilities or what? 
“Request and Provision of capabilities”.
If it is about ‘target’ capabilities it should be stated

Proposed Change: 

Please modify or clarify.
	Status: OPEN

	A004
	2014.10.24
	T/Q
	5
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 

The following statement is in this section, “Security, authentication, privacy and charging are out of scope of LPPe”, but sections 5 and 6 in the TS address these issues.  
It is ok to address these issues, but maybe we need to remove this statement from the RD. 

Proposed Change: 

Please remove or clarify
	Status: OPEN

	A005
	2014.10.24
	T
	6.3.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 

Requirement LPP-AD-026 is not very clear and I see no reason why we should use the word ‘mechanism’ to request and provision. 

Proposed Change: 

LPPe SHALL support mechanism for request and provision of Radio Map data for a selected area
	Status: OPEN


OMA-TS-LPPe-V2_0-20140828-D
	B034
	2014.10.24
	T
	5.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 

First bullet point in the first paragraph of this section seems to be unfinished and is not clear what capabilities it talks about, target capabilities or what? 
“LPP Provide / Request Capabilities (from 3GPP Rel-9 or later)

Proposed Change: 

Please modify or clarify
	Status: OPEN

	B035
	2014.10.24
	E/T
	5.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
Description of EPDU-ID should not say ‘…integer ID…’. Instead, it should only be ID. The type of the ID is already defined as Integer above the table and there is no need to include that in the description. 

Proposed Change: 
EPDU-ID
This field provides a unique integer ID for the external positioning method
	Status: OPEN

	B036
	2014.10.24
	Q/T
	5.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
First sentence of the one before last paragraph “LPPe specifies an extension to each of the eight messages” is confusing. 

Where is ‘eight messages’ coming from? 

Proposed Change: 

Please clarify
	Status: OPEN

	B038
	2014.10.24
	T
	5.2.1.1/5.2.2.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
Description of the first steps in diagrams 1 and 5 indicates that these arrows indicate initial requests, but this is not reflected in the diagram, while the arrows in second steps indicate the end of the transaction and are reflected in the diagram. 

So, first steps are not shown as initial requests, while the second steps are indicated as end transactions. Consistency is needed.

Proposed Change: 

Change first steps to (initial transaction T1, …) 
	Status: OPEN

	B039
	2014.10.24
	T
	5.2.1.1/5.2.2.1
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
It is hard to see any difference between step 3 and 4 and can be confusing.

Step 4 is not needed and instead, the description of step 3 in these figures can be modified to capture the functionality of step 4.

Similar comments apply to other sections and diagrams, where new transactions are shown in these diagrams, though they are repetitions of first transactions.

Proposed Change: 

Remove step 4 from the diagram in both figures and modify the text of step 3 to include the continuation of sending LPP ProvideAssistanceData and ProvideLocationInformatio respectively 
	Status: OPEN

	B040
	2014.10.24
	T
	5.2.5.2/5.2.5.2.1/5.2.5.2.2
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
Similar to the comment above, we do not need separate steps, step 3 and 5 in figure 13. 
The associated description does not consider steps 3 and 5 as separate transactions. It says that steps 3 and 5 are repetitions of step 2 and 4 respectively. 

Step 3 and 5 are not needed and instead, the description of step 2 and 4 in this figure can be modified to capture the functionality of step 2 and 4.
Furthermore, description in step 6 of 5.2.5.2.2 states this repetition and makes steps 3 and 5 redundant.

Proposed Change: 

Remove steps 3 and 5 from the diagram and modify the text of step 3 to include the continuation of sending LPP ProvideAssistanceData respectively 
	Status: OPEN

	B040
	2014.10.24
	T
	5.2.5.2/5.2.5.2.1/5.2.5.2.2
	Source: NEC
Form: #OMA-CONR-2014-0053

Comment: 
Similar to the comment above, we do not need separate steps, step 3 and 5 in figure 13. 
The associated description does not consider steps 3 and 5 as separate transactions. It says that steps 3 and 5 are repetitions of step 2 and 4 respectively. 

Step 3 and 5 are not needed and instead, the description of step 2 and 4 in this figure can be modified to capture the functionality of step 2 and 4.
Furthemore, description in step 6 of 5.2.5.2.2 states this repetition and makes steps 3 and 5 redundant.

Proposed Change: 

Remove steps 3 and 5 from the diagram and modify the text of step 3 to include the continuation of sending LPP ProvideAssistanceData respectively 
	Status: OPEN



Impact on Backward Compatibility
none
Impact on Other Specifications
none
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
Review and agree by the group.
Detailed Change Proposal
[bookmark: _Toc318892533]Section 5. LPP Extensions release description

3GPP LPP is a positioning protocol that provides procedures for
· Request and Provision of location information including raw measurements
· Request and Provision of assistance data
· Request and Provision of target capabilities

Section 5. LPP Extensions release description

Security, authentication, privacy and charging are out of scope of LPPe. It is assumed that these services are provided by the user plane protocol which uses LPP/LPPe as the positioning protocol.
[bookmark: _Toc356373760]Section 6.3.1 Assistance Data Requirements

	LPP-AD-026
	LPPe SHALL support mechanism for request and provision of Radio Map data for a selected area.
Informational Note 1: The requirement relates to use case B.8.
	2.0



[bookmark: _Toc51147385][bookmark: _Toc271622217][bookmark: _Toc271628191][bookmark: _Toc271636689][bookmark: _Toc271809962][bookmark: _Toc275774027][bookmark: _Toc291580462][bookmark: _Toc397016082]Change 4: 	Section 5.1 Integration with 3GPP LPP 

The extension of 3GPP LPP messages is based on the EPDU-Sequence (External Protocol Data Unit) included in the following 3GPP messages:
· LPP Provide / Request target Capabilities (from 3GPP Rel-9 or later) 
· LPP Provide / Request Assistance Data (from 3GPP Rel-9 or later)
· LPP Provide / Request Location Information (from 3GPP Rel-9 or later)
· LPP Abort (from 3GPP Rel-9 or later)
· LPP Error (from 3GPP Rel-9 or later)

Change 5: 	Section 5.1 Integration with 3GPP LPP 

	EPDU-Sequence field descriptions

	EPDU-ID
This field provides a unique integer ID for the external positioning method.

	EPDU-Name
This field provides an optional character encoding which can be used to provide a quasi-unique name for an external PDU – e.g., by containing the name of the defining organization and/or the name of the associated public or proprietary standard for the EPDU.

	EPDU-Body
The content and encoding of this field are defined externally to LPP.



Change 6: Section 5.1 Integration with 3GPP LPP
LPPe specifies an extension to each of the eight messages. When encoding the LPP/LPPe message, it is expected that the LPPe extension for the message is first parsed and the resulting ASN.1-coded binary stream is included in the EPDU-Body of the EPDU in the appropriate message.

[bookmark: _Toc271809969][bookmark: _Ref272146012][bookmark: _Ref272146042][bookmark: _Toc275774034][bookmark: _Toc291580469][bookmark: _Toc397016090]Change 7: Section 5.2.1.1/5.2.2.1 Initiating and Terminating the Procedure






3.	When the first triggering or periodicity condition occurs, the target sends an unsolicited LPP ProvideLocationInformation message to the server containing the periodic/triggered session ID S, an indication that this is a periodic/triggered location information delivery, and LPPe data parameters containing the location information confirmed or defined in step 2.  The message uses some available transaction ID T2 that may be different to T1.
4.	The target may continue to send further LPP ProvideLocationInformation message to the server containing the location information confirmed or redefined in step 2 when each additional triggering or periodicity condition occurs.

[bookmark: _Toc397016101]Change 8: Section 5.2.5 Broadcast Procedure






Change 9: Section 5.2.5.2.1/5.2.5.2.2 Preparation Phase/ Rendering Phase
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]5.2.5.2.1 Preparation Phase
2. 	The server transports an LPP/LPPe Provide Assistance Data message to the Broadcast Subsystem. The server may include additional information such as broadcast triggering conditions (e.g. periodicity), priority, applicable geographic area and time period. This additional information and the means of transport are outside the scope of this specification. 
3. 	The server may repeat step 2 to transport one or more additional LPP/LPPe Provide Assistance Data messages to the Broadcast Subsystem. Depending on the interface to the Broadcast Subsystem, some or all of the messages in steps 2 and 3 may be sent together as a single package.

5.2.5.2.2 Rendering Phase

5.	The Broadcast Subsystem broadcasts the one or more additional LPP/LPPe Provide Assistance Data messages received in step 3 in a similar manner to step 4.
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THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.
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