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1 Reason for Contribution

To capture the comments on Mobile email system elements requirements as presented and discussed during the Mobile email conference call on 12 of January 2005. 

2 Summary of Contribution

In response to an action item on NEC agreed on 15 of December 2004 during the conference call, this contribution proposes the requirements for system elements for mobile email. It is suggested to the group to discuss and approve these requirements. 

3 Detailed Proposal

6. Requirements
(Normative)

6.1 System Elements

This section contains high-level functionality requirements of the mobile email system elements.  The mobile email client interacts with the mobile email server to enable mobile email services. In addition to sending and receiving emails, other email-related capabilities, such as filtering, updating, forwarding etc., are also enabled through this interaction.  

Requirements in this section do not assume any architecture in particular. The intention is to capture requirements on the functionality related to the email client and email server.

6.1.1 Mobile email client

	Ref
	Use Case Title(s)
	Requirements

	XXX
	P2P/Corp, Receiving emails on the go
	Mobile email client SHALL be able to receive/access new emails and email events

	XXX
	P2P/Corp, Sending emails on the go
	Mobile email client SHALL be able to compose and send emails


	XXX
	P2P/Corp, Receiving emails on the go
	Mobile email client SHALL be able to manually initiate access to the emails that are on the server but are not yet on the client

	XXX
	P2P/Corp, Viewing email attachments on the go
	Mobile email client SHALL be able to view/access email attachments

	XXX
	P2P/Corp, Viewing email attachments on the go. 
	Mobile email client MAY be able to provide an indication of download completion and an estimate of remaining download time. 

	XXX
	
	Mobile email server MAY be able to provide an indication of download completion and an estimate of remaining download time

	XXX
	P2P/Corp, Filtering rules
	Mobile email client SHALL be able to support filtering rules. By filtering rules here is meant mainly on what emails to synchronize and not necessarily scanning rules as the last requirement specifies.  

	XXX
	P2P/Corp, DS Synchronisation between clients
	Mobile email client SHALL support over the air synchronization with other clients, be it PCs, PDAs or other mobile devices.  

	XXX
	Delivery of meeting invitation/update or calendar updates over mobile email
	Mobile email client SHALL support meeting invitation, schedule and calendar updates.

	XXX
	Forwarding email
	Mobile email client SHALL support forwarding features of emails and attachments

	XXX
	
	Mobile email client SHALL be able to authenticate the mobile email server when a request is received from that server

	XXX
	
	Mobile email client SHALL support client side content screening as specified by OMA


6.1.2 Mobile email server

	Ref
	Use Case Title(s)
	Requirements

	XXX
	P2P/Corp, Client email events
	Mobile email server SHALL be able to receive and update changes to email events executed on the client side, such as deleting an email or moving and email from one folder to another folder. 

	XXX
	
	Mobile email server SHALL be able to authenticate the mobile email client when a request is received from the client

	XXX
	
	Mobile email server SHALL support over the air synchronization with the clients. 



6.1.3 Network Interface

	Ref
	Use Case Title(s)
	Requirements

	XXX
	P2P/Corp, Client email events
	Interfaces between mobile email client and mobile email server SHALL support secure transportation of data. 

	XXX
	
	Interfaces between mobile email client and mobile email server SHALL support secure signaling. 

	XXX
	
	Interfaces between mobile email client and mobile email server SHALL support over the air synchronization  


4 Intellectual Property Rights

Not known

5 Recommendation

It is recommended that these requirements are agreed by the group as an input to Mobile Email RD and are inserted in section 6.3 of mobile email RD, OMA-RD_Mobile-Email-V1_0_0-20041112-D.









�Last sub-bullet point of the first bullet in 5.8.3. states that synchronization can be done between an email client and an email server. 
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