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1 Reason for Change

The objective is to set a requirement where AOI Enabler shall at least support one push service bearer binding.
Following is the corresponding GSMA requirement (push_v_1.0)
4.1.2      Push Client - Push Server Over-the-Air (OTA) Interface

[…]

· Supported protocol: The Push Server and the Push Client should support at minimum one standardised protocol and bearer binding. The protocol to be selected needs to be efficient, enabling both connectionless operation and shared connection-oriented operation. 
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve the proposed change in this CR for incorporation into the AOI ER.
6 Detailed Change Proposal

Change 1:  New High level requirement
5.5 Overall System Requirements
	Label
	Description
	Release

	
	
	

	AOI-SYS-001
	The AOI Enabler SHOULD support at least one AOI Service standardised protocol and bearer binding. 

	

	AOI-SYS-002
	If AOI-SYS-001 is supported, the AOI Service protocol SHALL enable both connection-less and connection-oriented mechanisms to deliver notifications.
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