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1 Reason for Change

This contribution provides requirements for the Open CM API RD concerning the basic network connectivity functionality that should be accessible to CM applications via the Open CM API.  
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on the inclusion of these requirements in the Open CM API RD.
6 Detailed Change Proposal

Change 1:  Add the following new Requirements
>

	Label
	Description
	Release

	CMAPI-CON-xxx
	The Open CM API enabler SHALL be able to support the retrieval of the following information about the device’s data connection:
· Data connection state (e.g. connected, disconnected)
· IP address
· Data rate
· Packet statistics (e.g. numbers of packets and bytes sent and received)
· Data connection duration
· PLMN mode and name
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide APIs that enable a CM application to manually establish a data connection with the following parameters:
· DNS addresses
· APN name
· Preferred IP address (if any)
· Authentication information (e.g. user name and password)
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide an API that enables the automatic establishment of a data connection.
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide an API that enables the setting of a default connection profile to be used when automatically establishing a data connection.
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide APIs that enable the scanning for available networks and their associated Radio Access Technologies (RATs).
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide APIs that enable the device to register with and attach to an available network.
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL be able to support the retrieval and setting of the device’s network registration preferences (i.e. which network to register with when multiple networks are available).
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide APIs that enable a CM application to terminate an active data connection.
	1.0

	CMAPI-CON-xxx
	The Open CM API enabler SHALL provide APIs that enable a CM application to cancel the establishment of a data connection.
	1.0
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