Doc# OMA-REQ-OpenCMAPI-2011-0041R02-CR_[image: image1.jpg]"sOMaQa

Open Mobile Alliance



BearerSelectionFunctionalRequirements
Change Request

Doc# OMA-REQ-OpenCMAPI-2011-0041R02-CR_BearerSelectionFunctionalRequirements
Change Request



Change Request

	Title:
	Bearer Selection Functional Requirements for OpenCMAPI RD
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	REQ OpenCMAPI

	Doc to Change:
	OMA-RD-OpenCMAPI-V1_0-20110414-D

	Submission Date:
	18th April 2011

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Thierry Berisot,  Deutsche Telekom, thierry.berisot@telekom.de
Sylvain Stephant, Orange, sylvain.stephant@orange-ftgroup.com

	Replaces:
	n/a


1 Reason for Change

This document provides requirements for the Open CM API RD concerning the bearer selection functionality to complete the network connectivity requirements.
R01 incorporates small change to complete the requirement CMAPI-CON-023 with:  “A new selection can be “automatic” (e.g. return to default mode of device), or a specified sub bearer (2G, 3G, 4G).”
R02 captures online comments during presentation in the REQ call
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree on the requirements
6 Detailed Change Proposal

Change 1:  (optional) Input for Bearer Selection Functional Requirements
>

6.2 Network Connectivity Functional Requirements

<intro text for High Level requirements here>
	Label
	Description
	Release

	CMAPI-CON-001
	The OpenCMAPI enabler SHALL be able to use the different types of connection mobile:

· RAS mode

· NDIS

· Wi-Fi
· …
	1.0

	…
	…
	…

	…
	…
	…

	CMAPI-CON-021
	The OpenCMAPI enabler SHALL provide APIs that enable a CM application to cancel the establishment of a data connection.
	1.0

	CMAPI-CON-022
	By default, the OpenCMAPI enabler SHALL connect automatically to the best available mobile network technology accordingly to the priority operator list preconfigured in the device and/or in the SIM/R-UIM/NAA on UICC, if any, inserted in the device.
Informational Note: In general, this priority bearer list is organized by the maximum data rate associated with the different technologies (Higher data rate technology such as 4G is more important than lower such as 3G, 2G)
	1.0

	CMAPI-CON-023
	The OpenCMAPI enabler SHALL allow to select manually the sub bearer (2G, 3G, 4G) used for the connection. If a sub bearer has been selected, the device will connect only to this sub bearer and the selection SHALL remain active until a new selection is done. A new selection can be “automatic” (e.g. return to default mode of device), or a specified sub bearer (2G, 3G, 4G).
	1.0

	CMAPI-CON-024
	The OpenCMAPI enabler SHALL provide the “current” state of sub bearer network selection (automatically or manually, and in this case which technology is used).
	1.0


Table 6: Network Connectivity Functional Requirements
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