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1 Reason for Change

This document provides contributions on the USSD functional requirements as well as one additional requirement for SMS.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree on the requirements
6 Detailed Change Proposal

Change 1:  Input for USSD Functional Requirements
>

6.1 High-Level Functional Requirements

<intro text for High Level requirements here>
	Label
	Description
	Release

	CMAPI-HLF-001
	…
	…

	…
	…
	…

	CMAPI-HLF-011
	The OpenCMAPI enabler SHALL support the management of SMS functions (e.g. send, receive, delete…)
	1.0

	CMAPI-HLF-012
	The OpenCMAPI enabler SHALL support the management of USSD features
	1.0

	…
	…
	…

	CMAPI-HLF-033
	The OpenCMAPI enabler SHALL be able to support callbacks to enable CM applications to be notified when specified events of interest occur (e.g. a data session becomes disconnected, signal strength falls below a threshold).
	1.0

	
	
	

	
	
	


Table 1: High-Level Functional Requirements

6.2 SMS & USSD Functional Requirements

6.10.1
 SMS Functional Requirements
This section identifies the requirements for interfaces related to SMS handling

	Label
	Description
	Release

	CMAPI-SMS-001
	The OpenCMAPI enabler SHALL be able to send SMS
	1.0

	CMAPI-SMS-002
	The OpenCMAPI enabler SHALL be able to receive/get SMS
	1.0

	…
	…
	…

	…
	…
	…

	CMAPI-SMS-015
	The OpenCMAPI enabler SHALL be able to retrieve SMS routing information
	1.0

	CMAPI-SMS-016
	The OpenCMAPI enabler SHALL allow to use SMS services (send, receive…) regardless of the status of the connection 


	1.0


Table 2: SMS Functional Requirements
6.10.2
 USSD Functional Requirements
This section identifies the requirements for interfaces related to USSD service handling

	Label
	Description
	Release

	CMAPI-USSD-001
	The OpenCMAPI enabler SHALL support mobile initiated USSD operation and perform transmission of service codes of non-implemented supplementary services and short strings via USSD (refer to 3GPP TS 22.030, section 6.5.3 and 3GPP TS 24.090).
	1.0

	CMAPI-USSD-002
	The OpenCMAPI enabler SHALL allow to use USSD services regardless of the status of the connection (connected or not).
	1.0

	CMAPI-USSD-003
	The OpenCMAPI enabler SHALL include an option to enable/disable USSD service functionality
	1.0

	CMAPI-USSD-004
	The OpenCMAPI enabler SHALL support to transmit to an application enabling the USSD service functionality through the OpenCMAPI, text strings transparently transported from the network.
	1.0

	CMAPI-USSD-005
	The OpenCMAPI enabler SHALL support the transmission of Activation service codes via USSD according to the format/settings defined by the service provider 
	1.0

	CMAPI-USSD-006
	The OpenCMAPI enabler SHALL support the transmission of Interrogation service codes via USSD according to the format/settings defined by the service provider 
	1.0


Table 17: USSD Functional Requirements
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