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1 Reason for Change

This CR addresses the following RDRR comments:

	A160
	2011.05.12
	T
	6.6.1
	Source: NEC

Form: OMA-REQ-2011-0101
Comment: Requirement CMAPI-PRO-007: This requirement is not needed given that PRO-006 covers this too and the description of it is too detailed and specific. 

Furthermore, it is very technology specific which as mentioned earlier, should be avoided.   

Proposed Change: 
Remove
	Status: OPEN

	A161
	2011.5.15
	Q
	6.6.1, CMAPI-PRO-007
	Source: Qualcomm Inc.

Form: OMA-REQ-2011-0106

Comment: The need for 2 APNs per LTE connection is not clear.  

Proposed Change: Provide clarification (e.g. specification reference) on the source of this requirement.
	Status: OPEN

	A162
	2011.5.18
	T
	6.6.1
	Source: Deutsche Telekom

Form: OMA-REQ-2011-0113

Comment: The requirement PRO-007 is too specific – it should be an option and only before IMS is introduced

Proposed Change: The requirement CMAPI-PRO-007 shall be rephrased as followed: 

“The OpenCMAPI enabler SHALL support the option to have in parallel to the APN used for normal connection, a second APN bearing no data traffic. The second APN is only configured by the OpenCMAPI but never activated and SHALL not be provided to application. 

Informational Note: This is valid only for non IMS situation. This second APN could be used for example to simulate in LTE the equivalent of Attachment in 3G as in LTE, there is no similar behaviour - always connected.”
	Status: OPEN

Answer A160 and A161



	A163
	2011.5.18
	T
	6.6.1
	Source: Deutsche Telekom

Form: OMA-REQ-2011-0113

Comment: The notion of IMS and different options with multiple APN shall be presented

Proposed Change: The following requirement shall be added:

“The Open CM API enabler SHALL be able to support other/different Multiple APN options in the future with the introduction of IMS - for future release.”
	Status: OPEN




This change request proposes, accordingly to the comments A162 and A163 from the review report OMA-RDRR-OpenCMAPI-V1_0-20110608-D, to change the wording of the requirement PRO-007 in the RD as it is too specific and valid before IMS is introduced. The change request proposed is closing as well the comment A160 and A161 of the review report.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

We recommend to review the input and to agree on the requirements.
6 Detailed Change Proposal

Change 1:  Updates of the Dual APN requirements – PRO 006 & PRO 007
6.6 Connection Management Functional Requirements

6.6.1 Profile Management for Cellular Network Functional Requirements

This section identifies the requirements for the profile Management aspects supported by the Open CM API Enabler.


	Label
	Description
	Release

	…
	…
	...

	CMAPI-PRO-005
	The OpenCMAPI enabler SHALL be able to configure the APNs and related parameters PDN type (IPv4, IPv6, IPv4v6) per APN.
	1.0

	
	
	

	CMAPI-PRO-007a
	
· 
· 

The OpenCMAPI enabler SHALL support the option to have in parallel to the APN used for normal connection, a second APN bearing no data traffic. The second APN is only configured but never activated by the OpenCMAPI and SHALL not be provided to application. 

Informational Note: This is valid only for non IMS situation. This second APN could be used for example to simulate in LTE the equivalent of Attachment in 3G as in LTE, there is no similar behaviour - always connected.
	1.0

	CMAPI-PRO-007b
	The Open CM API enabler SHALL be able to support other/different Multiple APN options in the future with the introduction of IMS
	Future Release

	CMAPI-PRO-008
	The OpenCMAPI enabler SHALL enable use of different DNS servers on different APNs.
	1.0

	
	
	

	
	
	


Table 14: Profile Management for Cellular Network Functional Requirements
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