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1 Reason for Contribution

This contribution is proposing to add contents to describe the selected subsystems of IMS in chapter 6 of the “IMS in OMA AD”. 

2 Summary of Contribution

This contribution is based on the Architecture Document <Utilization of IMS capabilities> Architecture, Draft Version 1.0 – 20 Apr 2004.

Text is proposed to be added to the existing subchapters of chapter 6 to describe the selected subsystems of IMS that may be related to enablers. Some of the proposed new text is taken from the “Technical report on the usage of 3GPP/3GPP2 IMS in OMA”, September 2003, and modified for AD purposes. Revision 01 of the documents contains some of the changes proposed in comment #2 in document “OMA-ARC-2004-0162R01-proposed_disposition_IMSinOMA_AD_inputs0153_to _0156 Submitted to OMA-ARC".
3 Detailed Proposal

<< First changed section >>

5.1.1 <IMS Control Elements>

5.2.1.1 <P-CSCF>

P-CSCF - Proxy Call Session Control Function is the first contact point for the UE. It handles certain SIP related functions (e.g. forwarding of different SIP messages), security related functions (e.g. maintaining security association with the mobile), charging functions, SIP signalling compression/decompression. The P-CSCF can either be in the visited or in the home network. P-CSCF is specified in ref. [3GPP TS 23.228] and in ref. [3GPP2 X.S0013-002].
5.2.1.2 
5.2.1.3 <I-CSCF>
<<Text to be added>>
5.2.1.4 <S-CSCF>
S-CSCF - Serving CSCF performs the session control and registration services for the UE. It maintains a session state and interacts with service platforms as configured by the network operator for support of services. Within an operator’s network, different S-CSCFs may have different capabilities. The S-CSCF is located at the home network. S-CSCF is specified in ref. [3GPP TS 23.228] and in ref. [3GPP2 X.S0013-002].
5.1.2 <IMS Service Elements>

5.2.1.5 <SIP Application Server (AS)>
The IMS / MMD introduces an AS - Application Server that may host and execute services. It offers value added IM services and resides either in the user's home network or in a third party location.. The Application Server can influence and impact the SIP session on behalf of the services and it uses the ISC interface to communicate with the IMS. In addition, AS can originate SIP requests on behalf of the UE. The AS may also terminate SIP requests. The AS defined in IMS/MMD specifications is different from conventional web AS and it can be either a SIP application server, or an OSA service capability server, which exhibit the same interface behaviour. Details of the IMS AS can be found in in ref. [3GPP TS23.228] and in ref. [3GPP2 X.S0013-002]. 

5.2.1.6 <OSA SCS>

5.2.1.7 <IM SSF>

5.1.3 <IMS Database Elements>

5.2.1.8 <Home Subscriber Server (HSS)>
HSS – Home Subscriber Server is the master database for a given user. It is the entity containing the subscription-related information to support the network entities actually handling sessions. The HSS is responsible storing the data for authenticating and authorizing the subscriber. The HSS is specified in ref. [3GPP TS23.228] and in ref. [3GPP2 X.S0013-002].
5.1.4 <IMS Charging Elements>

5.2.1.9 <Subsystem(s) …>

5.2.1.10 <Subsystem(s) …>

5.2.1.11 <Subsystem(s) …>

5.2.1.12 <Subsystem(s) …>

5.1.5 <IMS Security Elements>

5.2.1.13 <Authentication Proxy>

<< Text to be added>>

<< End of changes >>

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the OMA-ARC Working Group agree to add the text on selected IMS subsystems in chapter 6 of the Architecture Document for IMS in OMA.
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