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1 Reason for Change

In some cases, e.g. when using MBMS as the underlying BDS, it is necessary to retrieve the complete service guide and all its updates over the interaction channel. In this case, the role of the SGDU as a container for SG fragments is less important, and SG fragments are typically retrieved individually. Still, the SGDD is the central entry point that carries information about the current set of fragments for a service, and their versions. In this CR, it is proposed to minimize the SGDU information in the SGDD to a pseudo SGDU element, since SGDU information unnecessary and thus overhead in BDSs where the SG is retrieved interactively.  Further, the CR adds some clarifications on interactive SG retrieval.
2 Impact on Backward Compatibility

No previous version of the enabler exists

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that BCAST agrees the changes shown below for inclusion into the affected TS.

6 Detailed Change Proposal

5.4 Service Guide Delivery

The Service Guide is delivered as one or several binary objects. Each such object is called Service Guide Delivery Unit and encapsulates one or more fragments of Service Guide. The objects can be delivered either by broadcast mode to all Terminals able to receive the transmission of a Broadcast Channel. Alternatively Terminals can fetch the objects over the Interaction Channel.

 […]
5.4.1 Service Guide Delivery Descriptor
5.4.1.1 Service Guide Fragment ID Mapping for Transport

Each Service Guide Fragment is identified by an “id” attribute of type anyURI which uniquely identifies this fragment. For the purpose of transport, each Service Guide Fragment is assigned an additional transport ID of type integer which is used to identify this fragment in the Service Guide Delivery Unit header (see section Error! Reference source not found.). This mapping is necessary because at transport layer, there is a fixed-length identifier required for fast access whereas at the level of the data model, the identifier must ensure uniqueness.

The mapping from the “id” field of a Service Guide Fragment to the transport ID is signalled in the Service Guide Delivery Descriptor by the fields “transportID” and “id”. The “fragmentTransportID” field of the Service Guide Delivery Unit (see section Error! Reference source not found.) is using the value signalled in the “transportID” field of the Service Guide Delivery Descriptor. 

The mapping SHALL have the following properties:

· During the whole lifetime of a Service Guide Fragment, the system SHALL ensure that a particular fragment ID of type anyURI is always mapped to the same transport ID value. 

· For each Service Guide entry point (see section Error! Reference source not found.), the mapping between transport ID and “id” attribute SHALL be one-to-one.

5.4.1.2 Service Guide Delivery Descriptor Structure

A Service Guide Delivery Descriptor (SGDD) declares all the fragments that describe a service.

For broadcast delivery of the SG, the SGDD further describes the structured delivery of the fragments, grouped into Service Guide Delivery Units (SGDUs). A Service Guide Announcement Channel transmits Service Guide Delivery Descriptors (SGDDs), within announcement sessions, to the terminal.  Each SGDD instance contains one or more DescriptorEntries.  The DescriptorEntry carries metadata of SG Delivery Units (SGDUs), which in turn carry the actual SG fragments.  SG fragments may be grouped by certain criteria (e.g. temporal).  The delivery of each group of SG fragments, or an SGDU, may be considered as occurring over a SG Delivery Channel.  The totality of SGDU groups, or SG Delivery Channels, deliver the totality of all fragments for a service, which in turn make up the entire BCAST Service Guide.

The metadata comprising a DescriptorEntry are:
- SG fragment grouping criteria,
- Transport session parameters,
- Alternative access URL of the individual SG delivery session,
- TOI and lifetime of the individual SGDU,
- ID, version and lifetime of the individual SG fragments within a SGDU.


For interactive delivery of the service guide, the main role of the SGDD is to declare all fragments that describe the service. The information about SGDU groupings is in this case not essential, since all fragments are retrieved interactively and individually for each terminal, and thus a fixed grouping into SGDUs does not exist.
The following structure SHALL be used for declaring availability, metadata and grouping of the fragments of Service Guide, and, for broadcast delivery of the SG, to point to the actual delivery channel and the delivery unit where the declared fragments are to be delivered. The terminal SHALL support the Service Guide Delivery Descriptor syntax as defined by XML Schema in Appendix C. For delivery, the Service Guide Delivery Descriptor SHALL be instantiated as the XML Schema instance. For delivery over the broadcast channel, the SGDD SHALL be delivered as ALC Transport Object. Further, the SG-D MAY convey the parameters associated with the SGDDs in-band using FLUTE, Consequently, the terminal SHALL support FLUTE for the reception of Service Guide Delivery Descriptors.
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	Data Type

	ServiceGuideDeliveryDescriptor
	E
	M
	1..N
	The Service Guide Delivery Descriptor

Contains the following sub-element:

DescriptorEntry
	

	DescriptorEntry
	E1
	M
	1..N
	An entry in the Service Guide Delivery Descriptor.

Contains the following sub-elements:

GroupingCriteria,

Transport,

AlternativeAccessURL,

ServiceGuideDeliveryUnit
Note: if the SG is delivered over the interaction channel only, there is typically only one DescriptorEntry in the SGDD.
	

	GroupingCriteria
	E2
	O
	0..1
	Specifies the criteria for grouping Service Guide fragments in this Service Guide DescriptorEntry.

If several criteria for grouping are present at the same time, all those grouping criteria apply to the set of Service Guide fragments in this Service Guide DescriptorEntry.

Contains the following sub-elements:

TimeGroupingCriteria,

GenreGroupingCriteria,

ServiceProviderCriteria
	

	TimeGroupingCriteria
	E3
	O
	0..1
	Specifies the period of time this DescriptorEntry describes. (For example: declares a certain subgroup of valid Service Guide fragments for next 2 hours)

Contains the following attributes:

StartTime,

EndTime
	

	StartTime
	A
	M
	1
	Start of the time period this DescriptorEntry declares fragments for. 

(Note: this is different than fragment validity time)
	NTP time as 
unsignedInt
(32 bits)

	EndTime
	A
	M
	1
	End of the time period this DescriptorEntry declares fragments for.

(Note: this is different than fragment validity time)
	NTP time as 
unsignedInt
(32 bits)

	GenreGroupingCriteria
	E3
	O
	0..1
	Specifies the classification of the services/content associated with the fragments in this  Service Guide Delivery Unit (e.g. comedy, action, drama)
	String

	ServiceProviderCriteria
	E3
	O
	0..1
	Specifies the each service provider by unique name.
	String

	Transport
	E2
	O
	0..1
	The pointer to the transport session delivering the Service Guide fragments within Service Guide Delivery Units announced in this DescriptorEntry.

Contains the following attributes:

IpAddress,

Port,

SrcIpAddress,

SessionID
	

	IpAddress
	A
	M
	1
	Destination IP address of the target delivery session
	String

	Port
	A
	M
	1
	Destination port of target delivery session
	unsignedShort
(16 bits)

	SrcIpAddress
	A
	O
	0..1
	Source IP address of the delivery session
	String

	SessionID
	A
	M
	1
	Identifier of target delivery session
	unsignedShort 
(16 bits)

	AlternativeAccessURL
	E2
	O
	0..N
	Alternative URL for retrieving the Service Guide delivery units via the interaction channel
Note: this sub-element is typically present in the case of interactive delivery of the SG
	AnyURI

	ServiceGuideDeliveryUnit
	E2
	M
	1..N
	A group of fragments.

Contains the following attributes:

transportObjectID,

validFrom,

validTo

Contains the following sub-element:

Fragment
Note: if the SG is delivered over the interaction channel only, this is a pseudo element, and there is typically only one ServiceGuideDeliveryUnit in the SGDD.
	

	transportObjectID
	A
	O
	0..1
	The transport object ID of the Service Guide Delivery Unit carrying the declared fragments within this group.
	unsignedInt
(32 bits)

	validFrom
	A
	O
	0..1
	The first moment of time this group of Service Guide fragments is valid. The format is NTP.

Note: If this attribute is not present, “validFrom” attribute MUST be present in the “Fragment” sub-element.
	NTP time as 
unsignedInt
(32 bits)

	validTo
	A
	O
	0..1
	The last moment of time this group of Service Guide fragments is valid. The format is NTP.

Note: If this attribute is not present, “validTo” attribute MUST be present in the “Fragment” sub-element.
	NTP time as 
unsignedInt
(32 bits)

	Fragment
	E3
	M
	1..N
	Declaration of Service Guide fragment that is available over broadcast channel.

Contains the following attributes:

transportID,

id,

version,

validFrom,

validTo,

type
	

	transportID
	A
	O
	1
	The identifier of the announced Service Guide fragment to be used in the Service Guide Delivery Unit header.
Note: if the SG is delivered over the broadcast channel only, this element must be present
	unsignedInt
(32 bits)

	id
	A
	M
	1
	The identifier of the announced Service Guide fragment.
	anyURI 

	version
	A
	M
	1
	The version of the announced Service Guide fragment.

Note: The scope of the version is limited to the given transport session. The value of version turn over from 2^32-1 to 0.
	unsignedInt (32 bits)

	validFrom
	A
	O
	0..1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past.

Note: If this attribute is present and “validFrom” attribute of “ServiceGuideDeliveryUnit” is also present, the value of this attribute overrides the value of “ServiceGuideDeliveryUnit” attribiute “validFrom”.
	NTP time as 
unsignedInt
(32 bits)

	validTo
	A
	O
	0..1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future.

Note: If this attribute is present and “validTo” attribute of “ServiceGuideDeliveryUnit” is also present, the value of this attribute overrides the value of “ServiceGuideDeliveryUnit” attribute “validTo”.
	NTP time as 
unsignedInt
(32 bits)

	Type
	A
	M
	1
	Enumeration value designating the schema or MIME type for fragment. When most significant bit==1: user defined type is allowed. 

Note: The exact enumeration is TBD.
	unsignedInt
(32 bits)


[…]
5.4.5.2 Service Guide Update and Management using the Interaction Channel

A terminal SHALL be able to request and  receive Service Guide fragments and fragment updates over interaction channel via HTTP, if the terminal has the ability to access the interaction channel. The Terminal may send requests for updating Service Guide to SG-G, SG-G then returns new Service Guide to terminal. That interaction is executed over SG-6.

See also section 5.4.1.2. for Service Guide fragment retrieval over the interaction channel.
[…]
Appendix A. Example of SGDD and SGDU
The following diagram provides an illustrative example, for the case of broadcast delivery of the SG, of the relationship between SGDD and SGDU, as well as the containers in which they reside – SG Announcement Channel and SG Delivery Channels, respectively.  In this example, it is assumed that the grouping of SG fragments is by time in the delivery over hourly, daily and weekly SG delivery channels. 
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Figure X – Service Guide Delivery Descriptor Role in Broadcast Service Guide Delivery Showing SG Fragments Grouped by Time
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