OMA-TS-BCAST_MBMS_Adaptation-V1_0-20050124-D
Page 17  V(19)


	[image: image1.jpg]«“+OMa

Open Mobile Alliance




	mjb - Lucent - 2004

	Broadcast Distribution System Adaptation - 3GPP/MBMS

	Draft Version 1.0 – 24 Jan 2005

	Open Mobile Alliance

	OMA-TS-BCAST_MBMS_Adaptation-V1_0-20050124-D

	
	

	

	
	


Use of this document is subject to all of the terms and conditions of the Use Agreement located at http://www.openmobilealliance.org/UseAgreement.html.

Unless this document is clearly designated as an approved specification, this document is a work in process, is not an approved Open Mobile Alliance™ specification, and is subject to revision or removal without notice.

You may use this document or any part of the document for internal or educational purposes only, provided you do not modify, edit or take out of context the information in this document in any manner.  Information contained in this document may be used, at your sole risk, for any purposes.  You may not use this document in any other manner without the prior written permission of the Open Mobile Alliance.  The Open Mobile Alliance authorizes you to copy this document, provided that you retain all copyright and other proprietary notices contained in the original materials on any copies of the materials and that you comply strictly with these terms.  This copyright permission does not constitute an endorsement of the products or services.  The Open Mobile Alliance assumes no responsibility for errors or omissions in this document.

Each Open Mobile Alliance member has agreed to use reasonable endeavors to inform the Open Mobile Alliance in a timely manner of Essential IPR as it becomes aware that the Essential IPR is related to the prepared or published specification.  However, the members do not have an obligation to conduct IPR searches.  The declared Essential IPR is publicly available to members and non-members of the Open Mobile Alliance and may be found on the “OMA IPR Declarations” list at http://www.openmobilealliance.org/ipr.html.  The Open Mobile Alliance has not conducted an independent IPR review of this document and the information contained herein, and makes no representations or warranties regarding third party IPR, including without limitation patents, copyrights or trade secret rights.  This document may contain inventions for which you must obtain licenses from third parties before making, using or selling the inventions.  Defined terms above are set forth in the schedule to the Open Mobile Alliance Application Form.

NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

© 2004 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms set forth above.

Contents

51.
Scope

2.
References
6
2.1
Normative References
6
2.2
Informative References
7
3.
Terminology and Conventions
8
3.1
Conventions
8
3.2
Definitions
8
3.3
Abbreviations
8
4.
Introduction (Informative)
9
5.
3GPP MBMS Adaptation
10
5.1
MBMS adaptation related to OMA-TS-BCAST_Services
10
5.1.1
Interaction
10
5.2
MBMS adaptation related to OMA-TS-BCAST_ServiceGuide
10
5.2.1
Service Guide Delivery over Broadcast Channel
10
5.2.2
Service Guide Encoding
10
5.2.3
SessionDescription
10
5.2.4
Disallowed elements and attributes
10
5.3
MBMS adaptation related to OMA-TS-BCAST_SvcCntProtection and OMA-TS-DRM-XBS
10
5.4
MBMS adaptation related to OMA-TS-BCAST-Distribution
11
5.4.1
File Distribution
11
5.4.2
Associated Delivery Procedures
11
5.4.3
Stream Distribution
11
5.4.4
Media codecs
11
6.
Walkthrough: Distribution of BCAST Services over 3GPP MBMS (Informative)
12
6.1
Power up, Network Attachment, Initial Procedures
12
6.2
Service Guide Bootstrapping
12
6.3
Service Guide Reception and Update
12
6.4
Service Ordering
12
6.5
Service Reception
12
6.5.1
Streaming Service
12
6.5.2
Download Service
12
Change History
(Informative)
17
A.1
Approved Version History
17
A.2
Draft/Candidate Version <current version> History
17
Appendix B.
Static Conformance Requirements (Normative)
18
B.1
SCR for XYZ Client
18
B.2
SCR for XYZ Server
18
Appendix C.
<Additional Information>
19
C.1
App Headers
19
C.1.1
More Headers
19






































Figures

Error! Bookmark not defined.Figure 1: Major External Interfaces


Error! Bookmark not defined.Figure 2: Example Figure




Tables

Error! Bookmark not defined.Table 1: Example Table




1. Scope

This document provides a specification for the Broadcast Service enabler.  The work detailed within relates to the adaptation of the BCAST enabler, as a part of the enabler set, to the requirements of the 3GPP Multimedia Broadcast and Multicast Service (MBMS).

2. References

The policy for reference lists is:

1.
OMA documents listed should have at least one approved version – draft-only docs should not be referenced.  Exception exists for documents that will be approved with or after the referenced doc is approved (may be part of same enabler package).  In short – approved docs should not reference unapproved docs.

2.
When a reference is made to an OMA specification, then Open Mobile Alliance with the TM symbol (™) should be used in the description.

3.
The name + version (no date) for OMA specifications are generally sufficient – dates should be used only if there is a specific reason to limit the usage.

4.
For references to WAP Forum docs, dates should not be included as DID's for the old WAP Forum specifications are enough and the reference description should refer to WAP Forum™.

5.
References to other affiliate docs should similarly provide sufficient information to uniquely determine the needed document and should provide the appropriate source information.

6.
The URL for OMA material (new OMA and affiliate) should always be http://www.openmobilealliance.org (an exception is OMNA that is reached through http://www.openmobilealliance.org/tech/omna)

Models to use


[REFLABEL]
<General Model> “Ref Title”, Ref information (source, date, id),
URL:http//<ref-source>/ 


[OMADOC]
<OMA Model> “OMA Document Title”, Open Mobile Alliance™, OMA‑<docname>{‑<version>}, URL:http//www.openmobilealliance.org/ 

If there are no entries in the table – enter ‘none’ to be clear.
DELETE THIS COMMENT

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[TS Distribution]
	OMA-TS-BCAST-Distribution

	[TS Services]
	OMA-TS-BCAST_Services

	[TS SG]
	OMA-TS-BCAST_ServiceGuide

	[TS SCP]
	OMA-TS-BCAST_SvcCntProtection

	[TS XBS]
	OMA-TS-DRM-XBS

	
	

	[22.246]
	3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Multimedia Broadcast/Multicast Service (MBMS) user services;  Stage 1 (Release 6)

	[23.246]
	3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description (Release 6)

	[33.246]
	3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Security of Multimedia Broadcast/Multicast Service (Release 6)

	[26.346]
	3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs (Release 6)


2.2 Informative References

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Term 1
	Definition

	Term 2
	Definition

	
	


3.3 Abbreviations

	BCMCS
	Broadcast Multicast Service (3GPP2)

	DVB-H
	Digital Video Broadcasting - Handheld

	MBMS
	Multimedia Broadcast Multicast Service (3GPP)


4. Introduction
(Informative)

<< From a market perspective...  

What can you do with this specification?

What problem does this solve?

How can this specification be applied?

Consider the target audience and provide deployment examples as possible.

DELETE THIS COMMENT >>

The purpose of the MBMS adaptation specification is to reduce the number of options and parallel functions fulfilling the same requirements in the case BCAST services are distributed over 3GPP MBMS as the underlying BDS. Furthermore, this document describes how generic BCAST functions are used in conjunction with MBMS.
5. 3GPP MBMS Adaptation


· 
5.1 

5.1.1 
 This section describes restrictions and extensions of the generic BCAST specifications (namely OMA-TS-BCAST_Services, OMA-TS-BCAST_ServiceGuide, OMA-TS-BCAST_SvcCntProtection, OMA-TS-BCAST-Distribution). The provisions in this section thus “override” the ones in the generic specifications in the case BCAST services are distributed using 3GPP MBMS.
All normative statements in this specification are only applicable in the case OMA BCAST services are distributed over 3GPP MBMS.
MBMS adaptation related to OMA-TS-BCAST_Services
Interaction

The Terminal SHOULD support SMS for service interaction.
MBMS adaptation related to OMA-TS-BCAST_ServiceGuide
Service Guide Delivery over Broadcast Channel
If the Service guide is delivered over the broadcast channel, it SHALL be delivered using an MBMS download session and using FLUTE as the transport protocol.
Service Guide Encoding

The Service Guide Delivery Unit carrying a set of fragments for Service Guide SHOULD be compressed for the delivery using the GZIP algorithm.
Session Description

The Session Description SHALL be provided using an MBMS user service description (MBMS-USD) as specified in [26.346] section 5.2.
Disallowed elements and attributes
· The following statements relate to the Service Guide Delivery Descriptor:
· If the SG is retrieved over the interaction channel, there SHALL be only one DescriptorEntry in the SGDD
· If the SG is retrieved over the interaction channel, AlternativeAccessURL SHALL be present in the SGDD
· If the SG is retrieved over the interaction channel, there SHALL be only one ServiceGuideDeliveryUnit in the SGDD
MBMS adaptation related to OMA-TS-BCAST_SvcCntProtection and OMA-TS-DRM-XBS
The Terminal SHALL support service protection using the GBA based profile as defined in [TS SP] sections 5.1.1.3.1. and 5.1.2.2.2.. 
The Terminal MAY support service protection using the OMA DRM 2.0 based mechanism. IF DRM based service protection is supported, the Terminal SHALL support the reception and processing of keys transported in OMA DRM 2.0 ROs.
MBMS adaptation related to OMA-TS-BCAST-Distribution
File Distribution
The BSDA SHALL use FLUTE for file distribution. 
Associated Delivery Procedures 

The Terminal and the BSDA SHALL implement file repair and reception reporting mechanisms as specified in [TS Distribution].
Stream Distribution

The sender SHALL send RTCP sender reports as described in [26.346].
Media codecs 
The Terminal SHALL be able to receive, decode and render the codecs and payload types that are MANDATORY according to [26.346]. 

The Terminal SHOULD be able to receive, decode and render the codecs and payload types that are RECOMMENDED according to [26.346]. 

The Terminal MAY be able to receive, decode and render the codecs and payload types that are OPTIONAL according to [26.346]. 

6. Walkthrough: Distribution of BCAST Services over 3GPP MBMS (Informative)
7. This section describes a simple walkthrough of all actions needed to receive a BCAST service distributed over 3GPP MBMS. It just describes the main actions and using selected functions and features. Not all possible options and variations are described here.

8. All text in this informative section is TBD.

8.1 

8.1.1 
Power up, Network Attachment, Initial Procedures
Service Guide Bootstrapping

Service Guide Reception and Update
Service Ordering

Service Reception

Streaming Service

Download Service
9. 

9.1 

9.1.1 

10. 

10.1 

10.1.1 

11. 

11.1 

11.1.1 

12. 

12.1 

12.1.1 
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Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [IOPPROC].

The following is a model of a set of SCR tables.  DELETE THIS COMMENT

B.1 SCR for XYZ Client

	Item
	Function
	Reference
	Status
	Requirement

	XYZ-C-001
	Something mandatory
	Section x.y
	M
	(XYZ-C-001 OR XYZ-C-003) AND
 XYZ-C-002

	XYZ-C-002
	Something optional
	Section x.y
	O
	

	XYZ-C-003
	Dependencies on ZYX
	Section x.y
	M
	ZYX:MCF

	XYZ-C-004
	Dependencies on ZYX
	Section x.y
	O
	ZYX:OCF


B.2 SCR for XYZ Server

	Item
	Function
	Reference
	Status
	Requirement

	XYZ-S-001
	Something mandatory
	Section x.y
	M
	XYZ-S-001 OR XYZ-S-002 OR XYZ-S-003

	XYZ-S-002
	Something optional
	Section x.y
	O
	

	XYZ-S-003
	Dependencies on ZYX
	Section x.y
	M
	ZYX:MSF

	XYZ-S-004
	Dependencies on ZYX
	Section x.y
	O
	ZYX:OSF


Appendix C. <Additional Information>

If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.

Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.

DELETE THIS COMMENT

C.1 App Headers

<More text>

C.1.1 More Headers
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