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Change Request

	Title:
	SG Backend Interface
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA-BAC-BCAST

	Doc to Change:
	The latest version of SG TS

	Submission Date:
	09 Mar 2006

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Bosun Jung, Samsung Electronics, bosun7.jung@samsung.com 
Sungoh Hwang, Samsung Electronics, sungoh@samsung.com  
Helen Liao, Panasonic, Helen.liaox@sg.panasonic.com

	Replaces:
	n/a


1 Reason for Change

This CR propose to simplify the current Backend Interface Message of SG as a general way. 

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

If agreed, the latest version of SG will be changed as proposed.
6 Detailed Change Proposal

Change 1:  Simplification of SG Backend Interface 
5.6 Service Guide Backend Interfaces
The following sections specify interfaces between logical BCAST “backend” entities. The specification is applicable if the interfaces are exposed in a BCAST implementation. If a BCAST implementation does not expose the interfaces, i,e, they are implementation internal, they may be realized using protocols and methods not specified here.

5.6.1 Service Guide Source Delivery

Service Guide Source is generated in CC, BSA, BSM.  Each Entity delivers Service Guide source via Backend Interface such as SG-1, SG-2, and SG-4. Contents source will be delivered from SGCCS to SGAS via SG-1, application source will be delivered from SGAS to SG-G via SG-2, and subscription source will be delivered from SGSS to SG-G via SG-4.

5.6.1.1 Protocol Stacks
The following protocol stack SHALL be used for message exchanges between network entities.  HTTP or HTTPS over TCP/IP SHALL be used for the delivery of messages.  HTTP POST SHOULD be used to deliver the message over Backend Interface.  
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Figure x. Protocol Stacks for Backend Interface
5.6.1.2 Delivery Message of Service Guide Source
5.6.1.2.1 Request Message 
The following is the delivery message of Service Guide Source.  
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGSDelivery
	
	
	
	Specifies the delivery message of Service Guide Source which is used for generating Service Guide in SG-G.  
Contains the Following attributes:

SGSDid
EntityAddress
Contains the following elements:

SGData 
	

	SGSDId
	A
	M
	1
	Identifier of SGSDelivery, unique in Network Entity which generates this message.
	unsignedInt (32bits)

	EntityAddress
	A
	M
	1
	Network Entity Address to generate this message and receive the response of this.
	anyURI

	SGData
	E1
	O
	0..1
	Contains information from the Content Creation to be included into the Service Guide. It is RECOMMENDED that the information is delivered in the form of BCAST Service Guide fragments (as specified in Section 5.2 and Appendix C). Other formats MAY be used only for SG-1 and in case of using BCAST format, namespace will be used.
If BCAST Service Guide fragments are used, network-mandatory elements or attributes which are not relevant SHALL be delivered as empty field, network-optional elements or attributes which are not relevant SHALL NOT be instantiated.
Contains attribute:

namespace
	

	namespace
	A
	O
	0..1
	Set to the name of the BCAST Service Guide XML namespace to signal that the content of SGData is BCAST SG compliant. 
	anyURI


5.6.1.2.2 Response Message

The following is the response message of Service Guide Source Delivery. Response Messages MAY be immediately sent as a part of “200 OK”. HTTP RESPONSE message to the original request identified with SGSDid. If  Response Message cannot be sent immediately, it MAY be sent using HTTP POST message to the original request identified with SGSDid
	Name
	T
y
p
e
	C
a
t
e
g
o
r
y
	C
a
r
d
i
n
a
l
i
t
y
	Description
	Data Type

	SGSDRes
	
	
	
	Specifies the Response message for SGSDelivery.

Contains the following elements:

SGSDid
	

	SGSDid
	E1
	M
	1..N
	Identifier of SGSDelivery Message

Contains the following attributes:

  StatusCode
	unsignedInt (32bits)

	StatusCode
	A
	M
	1
	Indicates the overall outcome how SGSDelivery is processed, according to the global status code (as specified in Apendix G).
	unsignedByte 
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