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1 Reason for Change

This CR addresses the CONR comment SD-411.
	SG411
	2006.05.24
	N
	5.4.3
	Source: QUALCOMM

Form: OMA-BCAST-2006-0509

Comment:

The last paragraph of this section is not quite correct.  EXT_CENC can also be used even if FLUTE is used. In addition, it should be indicated that GZIP should be used when content encoding is used.

Proposed resolution:

Modify the last paragraph of this section as shown below, with changes shown by strikethrough and added underlined text:

“In case FLUTE is used for Service Guide delivery, the Service Guide Server SHALL SHOULD use the Content-Encoding field of the FDT to signal the encoding of SGDU, if used, in addition to the use of EXT_CENC in the ALC header extension. When no content encoding is not used, the Content-Encoding field of the FDT SHALL not NOT be used and EXT_CENC in the ALC header extension SHALL NOT be present for the corresponding transport object. When content encoding is used, the EXT_CENC or the Content-Encoding field of the FDT SHALL have the value “3” to indicate that the SGDU is compressed with GZIP.  The “Content-Type” field SHALL always be set to “application/sgdu” to describe that the content is an SGDU fragment.”
	Status: OPEN


In fact, FLUTE RFC allows EXT_CENC to be used only with FDT instances. A straight-forward way is to include the necessary signalling in the SGDD.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR is presented to BAC-BCAST for agreement.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

	Name
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y
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e
	C
a
t
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g
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y
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i
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y
	Description
	Data Type

	ServiceGuideDeliveryDescriptor
	E
	
	
	The Service Guide Delivery Descriptor

Contains the following attributes:

BSDAid

id

version
versionIDLength 
Contains the following sub-element:

NotificationReception
DescriptorEntry
	

	BSDAid
	A
	NM/TM
	1
	Identifier of the BSD/A system which performs the aggregation, generation, and delivery of one or more service guides
	anyURI

	id
	A
	NM/TM
	1
	Unique identifier of the SGDD within one specific SG
	anyURI

	version
	A
	NM/TM
	1
	Version of SGDD
	unsignedInt 

	versionIDLength
	A
	NO/

TO
	0..1
	Indicates the number of least significant bits representing the version ID in the TOI, when Split TOI is used. If this element is omitted, the terminal assumes Split-TOI is not used.
	unsignedLong

	NotificationReception
	E1
	NM/TM
	1
	Reception information for general Notification Messages.  

In case of delivery over Broadcast channel, port is MANDATORY in both Network and Terminal because a designated UDP port SHALL be used to deliver the Notification Message through an on-going session or the designated session while address is optionally used for the delivery of Notification Messages through the designated multicast or broadcast session.
In case of delivery over Interaction channel, requestURL specify address information for subscribing notification, pollURL specify address information for polling notification.
Contains the following attribute:

port

address

requestURL

pollURL
	

	port
	A
	NM/TM
	0..1
	General Notification Message delivery UDP destination port number; delivery over Broadcast Channel.
	unsignedInt

	address
	A
	NM/TM
	0..1
	General Notification Message delivery IP multicast address; delivery over Broadcast Channel.
	string

	requestURL
	A
	NM/TM
	0..1
	URL through which the terminal can subscribe to general Notification Messages; delivery over Interaction Channel.
	anyURI

	pollURL
	A
	NM/TM
	0..1
	URL through which the terminal can poll general Notification Messages over Interaction Channel.
	anyURI

	DescriptorEntry
	E1
	NM/
TM
	1..N
	An entry in the Service Guide Delivery Descriptor.

Contains the following sub-elements:

GroupingCriteria,

Transport,

AlternativeAccessURL,

ServiceGuideDeliveryUnit
Note: if the SG is delivered over the interaction channel only, there is typically only one DescriptorEntry in the SGDD.
	

	GroupingCriteria
	E2
	NM/
TM
	0..1
	Specifies the criteria for grouping Service Guide fragments in this Service Guide DescriptorEntry.

If several criteria for grouping are present at the same time, all those grouping criteria apply to the set of Service Guide fragments in this Service Guide DescriptorEntry.

Please note the same fragment may be declared in multiple DescriptorEntry of the same SGDD in case this fragment can meet multiple grouping criteria.
Contains the following sub-elements:

TimeGroupingCriteria

GenreGroupingCriteria

BSMSelector
ServiceCriteria
	

	TimeGroupingCriteria
	E3
	NM/
TM
	0..1
	Specifies the period of time this DescriptorEntry describes. (For example: declares a certain subgroup of valid Service Guide fragments for next 2 hours). This field expressed as the first 32bits integer part of NTP time stamps.

Contains the following attributes:

startTime,

endTime
	

	startTime
	A
	NM/
TM
	1
	Start of the time period this DescriptorEntry declares fragments for. This field expressed as the first 32bits integer part of NTP time stamps.

(Note: this is different than fragment validity time)
	unsignedInt



	endTime
	A
	NM/
TM
	1
	End of the time period this DescriptorEntry declares fragments for.

(Note: this is different than fragment validity time)
	unsignedInt



	GenreGroupingCriteria
	E3
	NO (?)/
TM
	0..1
	Specifies the classification of the services/content associated with the fragments in this  Service Guide Delivery Unit (e.g. comedy, action, drama)

Note: NM if datatype of "Genre" is string, otherwise NO
	string

	BSMSelector
	E3
	NM/

TM
	0..N
	This is a BSM code that allows a terminal to determine whether the SGDU’s in this SGDD DescriptorEntry – among the SGDU’s that are announced in various DescriptorEntries in various SGDD’s – is associated with the terminal’s affiliated BSM, 

In case the terminal is equipped with one or more bsmFilterCodes, the BSMSelector acts as an access filter for the SGDU’s of the DescriptorEntry and the following applies:

Usage in home network:

The terminal SHALL only use those SGDU’s in the DescriptorEntry that have a matching bsmFilterCode. 

If the terminal has multiple matching bsmFilterCodes, the terminal MAY select one of the BSMSelectors with a matching bsmFilterCode and SHALL then only use the SGDU’s of DescriptorEntries with the selected BSMSelector, until it selects another BSMSelector.
If the BSMSelector is not present the terminal SHALL NOT use any of the SGDU’s in the DescriptorEntry. 
Usage in roaming network:

If the terminal has a matching bsmFilterCode in any of the SGDD’s in this network, then the terminal SHALL only use those SGDU’s in the DescriptorEntry. 

If the terminal has multiple matching bsmFilterCodes, the terminal MAY select one of the BSMSelectors with a matching bsmFilterCode and SHALL then only use the SGDU’s of DescriptorEntries with the selected BSMSelector, until it selects another BSMSelector.
If the terminal or smartcard does not have a matching bsmFilterCode in any of the SGDD’s in this network, the terminal MAY select any  BSMSelector and SHALL only use the SGDU’s of DescriptorEntries with the selected BSMSelector, until it selects another BSMSelector. 

If the BSMSelector is not present, the terminal can use all SGDU’s in the DescriptorEntry. 

In case the terminal is not equipped with a bsmFilterCode, the following applies:

Usage in home network:

The terminal MAY select any BSMSelector that does not contain a bsmFilterCode, and SHALL then only use the SGDU’s of DescriptorEntries with the selected BSMSelector, until it selects another BSMSelector.
Furthermore, the terminal SHALL NOT use the SGDU’s of DescriptorEntries that have a BSMSelector with a bsmFilterCode. 

If the BSMSelector is not present in any of the SGDD’s the terminal can use all SGDU’s in the DescriptorEntry. 

Usage in roaming network:

The terminal MAY select any BSMSelector and SHALL then only use the SGDU’s of DescriptorEntries with the selected BSMSelector, until it selects another BSMSelector.
If the BSMSelector is not present in any of the SGDD’s the terminal can use all SGDU’s in the DescriptorEntry. 

contains the following attribute:

id 

contains the following sub-elements:

BSMFilterCode

Name 
	

	id
	A
	NM/TM
	1
	Identifier of the BSMSelector, unique within the network
	anyURI

	BSMFilterCode
	E4
	NM/TM
	0..1
	The code that specifies this BSMSelector. 

Contains the following attribute:

type
	string

	type
	A
	NM/

TM
	1
	The type of bsmFilterCode. 

1 – BSMCode (Smart Card Code) 

This is used if the determination is made based on the country and operator code in the (U)SIM/(R-)UIM/CSIM
2 – BSMCode (Non Smart Card Code):

This is used if the determination is made based on the country and operator code in the terminal

Other values are reserved.
	unsignedByte

	Name
	E4
	NM/TM
	1..N
	Provides a user readable name for the BSM_Selector, possibly in multiple languages.

The language is expressed using built-in XML attribute xml:lang with this element.. 

This attribute can be used to provide information to the user so he can select the BSMSelector the terminal has to use. 
	string

	ServiceCriteria
	E3
	NM/TM
	0..1
	Allows to group fragments by service. The value of this field is the fragmentId of the Service fragment related to that service.
	anyURI

	Transport
	E2
	NM/
TM
	0..1
	The pointer to the transport session delivering the Service Guide fragments within Service Guide Delivery Units announced in this DescriptorEntry.

Contains the following attributes:

ipAddress,

port,

srcIpAddress,

transmissionSessionID
	

	ipAddress
	A
	NM/
TM
	1
	Destination IP address of the target delivery session
	string

	port
	A
	NM/
TM
	1
	Destination port of target delivery session
	unsignedShort


	srcIpAddress
	A
	NM/
TM
	0..1
	Source IP address of the delivery session
	string

	transmissionSessionID
	A
	NM/
TM
	1
	This is the Transmission Session Identifier (TSI) of the session at ALC/LCT level
	unsignedShort 

	AlternativeAccessURL
	E2
	NM/
TM
	0..N
	Alternative URL for retrieving the Service Guide delivery units via the interaction channel

Note: this sub-element is typically present in the case of interactive delivery of the SG
	anyURI

	ServiceGuideDeliveryUnit
	E2
	NM/
TM
	1..N
	A group of fragments.

Contains the following attributes:

transportObjectID,

versionIDLength,

validFrom,

validTo

Contains the following sub-element:

Fragment
Note: if the SG is delivered over the interaction channel only, this is a pseudo element, and there is typically only one ServiceGuideDeliveryUnit in the SGDD.
	

	transportObjectID
	A
	NM/
TM
	0..1
	The transport object ID of the Service Guide Delivery Unit carrying the declared fragments within this group.
	unsignedInt

	versionIDLength
	A
	NO/
TO
	0..1
	Indicates the number of least significant bits representing the version ID in the transportObjectID, when Split TOI is used. If this element is omitted, the terminal assumes Split-TOI is not used.
	unsignedLong

	encoding
	A
	NM/
TM
	0..1
	This attribute signals possible compression of the SGDU in question. This attribute SHALL be assigned to “gzip” if and only if the SGDU is provided as GZIP compressed. Otherwise this attribute SHALL NOT be instantiated. 
	String

	validFrom
	A
	NM/
TM
	0..1
	The first moment of time this group of Service Guide fragments is valid. This field expressed as the first 32bits integer part of NTP time stamps.
Note: If this attribute is not present, “validFrom” attribute MUST be present in the “Fragment” sub-element.
	unsignedInt



	validTo
	A
	NM/
TM
	0..1
	The last moment of time this group of Service Guide fragments is valid. This field expressed as the first 32bits integer part of NTP time stamps.
Note: If this attribute is not present, “validTo” attribute MUST be present in the “Fragment” sub-element.
	unsignedInt



	Fragment
	E3
	NM/
TM
	1..N
	Declaration of Service Guide fragment that is available over broadcast channel.

Contains the following attributes:

transportID,

id,

version,

validFrom,

validTo
	

	transportID
	A
	NM/
TM
	1
	The identifier of the announced Service Guide fragment to be used in the Service Guide Delivery Unit header.

Note: if the SG is delivered over the broadcast channel only, this element MUST be present
	unsignedInt

	id
	A
	NM/
TM
	1
	The identifier of the announced Service Guide fragment.
	anyURI 

	version
	A
	NM/
TM
	1
	The version of the announced Service Guide fragment.

Note: The scope of the version is limited to the given transport session. The value of version turn over from 2^32-1 to 0.
	unsignedInt 

	validFrom
	A
	NM/
TM
	0..1
	The first moment when this fragment is valid. If not given, the validity is assumed to have started at some time in the past. This field expressed as the first 32bits integer part of NTP time stamps.
Note: If this attribute is present and “validFrom” attribute of “ServiceGuideDeliveryUnit” is also present, the value of this attribute overrides the value of “ServiceGuideDeliveryUnit” attribiute “validFrom”.
	unsignedInt

	validTo
	A
	NM/
TM
	0..1
	The last moment when this fragment is valid. If not given, the validity is assumed to end in undefined time in the future. This field expressed as the first 32bits integer part of NTP time stamps.
Note: If this attribute is present and “validTo” attribute of “ServiceGuideDeliveryUnit” is also present, the value of this attribute overrides the value of “ServiceGuideDeliveryUnit” attribute “validTo”.
	unsignedInt

	<proprietary elements/attributes >
	E1 or lower
	NO/
TO
	0..N
	Any number of proprietary or application-specific elements or attribtues that are not defined in this specification.
	


Change 2:  Another change

5.4.3
Service Guide Encoding and Compression

The network is provided with means of reducing the size of the SGDUs being delivered to terminals by compressing SGDUs. For the algorithms and their respective signalling there are the following rules and constraints:

· the network MAY compress the SGDUs with the GZIP algorithm,
· terminals SHALL be able to interpret both plain and GZIP compressed SGDUs,
· the network SHALL signal GZIP compression of every SGDU using the ‘encoding’ attribute of the SGDD and
· in case the SGDUs are listed in any FDT Instances the corresponding ‘Content-Encoding’ attributes SHALL be set to “gzip” also. 



5.4.4
Service Guide Encapsulation

The following structure SHALL be used for the Service Guide Delivery Unit carrying the fragments of a Service Guide. 
The field “fragmentTransportID” is using the transport ID values as defined in section 5.4.2.2 to identify each of the fragments carried in the Service Guide Delivery Unit (SGDU). When encapsulating the fragments into the Service Guide Delivery Unit, the mapping defined in section 5.4.2.2 SHALL be used. Using the fragmentTransportID and fragmentVersion fields the terminal can quickly infer whether the associated fragment in the SGDU has changed.

The following rules apply to maintaining the mapping of fragmentIDs to fragmentTransport IDs in the terminal:

· If a terminal has received a Service Guide Delivery Descriptor (SGDD), the terminal SHALL record the mappings between the fragmentTransportID fields and the associated fragmentID fields delivered in that descriptor.

· If a terminal has not received the mapping for a particular fragmentTransportID from the SGDD, it SHALL decode the fragment delivered in the SGDU, associate the decoded fragmentID with the fragmentTransportID in the SGDU header and record that mapping.

· A terminal SHALL NOT use any recorded fragmentID-to-fragmentTransportID mapping after the fragment expires.

In case the SGDUs are listed in any FDT Instances the corresponding ‘Content-Type’ attributes SHALL be set to “application/vnd.oma.bcast.sgdu” to describe that the transport object contains an SGDU.
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