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1 Reason for Change

This change request tries to address the following follow-up review comment:

· In section “6.1.1 Service Guide Discovery over Broadcast Channel" the specification says that the entry point is always fixed into one and only destination. This is wrong assumption at least in the case of IPDC over DVB adaptation which allows one to use IPDC bootstrap to declare possibly multiple BCAST Service Guides. In such a case it may not be practical to mandate all these Service Guides to have their Announcement Channels delivered using the same destination address.
R01: Editorial fixes.
R02: Further editorial fixes as agreed in San Francisco.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

This CR is presented to BAC-BCAST for agreement.
6 Detailed Change Proposal

Change 1:  Clarify the role of BDS specific bootstrap.

The proposal is to relax the constraint in the section 6.1.1 as follows:
6.1.1 Service Guide Discovery over Broadcast Channel

When the Service Guide is delivered using the broadcast channel the Service Guide Announcement Channel is thought as the starting point of the retrieval. Recall that the Announcement Channel provides all the information the terminals need for retrieving the Service Guide. Therefore to discover the Service Guide the terminals basically need to locate the file delivery session carrying the Service Guide Announcement Channel. The access parameters of the FLUTE session representing the Service Guide Announcement Channel are called the entry point to a Service Guide on a Broadcast Channel. 
In one broadcast area there MAY exist multiple Service Guides and any number of these MAY be delivered simultaneously using the broadcast channel. In such a case, in principle, it is the responsibility of the underlying BDS to provide the signalling of the entry points of the Service Guides to the terminals. However, if such a signalling is not available or being used, the following parameters SHALL be used as the entry point:

· (OPTIONALLY) IP Source Address

· Fixed Destination Multicast IPAddress: 224.0.23.165 for IPv4 or FF0X:0:0:0:0:0:0:132 for IPv6

· Fixed Destination Port: 4090
The terminal SHALL assume that
· there is at most one FLUTE session per entry point,
· the value of the Transport Session Identifier (TSI) MAY be any valid value and
· the number of ALC/LCT channels in the FLUTE session for Service Guide announcement is fixed to 1. 



If the underlying BDS supports specific signalling of the Service Guide entry points the terminal SHALL expect the BDS also to provide the specific signalling. The detailed guidelines for such signalling in specific Broadcast Distribution Systems are given in the BDS Adaptation Specifications (See [BCAST10-DVBH-IPDC-Adaptation], [BCAST10-MBMS-Adaptation], [BCAST10-BCMCS-Adaptation]).

The terminal SHALL support the initial Service Guide discovery over Broadcast Channel.
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