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1 Reason for Change

The SCR tables for TS-Distribution are provided in this CR. The current draft spec contains only placeholder SCR tables.
The guidelines for SCR tables and the changes during 1st BCAST consistency review and follow-up consistency review have been considered for these SCR updates.
R01 updates the SCR tables with the following changes:

· All SCR items in each table are listed in specification section order (to the extent this is possible).
· All SCR item descriptions flow from the general to the specific, e.g. ALC -> FEC for use with ALC, or down from the top of a network protocol stack, e.g. HTTP -> TCP -> IP or RTP -> UDP -> IP.

R02 adds to the CR the Table of Contents from a forthcoming update to the TS-Distribution specification. In that spec update, section ordering as been adjusted for consistency between file and stream distribution.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

Test items of the TS-Distribution specification impact the corresponding test items of the 3 adaptation specifications. Therefore, SCRs on 3 adaptation specifications may be updated considering the changes on this CR.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is requested that BCAST review the proposed SCRs and if Group agrees with the proposal, then the proposed SCRs are added to TS-Distribution.
6 Detailed Change Proposal

Please refer to the following Table of Contents from a forthcoming update to the TS-Distribution specification:
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Change 1:  SCRs for File Distribution Function
Annex B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].
B1. SCR for BCAST File Delivery Client (FD-C)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-FD-C-001
	Support ALC for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-C-002 AND BCAST‑FD-C-003

	BCAST-FD-C-002
	Support LCT for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-C-007

	BCAST-FD-C-003
	Support UDP for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-C-004

	BCAST-FD-C-004
	Support IP for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-C-005 AND 
BCAST-FD-C-006

	BCAST-FD-C-005
	Support IPv4
	8
	O
	

	BCAST-FD-C-006
	Support IPv6
	8
	O
	

	BCAST-FD-C-007
	Support FEC for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-C-008 OR 
BCAST-FD-C-009

	BCAST-FD-C-008
	Support Compact No-Code FEC Scheme
	5.2.2
	M
	

	BCAST-FD-C-009
	Support Raptor FEC Scheme
	5.2.2
	O
	

	BCAST-FD-C-010
	Support FLUTE for file distribution over Broadcast Channel
	5.2
	M
	

	BCAST-FD-C-011
	Support reception of file metadata in Service Guide
	5.2
	M
	

	BCAST-FD-C-012
	Support reception of GZIP encoded files
	5.2.1
	M
	

	BCAST-FD-C-013
	Support Reception Reporting Procedure
	5.3.2
	O
	BCAST-FD-C-015

	BCAST-FD-C-014
	Support File Repair Procedure
	5.3.3
	O
	BCAST-FD-C-015

	BCAST-FD-C-015
	Support Associated Delivery Procedure
	5.3.1
	O
	

	BCAST-FD-C-016
	Support file distribution over Interaction Channel
	5.5
	O
	

	BCAST-FD-C-017
	Support FLUTE for file distribution over Interaction Channel
	5.5.1
	O
	

	BCAST-FD-C-018
	Support HTTP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-C-019

	BCAST-FD-C-019
	Support TCP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-C-020

	BCAST-FD-C-020
	Support IP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-C-021 AND 
BCAST-FD-C-022

	BCAST-FD-C-021
	Support IPv4
	8
	O
	

	BCAST-FD-C-022
	Support IPv6
	8
	O
	

	BCAST-FD-C-023
	Support reception of various types of messages delivered using OMA PUSH
	9
	O
	(BCAST-FD-C-024 AND BCAST‑FD-C-025) OR BCAST‑FD-C-026

	BCAST-FD-C-024
	Support Interaction Channel
	9
	O
	

	BCAST-FD-C-025
	Support OMA PUSH
	9
	O
	MCF : OMA PUSH

	BCAST-FD-C-026
	Support OTA-HTTP
	9
	O
	


B2. SCR for BCAST File Delivery Application Component in BSA (FDA)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-FDA-S-001
	Support file distribution
	5
	M
	

	BCAST-FDA-S-002
	Support back-end interface for file distribution
	5.4
	O
	(BCAST-FDA-S-003 OR BCAST‑FDA-S-004) AND BCAST‑FDA-S-009

	BCAST-FDA-S-003
	Support HTTP 1.1 for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-005

	BCAST-FDA-S-004
	Support HTTPS for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-005

	BCAST-FDA-S-005
	Support TCP for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-006

	BCAST-FDA-S-006
	Support IP for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-007 OR BCAST‑FDA‑S-008

	BCAST-FDA-S-007
	Support IPv4
	8
	O
	

	BCAST-FDA-S-008
	Support IPv6
	8
	O
	

	BCAST-FDA-S-009
	File distribution back-end interface messages
	5.4.1.2
	O
	


B3. SCR for BCAST File Distribution Component in BSD/A (FD)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-FD-S-001
	Support file distribution
	5
	M
	

	BCAST-FD-S-002
	Support ALC for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-S-003 AND BCAST‑FD-S-004

	BCAST-FD-S-003
	Support LCT for file distribution over Broadcast Channel
	5.2
	M
	BCAST-FD-S-008

	BCAST-FD-S-004
	Support UDP for file distribution over Broadcast Channel
	8
	M
	BCAST-FD-S-005

	BCAST-FD-S-005
	Support IP for file distribution over Broadcast Channel
	8
	M
	BCAST-FD-S-006 OR 
BCAST-FD-S-007 

	BCAST-FD-S-006
	Support IPv4
	8
	O
	

	BCAST-FD-S-007
	Support IPv6
	8
	O
	

	BCAST-FD-S-008
	Support FEC for file distribution over Broadcast Channel
	5.2.2
	M
	BCAST-FD-S-009 OR 
BCAST-FD-S-010

	BCAST-FD-S-009
	Support Compact No-Code FEC Scheme
	5.2.2
	M
	

	BCAST-FD-S-010
	Support Raptor FEC Scheme
	5.2.2
	O
	

	BCAST-FD-S-011
	Support FLUTE for file metadata delivery
	5.2
	O
	

	BCAST-FD-S-012
	Support delivery of file metadata in Service Guide
	5.2
	O
	

	BCAST-FD-S-013
	Support GZIP content encoding of files
	5.2.1
	O
	

	BCAST-FD-S-014
	Support Reception Reporting Procedure
	5.3.2
	O
	BCAST-FD-S-016

	BCAST-FD-S-015
	Support File Repair Procedure
	5.3.3
	O
	BCAST-FD-S-016

	BCAST-FD-S-016
	Support Associated Delivery Procedure
	5.3.1
	O
	

	BCAST-FD-S-017
	Support back-end interface for file distribution
	5.4
	O
	(BCAST-FD-S-018 OR BCAST‑FD-S-019) AND BCAST‑FD-S-024

	BCAST-FD-S-018
	Support HTTP 1.1 for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-020

	BCAST-FD-S-019
	Support HTTPS for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-020

	BCAST-FD-S-020
	Support TCP for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-021

	BCAST-FD-S-021
	Support IP for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-022 OR
BCAST-FD-S-023

	BCAST-FD-S-022
	Support IPv4
	8
	O
	

	BCAST-FD-S-023
	Support IPv6
	8
	O
	

	BCAST-FD-S-024
	File distribution back-end interface messages
	5.4.1.2
	O
	

	BCAST-FD-C-025
	Support file distribution over Interaction Channel
	5.5
	O
	

	BCAST-FD-C-026
	Support FLUTE for file distribution over Interaction Channel
	5.5.1
	O
	

	BCAST-FD-S-027
	Support HTTP 1.1 for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-S-028

	BCAST-FD-S-028
	Support TCP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-S-029

	BCAST-FD-S-029
	Support IP for file distribution over Interaction Channel
	5.5.2
	M
	BCAST-FD-S-030 OR 
BCAST-FD-S-031

	BCAST-FD-S-030
	Support IPv4
	8
	O
	

	BCAST-FD-S-031
	Support IPv6
	8
	O
	

	BCAST-FD-S-032
	Support delivery of deliver various types of messages using OMA PUSH
	9
	O
	BCAST-FD-S-033

	BCAST-FD-S-033
	Support file distribution over Interaction Channel
	9
	O
	


Change 2:  SCRs for Stream Distribution Function
B4. SCR for BCAST Stream Delivery Client (SD-C)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SD-C-001
	Support RTP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-C-002

	BCAST-SD-C-002
	Support UDP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-C-003

	BCAST-SD-C-003
	Support IP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-C-004 AND 
BCAST-SD-C-005 AND
BCAST-SD-C-006

	BCAST-SD-C-004
	Support IPv4
	8
	M
	

	BCAST-SD-C-005
	Support IPv6
	8
	M
	

	BCAST-SD-C-006
	Support RTP payload format for stream distribution over Broadcast Channel
	6.2.1
	M
	BCAST-SD-C-007 OR 
BCAST-SD-C-008 OR 
BCAST-SD-C-009

	BCAST-SD-C-007
	Support codecs used for MBMS
	6.2.1
	O
	

	BCAST-SD-C-008
	Support codecs used for BCMCS
	6.2.1
	O
	

	BCAST-SD-C-009
	Support codecs used for DVB-H IPDC
	6.2.1
	O
	

	BCAST-SD-C-010
	Support forward error correction
	6.2.2
	O
	

	BCAST-SD-C-011
	Support buffer control for stream distribution
	6.2.3
	O
	

	BCAST-SD-C-012
	Support Stream Reception Report
	6.3.2
	O
	(BCAST-SD-C-013 AND BCAST‑SD-C-014) OR BCAST‑SD-C-015

	BCAST-SD-C-013
	Support Associated Procedures for Stream Distribution
	6.3, 6.3.1
	O
	

	BCAST-SD-C-014
	Support HTTP/TCP/IP
	6.3.3
	O
	

	BCAST-SD-C-015
	Support MBMS Stream Associated Procedures
	6.3
	O
	

	BCAST-SD-C-016
	Stream reception over Interaction Channel
	6.5
	O
	BCAST-SD-C-017 OR BCAST‑SD‑C-019

	BCAST-SD-C-017
	Transparent end-to-end Packet-switched Streaming Service (PSS)
	6.5
	O
	BCAST-SD-C-018 AND BCAST‑SD-C-021

	BCAST-SD-C-018
	Support 3GPP Interaction Channel
	6.5
	O
	

	BCAST-SD-C-019
	3G Multimedia Streaming Service
	6.5
	O
	BCAST-SD-C-020 AND BCAST‑SD-C-021

	BCAST-SD-C-020
	Support 3GPP2 Interaction Channel
	6.5
	O
	

	BCAST-SD-C-021
	Support RTSP
	6.5
	O
	


B5. SCR for BCAST Stream Delivery Application Component in BSA (SDA)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SDA-S-001
	Support stream distribution
	6
	M
	

	BCAST-SDA-S-002
	Support back-end interface for non-live stream distribution
	6.4.1
	O
	(BCAST-SDA-S-003 OR BCAST‑SDA-S-004) AND BCAST‑SDA-S-009

	BCAST-SDA-S-003
	Support HTTP 1.1 for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-005

	BCAST-SDA-S-004
	Support HTTPS for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-005

	BCAST-SDA-S-005
	Support TCP for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-006

	BCAST-SDA-S-006
	Support IP for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-007 OR BCAST‑SDA‑S-008

	BCAST-SDA-S-007
	Support IPv4
	8
	O
	

	BCAST-SDA-S-008
	Support IPv6
	8
	O
	

	BCAST-SDA-S-009
	Stream distribution back-end interface messages
	6.4.1.2
	O
	


B6. SCR for BCAST Stream Delivery Component in BSD/A (SD)

	Item
	Function
	Reference
	Status
	Requirement

	BCAST-SD-S-001
	Support stream distribution
	6
	M
	

	BCAST-SD-S-002
	Support RTP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-S-003

	BCAST-SD-S-003
	Support UDP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-S-004

	BCAST-SD-S-004
	Support IP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-S-005 OR BCAST‑SD‑S-006

	BCAST-SD-S-005
	Support IPv4
	8
	O
	

	BCAST-SD-S-006
	Support IPv6
	8
	O
	

	BCAST-SD-S-007
	Support RTP payload format for stream distribution over Broadcast Channel
	6.2.1
	M
	BCAST-SD-S-008 OR 
BCAST-SD-S-009 OR 
BCAST-SD-S-010

	BCAST-SD-S-008
	Support codecs used for MBMS
	6.2.1
	O
	

	BCAST-SD-S-009
	Support codecs used for BCMCS
	6.2.1
	O
	

	BCAST-SD-S-010
	Support codecs used for DVB-H IPDC
	6.2.1
	O
	

	BCAST-SD-S-011
	Support forward error correction
	6.2.2
	O
	

	BCAST-SD-S-012
	Support buffer control for stream distribution
	6.2.3
	O
	

	BCAST-SD-S-013
	Support Stream Associated Procedure
	6.3
	O
	(BCAST-SD-S-014 AND BCAST‑SD-S-015) OR BCAST‑SD-S-016

	BCAST-SD-S-014
	Support BCAST Stream Associated Procedure
	6.3
	O
	

	BCAST-SD-S-015
	Support HTTP/TCP/IP
	6.3.3
	O
	

	BCAST-SD-S-016
	Support MBMS Stream Associated Procedure
	6.3
	O
	

	BCAST-SD-S-017
	Support back-end interface for non-live stream distribution
	6.4.1
	O
	(BCAST-SD-S-018 OR BCAST‑SD-S-019) AND BCAST‑SD-S-024

	BCAST-SD-S-018
	Support HTTP 1.1 for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-020

	BCAST-SD-S-019
	Support HTTPS for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-020

	BCAST-SD-S-020
	Support TCP for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-021

	BCAST-SD-S-021
	Support IP for back-end interface
	6.4.1.1
	O
	BCAST‑SD-S-022 OR BCAST‑SD‑S-023

	BCAST-SD-S-022
	Support IPv4
	8
	O
	

	BCAST-SD-S-023
	Support IPv6
	8
	O
	

	BCAST-SD-S-024
	Stream distribution back-end interface messages
	6.4.1.2
	O
	

	BCAST-SD-S-025
	Stream distribution over Interaction Channel
	6.5
	O
	BCAST-SD-S-026 OR BCAST‑SD‑S-028

	BCAST-SD-S-026
	Transparent end-to-end Packet-switched Streaming Service (PSS)
	6.5
	O
	BCAST-SD-S-027 AND BCAST‑SD-S-030

	BCAST-SD-S-027
	Support 3GPP Interaction Channel
	6.5
	O
	

	BCAST-SD-S-028
	3G Multimedia Streaming Service
	6.5
	O
	BCAST-SD-S-029 AND BCAST‑SD-S-030

	BCAST-SD-S-029
	Support 3GPP2 Interaction Channel
	6.5
	O
	

	BCAST-SD-S-030
	Support RTSP
	6.5
	O
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